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Cite this Code: CFR

To cite the regulations in
this volume use title,
part and section num-
ber. Thus, 46 CFR
70.01-1 refers to title 46,
part 70, section 01-1.




Explanation

The Code of Federal Regulations is a codification of the general and permanent
rules published in the Federal Register by the Executive departments and agen-
cies of the Federal Government. The Code is divided into 50 titles which represent
broad areas subject to Federal regulation. Each title is divided into chapters
which usually bear the name of the issuing agency. Each chapter is further sub-
divided into parts covering specific regulatory areas.

Each volume of the Code is revised at least once each calendar year and issued
on a quarterly basis approximately as follows:

Title 1 through Title 16............. as of January 1
Title 17 through Title 27 ... e as of April 1
Title 28 through Title 41 ... e as of July 1
Title 42 through Title 50 ..., as of October 1

The appropriate revision date is printed on the cover of each volume.
LEGAL STATUS

The contents of the Federal Register are required to be judicially noticed (44
U.S.C. 1507). The Code of Federal Regulations is prima facie evidence of the text
of the original documents (44 U.S.C. 1510).

HOW TO USE THE CODE OF FEDERAL REGULATIONS

The Code of Federal Regulations is kept up to date by the individual issues
of the Federal Register. These two publications must be used together to deter-
mine the latest version of any given rule.

To determine whether a Code volume has been amended since its revision date
(in this case, October 1, 2004), consult the “List of CFR Sections Affected (LSA),”
which is issued monthly, and the “Cumulative List of Parts Affected,” which ap-
pears in the Reader Aids section of the daily Federal Register. These two lists
will identify the Federal Register page number of the latest amendment of any
given rule.

EFFECTIVE AND EXPIRATION DATES

Each volume of the Code contains amendments published in the Federal Reg-
ister since the last revision of that volume of the Code. Source citations for
the regulations are referred to by volume number and page number of the Federal
Register and date of publication. Publication dates and effective dates are usu-
ally not the same and care must be exercised by the user in determining the
actual effective date. In instances where the effective date is beyond the cut-
off date for the Code a note has been inserted to reflect the future effective
date. In those instances where a regulation published in the Federal Register
states a date certain for expiration, an appropriate note will be inserted following
the text.

OMB CONTROL NUMBERS
The Paperwork Reduction Act of 1980 (Pub. L. 96-511) requires Federal agencies
to display an OMB control number with their information collection request.

A\



Many agencies have begun publishing numerous OMB control numbers as amend-
ments to existing regulations in the CFR. These OMB numbers are placed as
close as possible to the applicable recordkeeping or reporting requirements.

OBSOLETE PROVISIONS

Provisions that become obsolete before the revision date stated on the cover
of each volume are not carried. Code users may find the text of provisions in
effect on a given date in the past by using the appropriate numerical list of
sections affected. For the period before January 1, 2001, consult either the List
of CFR Sections Affected, 1949-1963, 1964-1972, 1973-1985, or 1986-2000, published
in 11 separate volumes. For the period beginning January 1, 2001, a ‘“‘List of CFR
Sections Affected” is published at the end of each CFR volume.

INCORPORATION BY REFERENCE

What is incorporation by reference? Incorporation by reference was established
by statute and allows Federal agencies to meet the requirement to publish regu-
lations in the Federal Register by referring to materials already published else-
where. For an incorporation to be valid, the Director of the Federal Register
must approve it. The legal effect of incorporation by reference is that the mate-
rial is treated as if it were published in full in the Federal Register (5 U.S.C.
552(a)). This material, like any other properly issued regulation, has the force
of law.

What is a proper incorporation by reference? The Director of the Federal Register
will approve an incorporation by reference only when the requirements of 1 CFR
part 51 are met. Some of the elements on which approval is based are:

(a) The incorporation will substantially reduce the volume of material pub-
lished in the Federal Register.

(b) The matter incorporated is in fact available to the extent necessary to
afford fairness and uniformity in the administrative process.

(c) The incorporating document is drafted and submitted for publication in
accordance with 1 CFR part 51.

Properly approved incorporations by reference in this volume are listed in the
Finding Aids at the end of this volume.

What if the material incorporated by reference cannot be found? If you have any
problem locating or obtaining a copy of material listed in the Finding Aids of
this volume as an approved incorporation by reference, please contact the agency
that issued the regulation containing that incorporation. If, after contacting the
agency, you find the material is not available, please notify the Director of the
Federal Register, National Archives and Records Administration, Washington DC
20408, or call 202-741-6010.

CFR INDEXES AND TABULAR GUIDES

A subject index to the Code of Federal Regulations is contained in a separate
volume, revised annually as of January 1, entitled CFR INDEX AND FINDING AIDS.
This volume contains the Parallel Table of Statutory Authorities and Agency
Rules (Table 1). A list of CFR titles, chapters, and parts and an alphabetical
list of agencies publishing in the CFR are also included in this volume.

An index to the text of “Title 3—The President’ is carried within that volume.

The Federal Register Index is issued monthly in cumulative form. This index
is based on a consolidation of the “Contents’ entries in the daily Federal Reg-
ister.

A List of CFR Sections Affected (LSA) is published monthly, keyed to the
revision dates of the 50 CFR titles.



REPUBLICATION OF MATERIAL

There are no restrictions on the republication of material appearing in the
Code of Federal Regulations.

INQUIRIES

For a legal interpretation or explanation of any regulation in this volume,
contact the issuing agency. The issuing agency’s name appears at the top of
odd-numbered pages.

For inquiries concerning CFR reference assistance, call 202-741-6000 or write
to the Director, Office of the Federal Register, National Archives and Records
Administration, Washington, DC 20408 or e-mail fedreg.info@nara.gov.

SALES

The Government Printing Office (GPO) processes all sales and distribution of
the CFR. For payment by credit card, call toll-free, 866-512-1800 or DC area, 202-
512-1800, M-F, 8 a.m. to 4 p.m. e.s.t. or fax your order to 202-512-2250, 24 hours
a day. For payment by check, write to the Superintendent of Documents, Attn:
New Orders, P.O. Box 371954, Pittsburgh, PA 15250-7954. For GPO Customer Service
call 202-512-1803.

ELECTRONIC SERVICES

The full text of the Code of Federal Regulations, the LSA (List of CFR Sections
Affected), The United States Government Manual, the Federal Register, Public
Laws, Public Papers, Weekly Compilation of Presidential Documents and the Pri-
vacy Act Compilation are available in electronic format at www.access.gpo.gov/
nara (““GPO Access’’). For more information, contact Electronic Information Dis-
semination Services, U.S. Government Printing Office. Phone 202-512-1530, or 888-
293-6498 (toll-free). E-mail, gpoaccess@gpo.gov.

The Office of the Federal Register also offers a free service on the National
Archives and Records Administration’s (NARA) World Wide Web site for public
law numbers, Federal Register finding aids, and related information. Connect
to NARA'’s web site at www.archives.gov/federal register. The NARA site also
contains links to GPO Access.

RAYMOND A. MOSLEY,
Director,
Office of the Federal Register.
October 1, 2004.






THIS TITLE

Title 46—SHIPPING is composed of nine volumes. The parts in these volumes
are arranged in the following order: Parts 1-40, 41-69, 70-89, 90-139, 140-155, 156
165, 166-199, 200-499 and 500 to End. The first seven volumes containing parts 1-
199 comprise chapter I—Coast Guard, DHS. The eighth volume, containing parts
200 to 499, includes chapter Il—Maritime Administration, DHS and chapter 11—
Coast Guard (Great Lakes Pilotage), DHS. The ninth volume, containing part
500 to End, includes chapter IV—Federal Maritime Commission. The contents
of these volumes represent all current regulations codified under this title of
the CFR as of October 1, 2004.

Subject indexes appear in subchapters A—I, I-A, J, K, L, and Q—W following
the subchapters.

For this volume, EImer Barksdale was Chief Editor. The Code of Federal Regu-
lations publication program is under the direction of Frances D. McDonald, as-
sisted by Alomha S. Morris.



Would you like to
know...

if any changes have been made to the Code
of Federal Regulations or what documents
have been published in the Federal Register
without reading the Federal Register every
day? If so, you may wish to subscribe to the
LSA (List of CFR Sections Affected), the
Federal Register Index, or both.

LSA

The LSA (List of CFR Sections Affected) is
designed to lead users of the Code of Federal
Regulations to amendatory actions published in
the Federal Register. The LSA is issued monthly in
cumulative form. Entries indicate the nature of the
changes—such as revised, removed, or corrected.
$31 per year.

Federal Register Index

The index, covering the contents of the daily
Federal Register, is issued monthly in cumulative
form. Entries are carried primarily under the names
of the issuing agencies. Significant subjects are
carried as cross-references.

$28 per year.

A finding aid is included in each publication which
lists Federal Register page numbers with the date
of publication in the Federal Register.

Superintendent of Documents Subscription Order Form

i"gﬁ"esg‘"ic"de‘ U YES, send me the following indicated subscriptions for one year:
LSA (List of CFR Sections Affected), (LCS) for $31 per year.
Federal Register Index (FRSU) $28 per year.

The total cost of my order is $ . (Includes regular shipping and handling.)
Price is subject to change. Interational For privacy check box below:

customers please add 25%. ) .
U Do not make my name available to other mailers

Check method of payment:
1 Check payable to Superintendent of Documents

Company or personal name

Street address O GPO Deposit Account [ TTTTT]- D
Chy, State, ZP code U wvisa U MasterCard D:]:D (expiration date)
Daytime phone with area code Credit card No. (must be 20 digits)

Thank you for your order!

Purchase order No. (optional)

@ Authorizing signature 7/00
[MasterCard)

Mail To: Superintendent of Documents
Fax your orders (202) 512-2250 P.O. Box 371954
Phone your orders (202) 512-1800 Pittsburgh, PA 15250-7954
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SUBCHAPTER H—PASSENGER VESSELS

PART 70—GENERAL PROVISIONS

Subpart 70.01—Authority and Purpose

Sec.

70.01-1 Purpose of regulations.

70.01-7 Right of appeal.

70.01-15 OMB control numbers assigned pur-
suant to the Paperwork Reduction Act.

Subpart 70.05—Application

70.05-1 United States flag vessels subject to
the requirements of this subchapter.

70.05-3 Foreign vessels subject to the re-
quirements of this subchapter.

70.05-5 Specific application noted in text.

70.05-7 Ocean or unlimited coastwise vessels
on inland and Great Lakes Routes.

70.05-10 Application to vessels on an inter-
national voyage.

70.05-18 Applicability to vessels operating
under an exemption afforded in the Pas-
senger Vessel Safety Act of 1993 (PSVA).

70.05-20 Gross tonnage as a criterion for re-
quirements.

70.05-30 Combustible and flammable liquid
cargo in bulk.

Subpart 70.10—Definition of Terms Used in
This Subchapter

70.10-1 Definitions.

Subpart 70.15—Equivalents

70.15-1 Conditions under which equivalents
may be used.

Subpart 70.20—General Marine
Engineering Requirements
70.20-1 Marine engineering details.
Subpart 70.25—General Electrical
Engineering Requirements
70.25-1 Electrical engineering details.
Subpart 70.28—Lifesaving Appliances and
Arrangements

70.28-1 Lifesaving appliances and arrange-
ments.

Subpart 70.35—American Bureau of
Shipping’s Standards

70.35-1 Standards to be used.
70.35-5 Where obtainable.

AUTHORITY: 46 U.S.C. 3306, 3703; Pub. L. 103-
206, 107 Stat. 2439; 49 U.S.C. 5103, 5106; E.O.
12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 277;

Department of Homeland Security Delega-
tion No. 0170.1; Section 70.01-15 also issued
under the authority of 44 U.S.C. 3507.

SOURCE: CGFR 65-50, 30 FR 16890, Dec. 30,
1965, unless otherwise noted.

Subpart 70.01—Authority and
Purpose

§70.01-1 Purpose of regulations.

The purpose of the regulations in this
subchapter is to set forth uniform min-
imum requirements for passenger ves-
sels. The regulations are necessary to
carry out the provisions of law affect-
ing passenger vessels and such regula-
tions have the force of law.

[CGFR 65-50, 30 FR 16890, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51203, Sept. 30,
1997]

§70.01-7 Right of appeal.

Any person directly affected by a de-
cision or action taken under this sub-
chapter, by or on behalf of the Coast
Guard, may appeal therefrom in ac-
cordance with subpart 1.03 of this chap-
ter.

[54 FR 50380, Dec. 6, 1989]

§70.01-15 OMB control numbers as-
signed pursuant to the Paperwork
Reduction Act.

(a) Purpose. This section collects and
displays the control numbers assigned
to information collection and record-
keeping requirements in this sub-
chapter by the Office of Management
and Budget (OMB) pursuant to the Pa-
perwork Reduction Act of 1980 (44
U.S.C. 3501 et seq.). The Coast Guard in-
tends that this section comply with the
requirements of 44 U.S.C. 3507(f) which
requires that agencies display a cur-
rent control number assigned by the
Director of the OMB for each approved
agency information collection require-
ment.

(b) Display.
46 CFR part or sectsignb\gzere identified or de- Olv%”égmrol
No.
§71.10 e 1625-0032
§71.50-5 ..o 1625-0032
§78.17-22 .o 1625-0064




§70.05-1

46 CFR part or section where identified or de- Oh/cl;éjggmrol
scribed No
§78.17-33 1625-0064

[49 FR 38120, Sept. 27, 1984, as amended by
CGD 88-072, 53 FR 34297, Sept. 6, 1988; CGD 89—
037, 57 FR 41822, Sept. 11, 1992; USCG-2004-
18884, 69 FR 58347, Sept. 30, 2004]

Subpart 70.05—Application

§70.05-1 United States flag vessels
subject to the requirements of this
subchapter.

(a) This subchapter is applicable to
all U.S.-flag vessels indicated in Col-

46 CFR Ch. | (10-1-04 Edition)

umn 3 of table 70.05-1(a) that are 100
gross tons or more, except as follows:

(1) Any vessel operating exclusively
on inland waters which are not navi-
gable waters of the United States; or,

(2) Any vessel while laid up and dis-
mantled and out of commission; or,

(3) With the exception of vessels of
the U.S. Maritime Administration, any
vessel with title vested in the United
States and which is used for public pur-
poses.
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Coast Guard, DHS
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(b) The requirements for notification
of safety standards and for safety infor-
mation and country of registry in pro-
motional literature or advertising of a
domestic passenger vessel of 100 gross
tons or over having berth or stateroom
accommodations for 50 or more pas-
sengers are contained in part 80 of this
chapter.

[CGFR 65-50, 30 FR 16890, Dec. 30, 1965, as
amended by CGFR 67-83, 33 FR 1107, Jan. 27,
1968; CGFR 70-10, 35 FR 3710, Feb. 25, 1970;
CGD 72-187R, 38 FR 9081, Apr. 10, 1973; CGP
73-96, 42 FR 49024, Sept. 26, 1977; CGD 86-033,
53 FR 36024, Sept. 16, 1988; 53 FR 46871, Nov.
21, 1988; CGD 90-008, 55 FR 30660, July 26, 1990;
USCG-1999-5040, 67 FR 34784, May 15, 2002]

§70.05-3 Foreign vessels subject to the
requirements of this subchapter.

(a) Except as specifically noted in
paragraphs (b) and (e), and (f) of this
section, parts 70 to 78, inclusive, of this
subchapter, shall be applicable to the
extent prescribed by law to all foreign
vessels of the following classifications
indicated in column 4 of table 70.05-1(a)
that are 100 gross tons or over:

(1) Foreign vessels which carry more
than 12 passengers from any port in the
United States; or,

(2) Foreign vessels, other than those
mentioned in paragraph (a)(1) of this
section, which carry more than 6 pas-
sengers from any port in the United
States, and which are:

(i) Sailing vessels of 100 gross tons or
over and not more than 700 gross tons;
or,

(ii) Non-self-propelled vessels of 100
gross tons.

(b) The provisions of parts 70 to 78,
inclusive, of this subchapter shall not
be applicable to those foreign vessels
covered by paragraph (a) of this section
which are:

(1) Any vessel of a foreign nation sig-
natory to the International Convention
for Safety of Life at Sea, 1974, and
which has on board a current valid
safety certificate; or,

(2) Any vessel of a foreign nation
having inspection laws approximating
those of the United States together
with reciprocal inspection arrange-
ments with the United States, and
which has on board a current valid cer-
tificate of inspection issued by its gov-
ernment under such arrangements.
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(c) Notwithstanding the exceptions
previously noted in paragraph (b) of
this section, foreign vessels of novel de-
sign or construction, or whose oper-
ation involves potential unusual risks
shall be subject to inspection to the ex-
tent necessary to safeguard life and
property in United States’ ports, as
further provided by §2.01-13 of sub-
chapter A (Procedures Applicable to
the Public) of this chapter.

(d) The requirements for notification
of safety standards and for safety infor-
mation and country of registry in pro-
motional literature or advertising of a
foreign passenger vessel of 100 gross
tons or over having berth or stateroom
accommodations for 50 or more pas-
sengers are contained in part 80 of this
chapter.

(e) Not withstanding the other provi-
sions of this section, foreign passenger
vessels of over 100 gross tons having
berth or stateroom accommodations
for more than 50 persons and departing
a United States port with passengers
who are United States nationals and
who embarked at that port shall com-
ply with the provisions of the Inter-
national Convention for Safety of Life
at Sea, 1974.

(f) Notwithstanding the exceptions
noted in paragraph (b) of this section,
each foreign vessel must report marine
casualties occurring while the vessel is
in the navigable waters of the United
States as required by subpart 78.07.

[CGFR 65-50, 30 FR 16890, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15280, Dec. 6,
1966; CGFR 68-65, 33 FR 19985, Dec. 28, 1968;
CGFR 69-106a, 35 FR 16834, Oct. 31, 1970; CGD
72-187R, 38 FR 9081, Apr. 10, 1973; CGD 77-042,
42 FR 63643, Dec. 19, 1977; CGD 90-008, 55 FR
30660, July 26, 1990]

§70.05-5 Specific application noted in
text.

(a) At the beginning of the various
parts, subparts, and sections, a more
specific application is generally given
for the particular portion of the text
involved. This application sets forth
the types, sizes, or services or vessels
to which the text pertains, and in
many cases limits the application of
the text to vessels contracted for be-
fore or after a specific date. As used in
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this subchapter, the term vessels con-
tracted for includes not only the con-
tracting for the construction of a ves-
sel, but also the contracting for a ma-
terial alteration to a vessel, the con-
tracting for the conversion of a vessel
to a passenger vessel, and the changing
of service or route of a vessel if such
change increases or modifies the gen-
eral requirements for the vessel or in-
creases the hazards to which it might
be subjected.
(b) [Reserved]

§70.05-7 Ocean or unlimited coastwise
vessels on inland and Great Lakes
Routes.

(a) Vessels inspected and certificated
for ocean or unlimited coastwise routes
shall be considered suitable for naviga-
tion insofar as the provisions of this
subchapter are concerned on any in-
land route, including the Great Lakes.

(b) [Reserved]

§70.05-10 Application to vessels on an
international voyage.

(a) Except as provided in paragraphs
(b), (c), and (d) of this section, the reg-
ulations in this subchapter that apply
to a vessel on an “international voy-
age” apply to a vessel that—

(1) Is mechanically propelled and car-
ries more than 12 passengers; and

(2) Is engaged on a voyage—

(i) From a country to which the
International Convention for Safety of
Life at Sea, 1974, (SOLAS 74) applies, to
a port outside that country or the re-
verse;

(ii) From any territory, including the
Commonwealth of Puerto Rico, all pos-
sessions of the United States and all
lands held by the United States under
a protectorate or mandate, whose
international relations are the respon-
sibility of a contracting SOLAS 74 gov-
ernment, or which is administered by
the United Nations, to a port outside
that territory or the reverse; or

(iii) Between the contiguous states of
the United States and the states of Ha-
waii or Alaska or between the states of
Hawaii and Alaska.

(b) The regulations that apply to a
vessel on an “international voyage” in
this subchapter do not apply to ships
engaged on a voyage solely on the
Great Lakes and the St. Lawrence

14

46 CFR Ch. | (10-1-04 Edition)

River as far east as a straight line
drawn from Cap des Rosiers to West
Point, Anticosti Island and, on the
north side of Anticosti Island, the 63rd
Meridian;

(c) The Commandant or his author-
ized representative may exempt any
vessel on an international voyage from
the requirements of this subchapter if
the vessel—

(1) Makes a single international voy-
age in exceptional circumstances; and

(2) Meets safety requirements pre-
scribed for the voyage by the Com-
mandant.

(d) The Commandant or his author-
ized representative may exempt any
vessel from the construction require-
ments of this subchapter if the vessel
does not proceed more than 20 nautical
miles from the nearest land in the
course of its voyage.

[CGD 72-131R, 38 FR 29320, Oct. 24, 1973, as
amended by CGD 90-008, 55 FR 30661, July 26,
1990; CGD 84-069, 61 FR 25287, May 20, 1996]

§70.05-18 Applicability to vessels oper-
ating under an exemption afforded
in the Passenger Vessel Safety Act
of 1993 (PVSA).

(a) The Passenger Vessel Safety Act
of 1993 (PVSA) contained an allowance
for the exemption of certain passenger
vessels that are—

(1) At least 100 gross tons but less
than 300 gross tons; or

(2) Former public vessels of at least
100 gross tons but less than 500 gross
tons.

(b) The owner or operator of a vessel
must have applied for an exemption
under the PVSA by June 21, 1994, and
then brought the vessel into compli-
ance with the interim guidance in
Navigation and Inspection Circular
(NVIC) 7-94 not later than December 21,
1996. The PVSA exemption is valid for
the service life of the vessel, as long as
the vessel remains certified for pas-
senger service. If the Certificate of In-
spection (COl) is surrendered or other-
wise becomes invalid (not including a
term while the vessel is out of service
but undergoing an inspection for recer-
tification), the owner or operator must
meet the appropriate inspection regu-
lations to obtain a new COIl without
the PVSA exemption. See 46 CFR
175.118 for information about applicable
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regulations for vessels that operate
under the PVSA exemption.

[USCG-1999-5040, 67 FR 34791, May 15, 2002]

§70.05-20 Gross tonnage as a criterion
for requirements.

(@) The regulations in this sub-
chapter, as well as referenced require-
ments in other subchapters in this
chapter, take into account the pas-
senger vessel’s size, construction, and
equipment, as well as its intended serv-
ice on the routes or waters on which it
is desired to be operated or navigated,
which are indications of the hazards to
which such vessel may be subjected.
The Commandant’s determinations in
this respect for a particular passenger
vessel are stipulated in a certificate of
inspection, which states certain terms
and conditions governing such vessel
when in operation.

(b) In applying the laws and regula-
tions to passenger vessels, one cri-
terion for invocation of safety stand-
ards is the description of passenger ves-
sels by relative size in gross tons. When
it is determined by the Commandant
that the gross register tonnage for a
particular passenger vessel, which is
attained by exemptions, reductions, or
other devices in the basic gross ton-
nage formulation, will circumvent or
be incompatible with the application of
specific safety requirements in the pas-
senger vessel regulations for a vessel of
such physical size, the Commandant
shall prescribe the regulations to be
made applicable to such vessel.

(c) When the Commandant deter-
mines that the gross register tonnage
is not a valid criterion for the invoca-
tion of safety requirements based on
relative size, the parties involved will
be informed of the determination and
of the regulations applicable to such
passenger vessel, and before being per-
mitted to operate such vessel, compli-
ance therewith shall be required. En-
dorsements or notations on the pas-
senger vessel’s certificate of inspection
may be made as appropriate.

§70.05-30 Combustible and flammable
liquid cargo in bulk.

NoOTE: Requirements for double hull con-
struction for vessels carrying oil, as defined
in 33 CFR 157.03, in bulk as cargo are found
in 33 CFR 157.10d.
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Vessels inspected and certificated
under this subchapter may carry lim-
ited quantities of combustible liquid
cargo in bulk in the grades indicated,
provided the certificate of inspection is
endorsed to permit such carriage:

(a) Grade E in an integral tank; and

(b) Grade E in a portable tank, in-
cluding a marine portable tank, in ac-
cordance with subpart 98.30 or 98.33 of
this chapter.

[CGD 84-043, 55 FR 37410, Sept. 11, 1990, as
amended by CGD 90-051, 57 FR 36246, Aug. 12,
1992]

Subpart 70.10—Definition of Terms
Used in This Subchapter

§70.10-1 Definitions.

Approved means approved by the
Commandant, unless otherwise stated.

Barge means any non-self-propelled
vessel.

Carrying freight for hire means the
carriage of any goods, wares, or mer-
chandise, or any other freight for a
consideration, whether directly or indi-
rectly flowing to the owner, charterer,
operator, agent, or any other person in-
terested in the vessel.

Classed vessel means any vessel
classed by the American Bureau of
Shipping or other recognized classifica-
tion society.

Coast Guard District Commander
means an officer of the Coast Guard
designated as such by the Commandant
to command all Coast Guard activities
within his or her district, which in-
clude the inspection, enforcement, and
administration of Subtitle Il, Title 46
U.S. Code; Title 33 U.S. Code; and regu-
lations issued under these statutes.

Coastwise is a designation of service
that includes all vessels normally navi-
gating the waters of any ocean or the
Gulf of Mexico 20 nautical miles or less
offshore.

Commandant means the Commandant
of the United States Coast Guard.

Consideration means an economic
benefit, inducement, right, or profit in-
cluding pecuniary payment accruing to
an individual, person, or entity but not
including a voluntary sharing of the
actual expenses of the voyage by mone-
tary contribution or donation of fuel,
food, beverage, or other supplies.
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Ferry is a designation that includes
those vessels, in other than ocean or
coastwise service, having provisions
only for deck passengers and/or vehi-
cles, operating on a short run, on a fre-
quent schedule between two points
over the most direct water route, and
offering a public service of a type nor-
mally attributed to a bridge or tunnel.

Great Lakes is a designation of service
that includes all vessels navigating the
Great Lakes.

Headquarters means the Office of the
Commandant, United States Coast
Guard, Washington, DC 20593.

Lakes, bays, and sounds is a designa-
tion of service that includes all vessels
navigating the waters of the lakes,
bays, or sounds other than the waters
of the Great Lakes.

Marine inspector or inspector means
any person from the civilian or mili-
tary branch of the Coast Guard as-
signed under the direction of an Officer
in Charge, Marine Inspection, or any
other person designated to perform du-
ties related to the inspection, enforce-
ment, and administration of Subtitle
I, Title 46 U.S. Code; Title 33 U.S.
Code; and regulations issued under
these statutes.

Motor vessel means any vessel more
than 65 feet in length, which is pro-
pelled by machinery other than steam.

Ocean is a designation of service that
includes all vessels navigating the wa-
ters of any ocean or the Gulf of Mexico
more than 20-nautical miles offshore.

Officer in Charge, Marine Inspection
means any person from the civilian or
military branch of the Coast Guard
designated as such by the Commandant
and who, under the direction of the
Coast Guard District Commander, is in
charge of an inspection zone for the
performance of duties related to the in-
spection, enforcement, and administra-
tion of Subtitle Il, Title 46 U.S. Code;
Title 33 U.S. Code; and regulations
issued under these statutes.

Passenger means—

(1) On an international voyage, every
person other than—

(i) The master and the members of
the crew or other persons employed or
engaged in any capacity onboard a ves-
sel on the business of that vessel; and

(ii) A child under the age of one.

16

46 CFR Ch. | (10-1-04 Edition)

(2) On other than an international
voyage, an individual carried on the
vessel, except—

(i) The owner or an individual rep-
resentative of the owner or, in the case
of a vessel under charter, an individual
charterer or individual representative
of the charterer;

(ii) The master; or

(iii) A member of the crew engaged in
the business of the vessel, who has not
contributed consideration for carriage,
and who is paid for onboard services.

Passenger-for-hire means a passenger
for whom consideration is contributed
as a condition of carriage on the vessel,
whether directly or indirectly flowing
to the owner, charterer, operator,
agent, or any other person having an
interest in the vessel.

Passenger vessel means—

(1) On an international voyage, a ves-
sel of at least 100 tons gross tonnage
carrying more than 12 passengers; and

(2) On other than an international
voyage, a vessel of at least 100 tons
gross tonnage—

(i) Carrying more than 12 passengers,
including at least one passenger-for-
hire;

(ii) That is chartered and carrying
more than 12 passengers; or

(iii) That is a submersible vessel and
carrying at least one passenger-for-
hire.

Pilot boarding equipment means a pilot
ladder, accommodation ladder, pilot
hoist, or combination of them, as re-
quired by this subchapter.

Point of access means the place on the
deck of a vessel where a person steps
onto or off pilot boarding equipment.

Recognized classification society means
the American Bureau of Shipping or
other classification society as recog-
nized by the Commandant.

Rivers is a designation of service that
includes all vessels whose navigation is
restricted to rivers and/or canals, and
to such other waters as may be des-
ignated by the Coast Guard District
Commander.

Sailing vessel means a vessel with no
mechanical means of propulsion, all
propulsive power being provided by
sails.

Short international voyage means an
international voyage in the course of
which a vessel is not more than 200
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miles from a port or place in which the
passengers and crew could be placed in
safety. Neither the distance between
the last port of call in the country in
which the voyage begins and the final
port of destination, nor the return voy-
age, may exceed 600 miles. The final
port of destination is the last port of
call in the scheduled voyage at which
the vessel commences its return voy-
age to the country in which the voyage
began.

Specially suitable for vehicles is a des-
ignation used for a space that is de-
signed for the carriage of automobiles
or other self-propelled vehicles with
batteries connected and fuel tanks con-
taining gasoline on vessels on ocean or
unlimited coastwise voyages. Require-
ments for the design and protection of
spaces specially suitable for vehicles
appear in subparts 72.15, 76.15, 77.05,
78.45, 78.47, and 78.83 of parts 72, 76, 77,
and 78 of this subchapter. In addition,
preparation of automobiles prior to
carriage, with the exception of dis-
connecting battery cables, must be in
accordance with the applicable provi-
sion of 49 CFR 176.905.

Submersible vessel means a vessel that
is capable of operating below the sur-
face of the water.

Vessel, unless otherwise noted in this
subpart, includes all vessels indicated
in column three of table 70.05-1(a) in
§70.05-1 that exceed 65 feet in length
(measured from end-to-end over the
deck, excluding sheer) and that carry
more than six passengers-for-hire.

[USCG-1999-5040, 67 FR 34792, May 15, 2002]

Subpart 70.15—Equivalents

§70.15-1 Conditions under which

equivalents may be used.

(a) Where in this subchapter it is pro-
vided that a particular fitting, mate-
rial, appliance, apparatus, or equip-
ment, or type thereof, shall be fitted or
carried in a vessel, or that any par-
ticular provision shall be made or ar-
rangement shall be adopted, the Com-
mandant may accept in substitution
therefor any other fitting, material,
apparatus, or equipment, or type there-
of, or any other provision or arrange-
ment: Provided, That he shall have been
satisfied by suitable trials that the fit-
ting, material, appliance, apparatus, or
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equipment, or type thereof, or the pro-
vision or arrangement shall be at least
as effective as that specified in this
subchapter.

(b) In any case where it is shown to
the satisfaction of the Commandant
that the use of any particular equip-
ment, apparatus, or arrangement not
specifically required by law is unrea-
sonable or impracticable, the Com-
mandant may permit the use of alter-
nate equipment, apparatus, or arrange-
ment to such an extent and upon such
conditions as will insure, to his satis-
faction, a degree of safety consistent
with the minimum standards set forth
in this subchapter.

Subpart 70.20—General Marine
Engineering Requirements

§70.20-1 Marine engineering details.

All marine engineering details such
as piping, valves, fittings, boilers, pres-
sure vessels, etc., and their appur-
tenances installed on the vessel, shall
be designed, constructed, and installed
in accordance with the provisions of
subchapter F (Marine Engineering) of
this chapter.

Subpart 70.25—General Electrical
Engineering Requirements

§70.25-1 Electrical
tails.

engineering de-

All electrical engineering details and
installations shall be designed and in-
stalled in accordance with subchapter
J (Electrical Engineering) of this chap-
ter.

Subpart 70.28—1Lifesaving
Appliances and Arrangements

§70.28-1 Lifesaving appliances and ar-
rangements.

All lifesaving appliances and ar-
rangements on passenger vessels must
be in accordance with subchapter W
(Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25287, May 20, 1996]
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Subpart 70.35—American Bureau
of Shipping’s Standards

§70.35-1 Standards to be used.

(a) Where in this subchapter an item,
or method of construction, or testing is
required to meet the standards estab-
lished by the American Bureau of Ship-
ping, the current standards in effect at
the time of construction of the vessel,
or otherwise as applicable, shall be
used. The current standards of other
recognized classification societies may
also be accepted upon approval by the
Commandant.

(b) [Reserved]

§70.35-5 Where obtainable.

(a) The standards established by the
American Bureau of Shipping are usu-
ally published annually and may be
purchased from the American Bureau
of  Shipping, ABS Plaza, 16855
Northchase Drive, Houston, TX 77060.
These standards may be also examined
at the office of the Commandant (M),
U.S. Coast Guard, Washington, DC
20593-0001, or at the office of any Coast
Guard District Commander or Officer
in Charge, Marine Inspection.

(b) [Reserved]

[CGFR 65-50, 30 FR 16890, Dec. 30, 1965, as
amended by CGFR 68-32, 33 FR 5715, Apr. 12,
1968; CGD 88-070, 53 FR 34534, Sep. 7, 1988;
CGD 88-070, 53 FR 37570, Sept. 27, 1988, 53 FR
44011, Nov. 1, 1988; CGD 95-072, 60 FR 50463,
Sept. 29, 1995; USCG-2000-7790, 65 FR 58461,
Sept. 29, 2000]

PART 71—INSPECTION AND
CERTIFICATION

Subpart 71.01—Cerlificate of Inspection

Sec.

71.01-1 When required.

71.01-5 Posting.

71.01-10 Period of validity.
71.01-15 Temporary certificate.
71.01-20 Expired certificate.

Subpart 71.05—Permit To Proceed to
Another Port for Repair

71.05-1 When issued.

71.05-5 To whom issued.
71.05-10 Conditions of permit.
71.05-15 Posting.
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Subpart 71.10—Permit To Engage in
Excursions

71.10-1 When issued.

71.10-5 To whom issued.
71.10-10 Conditions of permit.
71.10-15 Posting.

Subpart 71.15—Inspection of Vessels

71.15-1 Standards in inspection of hulls,
boilers, and machinery.
71.15-5 Alternate compliance.

Subpart 71.20—Initial Inspection

71.20-1 Prerequisite of certificate of inspec-
tion.

71.20-5 When made.

71.20-10 Plans.

71.20-15 Scope of inspections.

71.20-20 Specific tests and inspections.

Subpart 71.25—Annual Inspection

71.25-1 Prerequisite of reissuance of certifi-
cate of inspection.

71.25-5 When made.

71.25-10 Scope of inspections.

71.25-15 Lifesaving equipment.

71.25-20 Fire-detecting and
equipment.

71.25-25 Hull equipment.

71.25-30 [Reserved]

71.25-35 Marine engineering equipment.

71.25-37 Pollution prevention.

71.25-40 Sanitary inspection.

71.25-45 Fire hazards.

71.25-50 Inspector not limited.

extinguishing

Subpart 71.30—Reinspection

71.30-1 When made.
71.30-5 Scope.
71.30-10 Inspector not limited.

Subpart 71.40—Inspection After Accident

71.40-1 General or partial survey.

Subpart 71.45—Sanitary Inspections
71.45-1 When made.

Subpart 71.50—Drydocking

71.50-1 Definitions relating to hull examina-
tions.

71.50-3 Drydock examination, internal
structural examination, underwater sur-
vey, and alternate hull exam intervals.

71.50-5 Underwater Survey in Lieu of
Drydocking (UWILD).

71.50-15 Description of the Alternate Hull
Examination (AHE) Program for certain
passenger vessels.

71.50-17 Eligibility requirements for the Al-
ternative Hull Examination (AHE) Pro-
gram for certain passenger vessels.
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71.50-19 The Alternative Hull Examination
(AHE) Program application.

71.50-21 Preliminary examination require-
ments.

71.50-23 Pre-survey meeting.

71.50-25 Alternative Hull Examination
(AHE) procedure.
71.50-27 Alternative Hull Examination

(AHE) Program options: Divers or under-
water remotely operated vehicle (ROV).

71.50-29 Hull examination reports.

71.50-31 Continued participation in the Al-
ternative Hull Examination (AHE) Pro-
gram.

71.50-35 Notice and plans required.

Subpart 71.53—Integral Fuel Oil Tank
Examinations

71.53-1 When required.

Subpart 71.55—Repairs and Alterations

71.55-1 Permission required.
71.55-5 Inspection required.

Subpart 71.60—Special Operating
Requirements

71.60-1 Inspection and testing required when
making alterations, repairs, or other
such operations involving riveting, weld-
ing, burning or like fire-producing ac-
tions.

Subpart 71.65—Plan Approval

71.65-1 General.

71.65-5 Plans and specifications required for
new construction.

71.65-10 Plans required for alterations of ex-
isting vessels.

71.65-15 Procedure for submittal of plans.

71.65-20 Number of plans required.

Subpart 71.75—Certificates Under the Inter-
national Convention for Safety of Life
at Seqa, 1960

71.75-1 Application.

71.75-5 Passenger Ship Safety Certificate.
71.75-10 Exemption Certificate.

71.75-13 Safety Management Certificate.
71.75-15 Posting of Convention certificates.
71.75-20 Duration of certificates.

AUTHORITY: 33 U.S.C. 1321(j); 46 U.S.C. 2113,
3205, 3306, 3307; E.O. 12234, 45 FR 58801, 3 CFR,
1980 Comp., p. 277; E.O. 12777, 56 FR 54757, 3
CFR, 1991 Comp., p. 351; Department of
Homeland Security Delegation No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16895, Dec. 30,
1965, unless otherwise noted.
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Subpart 71.01—Cetificate of
Inspection

§71.01-1 When required.

(a) Except as noted in this subpart or
subpart 71.05, no vessel subject to in-
spection and certification shall be op-
erated without a valid certificate of in-
spection.

(b) [Reserved]

§71.01-5 Posting.

The certificate of inspection shall be
displayed under glass in a conspicuous
place where observation by the pas-
sengers is likely.

[CGD 72-104R, 37 FR 14233, July 18, 1972]

§71.01-10 Period of validity.

(a) Certificates of inspection will be
issued for a period of 1 year. Applica-
tion may be made by the master,
owner, or agent for inspection and
issuance of a new certificate of inspec-
tion at any time within the period of
validity of the current certificate.

(b) Certificates of inspection may be
revoked or suspended by the Coast
Guard where such process is authorized
by law. This may occur if the vessel
does not meet the requirements of law
or regulations in this chapter or if
there is a failure to maintain the safe-
ty requirements requisite to the
issuance of a certificate of inspection.

[CGFR 68-82, 33 FR 18899, Dec. 18, 1968, as
amended by CGD 95-012, 60 FR 48051, Sept. 18,
1995; CGD 95-028, 62 FR 51203, Sept. 30, 1997]

§71.01-15 Temporary certificate.

(a) If necessary to prevent delay of
the vessel, a temporary certificate of
inspection, Form CG-854, shall be
issued pending the issuance and deliv-
ery of the regular certificate of inspec-
tion. Such temporary certificate shall
be carried in the same manner as the
regular certificate and shall in all ways
be considered the same as the regular
certificate of inspection which it rep-
resents.

(b) [Reserved]

§71.01-20 Expired certificate.

(a) Nothing in this subpart shall pre-
vent a vessel upon a regularly estab-
lished line from a port in the United
States to a port of a foreign country
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not contiguous to the United States
whose certificate of inspection expires
at sea or while said vessel is in a for-
eign port or a port of Hawaii from law-
fully completing her voyage without
the valid certificate of inspection or
temporary certificate required by this
subpart: Provided, That the voyage
shall be completed within 30 days after
the expiration of the certificate of in-
spection. No such vessel shall depart if
its certificate of inspection will expire
within 15 days of the date of sailing.
(b) [Reserved]

Subpart 71.05—Permit To Proceed
to Another Port for Repair

§71.05-1 When issued.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to proceed
to another port for repair, Form CG-
948, to a vessel, if in his judgment it
can be done with safety, even if the
certificate of inspection of the vessel
has expired or is about to expire.

(b) [Reserved]

§71.05-5 To whom issued.

(@) Such permit will only be issued
upon the written application of the
master, owner, or agent of the vessel.

(b) [Reserved]

§71.05-10 Conditions of permit.

(@) The permit will state upon its
face the conditions under which it is
issued and whether or not the vessel is
permitted to carry freight or pas-
sengers. Passengers may not be carried
if the certificate of inspection has ex-
pired, except as provided under §71.01-
20.

(b) [Reserved]

§71.05-15 Posting.

(@) The permit shall be carried in a
manner similar to that described in
§71.01-5 for a certificate of inspection.

(b) [Reserved]

Subpart 71.10—Permit To Engage
in Excursions

§71.10-1 When issued.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to carry
additional passengers on an excursion,

20

46 CFR Ch. | (10-1-04 Edition)

Form CG-949, if after personally in-
specting the vessel, it can, in his judg-
ment, be done with safety.

(b) [Reserved]

§71.10-5 To whom issued.

(a) Such permit will only be issued
upon the written application of the
master, owner, or agent of the vessel.

(b) [Reserved]

§71.10-10 Conditions of permit.

(@) The permit will state upon its
face the conditions under which it is
issued, the number of extra passengers
the vessel may carry, any additional
lifesaving or safety equipment which
will be required, the route for which
the permit is granted, and the dates on
which the permit will be valid.

(b) [Reserved]

§71.10-15 Posting.

(@) The permit when used, shall be
carried in addition to the certificate of
inspection and shall be carried in a
manner similar to that described in
§71.01-5 for a certificate of inspection.

(b) [Reserved]

Subpart 71.15—Inspection of
Vessels

§71.15-1 Standards in inspection of
hulls, boilers, and machinery.

In the inspection of hulls, boilers,
and machinery of vessels, the stand-
ards established by the American Bu-
reau of Shipping, see part 70, subpart
70.35 of this chapter respecting mate-
rial and inspection of hulls, boilers,
and machinery, and the certificate of
classification referring thereto, except
where otherwise provided for by the
rules and regulations in this sub-
chapter, subchapter E (Load Lines),
subchapter F (Marine Engineering),
subchapter J (Electrical Engineering),
and subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-
ter, shall be accepted as standard by
the inspectors.

[CGD 84-069, 61 FR 25287, May 20, 1996]
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§71.15-5 Alternate compliance.

(a) In place of compliance with other
applicable provisions of this sub-
chapter, the owner or operator of a ves-
sel subject to plan review and inspec-
tion under this subchapter for initial
issuance or renewal of a Certificate of
Inspection may comply with the Alter-
nate Compliance Program provisions of
part 8 of this chapter.

(b) For the purposes of this section, a
list of authorized classification soci-
eties, including information for order-
ing copies of approved classification so-
ciety rules and supplements, is avail-
able from Commandant (G-MSE), 2100
Second St., SW., Washington, DC 20593-
0001; telephone (202) 267-2988; or fax
(202) 267-4816. Approved classification
society rules and supplements are in-
corporated by reference into 46 CFR
8.110(b).

[CGD 95-010, 62 FR 67536, Dec. 24, 1997, as
amended by USCG-1999-5004, 64 FR 30439,
June 8, 1999; USCG-2004-18884, 69 FR 58347,
Sept. 30, 2004]

Subpart 71.20—Initial Inspection

§71.20-1 Prerequisite of certificate of
inspection.

(a) The initial inspection is a pre-
requisite of the issuance of the original
certificate of inspection.

(b) [Reserved]

§71.20-5 When made.

(a) The original inspection will only
be made upon the written application
of the owner or builder of the vessel to
the Officer in Charge, Marine Inspec-
tion, on Form CG-3752, application for
inspection of U.S. vessel, at or nearest
the port where the vessel is located.

(b) [Reserved]

§71.20-10 Plans.

(a) Before application for inspection
is made and before construction is
started, the owner or builder shall have
plans indicating the proposed arrange-
ment and construction of the vessel ap-
proved by the Commandant. The proce-
dure for submitting plans and the list
of plans to be supplied is set forth in
subpart 71.65.

(b) [Reserved]
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§71.20-15 Scope of inspections.

The initial inspection, which may
consist of a series of inspections during
the construction of a vessel, shall in-
clude a complete inspection of the
structure, including the outside of the
vessel’s bottom, the machinery, unfired
pressure vessels, equipment and the in-
side and outside of the boilers. The in-
spection shall be such as to insure that
the arrangements, material, and
scantlings of the structure, boilers and
other pressure vessels and their appur-
tenances, piping, main and auxiliary
machinery, electrical installations,
lifesaving appliances, fire-detecting
and extinguishing equipment, pilot
boarding equipment, pollution preven-
tion equipment and other equipment
fully comply with the applicable regu-
lations for such vessel and are in ac-
cordance with approved plans, and de-
termine that the vessel is in possession
of a valid certificate issued by the Fed-
eral Communications Commission, if
any. The inspection shall be such as to
ensure that the workmanship of all
parts of the vessel and its equipment is
in all respects satisfactory and that
the vessel is provided with lights,
means of making sound signals, and
distress signals as required by applica-
ble statutes and regulations.

[CGFR 68-32, 33 FR 5715, Apr. 12, 1968, as
amended by CGD 82-036, 48 FR 654, Jan. 6,
1983; CGD 79-032, 49 FR 25455, June 21, 1984;
CGD 95-012, 60 FR 48051, Sept. 18, 1995]

§71.20-20 Specific tests and inspec-
tions.

The applicable tests and inspections
relating to annual inspection as set
forth in subpart 71.25 shall be made at
this time. In addition, the following
specific tests and inspections shall be
made by the inspector:

(a) For inspection procedures of life-
saving appliances and arrangements,
see subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-
ter.

(b) Installation of carbon dioxide ex-
tinguishing piping, see §76.15-15 of this
subchapter.

(c) For inspection procedures of ma-
rine engineering equipment and sys-
tems, see subchapter F (Marine Engi-
neering) of this chapter.
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(d) For inspection procedures of elec-
trical engineering equipment and sys-
tems, see subchapter J (Electrical En-
gineering) of this chapter.

(e) For inspection and testing stand-
ards of structural subdivision integ-
rity, see §72.01-25 of this subchapter.

(f) For inspection and testing of wa-
tertight doors, see §170.270 of this chap-
ter.

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 79-023, 48 FR 51007, Nov. 4,
1983; CGD 84-069, 61 FR 25287, May 20, 1996]

Subpart 71.25—Annual Inspection

§71.25-1 Prerequisite of reissuance of
certificate of inspection.

(a) The annual inspection is a pre-
requisite of the reissuance of a certifi-
cate of inspection.

(b) [Reserved]

§71.25-5 When made.

(@) The annual inspection will be
made only upon the written applica-
tion of the master, owner, or agent of
the vessel on Form CG-3752, Applica-
tion for Inspection of U.S. Vessel, to
the Officer in Charge, Marine Inspec-
tion, at or nearest the port where the
vessel is to be inspected.

(b) You must submit your application
for the annual inspection at least 30
days before your current certificate of
inspection expires.

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by USCG-1999-4976, 65 FR 6501, Feb.
9, 2000]

§71.25-10 Scope of inspections.

The annual inspection shall include
an inspection of the structure, boilers,
and other pressure vessels, machinery
and equipment. The inspection shall be
such as to insure that the vessel, as re-
gards the structure, boilers and other
pressure vessels, and their appur-
tenances, piping, main and auxiliary
machinery, electrical installations,
life-saving appliances, fire-detecting
and extinguishing equipment, pilot
boarding equipment, and other equip-
ment is in satisfactory condition and
fit for the service for which it is in-
tended, and that it complies with the
applicable regulations for such vessels,
and determine that the vessel is in pos-
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session of a valid certificate issued by
the Federal Communications Commis-
sion, if required. The lights, means of
making sound signals, and distress sig-
nals carried by the vessel shall also be
subject to the above-mentioned inspec-
tion for the purpose of ensuring that
they comply with the requirements of
the applicable statutes and regula-
tions.

[CGFR 68-32, 33 FR 5715, Apr. 12, 1968 as
amended by CGD 82-036, 48 FR 655, Jan. 6,
1983; CGD 79-032, 49 FR 25455, June 21, 1984;
CGD 95-012, 60 FR 48051, Sept. 18, 1995]

§71.25-15 Lifesaving equipment.

For inspection procedures of life-
saving appliances and arrangements,
see subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-
ter.

[CGD 84-069, 61 FR 25287, May 20, 1996]

§71.25-20 Fire-detecting
guishing equipment.

and extin-

(a) At each annual inspection, the in-
spector shall conduct the following
tests and inspections of fire detecting
and extinguishing equipment:

(1) ANl hand portable fire extin-
guishers and semiportable fire extin-
guishing systems shall be checked as
noted in table 71.25-20(a)(1). In addi-
tion, the hand portable fire extin-
guishers and semiportable fire extin-
guishing systems shall be examined for
excessive corrosion and general condi-
tion.

TABLE 71.25-20(a)(1)

Type unit Test

Soda acid hose and inside

thoroughly. Re-

Discharge. Clean
of extinguisher
charge.

Discharge. Clean
of extinguisher
charge.

Discharge. Clean hose and inside
of extinguisher thoroughly. Re-
charge with clean water or anti-
freeze.

Examine pressure cartirdge and re-
place if end is punctured or if
cartridge is otherwise determined
to have leaked or to be in unsuit-
able condition. Remove liquid.
Clean hose and inside of extin-
guisher thoroughly. Recharge
with clean water, solution or anti-
freeze. Insert charged cartridge.

hose and inside
thoroughly. Re-

Pump tank (water or
antifreeze).

Cartridge operated
(water, antifreeze or
loaded stream).
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TABLE 71.25-20(a)(1)—Continued

Type unit Test

Carbon Dioxide Weigh cylinders. Recharge if
weight loss exceed 10 percent of
weight of charge. Inspect hose
and nozzle to be sure they are
clear.

Examine pressure cartridge and re-
place if end is punctured or if
cartridge is otherwise determined
to have leaked or to be in unsuit-
able condition. Inspect hose and
nozzle to see they are clear. In-
sert charged cartridge. Be sure
dry chemical is free-flowing (not
caked) and chamber contains full
charge.

See that pressure gage is in oper-
ating range. If not, or if seal is
broken, weigh or otherwise de-
termine that full charge of dry
chemical is in extinguisher. Re-
charge if pressure is low or if dry
chemical is needed.

Pump a few strokes into clean pail
and replace liquid. Keep water
out of extinguisher or liquid.
Keep extinguisher completely full
of liquid.

See that pressure gage is in oper-
ating range. Weigh or check lig-
uid level to determine that full
charge of liquid is in extin-
guisher. Recharge if pressure is
low or if liquid is needed.

Dry chemical (cartridge-
operated type).

Dry chemical (stored
pressure type).

Vaporizing liquid 2
(pump type).

Vaporizing liquid (stored
pressure type).

1Cylinders must be tested and marked, and all flexible con-
nections and discharge hoses of semi-portable carbon dioxide
and halon extinguishers must be tested or renewed, as re-
quired by §§147.60 and 147.65 of this chapter.

2Vaporizing-liquid type fire extinguishers containing carbon
tetrachloride or chlorobromomethane or other toxic vaporizing
liquids shall be removed from all vessels. (See § 76.50-5(e) of
this subchapter.)

(2) Fixed fire extinguishing systems
shall be checked as noted in table 71.25-
20(a)(2). In addition all parts of the
fixed fire extinguishing systems shall
be examined for excessive corrosion
and general conditions.

TABLE 71.25-20(a)(2)

Test

Type system

Systems utilizing a soda solution shall
have such solution replaced. In all
cases, ascertain that powder is not
caked.

Weigh cylinders. Recharge if weight
loss exceeds 10 percent of weight of
charge.!

Carbon dioxide

1Cylinders must be tested and marked, and all flexible con-
nections on fixed carbon dioxide systems must be tested or
renewed, as required by §§ 147.60 and 147.65 of this chapter.

(3) AIll fire detecting and extin-
guishing systems, all piping controls,
valves, and alarms shall be checked to
ascertain that the system is in oper-
ating condition. In this respect, auto-
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matic sprinkling systems shall be
checked by means of test stations or
opening heads, smoke detecting sys-
tems shall be checked by introducing
smoke into the accumulators, fire de-
tecting and manual alarm systems
shall be checked by test stations or ac-
tuating detectors or pull boxes, and
steam smothering lines shall be
checked with at least a 50 p.s.i. air
pressure with the ends capped or by
blowing steam through the lines at the
designed pressure.

(4) The fire main system shall be op-
erated and the pressure checked at the
most remote and highest outlets. All
fire hose shall be subjected to a test
pressure equivalent to the maximum
pressure to which they may be sub-
jected in service, but not less than 100
p.s.i.

(b) [Reserved]

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGFR 68-32, 33 FR 5716, Apr. 12,
1968; CGD 84-044, 53 FR 7748, Mar. 10, 1988]

§71.25-25 Hull equipment.

(a) At each annual inspection, the in-
spector shall conduct the following
tests and inspections of hull equip-
ment:

(1) All subdivision bulkheads shall be
examined to determine that their wa-
tertight integrity has not been im-
paired.

(2) All watertight doors shall be oper-
ated locally by manual power and also
by hydraulic or electric power if so
fitted. Where remote control is fitted,
the doors shall also be operated by the
remote control apparatus.

(3) All magnetically controlled fire
doors shall be operated locally and by
the remote control, and all automatic
fire dampers shall be checked to deter-
mine that they are in an operable con-
dition.

(4) The remote controls of all valves
shall be operated.

(5) The owner, operator or master
shall provide the Officer in Charge, Ma-
rine Inspection with all current valid
certificates and registers of cargo gear
issued by an organization recognized
by the Commandant under §31.10-16.

(b) Every acceptable cargo gear cer-
tificate and/or register shall be prop-
erly executed by a person authorized to
do so and shall:
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(1) Certify as to the tests and exami-
nations conducted;

(2) Show the dates on which the tests
and examinations were conducted; and,

(3) Indicate that the cargo gear de-
scribed in the certificate or register
complies with the standards of the or-
ganization or association authorized to
issue the certificate or register.

(c) Competent persons for the pur-
poses of this section are defined as—

(1) Surveyors of a classification soci-
ety recognized by the Commandant
under 46 U.S.C. 3316.

(2) Surveyors of a cargo gear organi-
zation recognized by the Commandant
under §31.10-16.

(3) Responsible officials or employees
of the testing laboratories, companies,
or organizations who conduct tests of
pieces of loose cargo gear, wire rope, or
the annealing of gear as may be re-
quired by the standards of the organi-
zation or association authorized to
issue the certificate or register.

(d) The registers issued in connection
with cargo gear -certification must
have all required entries fully com-
pleted as of the dates indicated, shall
be kept current, and shall include the
following:

(1) A register of the cargo handling
machinery and the gear accessory
thereto carried on the vessel named
therein;

(2) Certification of the testing and
examination of winches, derricks, and
their accessory gear;

(3) Certification of the testing
examination of cranes, hoists,
their accessory gear;

(4) Certification of the testing and
examination of chains, rings, hooks,
shackles, swivels, and blocks;

(5) Certification of the testing and
examination of wire rope;

(6) Certification of the heat treat-
ment of chains, rings, hooks, shackles,
and swivels which require such treat-
ment; and,

(7) Certification of the annual thor-
ough examinations of gear not required
to be periodically heat treated.

and
and

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51203, Sept. 30,
1997]
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§71.25-30 [Reserved]

§71.25-35 Marine engineering equip-
ment.

(a) For inspection procedures of ma-
rine engineering equipment and sys-
tems, see subchapter F. (Marine Engi-
neering) of this chapter.

(b) [Reserved]

§71.25-37

At each inspection for certification,
the inspector shall examine the vessel
to determine that it meets the vessel
design and equipment requirements for
pollution prevention in 33 CFR part
155, subpart B.

[CGD 71-161R, 37 FR 28262, Dec. 21, 1972]

Pollution prevention.

§71.25-40 Sanitary inspection.

(a) At each annual inspection the
passenger and crew quarters, toilet and
washing spaces, galleys, serving pan-
tries, lockers, etc., shall be examined
by the inspector to be assured that
they are in a sanitary condition.

(b) [Reserved]

§71.25-45

(a) At each annual inspection, the in-
spector shall examine the tank tons
and bilges in the machinery spaces to
see that there is no accumulation of oil
which might create a fire hazard.

(b) [Reserved]

Fire hazards.

§71.25-50 Inspector not limited.

(a) Nothing in this subpart shall be
construed as limiting the inspector
from making such tests or inspections
as he deems necessary to be assured of
the safety and seaworthiness of the
vessel.

(b) [Reserved]

Subpart 71.30—Reinspection

§71.30-1 When made.

In general, at least three reinspec-
tions shall be made on each vessel
within one year. These reinspections
will be made at approximately equal
intervals between annual inspections.
In the case of vessels with a seasonal
schedule, reinspections will be made
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during the operating season if prac-
ticable.

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51203, Sept. 30,
1997]

§71.30-5 Scope.

(@) The inspector shall examine all
accessible parts of the vessel’s hull,
machinery, and equipment to be as-
sured that it is in a satisfactory condi-
tion.

(b) In general, the scope of the rein-
spection shall be the same as for the
annual inspection, but will be in less
detail unless it is determined that
major change has occurred since the
last annual inspection.

§71.30-10 Inspector not limited.

(a) Nothing in this subpart shall be
construed as limiting the inspector
from making such tests or inspections
as he deems necessary to be assured of
the safety and seaworthiness of the
vessel.

(b) [Reserved]

Subpart 71.40—Inspection After
Accident

§71.40-1 General or partial survey.

(a) A survey, either general or par-
tial, according to the circumstances,
shall be made every time an accident
occurs or a defect is discovered which
affects the safety of the vessel or the
efficacy or completeness of its life-
saving appliances, fire-fighting or
other equipment, or whenever any im-
portant repairs or renewals are made.
The survey shall be such as to insure
that the necessary repairs or renewals
have been effectively made, that the
material and the workmanship of such
repairs or renewals are in all respects
satisfactory, and that the vessel com-
plies in all respects with the regula-
tions in this subchapter.

(b) [Reserved]

Subpart 71.45—Sanitary
Inspections

§71.45-1 When made.

(a) An inspection of passenger and
crew quarters, toilet and washing
spaces, serving pantries, galleys, etc.,
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shall be made, in general, at least once
in every month. If the route of the ves-
sel is such that it is away from a
United States port for more than one
month, an inspection shall be con-
ducted at least once every trip.

(b) [Reserved]

Subpart 71.50—Drydocking

§71.50-1 Definitions relating to hull
examinations.

As used in this part—

Adequate hull protection system means
a method of protecting the vessel’s hull
from corrosion. It includes, as a min-
imum, either hull coatings and a ca-
thodic protection (CP) system con-
sisting of sacrificial anodes, or an im-
pressed current CP system.

Alternative Hull Examination (AHE)
Program means a program in which an
eligible vessel may receive an initial
and subsequent credit hull examination
through a combination of underwater
surveys, internal examinations, and
annual hull condition assessment.

Drydock examination means hauling
out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings and appurtenances.

Internal structural examination means
an examination of the vessel while
afloat or in drydock and consists of a
complete examination of the vessel’s
main strength members, including the
major internal framing, the hull plat-
ing, voids, and ballast tanks, but not
including cargo, sewage, or fuel oil
tanks.

Remotely operated vehicle (ROV) team,
at a minimum, consist of an ROV oper-
ator, a non-destructive testing inspec-
tor, an ROV tender or mechanic, and a
team supervisor who is considered by
the Officer in Charge, Marine Inspec-
tion (OCMI), to have the appropriate
training and experience to perform the
survey and to safely operate the ROV
in an effective manor. The team must
also have a hull-positioning technician
present. This position may be assigned
to a team member already responsible
for another team duty.

Shallow water is an ascertained water
depth at which the uppermost deck(s)
of a sunken vessel remain above the
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water’s surface. The determination of
the water’s depth is made by the Offi-
cer in Charge, Marine Inspection
(OCMI) who considers the vessel’s sta-
bility (passenger heeling moment), the
contour of the hull, the composition of
the river bottom, and any other factors
that would tend to prevent a vessel
from resting an even keel.

Third party examiner means an entity:

(1) With a thorough knowledge of div-
ing operations, including diving limita-
tions as related to diver safety and
diver supervision;

(2) Having a familiarity with, but not
limited to, the following—

(i) The camera used during the AHE;
and

(ii) The NDT equipment used during
the AHE, including the effect of water
clarity, and marine growth in relation
to the quality of the readings obtained;

(3) Having a familiarity with the
communications equipment used dur-
ing the AHE;

(4) Possessing the knowledge of ves-
sel structures, design features, nomen-
clature, and the applicable AHE regula-
tions; and

(5) Able to present the Officer in
Charge, Marine Inspection, with evi-
dence of formal training, demonstrated
ability, past acceptance, or a combina-
tion of these.

Underwater Survey in Lieu of
Drydocking (UWILD) means a program
in which an eligible vessel may alter-
nate between an underwater survey
and the required drydock examina-
tions.

[USCG-2000-6858, 67 FR 21076, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-3 Drydock examination, inter-
nal structural examination, under-
water survey, and alternate hull
exam intervals.

(a) If your vessel is operated on inter-
national voyages, it must undergo a
drydock and internal structural exam-
ination once every 12 months unless it
has been approved to undergo an under-
water survey per §71.50-5 of this part.

(b) If your vessel is operated on other
than international voyages and does
not meet the conditions in paragraphs
(c) through (f) of this section, it must
undergo a drydock and internal struc-
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tural examination as follows unless it
has been approved to undergo an under-
water survey per §71.50-5 of this part:

(1) Except as provided in paragraph
(b)(2) of this section, vessels that oper-
ate in salt water must undergo two
drydock and two internal structural
examinations within any five year pe-
riod. No more than three years may
elapse between any two examinations.

(2) Vessels 20 years of age or older
that operate in salt water and accom-
modate overnight passengers must un-
dergo drydock and internal structural
examinations at intervals not to ex-
ceed 18 months.

(3) Vessels that operate in fresh
water at least six months in every 12
month period since the last drydock
examination must undergo drydock
and internal structural examinations
at intervals not to exceed five years.

(c) Vessels with wooden hulls must
undergo two drydock and two internal
structural examinations within any
five year period regardless of the type
of water in which they operate. No
more than three years may elapse be-
tween any two examinations.

(d) If, during an internal structural
examination, damage or deterioration
to the hull plating or structural mem-
bers is discovered, the Officer in
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further
assess the extent of the damage and to
effect permanent repairs.

(e) Each vessel which has not met the
applicable examination schedules in
paragraphs (a) through (d) of this sec-
tion because it is on a voyage, must
undergo the required examinations
upon completion of the voyage.

(f) For a vessel that is eligible per
§71.50-17 and the owner opts for an al-
ternate hull examination with the un-
derwater survey portion conducted ex-
clusively by divers, the vessel must un-
dergo two alternate hull exams and
two internal structural exams within
any five-year period. If a vessel com-
pletes a satisfactory alternate hull
exam, with the underwater survey por-
tion conducted predominantly by an
approved underwater ROV, the vessel
must undergo one alternate hull and
one internal structural exam, within
any five-year period. The vessel may
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undergo a drydock exam to satisfy any
of the required alternate hull exams.

(g) The Commandant (G-MOC) may
authorize extensions to the examina-
tion intervals specified in paragraph
(a) through (c) of this section.

[CGD 84-024, 52 FR 39652, Oct. 23, 1987, as
amended by CGD 84-024, 53 FR 32231, Aug. 24,
1988; GCD 95-072, 60 FR 50463, Sept. 29, 1995;
CGD 96-041, 61 FR 50729, Sept. 27, 1996; USCG-
2000-6858, 67 FR 21076, Apr. 29, 2002]

§71.50-5 Underwater Survey in Lieu of
Drydocking (UWILD).

(a) The Officer in Charge, Marine In-
spection (OCMI), may approve an un-
derwater survey instead of a drydock
examination at alternating intervals if
your vessel is—

(1) Less than 15 years of age;

(2) A steel or aluminum hulled vessel;

(3) Fitted with an effective hull pro-
tection system; and

(4) Described in §71.50-3(a) or (b).

(b) For vessels less than 15 years of
age, you must submit an application
for an underwater survey to the OCMI
at least 90 days before your vessel’s
next required drydock examination.
The application must include—

(1) The procedure for carrying out
the underwater survey;

(2) The time and place of the under-
water survey;

(3) The method used to accurately de-
termine the diver’s or remotely oper-
ated vehicle’s (ROV) location relative
to the hull,

(4) The means for examining all
through-hull  fittings and appur-
tenances;

(5) The means for taking shaft bear-
ing clearances;

(6) The condition of the vessel, in-
cluding the anticipated draft of the
vessel at the time of survey;

(7) A description of the hull protec-
tion system; and

(8) The name and qualifications of
any third party examiner.

(c) If your vessel is 15 years old or
older, the cognizant District Com-
mander for the area in which the exam
is being completed, may approve an un-
derwater survey instead of a drydock
examination at alternating intervals.
You must submit an application for an
underwater survey to the OCMI at
least 90 days before your vessel’s next
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required drydock examination. You
may be allowed this option if—

(1) The vessel is qualified under para-
graphs (a)(2) through (4) of this section;

(2) Your application includes the in-
formation in paragraphs (b)(1) through
(b)(8) of this section; and

(3) During the vessel’s drydock exam-
ination that precedes the underwater
survey, a complete set of hull gaugings
was taken and they indicated that the
vessel was free from appreciable hull
deterioration.

(d) After this drydock examination
required in paragraph (c)(3) of this sec-
tion, the OCMI submits a recommenda-
tion for future underwater surveys, the
results of the hull gauging, and the re-
sults of the Coast Guards’ drydock ex-
amination results to the cognizant Dis-
trict Commander for review.

[USCG-2000-6858, 67 FR 21077, Apr. 29, 2002]

§71.50-15 Description of the Alter-
native Hull Examination (AHE) Pro-
gram for certain passenger vessels.

The Alternative Hull Examination
(AHE) Program provides you with an
alternative to a drydock examination
by allowing your vessel’s hull to be ex-
amined while it remains afloat. If com-
pleted using only divers, this program
has four steps: the application process,
the preliminary examination, the pre-
survey meeting, and the hull examina-
tion. If the vessel is already partici-
pating in the program or if a remotely
operated vehicle (ROV) is used during
the program, the preliminary exam
step may be omitted. Once you com-
plete these steps, the Officer in Charge,
Marine Inspection (OCMI), will evalu-
ate the results and accept the examina-
tion as a credit hull exam if the vessel
is in satisfactory condition. If only div-
ers are used for the underwater survey
portion of the examination process,
you may receive credit for a period of
time such that subsequent AHEs would
be conducted at intervals of twice in
every five years, with no more than
three years between any two AHEs.
The OCMI may waive an underwater
survey in accordance with §71.50-29(d)
provided that the interval does not ex-
ceed five years between any two under-
water surveys. If an underwater ROV is
used as the predominate method to ex-
amine the vessel’s underwater hull
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plating, you may receive credit up to
five years. At the end of this period,
you may apply for further participa-
tion under the AHE Program.

NOTE TO §71.50-15: The expected hull cov-
erage when using an ROV must be at least 80
percent.

[USCG-2000-6858, 69 FR 47382, Aug. 5, 2004]

§71.50-17 Eligibility requirements for
the Alternative Hull Examination
(AHE) Program for certain pas-
senger vessels.

(@) Your vessel may be eligible for
the AHE Program if—

(1) It is constructed of steel or alu-
minum;

(2) 1t has an effective hull protection
system;

(3) It has operated exclusively in
fresh water since its last drydock ex-
amination;

(4) 1t operates in a reduced risk envi-
ronment such as a river or the pro-
tected waters of a lake; and

(5) It operates exclusively in shallow
water or within 0.5 nautical miles from
shore.

(b) In addition to the requirements in
paragraph (a), the Officer in Charge,
Marine Inspection (OCMI), will evalu-
ate the following information when de-
termining your vessel’s eligibility for
the AHE Program:

(1) The overall condition of the ves-
sel, based on its inspection history;

(2) The vessel’s history of hull casual-
ties and hull-related deficiencies; and

(3) The AHE Program application, as
described in §71.50-19 of this part.

() When reviewing a vessel’s eligi-
bility for the AHE program, the OCMI
may modify the standards given by
paragraph (a)(5) of this section where it
is considered safe and reasonable to do
so. In making this determination, the
OCMI will consider the vessel’s overall
condition, its history of safe operation,
and any other factors that serve to
mitigate overall safety risks.

[USCG-2000-6858, 67 FR 21077, Apr. 29, 2002]

§71.50-19 The Alternative Hull Exam-
ination (AHE) Program application.

If your vessel meets the eligibility
criteria in §71.50-17 of this part, you
may apply to the AHE Program. You
must submit an application at least 90
days before the requested hull exam-
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ination date to the Officer in Charge,
Marine Inspection (OCMI), who will
oversee the hull examination. The ap-
plication must include—

(a) The proposed time and place for
conducting the hull examination;

(b) The name of the participating
diving contractor and underwater re-
motely operated vehicle (ROV) com-
pany accepted by the OCMI under
§71.50-27 of this part;

(c) The name and qualifications of
the third party examiner. This person
must be familiar with the inspection
procedures and his or her responsibil-
ities under this program. The OCMI has
the discretionary authority to accept
or deny use of any third party exam-
iner using the criteria established in
§71.50-1 of this part;

(d) A signed statement from your
vessel’s master, chief engineer, or the
person in charge stating the vessel
meets the eligibility criteria of §71.50-
17 of this part and a description of the
vessel’s overall condition, level of
maintenance, known or suspected dam-
age, underwater body cleanliness (if
known), and the anticipated draft of
the vessel at the time of the examina-
tion;

(e) Plans or drawings that illustrate
the external details of the hull below
the sheer strake;

(f) A detailed plan for conducting the
hull examination in accordance with
§§71.50-25 and 71.50-27 of this part,
which must address all safety concerns
related to the removal of sea valves
during the inspection; and

(g) A preventative maintenance plan
for your vessel’s hull, its related sys-
tems and equipment.

[USCG-2000-6858, 67 FR 21077, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-21 Preliminary examination re-
quirements.

(a) If you exclusively use divers to
examine the underwater hull plating,
you must arrange to have a prelimi-
nary examination conducted by a third
party examiner, with the assistance of
qualified divers. The purpose of the
preliminary examination is to assess
the overall condition of the vessel’s
hull and identify any specific concerns
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to be addressed during the underwater
hull examination.

(b) The preliminary examination is
required only upon the vessel’s entry
or reentry into the AHE program.

(c) If you use an underwater ROV as
the predominant means to examine
your vessel’s hull plating, a prelimi-
nary examination and the participa-
tion of a third party examiner will not
be necessary.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002]

§71.50-23 Pre-survey meeting.

(a) In advance of each AHE, you must
conduct a pre-survey meeting to dis-
cuss the details of the AHE procedure
with the Officer in Charge, Marine In-
spection (OCMI). If you exclusively use
divers to examine the underwater hull
plating, the third party examiner must
attend the meeting and you must
present the results of the preliminary
examination. If you use an underwater
remotely operated vehicle (ROV) as the
predominant means to examine the
vessel’s hull plating, then the pre-sur-
vey meeting must be attended by a rep-
resentative of the ROV operating com-
pany who is qualified to discuss the
ROV’s capabilities and limitations of
your vessel’s hull design and configura-
tion.

(b) A vessel owner, operator, or des-
ignated agent must request this meet-
ing in writing at least 30 days in ad-
vance of the examination date.

(c) The pre-survey meeting may be
conducted by teleconference, if agreed
to in advance by the OCMI.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002,as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-25 Alternative Hull Examina-
tion (AHE) procedure.

(a) To complete the underwater sur-
vey you must—

(1) Perform a general examination of
the underwater hull plating and a de-
tailed examination of all hull welds,
propellers, tailshafts, rudders, and
other hull appurtenances;

(2) Examine all sea chests;

(3) Remove and inspect all sea valves
in the presence of a marine inspector
once every five years;

(4) Remove all passengers from the
vessel when the sea valves are being ex-

29

§71.50-27

amined, if required by the Officer in
Charge, Marine Inspection (OCMI);

(5) Allow access to all internal areas
of the hull for examination, except in-
ternal tanks that carry fuel, sewage, or
potable water. Internal tanks that
carry fuel must be examined in accord-
ance with §71.53-1 of this part. Internal
sewage and potable water tanks may be
examined visually or by non-destruc-
tive testing to the satisfaction of the
attending marine inspector; and

(6) Meet the requirements in §71.50-27
of this part.

(b) A marine inspector may examine
any other areas deemed necessary by
the OCMI.

(c) If the AHE reveals significant de-
terioration or damage to the vessel’s
hull plating or structural members, the
OCMI must be immediately notified.
The OCMI may require the vessel be
drydocked or otherwise taken out of
service to further assess the extent of
damage or to effect permanent repairs
if the assessment or repairs cannot be
completed to the satisfaction of the
OCMI while the vessel is waterborne.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-27 Alternative Hull Examina-
tion (AHE) program options: Divers
or underwater remotely operated
vehicle (ROV).

To conduct the underwater survey
portion of the AHE, you may use divers
or an underwater ROV.

(a) If you use divers to conduct the
underwater survey, you must:

(1) Locate the vessel so the divers can
work safely under the vessel’s keel and
around both sides. The water velocity
must be safe for dive operations;

(2) Provide permanent hull markings,
a temporary grid system of wires or ca-
bles spaced not more than 10 feet apart
and tagged at one-foot intervals, or
any other acoustic or electronic posi-
tioning system approved by the OCMI
to identify the diver’s location with re-
spect to the hull, within one foot of ac-
curacy;

(©) Take ultrasonic  thickness
gaugings at a minimum of 5 points on
each plate, evenly spaced;

(4) Take hull plating thickness
gaugings along transverse belts at the
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bow, stern, and midships, as a min-
imum. Plating thickness gaugings
must also be taken along a longitu-
dinal belt at the wind and water
strake. Individual gaugings along the
transverse and longitudinal belts must
be spaced no more than 3 feet apart;

(5) Ensure the third party examiner
observes the entire underwater exam-
ination process;

(6) Record the entire underwater sur-
vey with audio and video recording
equipment and ensure that commu-
nications between divers and the third
party examiner are recorded; and

(7) Use appropriate equipment, such
as a clear box, if underwater visibility
is poor, to provide the camera with a
clear view of the hull.

(b) You may use an underwater ROV
to conduct the underwater survey. The
underwater ROV operating team, sur-
vey process and equipment, quality as-
surance methods, and the content and
format of the survey report must be ac-
cepted by the Officer in Charge, Marine
Inspection (OCMI) prior to the survey.
If you choose this option, you must—

(1) Locate the vessel to ensure that
the underwater ROV can operate effec-
tively under the vessel’'s keel and
around all sides;

(2) Employ divers to examine any
sections of the hull and appurtenances
that the underwater ROV cannot ac-
cess or is otherwise unable to evaluate;
and

(3) If the OCMI determines that the
data obtained by the ROV, including
non-destructive testing results, read-
ability of the results, and positioning
standards, will not integrate into the
data obtained by the divers, then a
third party examiner must be present
during the divers portion of the exam-
ination.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-29 Hull examination reports.

(a) If you use only divers for the un-
derwater survey portion of the Alter-
native Hull Examination (AHE), you
must provide the Officer in Charge, Ma-
rine Inspection (OCMI), with a written
hull examination report. This report
must include thickness gauging re-
sults, bearing clearances, a copy of the
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audio and video recordings, and any
other information that will help the
OCMI evaluate your vessel for a credit
hull exam. The third party examiner
must sign the report and confirm the
validity of its contents.

(b) If you use an underwater ROV as
the predominant means to examine the
vessel’s underwater hull plating, you
must provide the OCMI with a report in
the format that is accepted by the
OCMI, per §71.50-27(b) of this part.

(c) The OCMI will evaluate the hull
examination report and grant a credit
hull exam if satisfied with the condi-
tion of the vessel. If approved and you
exclusively use divers to examine the
hull plating, you may receive a credit
hull exam up to 36 months. (Under-
water examinations are required twice
every 5 years). If approved and you use
an underwater ROV as the predomi-
nant means to examine the underwater
hull plating, you may receive a credit
hull exam up to 60 months (5 years).

(d) At least 60 days prior to each
scheduled underwater exam, the owner
may request a waiver from the OCMI if:

(1) A satisfactory exam has been
completed within the last three years;

(2) The conditions during the last
exam allowed at least 80 percent of the
bottom surface to be viewed and re-
corded; and

(3) The results of the last exam indi-
cated that an extended interval is safe
and reasonable.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-31 Continued participation in
the Alternative Hull Examination
(AHE) program.

(a) To continue to participate in the
AHE Program, vessel operators must
conduct an annual hull condition as-
sessment. At a minimum, vessel opera-
tors must conduct an internal exam-
ination and take random hull gaugings
internally during the hull condition as-
sessment, unless waived by the Officer
in Charge, Marine Inspection (OCMI). If
the annual hull assessment reveals sig-
nificant damage or corrosion, where
temporary repairs have been made, or
where other critical areas of concern
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have been identified, the OCMI may re-
quire an expanded examination to in-
clude an underwater hull examination
using divers. If an underwater exam-
ination is required, the examination
must focus on areas at higher risk of
damage or corrosion and must include

a representative sampling of hull
gaugings.
(b) If an underwater survey is re-

quired for the annual hull condition as-
sessment, the OCMI may require the
presence of a third party examiner and
a written hull examination report must
be submitted to the OCMI. This report
must include thickness gauging re-
sults, a copy of the audio and video re-
cordings and any other information
that will help the OCMI evaluate your
vessel for continued participation in
the AHE program. The third party ex-
aminer must sign the report and con-
firm the validity of its contents.

(c) You must submit your preventive
maintenance reports or checklists on
an annual basis to the OCMI. These re-
ports or checklists must conform to
the plans you submitted in your appli-
cation under §71.50-19 of this part,
which the OCMI approved.

(d) Prior to each scheduled annual
hull condition assessment—

(1) The owner may submit to the
OCMI a plan for conducting the assess-
ment, or a request for a waiver of this
requirement, no fewer than 30 days be-
fore the scheduled assessment; and

(2) The OCMI may reduce the scope
or extend the interval of the assess-
ment if the operational, casualty, and
deficiency history of the vessel, along
with a recommendation of the vessel’s
master, indicates that it is warranted.

[USCG-2000-6858, 67 FR 21078, Apr. 29, 2002, as
amended by USCG-2000-6858, 69 FR 47382,
Aug. 5, 2004]

§71.50-35

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked,
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-

Notice and plans required.
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rine inspector whenever the vessel un-
dergoes a drydock examination, inter-
nal structural examinationor under-
water survey or whenever repairs are
made to the vessel’s hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination, internal structural exam-
ination, or underwater survey or when-
ever repairs are made to the barge’s
hull.

[CGD 84-024, 52 FR 39652, Oct. 23, 1987. Redes-
ignated and amended by USCG-2000-6858, 67
FR 21076, Apr. 29, 2002]

Subpart 71.53—Integral Fuel Oil
Tank Examinations

§71.53-1 When required.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (“integral
fuel oil tank”) is subject to inspection
as provided in this section. Each inte-
gral fuel oil tank is subject to inspec-
tion as provided in this section. The
owner or operator of the vessel shall
have the tanks cleaned out and gas
freed as necessary to permit internal
examination of the tank or tanks des-
ignated by the marine inspector. The
owner or operator shall arrange for an
examination of the fuel tanks of each
vessel during an internal structural ex-
amination at intervals not to exceed
five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) All double-bottom fuel oil tanks
on vessels 10 years of age or older but
less than 15 years of age need not be
cleaned out and internally examined if
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the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
on the vessel, the general condition of
the tanks is satisfactory.

[CGD 84-024, 52 FR 39652, Oct. 23, 1987, as
amended by CGD 84-024, 53 FR 32231, Aug. 24,
1988]

Subpart 71.55—Repairs and
Alterations

§71.55-1 Permission required.

(a) No repairs or alterations affecting
the safety of the vessel with regard to
the hull, machinery, or equipment,
shall be made without the knowledge
of the Officer in Charge, Marine Inspec-
tion.

(b) Drawings of alterations shall be
approved before work is started, unless
deemed unnecessary by the Officer in
Charge, Marine Inspection.

(c) Drawings will not be required for
repairs in kind.

§71.55-5 Inspection required.

(a) An inspection, either general or
partial depending upon the cir-
cumstances, shall be made whenever
any important repairs or alterations
are undertaken.

(b) [Reserved]

Subpart 71.60—Special Operating
Requirements

§71.60-1 Inspection and testing re-
quired when making alterations, re-
pairs, or other such operations in-
volving riveting, welding, burning
or like fire-producing actions.

(a) The provisions of “Standard for
the Control of Gas Hazards on Vessels
to be Repaired,” NFPA No. 306, pub-
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lished by National Fire Protection As-
sociation, 1 Batterymarch Park, Quin-
cy, MA 02269, shall be used as a guide in
conducting the inspections and
issuance of certificates required by this
section.

(b) Until an inspection has been made
to determine that such operation can
be undertaken with safety, no alter-
ations, repairs, or other such oper-
ations involving riveting, welding,
burning, or like fire-producing actions
shall be made:

(1) Within or on the boundaries of
cargo tanks which have been used to
carry combustible liquid or chemicals
in bulk; or,

(2) Within or on the boundaries of
fuel tanks; or,

(3) To pipe lines, heating coils,
pumps, fittings, or other appurtenances
connected to such cargo or fuel tanks.

() Such inspections shall be made
and evidenced as follows:

(1) In ports or places in the United
States or its territories and possessions
the inspection shall be made by a ma-
rine chemist certificated by the Na-
tional Fire Protection Association;
however, if the services of such cer-
tified marine chemist are not reason-
ably available, the Officer in Charge,
Marine Inspection, upon the rec-
ommendation of the vessel owner and
his contractor or their representative,
shall select a person who, in the case of
an individual vessel, shall be author-
ized to make such inspection. If the in-
spection indicated that such operations
can be undertaken with safety, a cer-
tificate setting forth the fact in writ-
ing and qualified as may be required,
shall be issued by the certified marine
chemist or the authorized person be-
fore the work is started. Such quali-
fications shall include any require-
ments as may be deemed necessary to
maintain, insofar as can reasonably be
done, the safe conditions in the spaces
certified throughout the operation and
shall include such additional tests and
certifications as considered required.
Such qualifications and requirements
shall include precautions necessary to
eliminate or minimize hazards that
may be present from protective coat-
ings or residues from cargoes.

(2) When not in such a port or place,
and a marine chemist or such person
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authorized by the Officer in Charge,
Marine Inspection, is not reasonably
available, the inspection shall be made
by the senior officer present and a
proper entry shall be made in the ves-
sel’s logbook.

(d) It shall be the responsibility of
the senior officer present to secure cop-
ies of certificates issued by the cer-
tified marine chemist or such person
authorized by the Officer in Charge,
Marine Inspection. It shall be the re-
sponsibility of the senior officer
present, insofar as the persons under
his control are concerned, to maintain
a safe condition on the vessel by full
observance of all qualifications and re-
quirements listed by the marine chem-
ist in the certificate.

[CGD 84-024, 52 FR 39652, Oct. 23, 1987, as
amended by GCD 95-072, 60 FR 50463, Sept. 29,
1995]

Subpart 71.65—Plan Approval

§71.65-1 General.

(a) The list of required plans is gen-
eral in character, but includes all plans
in §71.65-5 which normally show con-
struction and safety features coming
under the cognizance of the Coast
Guard. In the case of a particular ves-
sel, all of the plans enumerated may
not be applicable, and it is intended
that only those plans and specifica-
tions be submitted as will clearly show
the vessel’s arrangement, construction
and required equipment.

(b) In the list of required plans in
§71.65-5 the items which must be ap-
proved by the American Bureau of
Shipping for vessels classed by that or-
ganization are indicated by an aster-
isk. When prints bearing record of such
approval by the American Bureau of
Shipping are forwarded to the Coast
Guard they will in general be accepted
as satisfactory except insofar as the
law or the Coast Guard regulations
contain requirements which are not
covered by the American Bureau of
Shipping.

(c) Plans and specifications for cargo
gear shall be approved by either a rec-
ognized classification society or a rec-
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ognized cargo gear organization as de-
fined in §71.25-25.

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51204, Sept. 30,
1997]

§71.65-5 Plans and specifications re-
quired for new construction.

(a) General. (1) Specifications.

(2) General Arrangement Plan of
decks, holds, inner bottoms, etc., and
including inboard and outboard profile.

(b) Hull structure.?

(1) *Inner Bottom Plating and Fram-
ing.

(2) *Midship Section.

(3) *Shell Plating and Framing.

(4) *Stem, Stern Frame, and Rudder.

(5) *Structural Deck Plans for
Strength Decks.

(6) *Pillars and Girders.

(7) *Watertight and Oiltight Bulk-
heads.

(8) *Foundations for Main Machinery
and Boilers.

(9) *Arrangement of Ports, Doors, and
Airports in Shell Plating.

(10) *Hatch Coamings and Covers in
Weather and Watertight Decks.

(11) *Details of Hinged Subdivision
Watertight Doors and Operating Gear.

(12) *Scuppers and Drains Pene-
trating Shell Plating.

(13) *Arrangement of the cargo gear
including a stress diagram. The prin-
cipal details of the gear and the safe
working load for each component part
shall be shown.

(c) Subdivision and stability. Plans and
calculations required by subchapter S
of this chapter.

(d) Fire control. (1) Fire control dia-
gram showing location and type of all
required fire-screen insulation, includ-
ing main fire zone and subdivisions,
stairway and elevator enclosures, con-
trol space enclosures, etc., and type of
all doors in such subdivisions and en-
closures.

(2) Comprehensive typical details of
fire-screen insulation of both vertical

1The Asterisk (*) indicates items that are
approved by the American Bureau of Ship-
ping for vessels classed by it. Items approved
the American Bureau of Shipping are gen-
erally accepted as satisfactory unless the
law or Coast Guard regulations contain re-
quirements that are not covered by the
American Bureau of Shipping.
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and horizontal surfaces, including deck
coverings where used, keyed by ref-
erence numbers to the “fire control dia-
gram”.

(3) Ventilation diagram including
dampers and other fire control fea-
tures.

(4) Alarm systems.

(5) Detecting systems.

(6) Extinguishing systems, including
fire mains, carbon dioxide, foam, and
sprinkling systems.

(7) Supervised Patrol Route.

(e) Marine engineering. (1) For plans
required for marine engineering equip-
ment and systems, see subchapter F
(Marine Engineering) of this chapter.

(2) [Reserved]

(f) Electrical engineering. (1) For plans
required for electrical engineering
equipment and systems, see subchapter
J (Electrical Engineering) of this chap-
ter.

(2) [Reserved]

(g) Lifesaving equipment. (1) These
plans are to show the location and ar-
rangement of embarkation decks, all
overboard discharges and projections in
way of launching lifeboats, weights of
lifeboats fully equipped and loaded,
working loads of davits and winches,
types and sizes of falls, the manufac-
turer’s name and identification for all
equipment, and all other relevant and
necessary information.

(i) Arrangement of lifeboats.

(if) Arrangement of davits.

(iii) Location and stowage of liferafts
and buoyant apparatus.

(2) [Reserved]

(h) Crew’s accommodations. (1) Ar-
rangement plans showing accommoda-
tions, ventilation, escapes, hospital,
and sanitary facilities for all crew-
members.

(2) [Reserved]

(i) Navigation bridge visibility. For ves-
sels of 100 meters (328 feet) or more in
length contracted for on or after Sep-
tember 7, 1990, a plan must be included
which shows how visibility from the
navigation bridge will meet the stand-
ards contained in §72.04-1 of this sub-
chapter.

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 79-023, 48 FR 51007, Nov. 4,
1983; CGD 85-099, 55 FR 32247, Aug. 8, 1990;
CGD 88-032, 56 FR 35824, July 29, 1991]
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§71.65-10 Plans required for alter-
ations of existing vessels.

(@) In the event of alterations involv-
ing the safety of the vessel, the appli-
cable plans shall be submitted for ap-
proval covering the proposed work, ex-
cept as modified by §71.55-1(b). The
general scope of the plans shall be as
noted in §71.65-5.

(b) [Reserved]

§71.65-15 Procedure for submittal of

plans.

(a) As the relative location of ship-
yards, design offices, and Coast Guard
offices vary throughout the country,
no specific routing will be required in
the submittal of plans. In general, one
of the following procedures would
apply, but in a particular case, if a
more expeditious procedure can be
used, there will be no objection to its
adoption:

(1) The plans may be submitted to
the Officer in Charge, Marine Inspec-
tion, in the district in which the vessel
is to be built. This procedure will be
most expeditious in the case of those
offices where personnel and facilities
are available for examination and ap-
proval of the plans locally.

(2) The plans may be submitted di-
rectly to Commanding Officer, U.S.
Coast Guard Marine Safety Center, 400
Seventh St., SW., Washington, DC
20590-0001. In this case, the plans will
be returned directly to the submitter,
with a copy of the action being for-
warded to the interested Officer in
Charge, Marine Inspection.

(3) In the case of classed vessels, upon
specific request by the submitter, the
American Bureau of Shipping will ar-
range to forward the necessary plans to
the Coast Guard indicating its action
thereon. In this case, the plans will be
returned as noted in paragraph (a)(2) of
this section.

(b) [Reserved]

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by 60 FR 50463, Sept. 29, 1995; CGD
95-072, 60 FR 54106, Oct. 19, 1995]

§71.65-20

(a) Three copies of each plan are nor-
mally required so that one can be re-
turned to the submitter. If the sub-
mitter desires additional approved

Number of plans required.
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plans, a suitable number should be sub-
mitted to permit the desired distribu-
tion.

(b) [Reserved]

[CGFR 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGFR 69-116, 35 FR 6861, Apr. 30,
1970]

Subpart 71.75—Cetlificates Under

the International Convention
for Safety of Life at Seq,
1960

§71.75-1 Application.

(@) The provisions of this subpart
shall apply to all vessels on an inter-
national voyage.

(b) [Reserved]

§71.75-5 Passenger Ship Safety Cer-
tificate.

(a) AIll vessels on an international
voyage are required to have a “Pas-
senger Ship Safety Certificate.”

(b) All such vessels shall meet the re-
quirements of this chapter for vessels
on an international voyage.

[CGFR, 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-012, 60 FR 48051, Sept. 18,
1995]

§71.75-10 Exemption Certificate.

(a) A vessel may be exempted by the
Commandant from complying with cer-
tain requirements of the Convention
under his administration upon request
made in writing to him and trans-
mitted via the Officer in Charge, Ma-
rine Inspection.

(b) When an exemption is granted to
a vessel by the Commandant under and
in accordance with the Convention, an
Exemption Certificate describing such
exemption shall be issued through the
appropriate Officer in Charge, Marine
Inspection, in addition to the Pas-
senger Ship Safety Certificate.

[CGFR, 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-012, 60 FR 48051, Sept. 18,
1995]

§71.75-13 Safety Management Certifi-
cate.

All vessels to which 33 CFR part 96
applies on an international voyage
must have a valid Safety Management
Certificate and a copy of their com-
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pany’s valid Document of Compliance
certificate on board.

[CGD 95-073, 62 FR 67514, Dec. 24, 1997]

§71.75-15 Posting of Convention cer-
tificates.

(a) The certificates described in this
subpart, or certified copies thereof,
when issued to a vessel shall be posted
in a prominent and accessible place on
the vessel.

(b) The certificate shall be carried in
a manner similar to that described in
§71.01-5 for a certificate of inspection.

§71.75-20 Duration of certificates.

(a) The certificates are issued for a
period of not more than 12 months,
with exception to a Safety Manage-
ment Certificate which is issued for a
period of not more than 60 months.

(b) An Exemption Certificate shall
not be valid for longer than the period
of the Passenger Ship Safety Certifi-
cate to which it refers.

(c) The Passenger Ship Safety Cer-
tificate may be withdrawn, revoked, or
suspended at any time when it is deter-
mined the vessel is no longer in com-
pliance with applicable requirements.
(See §2.01-70 of this chapter for proce-
dures governing appeals.)

[CGFR, 65-50, 30 FR 16895, Dec. 30, 1965, as
amended by CGD 95-012, 60 FR 48051, Sept. 18,
1995; CGD 95-073, 62 FR 67514, Dec. 24, 1997]

PART 72—CONSTRUCTION AND
ARRANGEMENT

Subpart 72.01—Hull Structure

Sec.

72.01-1 Application.

72.01-5 Vessels subject to load line.

72.01-10 Vessels using fuel having
flashpoint of 110 degrees F. or lower.

72.01-15 Structural standards.

72.01-20 Special consideration.

72.01-25 Additonal structural requirements.

72.01-90 Vessels contracted for prior to No-
vember 19, 1952.

a

Subpart 72.03—General Fire Protection

72.03-1 Application.

72.03-5 Fire hazards to be minimized.

72.03-10 Woodwork insulated from heated
surfaces.

72.03-15 Lamp room construction.
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Subpart 72.04—Navigation Bridge Visibility
72.04-1 Navigation bridge visibility.
Subpart 72.05—Structural Fire Protection

72.05-1 Application.

72.05-5 Definitions.

72.05-10 Type, location, and construction of
fire control bulkheads and decks.

72.05-15 Ceilings, linings, trim, and decora-
tions in accommodation spaces and safe-
ty areas.

72.05-20 Stairways, ladders, and elevators.

72.05-25 Doors, other than watertight.

72.05-30 Windows and airports.

72.05-35 Hatch covers and shifting boards.

72.05-40 Insulation, other than for struc-
tural fire protection.

72.05-45 Paint.

72.05-50 Ventilation.

72.05-55 Furniture and furnishings.

72.05-90 Vessels contracted for prior to May
26, 1965.

Subpart 72.10—Means of Escape

72.10-1 Application.

72.10-5 Two means required.

72.10-10 Location.

72.10-15 Vertical ladders not acceptable.

72.10-20 No means for locking door.

72.10-25 Stairway size.

72.10-30 Dead end corridors.

72.10-35 Public spaces.

72.10-40 Access to lifeboats.

72.10-45 Weather deck communications.

72.10-90 Vessels contracted for prior to No-
vember 19, 1952.

Subpart 72.15—Ventilation

72.15-1 Application.

72.15-5 Structural fire protection.

72.15-10 Vessels using fuel having
flashpoint of 110 degrees F. or lower.

72.15-15 Ventilation for closed spaces.

72.15-20 Ventilation for crew quarters and
passenger spaces.

72.15-90 Vessels contracted for prior to No-
vember 19, 1952.

a

Subpart 72.20—Accomodations for Officers
and Crew

72.20-1 Application.

72.20-5 Intent.

72.20-10 Location of crew spaces.
72.20-15 Construction.

72.20-20 Sleeping accommodations.
72.20-25 Washrooms and toilet rooms.
72.20-30 Messrooms.

72.20-35 Hospital space.

72.20-40 Other spaces.

72.20-45 Lighting.

72.20-50 Heating and cooling.
72.20-55 Insect screens.
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72.20-90 Vessels contracted for prior to No-
vember 19, 1952.

Subpart 72.25—Passenger
Accommodations

72.25-1 Application.

72.25-10 Location of passenger quarters.

72.25-15 Passenger accommodations for ex-
cursion boats, ferryboats, and passenger
barges.

Subpart 72.30—Subdivision and Stability
72.30-1 Application.

Subpart 72.40—Rails and Guards

72.40-1 Application.

72.40-5 Where rails required.

72.40-10 Storm rails.

72.40-15 Vehicular ferries.

72.40-20 Guards in dangerous places.

72.40-90 Vessels contracted for prior to July
1, 1969.

AUTHORITY: 46 U.S.C. 3306; E.O. 12234, 45 FR
58801, 3 CFR, 1980 Comp., p. 277; Department
of Homeland Security Delegation No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16903, Dec. 30,
1965, unless otherwise noted.

Subpart 72.01—Hull Structure

§72.01-1 Application.

The provisions of this subpart, with
the exception of §72.01-90, shall apply
to all vessels contracted for on or after
November 19, 1952. Vessels contracted
for prior to November 19, 1952, shall
meet the requirements of §72.01-90.

[CGD 95-028, 62 FR 51204, Sept. 30, 1997]

§72.01-5 Vessels subject to load line.

(a) For vessels assigned a load line,
see subchapter E (Load Lines) of this
chapter, for special requirements as to
strength, closure of openings, etc.

(b) [Reserved]

§72.01-10 Vessels using fuel having a

flashpoint of 110 degrees F. or
lower.
(@) Where liquid fuel having a

flashpoint of 110 degrees F. or lower is
carried for main or auxiliary machin-
ery or for starting purposes, such ma-
chinery and fuel tanks shall be in sepa-
rate vapor tight compartments sepa-
rating each from the other and from
the remainder of the vessel.
(b) [Reserved]
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§72.01-15 Structural standards.

(@) In general, compliance with the
standards established by the American
Bureau of Shipping, see subpart 70.35 of
this subchapter, will be considered sat-
isfactory evidence of the structural ef-
ficiency of the vessel. However, in spe-
cial cases, a detailed analysis of the en-
tire structure or some integral part
may be made by the Coast Guard to de-
termine the structural requirements.

(b) [Reserved]

§72.01-20 Special consideration.

(a) Special consideration will be
given to the structural requirements
for vessels, such as small vessels or
vessels of unusual design not con-
templated by the standards established
by the American Bureau of Shipping,
see subpart 70.35 of this subchapter.

(b) [Reserved]

§72.01-25 Additional
quirements.

(a) Vessels required by part 171 of
this chapter to have subdivision bulk-
heads, double bottoms, etc. must com-
ply with the following structural re-
quirements:

(1) Each watertight subdivision bulk-
head, whether transverse or longitu-
dinal, shall be constructed in such a
manner that it shall be capable of sup-
porting, with a proper margin of resist-
ance, the pressure due to the maximum
head of water which it might have to
sustain in the event of damage to the
vessel, but at least the pressure due to
a head of water up to the margin line.
The construction of the bulkheads
shall be to the satisfaction of the Com-
mandant.

(2) Steps and recesses in subdivision
bulkheads shall be watertight and as
strong as the bulkhead at the place
where each occurs. Decks, trunks, tun-
nels, duct keels, ventilators, etc., that
are made watertight to maintain the
subdivision requirements for a vessel
shall be of the same strength as the
bulkhead at the corresponding levels.
The means used for making them wa-
tertight and the arrangements adopted
for closing openings in them shall be to
the satisfaction of the Commandant.
Watertight ventilators and trunks
shall be carried at least up to the bulk-
head deck.

structural re-
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(3) Where frames or beams pass
through a watertight bulkhead or deck,
such bulkhead or deck shall be made
structurally watertight without the
use of wood, cement, or similar mate-
rials.

(4) Subdivision bulkheads, including
steps, recesses, trunks, tunnels, ven-
tilators, etc., which might form part of
such bulkheads, shall be thoroughly ex-
amined and hose tested upon comple-
tion of construction. The water pres-
sure for such tests shall be at least 30
p.s.i. Testing of main compartments by
filling them with water is not compul-
sory.

(5) The forepeak, double bottoms (in-
cluding duct keels), and inner skins
shall be tested with water to-a-head
corresponding to the requirements of
paragraph (a)(1) of this section upon
completion of construction.

(6) The watertight space enclosing
the stern tube shall be tested by filling
with water to-a-head up to the deepest
subdivision load line.

(7) Tanks which are intended to hold
liquids, and which form part of the sub-
division of the vessel, shall be tested
for tightness upon completion of con-
struction with water to-a-head up to
the deepest subdivision load line or to-
a-head corresponding to #s of the depth
from the top of the keel to the margin
line in way of the tanks, whichever is
greater; but in no case shall the test-
head be less than 3 feet above the top
of the tank.

(8) The tests referred to in the pre-
ceding paragraphs (a) (5), (6), and (7) of
this section are for the purpose of in-
suring that the subdivision structural
arrangements are watertight and are
not regarded as a test of the fitness of
any compartment for the storage of oil,
fuel or for other specific purposes for
which a test of a superior character
may be required depending upon the
height to which the liquid has access in
the tank or its connections.

(b) [Reserved]

[CGFR 65-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGD 79-023, 48 FR 51007, Nov. 4,
1983]

§72.01-90 Vessels contracted for prior
to November 19, 1952.

(a) Existing structure previously ap-
proved will be considered satisfactory
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so long as it is maintained in good con-
dition to the satisfaction of the Officer
in Charge, Marine Inspection. Minor re-
pairs and alterations may be made to
the same standard as the original con-
struction.

(b) [Reserved]

[CGFR 65-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15281, Dec. 6,
1966]

Subpart 72.03—General Fire
Protection

§72.03-1 Application.

(a) The provisions of this subpart
shall apply to all vessels.
(b) [Reserved]

§72.03-5 Fire hazards to be minimized.

(a) The general construction of the
vessel shall be such as to minimize fire
hazards insofar as is reasonable and
practicable.

(b) [Reserved]

§72.03-10 Woodwork
heated surfaces.

(@) Internal combustion engine ex-
hausts, boiler and galley uptakes and
similar sources of ignition shall be
kept clear of and suitably insulated
from any woodwork or other combus-
tible matter.

(b) [Reserved]

insulated from

§72.03-15 Lamp room construction.

(a) Lamp, paint, and oil lockers and
similar compartments shall be con-
structed of steel or shall be wholly
lined with metal.

(b) [Reserved]

Subpart 72.04—Navigation Bridge
Visibility
§72.04-1 Navigation bridge visibility.

Each passenger vessel which is 100
meters (328 feet) or more in length and
contracted for on or after September 7,
1990, must meet the following require-
ments:

(a) The field of vision from the navi-
gation bridge, whether the vessel is in
a laden or unladen condition, must be
such that:

(1) From the conning position, the
view of the sea surface is not obscured
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forward of the bow by more than the
lesser of two ship lengths or 500 meters
(1640 feet) from dead ahead to 10 de-
grees on either side of the vessel. With-
in this arc of visibility any blind sector
caused by cargo, cargo gear, or other
permanent obstruction must not ex-
ceed 5 degrees.

(2) From the conning position, the
horizontal field of vision extends over
an arc from at least 22.5 degrees abaft
the beam on one side of the vessel,
through dead ahead, to at least 22.5 de-
grees abaft the beam on the other side
of the vessel. Blind sectors forward of
the beam caused by cargo, cargo gear,
or other permanent obstruction must
not exceed 10 degrees each, nor total
more than 20 degrees, including any
blind sector within the arc of visibility
described in paragraph (a)(1) of this
section.

(3) From each bridge wing, the field
of vision extends over an arc from at
least 45 degrees on the opposite bow,
through dead ahead, to at least dead
astern.

(4) From the main steering position,
the field of vision extends over an arc
from dead ahead to at least 60 degrees
on either side of the vessel.

(5) From each bridge wing, the re-
spective side of the vessel is visible for-
ward and aft.

(b) Windows fitted on the navigation
bridge must be arranged so that:

(1) Framing between windows is kept
to a minimum and is not installed im-
mediately in front of any work station.

(2) Front windows are inclined from
the vertical plane, top out, at an angle
of not less than 10 degrees and not
more than 25 degrees.

(3) The height of the lower edge of
the front windows is limited to prevent
any obstruction of the forward view
previously described in this section.

(4) The height of the upper edge of
the front windows allows a forward
view of the horizon at the conning posi-
tion, for a person with a height of eye
of 1.8 meters (71 inches), when the ves-
sel is at a forward pitch angle of 20 de-
grees.

(c) Polarized or tinted windows must
not be fitted.

[CGD 85-099, 55 FR 32247, Aug. 8, 1990]
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Subpart 72.05—Structural Fire
Protection

§72.05-1 Application.

(@) The provisions of this subpart
shall apply to the following vessels:

(1) AIll vessels of 100 gross tons and
over.

(2) All vessels which carry more than
150 passengers.

(3) AIll vessels on an
voyage.

(b) The provisions of this subpart,
with the exception of §72.05-90, shall
apply to all vessels noted in paragraph
(a) of this section contracted for on or
after May 26, 1965. Such vessels con-
tracted for prior to May 26, 1965, shall
meet the requirements of §72.05-90.

§72.05-5 Definitions.

NOTE: The parenthetical number after each
space refers to the applicable column and
row number in tables 72.05-10 (d) through (g).

international

(a) Safety areas will be considered as
including the following spaces:

(1) Control stations, i.e., spaces con-
taining the emergency source of power,
and those spaces in which a continuous
watch is maintained and in which navi-
gating, radio, or fire-control equipment
is located. (1)

(2) Passenger and crew stairway and
elevator enclosures. (2)
(3) Passenger and
nicating corridors. (3)
(4) Open decks and enclosed prome-
nades in way of lifeboat embarkation
or lowering positions. (4) (See also

paragraph () of this section.)

(b) Accommodation spaces will be con-
sidered as including the following
spaces:

(1) Public spaces, such as halls, din-
ing rooms, messrooms, lounges, cafes,
and other similar spaces normally ac-
cessible during the voyage. (5) through
(7) (Depending upon size and fur-
nishings.)

(2) Public sales rooms and similar
spaces. (6) or (7) (Depending on size.)

(3) Staterooms, including passenger
and crew rooms, barber shops, beauty
parlors, offices, dispensaries, etc. (5) or
(6) (Depending on furnishings.)

(4) Washrooms and toilet spaces, both
public and private. (8)

(5) Isolated lockers and small store-
rooms in accommodation areas. (6)

crew commu-
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(6) Isolated serving pantries, etc., in
accommodation areas, with incombus-
tible furnishings. (8)

(7) Operating rooms. (8)

(8) Small laundries containing only
tubs and washing machines, with no fa-
cilities for drying other than small
electric driers. (8)

(9) Small cleaning gear lockers con-
taining only slop sinks, and having no
room for stowing materials other than
a broom, mop, cleaning powder, soap,
etc. (8)

(10) Large cleaning gear lockers hav-
ing considerable stowage space. (6) or
©

(c) Service spaces will be considered as
including the following spaces:

(1) Motion picture projection rooms
and film stowage rooms. (6) or (9)

(2) Galleys, main pantries, and store-
rooms, including alleyways and stairs,
part of and for the exclusive use of
such spaces. (9)

(3) Diet kitchens. (6) or (9) (Depend-
ing on furnishing.)

(4) Work shops (not part of machin-
ery spaces, galleys, etc.), large laun-
dries, drying rooms, mail and baggage
rooms, etc. (9)

(5) Garbage disposal and stowage
rooms, and trash stowage rooms. (9)

(6) Paint and lamp rooms, and simi-
lar spaces containing highly combus-
tible materials. (9)

(d) Machinery spaces—will be consid-
ered as including the following spaces:

(1) Main machinery spaces, including
trunks and casings, alleyways,
gratings, and stairways, part of and for
the exclusive use of these spaces, auxil-
iary machinery spaces containing in-
ternal combustion machinery or other
oil burning, heating, or pumping units,
and fuel oil filling stations. (10)

(2) Auxiliary machinery spaces con-
taining only pumps, tanks, electrical
machinery, ventilation or air condi-
tioning equipment, resistors, steering
machinery, stabilizer machinery, etc.
(12) (Where such spaces contain consid-
erable stowage space for combustibles.)
(10)

(e) Cargo spaces will be considered as
including the following spaces:

(1) Cargo holds, lockers, and trunks,
both accessible and inaccessible and in-
cluding refrigerated cargo spaces and



§72.05-10

cargo oil tanks intended for the alter-
nate carriage of dry cargo. (11)

(2) Cargo oil tanks if not intended for
the alternate carriage of dry cargo. (12)

(f) Miscellaneous spaces will be consid-
ered as including the following spaces:

(1) Fuel and water tanks and voids.
12

(2) Open decks and enclosed prome-
nades except in way of lifeboat embar-
kation and lowering positions. (13)
(See also paragraph (I) of this section.)

(3) Shaft alleys when separated from
machinery spaces, and containing no
space assigned for the stowage of com-
bustibles. (12)

(g) A standard fire test is one which
develops in the test furnace a series of
time-temperature relationships as fol-
lows:

5 minutes .... 1,000 °F.
10 minutes 1,300 °F.
30 minutes 1,550 °F.
60 minutes ... 1,700 °F.

(h) Main vertical zones are those sec-
tions, the mean length of which does
not, in general, exceed 131 feet on any
one deck, into which the hull, super-
structure, and deckhouses are required
to be divided by fire-resisting bulk-
heads.

(i) Where the term steel or other equiv-
alent metal is used in this part, it is in-
tended to require a material which, by
itself or due to insulation provided, has
structural and integrity qualities
equivalent to steel at the end of the ap-
plicable fire exposure.

(J) Working spaces will be considered
as only those service and machinery
spaces where personnel are normally
employed as contrasted to those where
personnel may occasionally visit or be
employed for short periods of time.

(k) Passenger or crew corridors over 8
feet in width will be considered as pub-
lic spaces for the purpose of this sub-
part.

(I) Spaces which might be considered
as open decks due to the presence of
permanent openings to the weather in
one or more sides, or where any or all
sides may be completely open to the
weather, will be considered as interior
or enclosed spaces for the purpose of
this subpart if any spot on the over-
head is more than 15 feet from the
nearest opening to the weather. This
requirement shall only apply to those
portions of the space as are under a
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deck or canopy, but it shall not be con-
sidered as a restriction against perma-
nent opening or a restriction against
the materials used for a canopy. This
paragraph shall not apply to open or
enclosed promenades having a nominal
width of 15 feet or less.

(m) Where balconies are installed
opening into a space, the following gen-
eral requirements shall be met:

(1) For the purpose of meeting main
vertical zone bulkhead spacing, the
length of the space to which the bal-
cony is open will be considered as being
increased by an amount equal to the
gross area of the balcony divided by
the average width of the space.

(2) Where balconies are formed by
penetrating one or more decks, the
bulkheads in the upper portion of the
space are, in effect, part of a stepped or
recessed deck and should be treated as
such for fire control purposes. In this
regard, particular attention should be
given to the protection of openings
with proper doors of the type indicated
in §72.05-25(b)(9).

(3) Two means of escape shall be pro-
vided for each balcony, at least one of
which shall be independent of the space
to which the balcony is open.

§72.05-10 Type, location, and con-
struction of fire control bulkheads
and decks.

(@) The hull, structural bulkheads,
decks, and deckhouses shall be con-
structed of steel or other equivalent

metal construction of appropriate
scantlings.

(b) The hull, superstructure, and
deck houses shall be subdivided by
suitable structural steel or other
equivalent metal bulkheads into main
vertical zones, the mean length of

which shall not, in general, exceed 131
feet on any one deck. Where prac-
ticable, the main vertical zone bulk-
heads shall be kept in a single vertical
plane. However, on vessels designed for
special purposes, such as automobile or
railroad car ferries, where the installa-
tion of such bulkheads would defeat
the purpose for which the vessel is in-
tended, equivalent means for control-
ling and limiting a fire may be sub-
stituted if specifically approved by the
Commandant.



Coast Guard, DHS

(c) All bulkheads and decks shall be
classed as A-60, A-30, A-15, A-0, B-15,
B-0, or C, depending upon the type of
space on each side of the bulkhead or
above and below the deck.

(1) Bulkheads or decks of the “A”
Class shall be composed of steel or
equivalent metal construction, suit-
ably stiffened and made intact with the
main structure of the vessel, such as
shell, structural bulkheads, and decks.
They shall be so constructed that, if
subjected to the standard fire test,
they would be capable of preventing
the passage of smoke and flame for 1
hour. In addition, they shall be so insu-
lated with approved structural insula-
tion, bulkhead panels, or deck covering
that the average temperatures on the
unexposed side would not rise more
than 250 °F. above the original tem-
perature, nor would the temperature at
any one point, including any joint, rise
more than 325 °F. above the original
temperature, within the time listed
below:

Class A-60 ..............ceeees 60 minutes.
Class A-30 ... 30 minutes.
Class A-15 ... 15 minutes.

Class A-0 0 minutes (i.e., no insu-

lation requirements).

(2) Bulkheads of the “B” Class shall be
constructed with approved incombus-
tible materials and made intact from
deck to deck (or to ceiling as provided
in paragraph (h) of this section) and to
shell or other boundaries. They shall be
so constructed that, if subjected to the
standard fire test, they would be capa-
ble of preventing the passage of flame
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for %2 hour. In addition, their insula-
tion value shall be such that the aver-
age temperature of the unexposed side
would not rise more than 250 °F. above
the original temperature, nor would
the temperature at any one point, in-
cluding any joint, rise more than 405
°F. above the original temperature
within the time listed below:

Class B-15 15 minutes.
Class B-0 0 minutes (i.e., no insulation
requirements).

(3) Class C bulkheads or decks shall
be constructed of approved incombus-
tible materials, but need meet no re-
quirements relative to the passage of
flame nor the limiting of temperature
rise.

(d) The minimum requirements for
the bulkheads between the various
spaces, where such bulkheads form the
boundaries of main vertical zones, shall
be as noted in table 72.05-10(d).

(e) The minimum requirements for
the bulkheads between the various
spaces, where such bulkheads do not
form the boundaries of main vertical
zones, shall be as noted in table 72.05-
10(e).

() The minimum requirements for
the decks between the various spaces,
where such decks form the boundaries
of stepped main vertical zones, shall be
as noted in table 72.05-10(f).

(g) The minimum requirements for
the decks between the various spaces,
where such decks do not form the
boundaries of stepped main vertical
zones, shall be as noted in table 72.05-
10(9).
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(h) Where ceilings or linings are
fitted, “B” Class bulkheads, with the
exception of those forming passage-
ways, may stop at the ceiling or lining
and need not continue to the deck or
shell, provided the ceiling and/or lining
is erected as indicated in paragraph (j)
of this section. However, draft stops
meeting at least Class B-0 require-
ments shall be fitted not more than 45
feet apart between the ceiling or lining
and the deck or shell. The space behind
the linings of stairways and similar
trunks shall have similar draft stops at
each deck.

(i) Where Class B-15 bulkhead panels
are required to go beyond the ceiling to
the deck above, or beyond the lining to
the shell, the portion of the bulkhead
panel within the void space need only
meet B-0 requirements.

() Where “B” Class panels are used,
all four edges of the panel shall be re-
tained by continuous steel or equiva-
lent metal flanges on both sides of the
panel offering at least % inch coverage.
The top and bottom flanges shall be so
attached to the structural decks above
and below so as to support and restrain
the panels in the event of fire. Other
methods of construction may be spe-
cifically approved by the Commandant
if determined to be equivalent.

(k) Any sheathing, furring, or hold-
ing pieces incidental to the securing of
structural insulation shall be of ap-
proved incombustible materials.

() Where linings or bulkhead panels
are framed away from the shell or
structural bulkheads, the deck within
the void space so formed need only
meet Class A-0 requirements.

(m) Decks within accommodation
spaces and inside safety areas may
have an overlay for leveling or fin-
ishing purposes which need not meet
the requirements for an approved deck
covering. Such an overlay will not be
considered as giving any insulating
value and may not in general exceed ¥
of an inch in thickness. Greater
thicknesses may be specifically ap-
proved by the Commandant for specific
locations.

(n) Rugs and carpets may be used in
addition to any deck covering or over-
lay installed. Rugs and carpets used in
stairways or corridors shall be of wool,
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or other materials having equivalent
fire-resistive qualities.

(o) Decking within surgical operating
rooms shall be of a type which is ac-
ceptably conductive to prevent accu-
mulation of dangerous electrostatic
charges, and shall be in general agree-
ment with “Code for Flammable Anes-
thetics” of issue in effect at the time
the construction or alteration of the
vessel is contracted for, published by
the National Fire Protection Associa-
tion, 1 Batterymarch Park, Quincy,
MA 02269.

(p) Decks in washrooms and toilet
spaces, service, cargo, and machinery
spaces, open decks, exterior safety
areas, and enclosed promenades may
have an overlay in any thickness. This
overlay need not meet the require-
ments for an approved deck covering.

[CGFR 65-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGD 95-072, 60 FR 50463, Sept. 29,
1995; CGD 95-028, 62 FR 51204, Sept. 30, 1997]

§72.05-15 Ceilings, linings, trim, and
decorations in accommodation
spaces and safety areas.

(a) Ceilings and linings and any fur-
ring incidental to their erection shall
be of approved incombustible mate-
rials. Where such ceilings or linings are
given credit for their insulating value
in obtaining a bulkhead or deck classi-
fication they shall be of Class B-15
bulkhead panel material, and the con-
struction shall be as required by §72.05-
10@j).-

(b) Bulkheads, linings, and ceilings
may have a combustible veneer within
a room not to exceed %2s of an inch in
thickness. However, combustible ve-
neers shall not be used in passageways
or stairway enclosures, or in spaces
specifically restricted by tables 72.05-10
(d) through (g).

(c) The total volume of combustible
face trim, moldings, and decorations,
including veneers, in any compartment
shall not exceed a volume equivalent
to Y10 inch veneer on the combined area
of the walls of the compartment. Such
trim, molding, or decorations shall not
perform any structural function, and
shall not be used in corridors or stair-
way enclosures.

(d) Combustible veneers, trim, deco-
rations, etc., shall not be used in or ex-
tend into hidden spaces such as behind
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linings or ceilings or in the matter of
double bulkheads.

(e) Nothing in this subpart shall be
construed as prohibiting the covering
of any surface with a reasonable num-
ber of coats of paint or with a Marine
Finish meeting the requirements of
subpart 164.012 of subchapter Q (Speci-
fications) of this chapter. This includes
corridors, stairway enclosures, and hid-
den spaces.

(f) Partial bulkheads or decks used to
subdivide a space for artistic treat-
ment, privacy, etc., shall meet the re-
quirements of Class C bulkheads.

§72.05-20 Stairways, ladders, and ele-
vators.

(a)(1) Except as further noted the
provisions of this section apply to all
vessels.

(2) For small vessels, special consid-
eration for relief may be given where it
is shown to be unreasonable or imprac-
ticable to meet the detailed require-
ments for stairway size, slope, dimen-
sioning, and landing area.

(3) Stairways, ladders, and elevators
within main machinery spaces or cargo
holds are not covered by the general
provisions of this section, but shall
meet the requirements of paragraph (b)
of this section.

(b) Stairways, ladders, and elevators
within main machinery spaces and
cargo holds shall meet the following
requirements:

(1) AIll stairways, ladders, and ele-
vators shall be of steel.

(2) [Reserved]

(c) Deck penetrations shall meet the
following requirements:

(1) Where a continuous vertical deck
penetration for a stairway or elevator
exceeds one deck, the integrity of all
decks involved shall be assured by en-
closure bulkheads and decks meeting
the applicable requirements of §72.05-10
(d) through (g), and by doors at all lev-
els meeting the requirements of §72.05-
25(b)(9).

(2) Where only two decks are served
by a stairway or elevator, the integrity
of the deck involved may be assured as
noted in the preceding paragraph. Al-
ternately, the integrity may be main-
tained at one level only by means of
bulkheads and by doors meeting the re-
quirements of §72.05-25(b)(9). If the lat-
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ter method is used, it should be noted
that the integrity of a deck is involved,
and accordingly, the bulkhead classi-
fications should be selected from tables
72.05-10(f) or 72.05-10(g), the spaces
above or below being assumed to ex-
tend to the bulkheads and doors.

(3) Stairways or elevators to a bal-
cony within a space need not be en-
closed, provided the stairway or eleva-
tor serves only the space and the bal-
cony within the space.

(d) For the purpose of this section,
stairways are identified as follows:

Type 1—Main Vertical Zone enclosed stair
towers.

Type 2—Enclosed stairways other than Type
1

Type 3—Interior stairway not enclosed.
Type 4—Exterior stairways or exterior in-
clined ladders.

(e) Each Main Vertical Zone shall be
served by at least one Type 1 stairway,
so that independent of adjoining Main
Vertical Zones, escape may be effected
from any accommodation space or any
other space where persons may be nor-
mally quartered or employed, to ALL
other decks having any such spaces
within the same Main Vertical Zone
without coming out of the stair tower
enclosure. Each Type 1 stairway shall
give access to the Embarkation Deck
or, if the Embarkation Deck does not
extend to the portion of the vessel in
question, to at least one weather deck
from which convenient communication
to the Embarkation Deck is provided
by means of Type 4 stairways. In cases
where a Type 1 stairway is accessible
from two Main Vertical Zones, it may
be considered as the required Type 1
stairway for both zones provided all
boundaries of the stairway meet Main
Vertical Zone requirements.

(f) Insofar as is reasonable and prac-
ticable, Types 1 and 2 stairways, and
all elevator enclosures, should not give
direct access to accommodations or
other enclosed spaces in which a fire
may originate.

(9) The furnishings for Types 1 and 2
stairways, and all elevator enclosures,
shall be as set forth in §72.05-55(c).

(h) In general, curved, spiral, or
winding stairways will not be per-
mitted. Relaxation from this require-
ment may be permitted, provided, in
the opinion of the Commandant, the



§72.05-20

proposed stairway is equivalent with
respect to safety and dimensions to the
stairways covered by this section.

(i) For all types of stairways, the
stairs, platforms, and landings shall be
of sufficient strength to sustain a load
of 100 pounds per square foot with a
factor of safety of 4 based on the ulti-
mate strength.

(J) The stringers, treads, and all plat-
forms and landings of all Types 1, 2,
and 3 stairways shall be of solid steel
construction. Risers shall be of ap-
proved incombustible material.

(k) For all types of stairways, hand-
rails shall be fitted on both sides of the
stairs. For stairways in excess of 66
inches in width, additional center
handrails shall be provided. All hand-
rails shall be fitted at a vertical height
above the tread at its nosing of be-
tween 33 and 36 inches.

() For all types of stairways, the
stair width shall be clear of all obstruc-
tions other than the handrails.

46 CFR Ch. | (10-1-04 Edition)

(m) Handrails and trim for all Types
1, 2, and 3 stairways shall be of ap-
proved “incombustible materials.”

(n) For all types of stairways, there
shall be no variation in the width of
the stairs, the depth of the tread, or
the height of the risers in any flight.
Where variation in height of riser or
depth of tread in different flights is
necessary, such variations shall be
minimized.

(o) For all types of stairways, the
sum of the riser height and tread depth
shall be at least 17 inches and not more
than 18 inches. Types 1, 2, and 3 stair-
ways having treads less than 10 inches
in depth shall have a nosing of one inch
or other means to provide additional
room on the tread.

(p) All stairways shall be dimen-
sioned in accordance with table 72.05-
20(p), depending upon the type of stair-
way and the number of persons served.

TABLE 72.05-20(p)

Maximum Minimum stair tread width, in inches, based upon number of per-
Typewtgystair- Primary use i:(;]li%:ti%fn sons served by the stairwmay—Number of persons
(degrees) 1-10  11-20 21-30 31-40 41-50 51-60 Over 60
Passenger or crew .. 40 28 30 32 34 36 40 44
Passenger 40 28 30 32 34 36 36 36
50 28 30 30 30 30 30 30
45 28 30 30 30 30 30 30
route.
4o CrEW ..eeeeceiereereeceeesenens 55 24 24 24 24 24 24 24

(1) The maximum angle of inclina-
tion from the horizontal for any stair-
way shall be as given in table 72.05-
20(p)-

(2) For all types of stairways, the
minimum width shall be determined on
a deck-by-deck basis. Except as further
noted, on any particular deck, only
those persons on that deck using the
stairway are involved in the width de-
termination. However, once a min-
imum required width has been estab-
lished at any one level, that width may
not be reduced at any subsequent deck
level in the direction of normal escape.
This does not prohibit the use of stair
widths exceeding the required min-
imum for any particular flight or
flights.

(3) The various spaces shall be con-
sidered to have the number of persons
in them as follows:

(i) Passenger staterooms—designed
capacity.

(ii) Crew staterooms—two-thirds de-
signed capacity.

(iii) Theaters, dining halls, and simi-
lar spaces having fixed seating—max-
imum seating capacity.

(iv) Lounges, club rooms, etc.—1 per-
son for every 20 square feet of deck
area.

(v) Working spaces—normal
ating capacity.

(4) Type 1 stairways shall be dimen-
sioned on a deck-by-deck basis as de-
scribed in the previous subparagraphs.
In determining the number of persons
using a Type 1 stairway, all persons
within the Main Vertical Zone or Zones

oper-
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in question are assumed to be using
Type 1 stairways. No consideration is
given to any Type 2 or 3 stairways that
may be available. If more than one
Type 1 stairway serves a particular
Main Vertical Zone, the persons shall
be distributed between the stairways
dependent upon the arrangements, and
the stairways shall be dimensioned ac-
cordingly. If in the normal operation of
the vessel, a Type 1 stairway is in-
tended for a greater number of persons
than given by the foregoing, the larger
number shall be used.

(5) Types 2, 3, and 4 stairways shall be
dimensioned on a deck-by-deck basis as
described in this paragraph. In deter-
mining the number of persons using
the stairways, the normal operation of
the vessel shall be the determining fac-
tor. In this respect, if any particular
stairway forms part of a normal debar-
kation route, the number of persons
using the stairway for that purpose
shall be considered.

(q) All types of stairways designed
with a broken flight between any two
decks shall conform to the additional
requirements of this paragraph.

(1) Any interruption of the slope or
change of direction of the stairway
shall be accomplished by means of an
intermediate landing of rectangular or

§72.05-25

nearly rectangular shape based on the
actual dimensions of the stairs landing
thereon.

(2) Each set of stairs of a broken
flight shall be dimensioned independ-
ently, and shall conform to the min-
imum stair widths given in table 72.05-
20(p)-

(r) Landings for stairways shall be
provided in accordance with the appli-
cable requirements of this paragraph.

(1) For all types of stairways, at the
top and bottom of each flight of stairs,
there shall be a clear landing having an
area at least equal to the square of the
actual stair tread width.

(2) For Type 1 stairways, there shall
be provided within the enclosure at
each deck level a landing having a min-
imum clear area in square feet, exclu-
sive of the stairs, equal to 1.2 times the
number of persons from that deck
using the stairway.

(3) Where an aisle around a stairway
is required due to the relationship of
the flights, such aisle shall have a clear
width at all points at least equal to the
actual stair tread width.

(s) The total clear width of doors to
stairways shall be as set forth in table
72.05-20(s), and shall meet all of the
other applicable requirements of this
paragraph.

TABLE 72.05-20(s)

Type of stairway Primary use

Minimum clear opening, in inches, of doors to stairways
based on number of persons served by doors—Number
of persons (N)

31-40

11-20 21-30 41-50  Over 50

Passenger or crew ...
Passenger
Crew

30
30
30

32
32
30

34
34
30

36
36
30

10.75N
36
30

1Obtain clear opening in inches by multiplying the number of persons served (N) by 0.75.

(1) The dimensioning of doors shall be
based on the same fundamentals as de-
scribed in paragraphs (p)(2) through (5)
of this section for stairways. However,
the number of people involved for a
particular door shall be determined
from the arrangements, each door
being calculated independent of any
other doors to the stairway at the
same level.

(2) In no case shall a clear door width
be less than 28 inches.

(3) On the Embarkation Deck, each
Type 1 stairway shall provide at least
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44 inches of exit door width to each
side of the vessel. Exit may be provided
directly to the weather or indirectly by
passageways and/or corridors which
lead to the weather.

§72.05-25 Doors, other than water-

tight.

(@) The general requirement for
doors, other than watertight doors, are
as follows:

(1) All doors shall be capable of oper-
ation from either side by 1 person.
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(2) In public spaces, stairway enclo-
sures, corridors, etc., all doors shall
open in the direction of escape where
practicable.

(3) If it is desired to use decorative
doors in addition to those required,
they shall be constructed of approved
incombustible materials and shall not
interfere with the normal operation of
the required doors, and shall open in
the same direction if the required doors
are in a main avenue of escape.

(4) For the purpose of this subpart,
all glass permitted in doors shall be at
least Ys-inch thick. However, greater
thickness may be required for strength
purposes in certain locations. Except
for hardwood doors permitted by para-
graph (b)(8) of this section, all glass
shall be fitted in steel or equivalent
metal frames and shall be retained by
steel or equivalent metal glazing beads
or angles.

(5) Where wire-inserted glass is re-
quired, and the single wire type is em-
ployed, the strands shall run hori-
zontally and shall be not more than 2
inches apart.

(6) Where hose ports are fitted, they
shall be cut in the lower corner of the
door on the side opposite the hinge so
that if the hose is passed through the
doorway when the door is open, it may
be closed over the hose. The cut for the
hose port should be approximately 6
inches square. A hinged or pivoted
steel or equivalent metal cover shall be
fitted in the cut, equipped with a bullet
catch or similar method of fastening
which will permit easy and automatic
operation of the hinged cover.

(7) Combustible veneers may be used
in doors where permitted for, and sub-
ject to the same conditions as, the
bulkheads in which the doors are hung.

(8) The locking of doors may be per-
mitted, except as noted in §72.10-20.

(b) Doors in “A” Class bulkheads shall
meet the following requirements:

(1) Doors in bulkheads required to be
Class A-60, A-30, or A-15 shall be of hol-
low steel or equivalent metal construc-
tion solidly filled with approved struc-
tural insulation capable of meeting the
requirements for a Class A-15 bulk-
head.

(2) Doors in bulkheads required to be
Class A-0 shall be of solid or hollow
steel or equivalent metal construction
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capable of meeting the requirements of
a Class A-0 bulkhead.

(3) Doors shall have a latch with a
minimum throw of ¥ inch which can be
operated from either side of the door.
Double swing doors, where permitted
for the proper utility of the space, may
have the latch normally inoperative.

(4) Except as noted in paragraph
(b)(8) of this section, doors may be
fitted with not more than 100 square
inches of glass, which shall be of the
wire inserted type.

(5) Vent grilles or louvers shall not
be used in doors of this type.

(6) The bottoms of doors may be un-
dercut not to exceed Y2 inch above the
door sill or top of approved deck cov-
ering. Rugs, and carpets, shall not pass
through doorways, but linoleum and
similar coverings may do so.

(7) Door frames shall be of rigid con-
struction, and shall provide at least a
%> inch door stop at the sides and top,
except:

(i) Double doors capable of inde-
pendent operation and latching may
have a clearance between the doors not
to exceed ¥s inch. However, if one door
must always be closed first, a doorstop
of at least ¥z inch shall be provided for
the second door.

(ii) Double swing doors, where per-
mitted, may have a maximum clear-
ance of ¥ inch at the tops and sides.

(8) Doors opening out onto open
decks shall either meet the applicable
requirements of this paragraph, or they
may be of hardwood having a minimum
thickness of 1% inches. In any case, no
restriction as to the area of glass will
be made for such doors insofar as this
subpart is concerned. Only glass of the
wire-inserted type may be fitted in
such doors opening onto safety areas
from accommodation spaces containing
combustible type furniture and service,
cargo, and machinery spaces.

(9) Doors in stairway enclosures and
Main Vertical Zone bulkheads shall, in
addition to meeting the requirements
of this paragraph, also meet the fol-
lowing requirements:

(i) Doors, other than those which are
normally locked, such as from state-
rooms, fan rooms, lockers, etc., shall
be of the self-closing type capable of
closing against a 3% degree list, and
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such doors shall be numbered in ac-
cordance with §78.47-35 of this sub-
chapter.

(ii) All doors, except those that are
kept normally closed, shall be of a type
which are capable of release from the
control station and from a position at
the door. The release mechanism shall
be so designed that the door will auto-
matically close in the event of disrup-
tion to the control system; however,
approved power operated watertight
doors will be considered acceptable for
this purpose. Holdback hooks, or other
means of permanently holding the door
open, not subject to control station re-
lease, will not be permitted. When dou-
ble swing doors are permitted, they
shall have a latch arrangement which
is automatically engaged by the oper-
ation of the door release system.

(iii) Double doors shall be so ar-
ranged that either door may be closed
and latched independently.

(iv) For additional requirements for
stairway doors, see §72.05-20(s).

(c) Doors in “B” Class bulkheads shall
meet the following requirements:

(1) Doors may be of solid or hollow
steel or equivalent metal construction
or may be of steel or equivalent metal
frame with glass panes or may be of ap-
proved incombustible materials of such
construction as specifically approved
by the Commandant.

(2) No restriction as to the area of
glass will be made for such doors, but
all glass shall be of the wire-inserted
type.

(3) The lower half of such doors may
contain vent grilles or louvers with a
net area not to exceed 2 square feet.

(4) Doors shall have a latch with a
minimum throw of ¥ inch which can be
operated from either side of the door.
Double swing doors, where permitted
for the proper utility of the space, may
have the latch normally inoperative.

(5) The bottoms of doors may be un-
dercut not to exceed 1 inch above the
door sill or top of approved deck cov-
ering. Rugs and carpets shall not pass
through doorways but linoleum and
similar covering may do so.

(6) Door frames shall be of rigid con-
struction, and shall provide at least a
%> inch doorstop at the sides and top,
except:
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(i) Double doors capable of inde-
pendent operation and latching may
have a clearance between the doors not
to exceed ¥s inch. However, if one door
must always be closed first, a door stop
of at least %2 inch shall be provided for
the second door.

(ii) Double swing doors, where per-
mitted, may have a maximum clear-
ance of ¥ inch at the tops and sides.

(d) Doors in bulkheads required to be
Class C shall be of approved incombus-
tible materials.

§72.05-30 Windows and airports.

(a) For the purpose of this subpart,
all glass in windows or airports shall be
at least ¥4 inch thick. However, greater
thickness may be required for strength
purposes in certain locations. All glass
shall be fitted in steel or equivalent
metal frames and shall be retained by
steel or equivalent metal glazing beads
or angles.

(b) Where wire-inserted glass is re-
quired, and the single wire type is em-
ployed, the strands shall run hori-
zontally and shall be not more than 2
inches apart.

(c) Windows in Class B-0 bulkheads
shall be fitted with wire inserted glass.
Such windows opening onto passage-
ways may not extend below the normal
height of the storm rails.

(d) Windows in Class B-15 bulkheads
shall be fitted with wire inserted glass.
In addition, such windows shall be
fitted with a suitable steel or equiva-
lent metal shutter capable of being op-
erated manually as well as automati-
cally by means of a fusible link.

(e) Windows in interior “A” Class
bulkheads shall be fitted with suitable
steel or equivalent metal shutter capa-
ble of being operated manually as well
as automatically from the control sta-
tion by the same system used for the
fire doors as noted in §72.05-25(b)(9)(ii).
The metal shutter shall be insulated to
meet the applicable bulkhead require-
ments.

(f) Windows or air ports opening onto
lifeboat embarkation or lowering
spaces from service, cargo, or machin-
ery spaces, or from control or accom-
modation spaces other than those con-
taining only incombustible veneers and
trim and fire resistant furnishings,
shall be fitted with wire inserted glass.
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Other windows or air ports opening
onto open decks or enclosed prome-
nades need not have wire inserted
glass.

(g) Skylights to spaces containing
auxiliary internal combustion machin-
ery having an aggregate horsepower of
1,000 or more, and to boiler and main
enginerooms, shall be capable of being
closed from outside the space. If glass
is fitted in such skylights, it shall be of
the wire inserted type. The glass panels
shall be fitted with permanently at-
tached shutters of steel or equivalent
metal.

§72.05-35 Hatch covers and shifting
boards.

(a) Wood hatch covers may be used

between cargo spaces. Hatch covers in

other locations shall meet the require-

ments for deck construction noted in
tables 72.05-10 (f) and (Q).
(b) Tonnage openings in “A” Class

bulkheads shall be closed by means of
steel plates.

§72.05-40 Insulation, other than for
structural fire protection.

(a) Any insulation installed for heat
and comfort, refrigeration (including
air conditioning), or for any other pur-
pose, and all material incidental to its
installation, shall be approved Incom-
bustible Materials. This paragraph
shall not apply to such insulation in-
stalled in cargo spaces, refrigerated
storerooms, individual refrigerator
boxes, nor to pipe and machinery cov-
erings or laggings within the machin-
ery spaces.

(b) [Reserved]

§72.05-45 Paint.

(a) An excessive number of coats of
paint will be discouraged unless non-
combustible paint is used.

(b) Nitrocellulose or other highly
flammable or noxious fume-producing
paints or lacquers shall not be used.

§72.05-50 Ventilation.

(a) Where the term duct is used in
this section, it shall include trunks,
plenums, and any other type of ventila-
tion piping, chambers, or duct work.

(b) Where automatic fire dampers are
required, they shall be designed to op-
erate at approximately 165 degrees F.
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for normal locations, and approxi-
mately 212 degrees F. for locations
such as galleys. The dampers shall be
so designed as to close against the an-
ticipated draft in the duct. The damper
shall be made accessible for periodic
inspection by means of a hinged or
bolted plate in the duct. The damper
and the portion of duct containing the
damper shall be constructed of at least
¥ inch steel plate suitably stiffened.
No insulation need be applied to the
damper blade.

() Where ventilation ducts are re-
quired to meet bulkhead requirements,
the space within the duct shall be con-
sidered to be the same as the space
served by the ventilator, and the duct
shall be insulated to meet the applica-
ble requirements of tables 72.05-10(d)
and 72.05-10(e).

(d) All ventilation systems shall be
designed, where practicable, so that all
ducts leading to the various enclosures
are kept within the main vertical
zones. No duct may serve spaces in
more than one main vertical zone.

(e) Where of necessity, ducts pass
through main vertical zone bulkheads,
automatic fire dampers shall be fitted
adjacent to the bulkhead. The duct be-
tween the bulkhead and the damper
shall meet the applicable bulkhead re-
quirements. The damper shall be fitted
on at least one side of the bulkhead
with a visible indicator showing wheth-
er the damper is in the open or closed
position. The indicator may be con-
nected to the manual operating device
rather than the damper blade so that it
might show as being open when it had
automatically closed, but could never
be open if the indicator showed it to be
closed. The damper shall be capable of
being manually closed from both sides
of the bulkhead. The operating posi-
tions for the damper shall be marked
as required by §78.47-53 of this sub-
chapter.

(f) Vent ducts serving stairway enclo-
sures shall serve no other spaces.

(g9) Ventilation ducts serving cargo or
main machinery spaces which pass
through accommodation spaces or safe-
ty areas shall be fitted with an auto-
matic fire damper adjacent to the
point of entry. Between the bulkhead
or deck and the damper, and in addi-
tion, on vertical ducts for a distance of
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6 feet above the damper, the duct shall
meet the applicable bulkhead require-
ments.

(h) Exhausts from galleys shall meet
the applicable bulkhead requirements.
In addition, an automatic damper shall
be installed in exhaust ducts over fry-
ing vats, etc.

(i) In all ventilation systems, manu-
ally operated dampers or other suitable
means shall be provided in accessible
locations, outside the spaces served by
the system, for shutting off the passage
of air in the event of fire; however, no
dampers shall be placed in exhaust
ducts from film lockers or projection
rooms.

(J) For information regarding con-
trols of electrically powered ventila-
tion systems, see subchapter J (Elec-
trical Engineering) of this chapter.

§72.05-55 Furniture and furnishings.

(a) For the purpose of this subpart,
rooms containing “fire resistant fur-
nishings” will be considered to be those
in which:

(1) All case furniture such as desks,
wardrobes, dressing tables, bureaus,
dressers, etc., shall be constructed en-
tirely of approved incombustible mate-
rials; except that a combustible veneer
not exceeding ¥s inch may be used on
the top surface of such articles.

(2) All free standing furniture such as
chairs, sofas, tables, etc., shall be con-
structed with frames of approved in-
combustible materials.

(3) All draperies shall be of approved
fire resistant fabrics.

(4) All rugs and carpets shall be of
wool or other material having equiva-
lent fire resistive qualities.

(b) Waste paper baskets shall be con-
structed of approved incombustible
materials with solid sides and bottoms.

(c) Passageways and stairway enclo-
sures shall contain only fire resistant
furnishings. In addition, all upholstery
and padding of chairs, sofas, etc., in
these areas, shall be of approved fire
resistant materials.

§72.05-90 Vessels contracted for prior
to May 26, 1965.

(a) Vessels of 100 gross tons and over,
contracted for prior to May 26, 1965, on
an international voyage; and vessels of
100 gross tons and over, contracted for
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on or after May 28, 1936, and prior to
May 26, 1965, not on an international
voyage; shall meet the following re-
quirements:

(1) Existing structure, arrangements,
and materials previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and are maintained
in good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original construction.

(2) The details shall be in general
agreement with §§72.05-5 through 72.05-
60.

(b) Vessels of 100 gross tons and over,
contracted for prior to May 28, 1936, not
on an international voyage, shall meet
the following requirements:

(1) Existing structure, arrangements,
and materials previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and are maintained
in good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original construction.

(2) All vessels in ocean or coastwise
service shall be fitted above the bulk-
head deck with fire-resisting bulkheads
and doors spaced not more than 131 feet
apart which are capable of resisting the
passage of flame for a period of at least
1 hour.

(3) All vessels with berth or state-
room accommodations for 50 or more
passengers shall be fitted with an ap-
proved automatic sprinkling system
unless deemed unnecessary by the
Commandant. This system shall be so
installed as to protect all enclosed
parts of the vessel accessible to pas-
sengers or crew while the vessel is
being navigated, except cargo holds,
machinery spaces, and when of fire-re-
sisting construction, toilets, bath-
rooms, and spaces of similar construc-
tion. Where, in the case of a particular
vessel, the Commandant does not con-
sider the installation of an automatic
water-sprinkling system necessary,
such vessel shall be protected in such
enclosed parts of the vessel as the Com-
mandant shall deem necessary, with an
automatic electric or pneumatic fire-
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detecting and alarm system, used sin-
gly or in combination, of a type ap-
proved by the Commandant.

(c) Vessels of less than 100 gross tons,
contracted for prior to May 26, 1965,
which carry more than 150 passengers,
shall meet the following requirements:

(1) Existing structure, arrangements,
and materials previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and are maintained
in good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original construction.

(2) For such vessels, contracted for
on or after November 19, 1952, and prior
to May 26, 1965, on an international
voyage, the details shall be in general
agreement with §§72.05-5 through 72.05-
60.

[CGFR 67-87, 32 FR 19180, Dec. 20, 1967]

Subpart 72.10—Means of Escape

§72.10-1 Application.

(a) The provisions of this subpart,
with the exception of §72.10-90, shall
apply to all vessels contracted for on or
after November 19, 1952. Vessels con-
tracted for prior to November 19, 1952,
shall meet the requirements of §72.10-
90.

(b) [Reserved]

§72.10-5 Two means required.

(a) There shall be at least two means
of escape from all general areas acces-
sible to the passengers or where the
crew may be quartered or normally em-
ployed. At least one of these two means
of escape shall be independent of wa-
tertight doors. For stairway continuity
and general requirements for stairways
see §72.05-20.

(b) Elevators shall not be considered
as one of the required means of escape.

(c) Stairways serving only a space
and a balcony to a space shall not be
considered as one of the required
means of escape.

[CGFR 65-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGD 72-104R, 37 FR 14233, July
18, 1972]
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§72.10-10 Location.

(a) The two means of escape shall be
as remote as practicable so as to mini-
mize the possibility of one incident
blocking both escapes.

(b) [Reserved]

§72.10-15
able.

(a) Vertical ladders and deck scuttles
shall not in general be considered satis-
factory as one of the required means of
escape. However, where it is dem-
onstrated that the installation of a
stairway would be impracticable, a
vertical ladder may be used as the sec-
ond means of escape.

(b) [Reserved]

Vertical ladders not accept-

§72.10-20

(@) No means shall be provided for
locking doors giving access to either of
the 2 required means of escape, except
that crash doors or locking devices, ca-
pable of being easily forced in an emer-
gency, may be employed provided a
permanent and conspicuous notice to
this effect is attached to both sides of
the door. This paragraph shall not
apply to outside doors to deckhouses
where such doors are locked by key
only and such key is under the control
of one of the vessel’s officers.

(b) [Reserved]

No means for locking door.

§72.10-25 Stairway size.

(a) Stairways shall be of sufficient
width to satisfactorily accommodate
the number of persons having access to
such stairs for escape purposes.

(b) [Reserved]

§72.10-30 Dead end corridors.

(a) Dead end corridors, or the equiva-
lent, more than 40 feet in length shall
not be permitted.

(b) [Reserved]

§72.10-35

(a) In all cases, public spaces having
a deck area of over 300 square feet shall
have at least two exits. Where prac-
ticable, these exits shall give egress to
different corridors, rooms, or spaces to
minimize the possibility of one inci-
dent blocking both exits.

(b) [Reserved]

Public spaces.
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§72.10-40 Access to lifeboats.

(@) The stairways, corridors, and
doors shall be so arranged as to permit
a ready and direct access to the various
lifeboat embarkation areas.

(b) [Reserved]

§72.10-45
tions.

(a) Vertical communication shall be
provided between the various weather
decks by means of permanent inclined
ladders. Where ladders are for the ex-
clusive use of the crew for rapid com-
munication, and do not form part of a
normal escape route, vertical ladders
may be employed.

(b) [Reserved]

Weather deck communica-

§72.10-90 Vessels contracted for prior
to November 19, 1952.

(a) Existing arrangements previously
approved will be considered satisfac-
tory so long as they are maintained in
good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original design provided that in no
case will a greater departure from the
standards of §§72.10-5 through 72.10-45
be permitted than presently exists.
Nothing in this paragraph shall be con-
strued as exempting any vessel from
having 2 suitable means of escape from
all main compartments which are ac-
cessible to the passengers or where the
crew are normally quartered or em-
ployed.

(b) [Reserved]

Subpart 72.15—Ventilation

§72.15-1 Application.

(@) The provisions of this subpart
with the exception of §72.15-90, shall
apply to all vessels contracted for on or
after November 19, 1952. Vessels con-
tracted for prior to November 19, 1952,
shall meet the requirements of §72.15-
90.

(b) [Reserved]

§72.15-5 Structural fire protection.

See §72.05-50 for ventilation require-
ments pertaining to structural fire pro-
tection.

[CGD 72-104R, 37 FR 14233, July 18, 1972]
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§72.15-10 Vessels using fuel having a
flashpoint of 110 degrees F. or
lower.

(@) Where liquid fuel having a
flashpoint of 110 degrees F. or lower is
used for main or auxiliary machinery
or for starting purposes, the spaces
containing such machinery or fuel
tanks shall have natural supply and
mechanical ventilation as required by
this section.

(b) The requirements for the mechan-
ical exhaust system shall be such as to
assure the air changes as noted in table
72.15-10(b), depending upon the size of
the space.

TABLE 72.15-10(b)

Size of space, cubic feet Minutes
per air
Over Not over change
500 2
1,000 3
1,500 4
5

(c) Exhaust blower motors shall be
outside of the ducts, and if mounted in
any compartment required to be venti-
lated by this section, shall be of the ex-
plosion proof type. Blower blades shall
be non-sparking with reference to their
housings.

(d) Exhaust blower switches shall be
located outside of any space required
to be ventilated by this section, and
shall be of the type interlocked with
the ignition switch so that the blowers
are started before the engine ignition
is switched on. A red warning sign at
the switch shall state that the blowers
shall be operated prior to starting the
engines for a sufficient time to insure
at least one complete change of air in
the compartments.

(e) The area of the ducts shall be
such as to limit the air velocity to a
maximum of 2,000 feet per minute.
Ducts may be of any shape, provided
that in no case shall 1 dimension ex-
ceed twice the other.

(f) At least 2 inlet ducts shall be lo-
cated at 1 end of the compartment and
they shall extend to the lowest part of
the compartment or bilge on each side.
Simliar exhaust ducts shall be led to
the mechanical exhaust system from
the lowest part of the compartment or
bilge on each side of the compartment
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at the end opposite from that at which
the inlet ducts are fitted.

(g) All ducts shall be constructed of
non-ferrous metal or galvanized ferrous
metal not less than No. 22 USSG, in-
tact and gastight from end to end and
shall be of substantial construction.
The ducts shall lead as direct as pos-
sible and be properly fastened and sup-
ported.

(h) All supply ducts shall be provided
with cowls or scoops having a free area
not less than twice the required duct
area. When the cowls or scoops are
screened, the mouth area shall be in-
creased to compensate for the area of
the screen wire. Dampers shall not be
fitted in the supply ducts. Cowls or
scoops shall be kept open at all times
except when the stress of weather is
such as to endanger the vessel if the
openings are not temporarily closed.
Supply and exhaust openings shall not
be located where the natural flow of air
is unduly obstructed, or adjacent to
possible sources of vapor ignition, nor
shall they be so located that exhaust
air may be taken into the supply vents.

§72.15-15
spaces.

(@) All enclosed spaces within the
vessel shall be properly vented or ven-
tilated. Means shall be provided to
close off all vents and ventilators.

(b) Means shall be provided for stop-
ping all fans in ventilation systems
serving machinery and cargo spaces
and for closing all doorways, ventila-
tors and annular spaces around funnels
and other openings to such spaces,
from outside these spaces, in case of
fire.

(c) The ventilation of spaces which
are “specially suitable for vehicles”
shall be in accordance with the provi-
sions of this paragraph. In addition, if
vehicles are operated inside of enclosed
spaces, the ventilation shall be in ac-
cordance with subpart 78.83 of this sub-
chapter.

(1) Areas below the weather deck
shall be provided with continuous pres-
sure-positive ventilation at each level
on which vehicles are transported.

(2) The quantity of ventilating air
shall be not less than 1 cubic foot per
minute per square foot of deck area.

Ventilation for closed
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(3) The ventilation shall be such as to
prevent air stratification as well as to
prevent accumulation of air pockets.

(4) An alarm system shall be provided
which will indicate the loss of required
ventilation. The alarm location shall
be in a normally manned space accept-
able to the Commandant.

[CGFR 66-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15281, Dec. 6,
1966]

§72.15-20 Ventilation for crew quar-
ters and passenger spaces.

(@) All crew and passenger spaces
shall be adequately ventilated in a
manner suitable to the purpose of the
space.

(b) On vessels of 100 gross tons and
over, except for such spaces as are so
located that under all ordinary condi-
tions of weather, windows, ports, sky-
lights, etc., and doors to passageways
can be kept open, all crew spaces shall
be ventilated by a mechanical system,
unless it can be shown that a natural
system will provide adequate ventila-
tion. However, vessels which trade reg-
ularly in the tropics shall, in general,
be fitted with a mechanical ventilation
system.

§72.15-90 Vessels contracted for prior
to November 19, 1952.

(a) Existing arrangements previously
approved will be considered satisfac-
tory so long as they are maintained in
good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original design provided that in no
case will a greater departure from the
standards of §§72.15-5 through 72.15-20
be permitted than presently exists.

(b) [Reserved]

Subpart 72.20—Accommodations
for Officers and Crew

SOURCE: CGD 95-027, 61 FR 26002, May 23,
1996, unless otherwise noted.

§72.20-1 Application.

The provisions of this part, except
§72.20-90, apply to all vessels con-
tracted for after November 18, 1952.
Vessels contracted for before November
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19, 1952, must meet the requirements of
§72.20-90.

§72.20-5 Intent.

Accomodations provided for officers
and crew on all vessels shall be se-
curely constructed, properly lighted,
heated, drained, ventilated, equipped,
located, arranged, and insulated from
undue noise, heat, and odors.

§72.20-10 Location of crew spaces.

(a) Crew quarters must not be located
farther forward in the vessel than a
vertical plane located at 5 percent of
the vessel’s length abaft the forward
side of the stem at the designed sum-
mer load water line. However, for ves-
sels in other than ocean or coastwise
service, this distance need not exceed
8.5 meters (28 feet). For the purpose of
this paragraph, the vessel’s length
must be as defined in §43.15-1 of sub-
chapter E (Load Lines) of this chapter.
Unless approved by the Commandant,
no section of the deck head of the crew
spaces may be below the deepest load
line.

(b) There must be no direct commu-
nication, except through solid, close
fitted doors or hatches between crew
spaces and chain lockers, or machinery
spaces.

§72.20-15 Construction.

All crew spaces are to be constructed
and arranged in a manner suitable to
the purpose for which they are in-
tended and so that they can be kept in
a clean, workable, and sanitary condi-
tion.

§72.20-20 Sleeping accommodations.

(a) Where practicable, each licensed
officer shall be provided with a sepa-
rate stateroom.

(b) Sleeping accommodations for the
crew must be divided into rooms, no
one of which shall berth more than 4
persons.

(c) Each room shall be of such size
that there is at least 2.78 square meters
(30 square feet) of deck area and a vol-
ume of at least 5.8 cubic meters (210
cubic feet) for each person accommo-
dated. The clear head room shall be not
less than 190 centimeters (75 inches). In
measuring sleeping accommodations
any furnishings contained therein for
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the use of the occupants are not to be
deducted from the total volume or
from the deck area.

(d) Each person shall have a separate
berth and not more than one berth may
be placed above another. The berth
must be composed of materials not
likely to corrode. The overall size of a
berth must not be less than 68 centi-
meters (27 inches) wide by 190 centi-
meters (75 inches) long, except by spe-
cial permission of the Commandant.
Where two tiers of berths are fitted,
the bottom of the lower berth must not
be less than 30 centimeters (12 inches)
above the deck. The berths must not be
obstructed by pipes, ventilating ducts,
or other installations.

(e) A locker must be provided for
each person accommodated in a room.

§72.20-25 Washrooms
rooms.

(a) There must be at least 1 toilet, 1
washbasin, and 1 shower or bathtub for
each 8 members or portion thereof in
the crew who do not occupy sleeping
accommodations to which private or
semi-private facilities are attached.

(b) The toilet rooms and washrooms
shall be located convenient to the
sleeping quarters of the crew to which
they are allotted but must not open di-
rectly into such quarters except when
they are provided as private or semi-
private facilities.

(c) AIl washbasins, showers, and
bathtubs must be equipped with ade-
quate plumbing, including hot and cold
running water. All toilets must be in-
stalled with adequate plumbing for
flushing.

(d) At least 1 washbasin must be
fitted in each toilet room, except
where private or semi-private facilities
are provided and washbasins are in-
stalled in the sleeping rooms.

(e) Where more than 1 toilet is lo-
cated in a space or compartment, each
toilet must be separated by partitions.

and toilet

§72.20-30 Messrooms.

(@) Messrooms must be located as
near to the galley as practicable except
where the messroom is equipped with a
steam table.

(b) Each messroom must seat the
number of persons expected to eat in
the messroom at one time.
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§72.20-35 Hospital space.

(a) Each vessel which in the ordinary
course of its trade makes voyages of
more than 3 days duration between
ports and which carries a crew of 12 or
more, must be provided with a hospital
space. This space must be situated with
due regard to the comfort of the sick so
that they may receive proper attention
in all weathers.

(b) The hospital must be suitably sep-
arated from other spaces and must be
used for the care of the sick and for no
other purpose.

(c) The hospital must be fitted with
berths in the ratio of 1 berth to every
12 members of the crew, or portion
thereof, who are not berthed in single
occupancy rooms, but the number of
berths need not exceed 6.

(d) The hospital must have a toilet,
washbasin, and bathtub or shower con-
veniently situated. Other necessary
suitable equipment such as a clothes
locker, a table, and a seat must be pro-
vided.

§72.20-40 Other spaces.

Each vessel must have—

(a) Sufficient facilities where the
crew may wash and dry their own
clothes, including at least 1 sink sup-
plied with hot and cold fresh water;

(b) Recreation spaces; and

(c) A space or spaces of adequate size
on an open deck to which the crew has
access when off duty.

§72.20-45 Lighting.
Each berth must have a light.

§72.20-50 Heating and cooling.

(a) All manned spaces must be ade-
quately heated and cooled in a manner
suitable to the purpose of the space.

(b) The heating and cooling system
for accommodations must be capable of
maintaining a temperature of 21 °C (70
°F) under normal operating conditions
without curtailing ventilation.

(c¢) Radiators and other heating appa-
ratus must be so placed and shielded,
where necessary, to avoid risk of fire,
danger or discomfort to the occupants.
Pipes leading to radiators or heating
apparatus must be insulated where
those pipes create a hazard to persons
occupying the space.
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§72.20-55 Insect screens.

Provisions must be made to protect
the crew quarters against the admis-
sion of insects.

§72.20-90 Vessels contracted for prior
to November 19, 1952.

(a) Vessels of 100 gross tons and over,
contracted for prior to March 4, 1915,
must meet the requirements of this
paragraph.

(1) Existing structure, arrangements,
materials, and facilities, previously ap-
proved will be considered satisfactory
so long as they are maintained in a
suitable condition to the satisfaction
of the Officer in Charge, Marine Inspec-
tion.

(2) Minor repairs and alterations may
be made to the same standard as the
original construction provided that in
no case will a greater departure from
the standards of §§72.20-5 through 72.20-
55 be permitted than presently exists.

(b) Vessels of 100 gross tons and over,
contracted for on or after March 4,
1915, but prior to January 1, 1941, must
meet the following requirements:

(1) Existing structure, arrangements,
materials, and facilities, previously ac-
cepted or approved will be considered
satisfactory so long as they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ard as the original construction.

(2) Where reasonable and practicable,
a minimum of 1 toilet, shower, and
washbasin must be provided for each 10
members of the crew or fraction there-
of.

(3) Crew spaces must have a volume
of at least 3.4 cubic meters (120 cubic
feet) and a deck area of at least 1.5
square meters (16 square feet) for each
person accommodated.

(4) Each crewmember shall have a
separate berth, and berths may not be
placed more than 2 high.

(5) Each vessel, which in the ordinary
course of its trade makes a voyage of
more than 3 days duration between
ports and which carries a crew of 12 or
more persons, must be provided with a
suitable hospital space for the exclu-
sive use of the sick or injured. Berths
must be provided in the ratio of 1 berth
for each 12 members of the crew or
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fraction thereof, but the number of
berths need not exceed 6.

(6) The crew spaces must be securely
constructed, properly lighted, heated,
drained, ventilated, equipped, located,
and arranged, and, practicable, must be
insulated from undue noise and odors.

(c) Vessels of 100 gross tons and over,
contracted for on or after January 1,
1941, but prior to November 19, 1952,
must meet the requirements of this
paragraph.

(1) Existing structure, arrangements,
materials, and facilities, previously ac-
cepted or approved will be considered
satisfactory so long as they are main-
tained in a good condition to the satis-
faction of the Office in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ard as the original construction.

(2) There must be a minimum of 1
toilet, 1 shower, and 1 washbasin for
each 8 members of the crew or fraction
thereof who are not accommodated in
rooms having attached private or semi-
private facilities. Washbasins, showers,
and bathtubs, if substituted for show-
ers, must be equipped with adequate
plumbing, including hot and cold run-
ning water.

(3) Crew spaces must have a volume
of at least 3.4 cubic meters (120 cubic
feet) and a deck of at least 1.5 square
meters (16 square feet) for each person
accommodated.

(4) Each crewmember shall have a
separate berth, and berths may not be
placed more than two high.

(5) Each vessel, which in the ordinary
course of its trade makes a voyage of
more than 3 days duration between
ports and which carries a crew of 12 or
more persons, must be provided with a
suitable hospital space for the exclu-
sive use of the sick or injured. Berths
must be provided in the ratio of 1 berth
for each 12 members of the crew or
fraction thereof, but the member of
berths need not exceed 6.

(6) The crew spaces must be securely
constructed, properly lighted, heated,
drained, ventilated, equipped, located,
and arranged, and, where practicable,
must be insulated from undue noise
heat, and odors.

[CGD 95-027, 61 FR 26002, May 23, 1996; 61 FR
35138, July 5, 1996]
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§72.25-15

Subpart 72.25—Passenger
Accommodations

§72.25-1 Application.

(a) The provisions of this subpart
shall apply to all vessels.
(b) [Reserved]

§72.25-10 Location of passenger quar-
ters.

(a) The deck forming the deckhead of
passenger quarters between adjacent
watertight bulkheads shall not be
below the deepest load line at any
point within the watertight compart-
ment in question.

(b) [Reserved]

§72.25-15 Passenger accommodations
for excursion boats, ferryboats, and
passenger barges.

(a) Except as specifically excluded by
this section, separate public toilet
spaces shall be provided for male and
female passengers with at least the
minimum equipment in each based
upon the number of passengers per-

mitted to be carried as set forth in

table 72.25-15(a).

TABLE 72.25-15(a)
Number of passengers
Toilets | pvash-
Over Not over

100 1 1
300 2 1
500 3 2
1,000 4 2
1,500 5 3
2,000 6 3
2,500 7 4
3,000 8 4
3,500 9 5
4,000 10 5
................ ™ "

1 Additional facilities by extrapolation.

(b) In the men’s spaces, urinals may
be substituted for toilets, provided at
least one-half the required toilets are
fitted.

(c) On ferryboats and barges having a
short run, passenger toilet facilities
need not be fitted.
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Subpart 72.30—Subdivision and
Stability

§72.30-1 Application.

Each vessel must meet the applicable
requirements in subchapter S of this
chapter.

[CGD 79-023, 48 FR 51007, Nov. 4, 1983]

Subpart 72.40—Rails and Guards

§72.40-1 Application.

(@) The provisions of this subpart,
with the exception of §72.40-90, shall
apply to all vessels contracted for on or
after July 1, 1969. Vessels contracted
for prior to July 1, 1969, shall meet the
requirements of §72.40-90.

(b) [Reserved]

[CGFR 65-50, 30 FR 16903, Dec. 30, 1965, as
amended by CGFR 69-72, 34 FR 17483, Oct. 29,
1969]

§72.40-5 Where rails required.

(a) All passenger vessels shall have
efficient guard rails or bulwarks on
decks and bridges as follows: The
height of rails or bulwarks shall be at
least 39%2 inches from the deck. At the
peripheries of the freeboard and super-
structure decks and at the peripheries
of all decks accessible to passengers,
rails shall be in at least three courses
including the top. The opening below
the lowest course shall not be more
than 9 inches. The courses shall not be
more than 15 inches apart. In the case
of ships with rounded gunwales the
guard rail supports shall be placed on
the flat of the deck. On other decks and
bridges the rails shall be in at least
two courses, including the top, approxi-
mately evenly spaced.

(b) Where the height of the rails
interferes with the business of the ves-
sel, as in the case of a sport fishing ves-
sel, other arrangements may be specifi-
cally approved by the Commandant.
However, in general, the effective rail
or bulwark height above the deck on
which the passengers stand shall be at
least 30 inches.

(c) On the passenger decks of ferry-
boats, excursion vessels, and vessels of
a similar type, the space below the top
of the rail shall be fitted with suitable
wire mesh or the equivalent. Depending
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upon the type of construction, the
lower rail courses may not be required.

(d) Where it can be shown to the sat-
isfaction of the Commandant that a
vessel is engaged exclusively in voy-
ages of a sheltered nature, the provi-
sions of paragraph (a) of this section
may be relaxed.

[CGFR 69-72, 34 FR 17483, Oct. 29, 1969]

§72.40-10 Storm rails.

(a) Suitable storm rails shall be in-
stalled in all passageways and at the
deckhouse sides where passengers or
crew might have normal access. Storm
rails shall be installed on both sides of
passageways which are 6 feet or more
in width.

(b) [Reserved]

§72.40-15 Vehicular ferries.

(@) On vehicular ferries, suitable
chains, cables, or other barriers shall
be installed at the ends of the vehicle
runways. In addition, suitable gates,
rails, or other devices shall be installed
as a continuation of the regularly re-
quired rails.

(b) [Reserved]

§72.40-20 Guards in dangerous places.

(a) Suitable covers, guards, or rails
shall be installed in way of all exposed
and dangerous places such as gears,
machinery, etc.

(b) [Reserved]

§72.40-90 Vessels contracted for prior
to July 1, 1969.

(a) Passenger vessels contracted for
prior to July 1, 1969, assigned a deeper
load line under part 42 of subchapter E
(Load Lines) of this chapter shall have
efficient guard rails or bulwarks as re-
quired by §72.40-5. Otherwise, existing
structure, arrangements, materials,
and facilities previously approved will
be considered satisfactory so long as
they are maintained in good condition
to the satisfaction of the Officer in
Charge, Marine Inspection. Minor re-
pairs and alterations may be made to
the same standards as the original con-
struction provided that in no case will
greater departure from the standards
of §§72.40-5 through 72.40-20 be per-
mitted than presently exists.
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(b) [Reserved]
[CGFR 69-72, 34 FR 17483, Oct. 29, 1969]

PART 76—FIRE PROTECTION
EQUIPMENT

Subpart 76.01—Application

Sec.

76.01-1 General.

76.01-2 Incorporation by reference.

76.01-5 Equipment installed but not re-
quired.

Subpart 76.05—Fire Detecting and
Extinguishing Equipment, Where Required

76.05-1 Fire detecting systems.

76.05-5 Manual alarm system.

76.05-10 Supervised patrol system.

76.05-15 Fire main system.

76.05-20 Fixed fire extinguishing systems.

76.05-25 Hand portable fire extinguishers
and semiportable fire extinguishing sys-
tems.

Subpart 76.10—Fire Main System, Details

76.10-1 Application.

76.10-3 Water availability.

76.10-5 Fire pumps.

76.10-10 Fire station hydrants, hose and noz-
zles—T/All.

76.10-15 Piping.

76.10-90 Installations contracted for prior to
May 26, 1965.

Subpart 76.13—Steam Smothering Systems

76.13-1 Application.
76.13-90 Installations contracted for prior to
January 1, 1962.

Subpart 76.15—Carbon Dioxide
Extinguishing Systems, Details

76.15-1 Application.
76.15-5 Quantity, pipe sizes, and discharge
rate.
76.15-10
76.15-15
76.15-20
76.15-25
76.15-30
76.15-35

Controls.

Piping

Carbon dioxide storage.

Discharge outlets.

Alarms.

Enclosure openings.

76.15-40 Pressure relief.

76.15-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.17—Foam Extinguishing
Systems, Details

76.17-1 Application.

76.17-5 Quantity of foam required.
76.17-10 Controls.

76.17-15 Piping.
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76.17-20 Discharge outlets.

76.17-25 Additional protection required.

76.17-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.23—Manual Sprinkling System,
Details

76.23-1 Application.

76.23-5 Zoning.

76.23-10 Quantity, pipe sizes, and discharge
rates.

76.23-15 Controls.

76.23-20 Piping.

76.23-25 Sprinkler heads.

76.23-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.25—Automatic Sprinkling
System, Details

76.25-1 Application.

76.25-5 Zoning.

76.25-10 Size and arrangement of sprinkler
heads and pipe sizes.

76.25-15 Pumps and water supply.

76.25-20 Pressure tank.

76.25-25 Controls.

76.25-30 Piping.

76.25-35 Operation and installation.

76.25-90 Installations contracted for prior to
September 30, 1997.

Subpart 76.27—Electric Fire Detecting
System, Details

76.27-1 Application.

76.27-5 Zoning.

76.27-10 Location and spacing of detectors.

76.27-15 Operation and installation.

76.27-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.30—Pneumatic Fire Detecting
System, Details

76.30-1 Application.

76.30-5 Zoning.

76.30-10 Location and spacing of tubing.

76.30-15 Operation and installation.

76.30-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.33—Smoke Detecting System,
Details

76.33-1 Application.

76.33-5 Zoning.

76.33-10 Location and spacing of accumula-
tors.

76.33-15 Piping.

76.33-20 Operation and installation.

76.33-90 Installations contracted for prior to
November 19, 1952.
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Subpart 76.35—Manual Alarm System,
Details

76.35-1 Application.

76.35-5 Zoning.

76.35-10 Location and spacing of manual
alarm boxes.

76.35-15 Operation and installation.

76.35-90 Installations contracted for prior to
November 19, 1952.

Subpart 76.50—Hand Portable Fire Extin-
guishers and Semiportable Fire Extin-
guishing Systems, Arrangements and
Details

76.50-1 Application.

76.50-5 Classification.

76.50-10 Location.

76.50-15 Spare charges.

76.50-20 Semiportable fire extinguishers.

76.50-90 Vessels contracted for prior to No-
vember 19, 1952.

Subpart 76.60—Fire Axes

76.60-1 Application.
76.60-5 Number required.
76.60-10 Location.

AUTHORITY: 46 U.S.C. 3306; E.O. 12234, 45 FR
58801, 3 CFR, 1980 Comp., p. 277; Department
of Homeland Security Delegation No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16940, Dec. 30,
1965, unless otherwise noted.

Subpart 76.01—Application

§76.01-1 General.

(@) The provisions of this part shall
apply to all vessels except as specifi-
cally noted in this part.

(b) [Reserved]

§76.01-2 Incorporation by reference.

(a) Certain material is incorporated
by reference into this part with the ap-
proval of the Director of the Federal
Register in accordance with 5 U.S.C.
552(a). To enforce any edition other
than that specified in paragraph (b) of
this section, the Coast Guard must
publish notice of change in the FED-
ERAL REGISTER and make the material
available to the public. All approved
material is on file at the National Ar-
chives and Records Administration
(NARA). , and at the U.S. Coast Guard,
Office of Design and Engineering
Standards (G-MSE), 2100 Second Street
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SW., Washington, DC 20593-0001 and is
available from the sources indicated in
paragraph (b) of this section. For infor-
mation on the availability of this ma-
terial at NARA, call 202-741-6030, or go
to: http://lwww.archives.gov/
federal register/
code of federal regulations/
ibr _locations.html.

(b) The material approved for incor-
poration by reference in this part and
the sections affected are:

American Society for Testing and Materials
(ASTM)

100 Barr Harbor Drive, West Conshohocken,
PA 19428-2959.

ASTM F 1121-87 (1993), Standard Specifica-
tion for International Shore Connections
for Marine Fire Applications—76.10-10

National Fire Protection Association (NFPA)

1 Batterymarch Park, Quincy, MA 02269-9101
NFPA 13-1996, Standard for the Installation
of Sprinkler Systems—76.25-1

[CGD 88-032, 56 FR 35824, July 29, 1991; 57 FR
31947, July 20, 1992, as amended by CGD 95-
072, 60 FR 50463, Sept. 29, 1995; CGD 96-041, 61
FR 50729, Sept. 27, 1996; CGD 97-057, 62 FR
51045, 51204, Sept. 30, 1997; USCG-1999-5151, 64
FR 67181, Dec. 1, 1999; 69 FR 18803, Apr. 9,
2004]

§76.01-5 Equipment installed but not
required.

(@) Where fire detecting or extin-
guishing systems or equipment are not
required, but are installed, the system
or equipment and its installation shall
meet the requirements of this part.

(b) [Reserved]

Subpart 76.05—Fire Detecting and
Extinguishing Equipment,
Where Required

§76.05-1 Fire detecting systems.

(a) Approved fire detecting systems
shall be installed in locations as re-
quired by table 76.05-1(a) on the fol-
lowing vessels:

(1) Any vessel on an
voyage.

(2) Any vessel of more than 150 feet in
length having sleeping accommoda-
tions for passengers.

international
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TABLE 76.05-1(a)

§76.05-1

Space

Detecting systems

Fixed extinguishing
systems

Safety areas

Wheelhouse or fire-control room ...
Stairway and elevator enclosures .
Communication corridors ............
Lifeboat embarkation and lowering stations ..
Radio room

Accommodations
Staterooms, toilet spaces, isolated pantries, etc
Offices, lockers, and isolated storerooms
Public spaces .........

Open decks or enclosed promenades .
Service spaces

Galleys
Main pantries
Motion picture booths and film lockers

Paint and lamp rooms

Inaccessible baggage, mail, and specie rooms and store-
rooms.

Accessible baggage, mail, and specie rooms and store-
rooms.

Refrigerated storerooms

Carpenter, valet, photographic, and printing shops, sales
rooms, etc.

Machinery spaces

Coal fired boilers: Bunker and boiler space

Qil fired boilers: Spaces containing oil fired boilers either
main or auxiliary, their fuel oil service pumps, and/or
such other fuel oil units as the heaters, strainers,
valves, manifolds, etc., that are subject to the discharge
pressure of the fuel oil service pumps, together with ad-
jacent spaces to which oil can drain.

Internal combustion or gas turbine propelling machinery
spaces.

Electric propulsive motors or generators of open type

Enclosed ventilating systems for motors and generators of
electric propelling machinery.

Auxiliary spaces, internal combustion or gas turbine
Auxiliary spaces, electric motors or generators
Auxiliary spaces, steam
Trunks to machinery spaces
Fuel tanks

Cargo spaces

Inaccessible during voyage (combustible cargo), including
trunks (excluding tanks).

Accessible during voyage (combustible cargo)

Vehicular deck (except where no overhead deck is 30 feet
in length or less).
Cargo oil tanks

Specially suitable for vehicles

do'
Electric, pneumat

or automatic sprinkling?

None required with 20-minute patrol. Elec-
tric, pneumatic, or automatic sprinkling
with 1 hour patrol™.

None required ...

do!

do'
Electric,

kling?2.
Smoke detecting 3
Smoke detecting®

pneumatic, or automatic sprin-

Electric, pneumatic, or automatic sprinkling.

None required
Electric, pneumatic, or automatic sprinkling.

None required

Smoke detecting

Smoke detecting, electric, pneumatic or
automatic sprinkling.
None required

Smoke detecting, electric, pneumatic or
automatic sprinkling.

None required !
Do.?
Do.1
Do.
Do.1

Do.1
Do.?
Do.1

Do.

Do.1
Do.1
Do.12

Carbon dioxide. 4
Carbon dioxide. 4

None required.

Do.
Do.?

Do.?
Carbon dioxide or
foam.5

Carbon dioxide.®

None required.
Carbon dioxide (in
ventilating sys-

tem)”
Carbon dioxide.8
None required.
Do.
Do.
Do.®

Carbon dioxide.4

Automatic or manual
sprinkling.
Manual sprinkling.

Carbon dioxide or
foam.#

Carbon dioxide, auto-
matic or manual
sprinkling.

1Vessels of 100 gross tons and over contracted for on or before May 27, 1936, and having combustible joiner work; shall be
fitted with an automatic sprinkling system, except in relatively incombustible spaces.

2 Sprinkler heads may be attached to sanitary system provided electrical or pneumatic detecting is installed.

30n vessels contracted for prior to November 19, 1952, electric or pneumatic detectin% may be substituted.

40On vessels contracted for prior to January 1, 1962, a steam smothering system may be accepted. However, although existing
steam smothering systems may be repaired, replaced, or extended, no new system contracted for on or after January 1, 1962,
will be permitted.

5 Protection of auxiliary boilers, fuel oil units, valves and manifolds not required on vessels contracted for prior to November
19, 1952.

6Not required on vessels of less than 300 gross tons (except on an international voyage) using fuel with a flashpoint higher
than 110 °F., where the space is normally manned.

7Not required on vessels contracted for prior to November 19, 1952.

8Not required on vessels of less than 300 gross tons nor on vessels contracted for prior to November 19, 1952, except where
fuel, including starting fuel, has a flashpoint of 110 °F. or less.
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9Where fuel having a flashpoint of 110 °F. or lower is used, the space containing the fuel tanks shall be protected by a carbon

dioxide system.

(3) Any vessel of 150 feet or less in
length, not on an international voyage,
having sleeping accommodations for 50
or more passengers. Vessels in this cat-
egory are not required to have a de-
tecting system in the cargo spaces.

(b) The arrangements and details of
the fire detecting systems shall be as
set forth in subparts 76.25 through
76.33.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR 65-33, 31 FR 15282, Dec. 6,
1966]

§76.05-5 Manual alarm system.

(a) An approved manual alarm sys-
tem shall be installed in all areas,
other than the main machinery spaces,
which are normally accessible to the
passengers or crew on any vessel hav-
ing sleeping accommodations for pas-
sengers or on any vessel on an inter-
national voyage.

(b) The arrangement and details of
the manual alarm system shall be as
set forth in subpart 76.35.

§76.05-10 Supervised patrol system.

(a) A supervised patrol or watchman
system shall be provided on all vessels
as set forth in §§78.30-10 and 78.30-15 of
this subchapter.

(b) [Reserved]

§76.05-15 Fire main system.

(a) Fire pumps, hydrants, hose, and
nozzles shall be installed on the fol-
lowing vessels:

(1) On all self-propelled vessels.

(2) After July 1, 1957, on all barges
with sleeping accommodations for
more than six persons.

(b) The arrangement and details of
the fire main system shall be as set
forth in subpart 76.10.

§76.05-20 Fixed fire extinguishing sys-
tems.

Approved fire extinguishing systems
must be installed, as required by table
76.05-1(a) on all self-propelled vessels
and on all barges with sleeping accom-
modations for more than six persons.
Previously approved installations may
be retained as long as they are main-
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tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection.

[CGD 95-027, 61 FR 35138, July 5, 1996]

§76.05-25 Hand portable fire extin-
guishers and semiportable fire ex-
tinguishing systems.

(a) Approved hand portable fire extin-
guishers and semiportable fire extin-
guishing systems shall be installed on
all vessels as set forth in subpart 76.50.

(b) [Reserved]

Subpart 76.10—Fire Main System,
Details

§76.10-1 Application.

(a) The provisions of this subpart,
with the exception of §76.10-90, shall
apply to all fire main installations con-
tracted for on or after May 26, 1965. In-
stallations contracted for prior to May
26, 1965, shall meet the requirements of
§76.10-90.

(b) [Reserved]

§76.10-3 Water availability.

(a) On all vessels on an international
voyage, regardless of the date of con-
struction, water pressure from the fire-
main protecting enclosed spaces shall
be immediately available by mainte-
nance of water pressure on the
firemain at all times when passengers
are aboard the vessel, or by remote
control of fire pumps which control
shall be easily operable and readily ac-
cessible.

(b) Where approved remote controls
are not installed, an alarm shall be
fitted which will sound in the engine
room indicating a drop of water pres-
sure on the system.

[CGFR 67-87, 32 FR 19181, Dec. 20, 1967]

§76.10-5 Fire pumps.

(a) Vessels shall be equipped with
independently driven fire pumps in ac-
cordance with table 76.10-5(a).



Coast Guard, DHS

TABLE 76.10-5(a)

Gross tons Minimum
number of
H
pumps a%%e Noz- Length
hy- zfle of
Inter- orifice
tional | Other inches inches
voy-
age
100 2 1 12 2 50
500 2 1 12 % 50
1,500 2 2 12 R 50
4,000 2 2| 12% 17 150
.......... 3 3| 2% 178 150

175 feet of 1'2-inch hose and %s-inch nozzles may be used
where specified by § 76.10-10(b).

(b) Vessels on an international voy-
age shall have a minimum total fire
pump capacity at least equal to two-
thirds of the required total bilge pump
capacity, but in no case less than that
required by this section. Each of the
required fire pumps shall have a capac-
ity not less than 80 percent of the total
required capacity divided by the num-
ber of required pumps.

(c) Each pump shall be capable of de-
livering water simultaneously from the
two highest outlets at a Pitot tube
pressure of approximately 50 p. s. i.
Where one or both of these outlets is a
1%-inch siamese fitting, both branches
of the siamese fitting at each such out-
let shall be utilized for the purpose of
this requirements.

(d) Fire pumps shall be fitted on the
discharge side with relief valves set to
relieve at 25 p. s. i. in excess of the
pressure necessary to maintain the re-
quirements of paragraph (c) of this sec-
tion or 125 p. s. i., whichever is greater.
Relief valves may be omitted if the
pumps, operating under shutoff condi-
tions, are not capable of developing a
pressure exceeding this amount.

(e) Fire pumps shall be fitted with a
pressure gauge on the discharge side of
the pumps.

(f) Fire pumps may be used for other
purposes provided at least one of the
required pumps is kept available for
use on the fire system at all times. In
no case shall a pump having connection
to an oil line be used as a fire pump.
Branch lines connected to the fire main
for purposes other than fire and deck
wash shall be arranged so that the re-
quirements of paragraphs (b) and (c) of
this section and any other services in-

§76.10-10

stalled on the fire main can be met si-
multaneously.

(g) The total area of the pipes leading
from a pump shall not be less than the
discharge area of the pump.

(h) On vessels with oil fired boilers,
either main or auxiliary, or with inter-
nal combustion propulsion machinery,
where 2 fire pumps are required, they
shall be located in separate spaces and
the arrangement of pumps, sea connec-
tions, and sources of power shall be
such as to insure that a fire in any one
space will not put all of the fire pumps
out of operation. However, in vessels of
less than 300 feet in length, where it is
shown to the satisfaction of the Com-
mandant that it is unreasonable or im-
practicable to meet this requirement
due to the size or arrangement of the
vessel, or for other reasons, the instal-
lation of a total flooding carbon diox-
ide system may be accepted as an al-
ternate method of extinguishing any
fire which would affect the powering
and operation of at least one of the re-
quired fire pumps.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGD 95-028, 62 FR 51204, Sept. 30,
1997]

§76.10-10 Fire station hydrants, hose
and nozzles-T/ALL.

(a) The size of fire hydrants, hose,
and nozzles and the length of hose re-
quired shall be as noted in table 76.10-
5(a).

(b) In lieu of the 2%-inch hose and
hydrants specified in table 76.10-5(a),
on vessels over 1,500 gross tons, the hy-
drants in interior locations may have
siamese connections for 1%-inch hose.
In these cases the hose shall be 75 feet
in length, and only one hose will be re-
quired at each fire station; however, if
all such stations can be satisfactorily
served with 50-foot lengths, 50-foot
hose may be used.

(c) On vessels of 500 gross tons and
over there must be at least one shore
connection to the fire main available
to each side of the vessel in an acces-
sible location. Suitable cut-out valves
and check valves must be provided.
Suitable adaptors also must be pro-
vided for furnishing the vessel’s shore
connections with couplings mating
those on the shore fire lines. Vessels of
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500 gross tons and over on an inter-
national voyage, must be provided with
at least one international shore con-
nection complying with ASTM F 1121
(incorporated by reference, see §76.01-
2). Facilities must be available ena-
bling an international shore connec-
tion to be used on either side of the
vessel.

(d) Fire hydrants shall be of suffi-
cient number and so located that any
part of the vessel, other than main ma-
chinery spaces, accessible to the pas-
sengers or crew while the vessel is
being navigated and all cargo holds
may be reached with at least two
streams of water from separate outlets,
at least one of which shall be from a
single length of hose. For the purpose
of this requirement, all watertight
doors and all doors in main vertical
zone bulkheads and stairway enclo-
sures shall be closed, although hose
ports may be installed in doors other
than watertight doors and doors in
main vertical zone bulkheads for the
passage of the hose. In main machinery
spaces, all portions at such spaces shall
be capable of being reached by at least
two streams of water, each of which
shall be from a single length of hose
from separate outlets; however, this re-
quirement need not apply to shaft
alleys containing no assigned space for
the stowage of combustibles. Fire hy-
drants shall be numbered as required
by §78.47-20 of this subchapter.

(e) All parts of the fire main located
on exposed decks shall either be pro-
tected against freezing or be fitted
with cut-out valves and drain valves so
that the entire exposed parts of such
piping may be shut off and drained in
freezing weather. Except when closed
to prevent freezing, such valves shall
be sealed open.

(f) The outlet at each fire hydrant
shall be provided with a cock or valve
fitted in such a position that the fire
hose may be removed while the
firemain is under pressure. In addition,
the outlet shall be limited to any posi-
tion from the horizontal to the vertical
pointing downward, so that the hose
will lead horizontally or downward to
minimize the possibility of kinking.

(9) Each fire hydrant must have at
least one length of fire hose, a spanner,
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and a hose rack or other device for
stowing the hose.

(h) Fire hose shall be connected to
the outlets at all times. However, on
open decks where no protection is af-
forded to the hose in heavy weather, or
where the hose may be liable to dam-
age from the handling of cargo the hose
may be temporarily removed from the
hydrant and stowed in an accessible
nearby location.

(i) Fire hose shall not be used for any
other purpose than fire extinguishing
and fire drills.

() Each firehose on each hydrant
must have a combination solid stream
and water spray firehose nozzle that
meets the requirements in subpart
162.027 of this chapter. Firehose nozzles
previously approved under subpart
162.027 of this chapter may be retained
so long as they are maintained in good
condition to the satisfaction of the Of-
ficer in Charge, Marine Inspection.

(k) Firehose nozzles previously ap-
proved under subpart 162.027 of this
chapter must have low-velocity water
spray applicators also previously ap-
proved under subpart 162.027 of this
chapter as follows—

(1) In accommodation and service
areas—two firehoses; and

(2) In each propulsion machinery
space containing an oil-fired boiler, in-
ternal combustion machinery, or oil
fuel unit on a vessel on an inter-
national voyage or of 1000 gross tons or
more—each firehose. The length of
each applicator must be not more than
1.8 meters (6 feet).

() Fixed brackets, hooks, or other
means for stowing an applicator must
be next to each fire hydrant that has
an applicator under paragraph (k) of
this section.

(m) Fire hydrants, nozzles, and other
fittings shall have threads to accom-
modate the hose connections noted in
paragraph (I) of this section.

(n) Firehose and couplings must be as
follows:

(1) Fire station hydrant connections
shall be brass, bronze, or other equiva-
lent metal. Couplings shall either—

(i) Use National Standard fire hose
coupling threads for the 1% inch (38
millimeter) and 2%z inch (64 millimeter)
hose sizes, i.e., 9 threads per inch for
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1% inch hose, and 7% threads per inch
for 2%z inch hose; or

(ii) Be a uniform design for each hose
diameter throughout the vessel.

(2) Each section of firehose must be
lined commercial firehose that con-
forms to Underwriters’ Laboratories,
Inc. Standard 19 or Federal Specifica-
tion ZZ-H-451E. Hose that bears the
label of Underwriters’ Laboratories,
Inc. as lined firehose is accepted as
conforming to this requirement.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR 67-87, 32 FR 19181, Dec. 20,
1967; CGD 74-60, 41 FR 43151, Sept. 30, 1976;
CGD 76-086, 44 FR 2392, Jan. 11, 1979; CGD 88-
032, 56 FR 35825, July 29, 1991; CGD 95-012, 60
FR 48051, Sept. 18, 1995; CGD 95-027, 61 FR
26004, May 23, 1996; CGD 95-028, 62 FR 51204,
Sept. 30, 1997; USCG-2000-7790, 65 FR 58461,
Sept. 29, 2000]

§76.10-15 Piping.

(a) All piping, valves, and fittings
shall meet the applicable requirements
of subchapter F (Marine Engineering)
of this chapter.

(b) AIl distribution cut-off valves
shall be marked as required by §78.47-
15 of this subchapter.

(c) For vessels on an international
voyage, the diameter of the fire main
shall be sufficient for the effective dis-
tribution of the maximum required dis-
charge from two fire pumps operating
simultaneously. This is in addition to
§76.10-5(c). The discharge of this quan-
tity of water through hoses and nozzles
at a sufficient number of adjacent hy-
drants shall be at a minimum Pitot
tube pressure of approximately 50
pounds per square inch.

§76.10-90 Installations contracted for
prior to May 26, 1965.

(a) Installations contracted for prior
to May 26, 1965, shall meet the fol-
lowing requirements:

(1) Except as specifically modified by
this paragraph, the requirements of
§§76.10-5 through 76.10-15 shall be com-
plied with insofar as the number and
general type of equipment is con-
cerned. Existing equipment, except
firehose nozzles and low-velocity water
spray applicators, previously approved
but not meeting the applicable require-
ments of §§76.10-5 through 76.10-15 may
be continued in service so long as they
are maintained in good condition to

67

§76.13-1

the satisfaction of the Officer in
Charge, Marine Inspection. Minor re-
pairs, alterations, and replacements
may be permitted to the same stand-
ards as the original installation. How-
ever, all new installations or major re-
placements shall meet the applicable
requirements in this part.

(2) All vessels contracted for prior to
November 19, 1952, shall be fitted with
fire pumps, hoses, and nozzles in ac-
cordance with table 76.10-90(a)(2).

TABLE 76.10-90(a)(2)

Gross tons Min-
: imum
imm- hose | Noz- Length
um zle
Not num- ?]m_i orifice h:sfe
Over over ber of drgnt _size, feet
pumps | oo inches
inches
4,000 2| "1 1% 150
............ 3| "2 1% 150

1May use 50 feet of 2'z-inch hose with 7/s-inch nozzles for
exterior stations. May use 75 feet of 1'2-inch hose with %-
inch nozzles for interior station in which case such interior sta-
tions shall have siamese connections.

(3) When reasonable and practicable,
where two or more fire pumps are re-
quired, they shall not all be located in
the same space. Vessels on an inter-
national voyage shall, however, comply
with the requirements of §76.10-5(h).

(4) The general requirements of
§76.10-5(c) through (h), §76.10-10(d)
through (i), and §76.10-15, shall be com-
plied with insofar as is reasonable and
practicable. In addition, vessels on an
international voyage shall comply with
the requirements of §76.10-5(b).

(5) Vessels on an international voy-
age shall comply with the require-
ments of §76.10-3.

(6) Firehose nozzles and low-velocity
spray applicators must meet the re-
quirements of §§876.10-10(j), 76.10-10(k),
and 76.10-10(1)

(b) [Reserved]

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR 67-87, 32 FR 19181, Dec. 20,
1967; CGD 76-086, 44 FR 2392, Jan. 11, 1979;
CGD 95-027, 61 FR 26004, May 23, 1996; USCG-
2000-7790, 65 FR 58461, Sept. 29, 2000]

Subpart 76.13—Steam Smothering
Systems

§76.13-1 Application.

Steam smothering systems are not
permitted on vessels contracted for on
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or after January 1, 1962. Previously ap-
proved installations may be retained as
long as they are maintained in good
condition to the satisfaction of the Of-
ficer in Charge, Marine Inspection.

[CGD 95-027, 61 FR 26004, May 23, 1996]

§76.13-90 Installations contracted for
prior to January 1, 1962.

(a) Installations contracted for prior
to July 1, 1935, shall meet the following
requirements:

(1) Existing arrangements, materials,
and facilities previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ard as the original installation.

(2) The main pipes and their branches
to the cargo compartments and similar
spaces shall be not less than 1%-inch
pipe size and shall emanate from not
more than two stations in easily acces-
sible locations. If located on the open
deck, the distribution manifolds shall
be suitably protected by an enclosing
cabinet or casing which shall be
marked as required by §78.47-17 of this
subchapter. Each branch line shall
have a valve at the manifold which
shall be marked as required by §78.47-
15 of this subchapter.

(3) Branches to paint lockers and
similar small spaces may be taken
from the nearest stream supply line
and shall be not less than ¥-inch pipe
size. The valve shall be marked as re-
quired by §78.47-15 of this subchapter.

(b) Installations contracted for on or
after July 1, 1935, but prior to Novem-
ber 19, 1952, shall meet the following re-
quirements:

(1) Existing arrangements, materials
and facilities previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs, and alter-
ations may be made to the same stand-
ard as the original installation.

(2) Steam shall be available from the
main or auxiliary boilers to provide at
least one pound of steam per hour for
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each 50 cubic feet of gross volume of
the largest compartment protected.
Where reasonable and practicable, the
steam pressure shall be at least 100
p.s.i.

(3) The piping system shall meet the
general requirements of paragraphs
(c)(5) through (12) of this section inso-
far as is reasonable and practicable.

(4) The minimum size of distribution
piping and the number of branches to
the various spaces shall be as given in
table 76.13-90(b)(4) or by the following
formula:

D=VC/30,000

where:

D=Required diameter of pipe in inches.
C=Volume of compartment in cubic feet.

TABLE 76.13-90(b)(4)

@

Number
of
branches
to com-
partment

Volume of compartment in cubic feet Pipe size

of each
branch,
inches

Over Not over

9
1Va
12
1Va
12
12

30,000
46,000
67,000
94,000
135,000
203,000

(5) The minimum size of the steam
supply line from the boiler to the dis-
tribution and manifold shall be as
given by the following formula:

D=VC/60,000
(2)
where:

D=Diameter of pipe in inches.
C=Volume of all compartments in cubic feet.

(c) Installations contracted for on or
after November 19, 1952, but prior to
January 1, 1962, shall meet the fol-
lowing requirements:

(1) Existing arrangements, materials
and facilities previously approved will
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ard as the original installation.

(2) Steam shall be available from
main or auxiliary boilers to provide at
least one pound of steam per hour for
each 12 cubic feet of the gross volume
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of the largest compartment to be pro-
tected.

(3) Although separate piping shall be
led to each cargo hold and "tween deck,
for the purpose of determining the
amount of steam required, a cargo
compartment will be considered as the
space between adjacent watertight or
firescreen bulkheads and from tank top
or lowest deck to the deck head of the
uppermost deck on which cargo may be
carried. If a trunk extends beyond such
deck, the trunk space shall be included.
Tonnage openings shall be considered
as sealed for this purpose.

(4) A steam pressure of at least 100
p.s.i. shall be available unless specifi-
cally approved otherwise.

(5) All piping, valves, and fittings
shall meet the applicable requirements
of subchapter F (Marine Engineering)
of this chapter.

(6) The distribution piping shall ema-
nate from not more than three stations
in easily accessible locations on the
weather deck, and shall lead to the
lower portion of each cargo hold, cargo
"tween deck, and other compartments
protected. However, lines to paint lock-
ers and similar small spaces may be
taken from the nearest steam supply
line.

(7) The distribution line to each com-
partment shall be fitted with a shutoff
valve. The valve shall be marked as re-
quired by §78.47-15 of this subchapter.

(8) The manifold steam supply line
shall be fitted with a master valve at
the manifold.

(9) Provisions shall be made for
draining the manifold and distribution
lines to prevent them from freezing.

(10) If located on the open deck, the
distribution manifolds shall be suitably
protected by an enclosing cabinet or
casing. In any case, it shall be marked
as required by §78.47-17 of this sub-
chapter.

(11) Piping shall not be led into or
through spaces accessible to the pas-
sengers or crew while the vessel is
being navigated, with the exception of
machinery spaces and corridors. How-
ever, in special cases, arrangements to
run piping through such spaces may be
specifically approved by the Com-
mandant, provided all joints are weld-
ed, suitable expansion bends are pro-
vided, and all piping is extra heavy.
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(12) Piping shall be used for no other
purpose except that it may be incor-
porated with the fire detecting system,
and where suitable provisions are
made, it may be used for steaming out
tanks.

(13) The minimum size and number of
branches to the various spaces shall be
as given in table 76.13-90(c)(13). The dis-
tribution piping from the manifold to
the branch lines shall have an area ap-
proximately equal to the combined
areas of the branch lines served.

TABLE 76.13-90(c)(13)

Volume of spaces in cubic feet Number | Pipe size

branghes | branch

ran:

Over Not over to Zp(;czss inches’
500 1 Ya
500 .. 5,000 1 1
5,000 15,000 1 1Va
15,000 30,000 1 12
30,000 60,000 2 12
60,000 . 100,000 3 12
100,000 190,000 4 12

(14) The steam supply line from the
boiler to any distribution manifold
shall be of sufficient size to supply all
the branch lines to the largest com-
partment and to all adjacent compart-
ments.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15283, Dec. 6,
1966]

Subpart 76.15—Carbon Dioxide
Extinguishing Systems, Details

§76.15-1 Application.

(a) Where a carbon dioxide extin-
guishing system is installed, the provi-
sions of this subpart, with the excep-
tion of §76.15-90, shall apply to all in-
stallations contracted for on or after
November 19, 1952. Installations con-
tracted for prior to November 19, 1952,
shall meet the requirements of §76.15-
90.

(b) The requirements of this subpart
are based on a “high pressure system”,
i.e., one in which the carbon dioxide is
stored in liquid form at atmospheric
temperature. Details for “low pressure
systems”, i.e., those in which the car-
bon dioxide is stored in liquid form at
a continuously controlled low tempera-
ture, may be specifically approved by
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the Commandant where it is dem-
onstrated that a comparable degree of
safety and fire extinguishing ability is
achieved.

§76.15-5 Quantity, pipe sizes, and dis-
charge rate.

(a) General. The amount of carbon di-
oxide required for each space shall be
as determined by the following para-
graphs in this section.

(b) Total available supply. A separate
supply of carbon dioxide need not be
provided for each space protected. The
total available supply shall be at least
sufficient for the space requiring the
greatest amount.

(c) Cargo spaces. (1) The number of
pounds of carbon dioxide required for
each space in cubic feet shall be equal
to the gross volume of the space in
cubic feet divided by 30.

(2) Although separate piping shall be
led to each cargo hold and "tween deck,
for the purpose of determining the
amount of carbon dioxide required, a
cargo compartment will be considered
as the space between adjacent water-
tight or firescreen bulkheads and from
the tank top or lowest deck to the deck
head of the uppermost space on which
cargo may be carried. If a trunk ex-
tends beyond such deck, the trunk vol-
ume shall be included. Tonnage open-
ings shall be considered as sealed for
this purpose.

(3) Branch lines to the various cargo
holds and ’tween decks shall not be less
than 34 inch standard pipe size.

(4) No specific discharge rate need be
applied to such systems.

(d) Machinery spaces, paint lockers,
tanks, and similar spaces. (1) Except as
provided in paragraph (d)(3) of this sec-
tion, the number of pounds of carbon
dioxide required for each space shall be
equal to the gross volume of the space
divided by the appropriate factor noted
in table 76.15-5(d)(1). If fuel can drain
from the compartment being protected
to an adjacent compartment, or if the
compartments are not entirely sepa-
rate, the requirements for both com-
partments shall be used to determine
the amount of carbon dioxide to be pro-
vided. The carbon dioxide shall be ar-
ranged to discharge into both such
compartments simultaneously.
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TABLE 76.15-5(d)(1)

Gross volume of compartment, cubic feet
Factor

Over Not over

500
1,600
4,500

50,000

(2) For the purpose of the above re-
quirement of this paragraph, the vol-
ume of a machinery space shall be
taken as exclusive of the normal ma-
chinery casing unless the boiler, inter-
nal combustion machinery, or fuel oil
installations extend into such space in
which case the volume shall be taken
to the top of the casing or the next ma-
terial reduction in casing area, which-
ever is lower. For installations con-
tracted for on or after October 1, 1959,
“normal machinery casing” and “mate-
rial reduction in casing area” shall be
defined as follows:

(i) By “normal machinery casing”
shall be meant a casing the area of
which is not more than 40 percent of
the maximum area of the machinery
space.

(ii) By “material reduction in casing
area” shall be meant a reduction to at
least 40 percent of the casing area.

(3) For vessels on an international
voyage contracted for on or after May
26, 1965, the amount of carbon dioxide
required for a space containing propul-
sion boilers or internal combustion
propulsion machinery shall be as given
by paragraphs (d) (1) and (2) of this sec-
tion or by dividing the entire volume,
including the casing, by a factor of 25,
whichever is the larger.

(4) Branch lines to the various spaces
shall be as noted in table 76.15-5(d)(4).

TABLE 76.15-5(d)(4)

Min- Min-

imum imum

Maximum quantity of | nomi- | Maximum quantity of | nomi-
carbon dioxide re- nal carbon dioxide re- nal
quired, pounds pipe quired, pounds pipe

size,
inches

size,
inches

2 22
3

3
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(5) Distribution piping within the
space shall be proportioned from the
supply line to give proper distribution
to the outlets without throttling.

(6) The number, type, and location of
discharge outlets shall be such as to
give a uniform distribution throughout
the space.

(7) The total area of all discharge
outlets shall not exceed 85 percent nor
be less than 35 percent of the nominal
cylinder outlet area or the area of the
supply pipe, whichever is smaller. The
nominal cylinder outlet area in square
inches shall be determined by multi-
plying the factor 0.0022 by the number
of pounds of carbon dioxide required,
except that in no case shall this outlet
area be less than 0.110 square inch.

(8) The discharge of at least 85 per-
cent of the required amount of carbon
dioxide shall be complete within 2 min-
utes.

(e) Spaces specially suitable for vehi-
cles. (1) The number of pounds of car-
bon dioxide required shall be equal to
the gross volume of the largest “tight”
space divided by 22. In no case, how-
ever, shall it be less than that required
by paragraph (c) of this section.

(2) The arrangement of valves and
piping shall be such that the required
quantity of carbon dioxide may be dis-
charged into any “tight” space. The dis-
charge of the required quantity of car-
bon dioxide shall be completed within 2
minutes.

(3) Except as noted in paragraphs (e)
(1) and (2) of this section, the require-
ments of paragraph (e) of this section
shall apply.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR, 66-33, 31 FR 15283, Dec. 6,
1966; CGD 95-028, 62 FR 51204, Sept. 30, 1997;
USCG-1999-6216, 64 FR 53225, 53226, Oct. 1,
1999]

§76.15-10 Controls.

(a) Except as noted in §76.15-20(b), all
controls and valves for the operation of
the system shall be outside the space
protected, and shall not be located in
any space that might be cut off or
made inaccessible in the event of fire
in any of the spaces protected.

(b) If the same cylinders are used to
protect more than one hazard, a mani-
fold with normally closed stop valves
shall be used to direct the carbon diox-
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ide into the proper space. If cylinders
are used to protect only one hazard, a
normally closed stop valve shall be in-
stalled between the cylinders and the
hazard except for systems of the type
indicated in §76.15-5(d) which contain
not more than 300 pounds of carbon di-
oxide.

(c) Distribution piping to the various
cargo spaces shall be controlled from
not more than two stations. One of the
stations controlling the system for the
main machinery space shall be located
as convenient as practicable to one of
the main escapes from the space. All
control stations and the individual
valves and controls shall be marked as
required by 8878.47-15 and 78.47-17 of
this subchapter.

(d) Systems of the type indicated in
§76.15-5(d) shall be actuated by one
control operating the valve to the
space and a separate control releasing
at least the required amount of carbon
dioxide. These two controls shall be lo-
cated in a box or other enclosure clear-
ly identified for the particular space.
Those systems installed without a stop
valve shall be operated by one control
releasing at least the required amount
of carbon dioxide.

(e) Where provisions are made for the
simultaneous release of a given amount
of carbon dioxide by operation of a re-
mote control, provisions shall also be
made for manual control at the cyl-
inders. Where gas pressure from pilot
cylinders is used as a means for releas-
ing the remaining cylinders, not less
than two pilot cylinders shall be used
for systems consisting of more than
two cylinders. Each of the pilot cyl-
inders shall be capable of manual con-
trol at the cylinder, but the remaining
cylinders need not be capable of indi-
vidual manual control.

(f) Systems of the type indicated in
§76.15-5(d), other than systems for
tanks, which are of more than 300
pounds of carbon dioxide, shall be
fitted with an approved delayed dis-
charge so arranged that the alarm will
be sounded for at least 20 seconds be-
fore the carbon dioxide is released into
the space. Such systems of not more
than 300 pounds of carbon dioxide shall
also have a similar delayed discharge,
except for those systems for tanks and
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for spaces which have a suitable hori-
zontal escape. This paragraph shall be
applicable only to systems installed on
or after July 1, 1957.

(g) AIll distribution valves and con-
trols shall be of an approved type. All
controls shall be suitably protected.

(h) Complete but simple instructions
for the operation of the systems must
be located in a conspicuous place at or
near all pull boxes, stop valve controls
and in the CO, cylinder storage room.
On systems in which the CO, cylinders
are not within the protected space,
these instructions must also include a
schematic diagram of the system and
instructions detailing alternate meth-
ods of discharging the system should
the manual release or stop valve con-
trols fail to operate. Each control valve
to branch lines must be marked to in-
dicate the related space served.

(i) If the space or enclosure con-
taining the carbon dioxide supply or
controls is to be locked, a key to the
space or enclosure shall be in a break-
glass-type box conspicuously located
adjacent to the opening.

[CGFR 65-60, 30 FR 16940, Dec. 30, 1965, as
amended by CGD 74-100R, 40 FR 6209, Feb. 10,
1975; USCG-1999-6216, 64 FR 53226, Oct. 1, 1999]

§76.15-15

(a) The piping, valves, and fittings
shall have a bursting pressure of not
less than 6,000 p.s.i.

(b) All piping, in nominal sizes not
over ¥ inch, shall be at least Schedule
40 (standard weight), and in nominal
sizes over ¥ inch, shall be at least
Schedule 80 (extra heavy).

(c) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved otherwise by
the Commandant.

(d) A pressure relief valve or equiva-
lent set to relieve between 2,400 and
2,800 p.s.i. shall be installed in the dis-
tributing manifold or such other loca-
tion as to protect the piping in the
event that all branch line shut-off
valves are closed.

(e) All dead end lines shall extend at
least 2 inches beyond the last orifice
and shall be closed with cap or plug.

() All piping, valves, and fittings
shall be securely supported, and where
necessary, protected against injury.

Piping.
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(g) Drains and dirt traps shall be
fitted where necessary to prevent the
accumulation of dirt or moisture.
Drains and dirt traps shall be located
in accessible locations where possible.

(h) Piping shall be used for no other
purpose except that it may be incor-
porated with the fire detecting system.

(i) Piping passing through living
quarters shall not be fitted with drains
or other openings within such spaces.

(J) Installation test requirements:

(1) Upon completion of the piping in-
stallation, and before the cylinders are
connected, a pressure test shall be ap-
plied as set forth in this paragraph.
Only carbon dioxide or other inert gas
shall be used for this test.

(2) The piping from the cylinders to
the stop valves in the manifold shall be
subjected to a pressure of 1,000 p.s.i.
With no additional gas being intro-
duced to the system, it shall be dem-
onstrated that the leakage of the sys-
tem is such as not to permit a pressure
drop of more than 150 p.s.i. per minute
for a 2-minute period.

(3) The individual branch lines to the
various spaces protected shall be sub-
jected to a test similar to that de-
scribed in the preceding paragraph
with the exception that the pressure
used shall be 600 p.s.i. in lieu of 1,000
p.s.i. For the purpose of this test, the
distribution piping shall be capped
within the space protected at the first
joint ahead of the nozzles.

(4) In lieu of the tests prescribed in
the preceding paragraphs in this sec-
tion, small independent systems pro-
tecting spaces such as emergency gen-
erator rooms, lamp lockers, etc., may
be tested by blowing out the piping
with air at a pressure of at least 100

p.s.i.

§76.15-20 Carbon dioxide storage.

(a) Except as provided in paragraph
(b) of this section, the cylinders shall
be located outside the spaces protected,
and shall not be located in any space
that might be cut off or made inacces-
sible in the event of a fire in any of the
spaces protected.

(b) Systems of the type indicated in
§76.15-5(d), consisting of not more than
300 pounds of carbon dioxide, may have
the cylinders located within the space
protected. If the cylinder stowage is
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within the space protected, the system
shall be arranged in an approved man-
ner to be automatically operated by a
heat actuator within the space in addi-
tion to the regular remote and local
controls.

(c) The space containing the cyl-
inders shall be properly ventilated and
designed to preclude an anticipated
ambient temperature in excess of 130
degrees F.

(d) Cylinders shall be securely fas-
tened and supported, and, where nec-
essary, protected against injury.

(e) Cylinders shall be so mounted as
to be readily accessible and capable of
easy removal for recharging and in-
spection. Provisions shall be available
for weighing the cylinders.

(f) Where subject to moisture, cyl-
inders shall be so installed as to pro-
vide a space of at least 2 inches be-
tween the flooring and the bottom of
the cylinders.

(g) Cylinders shall be mounted in an
upright position or inclined not more
than 30 degrees from the vertical. How-
ever, cylinders which are fitted with
flexible or bent syphon tubes may be
inclined not more than 80 degrees from
the vertical.

(h) Where check valves are not fitted
on each independent cylinder dis-
charge, plugs or caps shall be provided
for closing outlets when cylinders are
removed for inspection or refilling.

(i) All cylinders used for storing car-
bon dioxide must be fabricated, tested,
and marked in accordance with §§147.60
and 147.65 of this chapter.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGD 84-044, 53 FR 7748, Mar. 10,
1988; USCG-1999-6216, 64 FR 53226, Oct. 1, 1999]

§76.15-25 Discharge outlets.

(a) Discharge outlets shall be of an
approved type.
(b) [Reserved]

§76.15-30 Alarms.

(a) Spaces which are protected by a
carbon dioxide extinguishing system
and are normally accessible to persons
on board while the vessel is being navi-
gated, other than paint and lamp lock-
ers and similar small spaces, shall be
fitted with an approved audible alarm
in such spaces which will be automati-
cally sounded when the carbon dioxide
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is admitted to the space. The alarm
shall be conspicuously and centrally lo-
cated and shall be marked as required
by §78.47-9 of this subchapter. For sys-
tems installed on or after July 1, 1957,
alarms will be mandatory only for sys-
tems required to be fitted with a de-
layed discharge. Such alarms shall be
so arranged as to sound during the 20
second delay period prior to the dis-
charge of carbon dioxide into the space,
and the alarm shall depend on no
source of power other than the carbon
dioxide.
(b) [Reserved]

§76.15-35 Enclosure openings.

(a) Where mechanical ventilation is
provided for spaces other than cargo
and similar spaces which are protected
by a carbon dioxide extinguishing sys-
tem, provisions shall be made so that
the ventilation system is automati-
cally shut down with the operation of
the system to that space.

(b) Where natural ventilation is pro-
vided for spaces protected by a carbon
dioxide extinguishing system, provi-
sions shall be made for easily and effec-
tively closing off the ventilation.

(c) Means shall be provided for clos-
ing all openings to the space protected
from outside such space. In this re-
spect, relatively tight doors, shutters,
or dampers shall be provided for open-
ings in the lower portion of the space.
The construction shall be such that
openings in the upper portion of the
space can be closed off either by per-
manently installed means or by the use
of canvas or other material which is
normally carried by the vessel.

§76.15-40 Pressure relief.

(a) Where necessary, relatively tight
compartments such as refrigeration
spaces, paint lockers, etc., shall be pro-
vided with suitable means for relieving
excessive pressure accumulating with-
in the compartment when the carbon
dioxide is injected.

(b) [Reserved]

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as

amended by CGFR 66-33, 31 FR 15283, Dec. 6,
1966]
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§76.15-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and facilities previously approved shall
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ards as the original installation.

(2) The details of the systems shall be
in general agreement with §§76.15-5
through 76.15-40 insofar as is reason-
able and practicable, with the excep-
tion of §76.15-5(d) (1) through (3) cov-
ering spaces other than cargo spaces,
which systems may be installed in ac-
cordance with paragraphs (@) (3)
through (6) of this section. However,
the foregoing exception shall not be
permitted for vessels on an inter-
national voyage.

(3) In boilerrooms, the bilges shall be
protected by a system discharging
principally below the floor plates. Per-
forated pipe may be used in lieu of dis-
charge nozzles for such systems. The
number of pounds of carbon dioxide
shall be equal to the gross volume of
the boiler room taken to the top of the
boilers divided by 36. In the event of an
elevated boilerroom which drains to
the machinery space, the system shall
be installed in the engine room bilge
and the gross volume shall be taken to
the flat on which the boilers are in-
stalled.

(4) In machinery spaces where main
propulsion internal combustion ma-
chinery is installed, the number of
pounds of carbon dioxide required shall
be equal to the gross volume of the
space taken to the underside of the
deck forming the hatch opening di-
vided by 22.

(5) In miscellaneous spaces other
than cargo or main machinery spaces,
the number of pounds of carbon dioxide
required shall be equal to the gross vol-
ume of the space divided by 22.

(6) Branch lines to the various spaces
other than cargo and similar spaces,
shall be as noted in table 76.15-90(a)(6).
This table is based on cylinders having
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discharge outlets and siphon tubes of
Fs-inch diameter.

TABLE 76.15-90(a)(6)

Number of cylinders Nominal pipe size

Over Not over Inches Type

V2

Ya
1
14
12
2
22
3
312
4
5

Standard.
Do.

Extra heavy.
Do.
Do.
Do.
Do.
Do.
Do.
Do.
Do.

(b) [Reserved]

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGFR 67-87, 32 FR 19181, Dec. 20,
1967; USCG-1999-6216, 64 FR 53226, Oct. 1, 1999]

Subpart 76.17—Foam
Extinguishing Systems, Details

§76.17-1 Application.

(a) Where a foam extinguishing sys-
tem is installed, the provisions of this
subpart, with the exception of §76.17-
90, shall apply to all installations con-
tracted for on or after November 19,
1952. Installations contracted for prior
to November 19, 1952, shall meet the re-
quirements of §76.17-90.

(b) [Reserved]

§76.17-5 Quantity of foam required.

(a) Area protected. (1) For machinery
and similar spaces, the system shall be
so designed and arranged as to spread a
blanket of foam over the entire tank
top or bilge of the space protected. The
arrangement of piping shall be such as
to give a uniform distribution over the
entire area protected.

(2) Where an installation is made to
protect an oil fired boiler installation
on a flat which is open to or can drain
to the lower engine room or other
space, both the flat and the lower space
shall be protected simultaneously. The
flat shall be fitted with suitable
coamings on all openings other than
deck drains to properly restrain the oil
and foam at that level. Other installa-
tions of a similar nature will be consid-
ered in a like manner.

(3) Where a system is installed to
protect a tank, it shall be so designed
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and arranged as to spread a blanket of
foam over the entire liquid surface of
the tank within the range of usual
trim. The arrangement of piping shall
be such as to give a uniform distribu-
tion over the entire area protected.

(b) Rate of application. (1) For spaces
other than tanks, the rate of discharge
to foam outlets protecting the hazard
shall be at least as set forth in this
subparagraph.

(i) For chemical foam systems with
stored “A” and “B” solutions, a total of
at least 1.6 gallons per minute of the
two solutions shall be discharged for
each 10 square feet of area protected.

(ii) For other types of foam systems,
the water rate to the dry powder gen-
erators or air foam production equip-
ment shall be at least 1.6 gallons per
minute for each 10 square feet of area
protected.

(2) For tanks, the rate of discharge to
foam outlets protecting the hazard
shall be as set forth in paragraph (b)(1)
of this section except that the value of
1 gallon per minute shall be sub-
stituted in both cases for the value of
1.6 gallons per minute.

(c) Supply of foam producing material.
(1) There shall be provided a quantity
of foam producing material sufficient
to operate the equipment at the dis-
charge rate specified in paragraph (b)
of this section for a period of at least 3
minutes for spaces other than tanks,
and for at least 5 minutes for tanks.

(2) A separate supply of foam agent
need not be provided for each space
protected. The total available supply
shall be at least sufficient for the space
requiring the greatest amount.

(3) Where pumps are required, the
water supply shall be from outside the
space protected and shall in no way be
dependent upon power from the space
protected.

§76.17-10 Controls.

(@) The foam agent, its container,
and all controls and valves for the op-
eration of the system shall be of an ap-
proved type.

(b) The foam agent container and all
controls and valves for the operation of
the system shall be outside the space
protected and shall not be located in
such space as might be cut off or made
inaccessible in the event of fire in any
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of the spaces protected. The control
space shall be as convenient as prac-
ticable to one of the main escapes from
spaces protected, and shall be marked
as required by §78.47-17 of this sub-
chapter. Where pumps are required, it
shall not be necessary that they be
started from the control space.

(c) Complete, but simple instructions
for the operation of the system shall be
located in a conspicuous place at or
near the controls.

(d) The valves to the various spaces
served shall be marked as required by
§78.47-15 of this chapter.

§76.17-15 Piping.

(a) AIll piping, valves, and fittings
shall meet the applicable requirements
of subchapter F (Marine Engineering)
of this chapter.

(b) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved otherwise by
the Commandant.

(c) AIll piping, valves, and fittings
shall be securely supported, and where
necessary, protected against injury.

(d) Drains and dirt traps shall be
fitted where necessary to prevent the
accumulation of dirt or moisture.

(e) Piping shall be used for no other
purpose.

§76.17-20 Discharge outlets.

(a) Discharge outlets shall be of an
approved type.
(b) [Reserved]

§76.17-25 Additional
quired.

(@) In order that any residual fires
above the floor plates may be extin-
guished when a foam system is in-
stalled for the protection of spaces
other than tanks, at least 2 fire hy-
drants, in addition to those required
for the machinery space by subpart
76.10, shall be installed outside of the
machinery space entrances. Such hy-
drants shall be fitted with sufficient
hose so that any part of the machinery
space may be reached with at least 2
streams of water, and each hose shall
be equipped with an approved combina-
tion nozzle, applicator, and self-clean-
ing strainer as described in §76.10-

10G)(3)-

protection re-
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(b) [Reserved]

§76.17-90 Installations contracted for
prior to November 19, 1952.

(a) Installation contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and facilities previously approved shall
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and alter-
ations may be made to the same stand-
ards as the original installation.

(2) The details of the systems shall be
in general agreement with §§76.17-5
through 76.17-20, with the exception of
§76.17-5(a)(2), insofar as is reasonable
and practicable. A 6-inch blanket of
foam in 5 minutes for tanks and 3 min-
utes for other spaces will be considered
as meeting the requirements of §76.17-
5.

(b) [Reserved]

Subpart 76.23—Manual Sprinkling
System, Details

§76.23-1 Application.

(@) Where a manual sprinkling sys-
tem is installed, the provisions of this
subpart, with the exception of §76.23—-
90, shall apply to all installations con-
tracted for on or after November 19,
1952. Installations contracted for prior
to November 19, 1952, shall meet the re-
quirements of §76.23-90.

(b) [Reserved]

§76.23-5 Zoning.

(a) Separate zones may be used for
each deck, and on any particular deck,
spaces separated by “A” or “B” Class
bulkheads may be separately zoned.

(b) On any particular deck, large
common areas may be zoned in accord-
ance with table 76.23-5(b). All such
zones within one common area shall be
of approximately the same size. Zones
of this type shall overlap in such a
manner that the end sprinkler heads of
both adjoining zones will cover the
identical area.
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TABLE 76.23-5(b)

Maximum
number
of zones

Square feet of common deck area

Over Not over

800
1,800
3,000
5,000
9,000

16,000
30,000

ONOOOA N =

§76.23-10 Quantity, pipe sizes, and dis-
charge rates.

(a) General. (1) The system shall be so
designed and arranged that the over-
head is effectively sprayed and all por-
tions of the deck are covered. The ca-
pacity shall be such that at least 12
gallons of water per minute are applied
to each 100 square feet of deck area.

(2) Piping, fittings, sprinkler heads,
and pumps installed in accordance with
the remainder of this section will be
considered as meeting the above re-
quirements. If alternate sizes or ar-
rangements are used, it shall be dem-
onstrated that these minimum require-
ments have been met.

(b) Sprinkler heads. (1) Three-eighth
inch open type sprinkler heads shall be
used. Sprinkler heads shall be so ar-
ranged that no portion of the overhead
is more than 7 feet from a sprinkler
head.

(2) [Reserved]

(c) Pipe sizes. (1) The various pipe
sizes shall be in proportion to the num-
ber of heads served. Minimum pipe
sizes shall be as given in table 76.23-
10(c).

TABLE 76.23-10(c)

Number of 3/8 inch heads served Minimum
nominal

pipe

Over Not over sizes,

inches
1 Ya

2 1
4 1Va
6 12

12 2
18 22

30 3
46 32

66 4

120 5
(d) Fire pumps. (1) The fire pumps

may be used for the sprinkling system
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provided there is sufficient total capac-
ity to operate the largest zone of the
sprinkling system with a Pitot tube
pressure of at least 15 p.s.i. at all heads
and at the same time to deliver water
from the two highest fire hose outlets
in a manner similar to that described
in §76.10-5(c). In addition, on vessels
over 750 gross tons, there shall be suffi-
cient pumping capacity to also operate
the second largest zone.

§76.23-15 Controls.

(a) The controls for the system shall
be outside the spaces protected, and
shall not be located in such space as
might be cut off or made inaccessible
in the event of fire in any of the spaces
protected. The control space shall be
marked as required by §78.47-18 of this
subchapter. It shall not be necessary to
start the pumps from the control
space.

(b) Distribution piping to the various
zones shall be controlled from one sta-
tion. Each branch line to the various
zones shall be fitted with a stop valve
which shall be marked as required by
§78.47-15 of this subchapter.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by USCG-2004-18884, 69 FR 58347,
Sept. 30, 2004]

§76.23-20 Piping.

(a) All piping, valves, and fittings
shall meet the applicable requirements
of subchapter F (Marine Engineering)
of this chapter.

(b) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved by the Com-
mandant.

(c) All piping, valves, fittings, and
sprinkler heads shall be securely sup-
ported, and where necessary, protected
against injury.

(d) Drains and dirt traps shall be
fitted where necessary to prevent the
accumulation of dirt or moisture.

(e) Piping shall be used for no other
purpose.

§76.23-25 Sprinkler heads.

(a) Sprinkler heads shall be of an ap-
proved type.
(b) [Reserved]
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§76.23-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and facilities previously approved shall
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and replace-
ments may be made to the same stand-
ards as the original installation.

(2) The details of the system shall be
in general agreement with §§876.23-5
through 76.23-25 insofar as is reason-
able and practicable. Existing piping,
pumping facilities, and sprinkler heads
or perforated pipes may be retained
provided all portions of the overhead
are effectively sprayed and all portions
of the deck are covered.

(b) [Reserved]

Subpart 76.25—Automatic
Sprinkling System, Details

§76.25-1 Application.

Where an automatic sprinkling sys-
tem is installed, the systems shall
comply with NFPA 13-1996.

[CGD 95-028, 62 FR 51204, Sept. 30, 1997]

§76.25-5 Zoning.

(a) The automatic sprinkling system
shall be divided into separate zones to
restrict the area covered by any par-
ticular alarm signal.

(b) No sprinkling zone shall contain
more than 250 sprinkler heads.

(c) The sprinkling zone may cover
more than one deck, in which case, the
boundaries shall be maintained in a
vertical line insofar as is reasonable
and practicable. The boundaries of the
zone shall be coincident with bulk-
heads of Class “A” construction such as
main vertical zone or watertight bulk-
heads.

(d) Spaces in different main vertical
zones shall not be included in the same
sprinkling zone.
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§76.25-10 Size and arrangement of
sprinkler heads and pipe sizes.

(a) General. (1) The system shall be so
designed and arranged that the over-
head is effectively sprayed and that all
portions of the deck are covered.

(2) One-half inch sprinkler heads
shall be used. Sprinkler heads shall be
so arranged that no portion of the
overhead or vertical projection of the
deck is more than 7 feet from a sprin-
kler head.

(b) Pipe sizes. (1) The sizes of branch
lines, single cross mains, feed mains,
and risers shall be in proportion to the
number of sprinkler heads served. The
minimum pipe sizes shall be as given in
table 76.25-10(b)(1).

TABLE 76.25-10(b)(1)

Maximum number of
heads served
Vessels
whose con- Vessels ’
. : . " struction is | constructe
Minimum ni?]g]r']gzl pipe size, more com- in general
bustible agreement
than that set with
forth in §§72.05-5
§§72.05-5 through
through 72.05-60
72.05-60
2 2
3 3
5 5
10 10
20 40
40 250
65
100
160
250

(2) If a complete loop cross main is
employed, the size of such cross main
shall be in proportion to the number of
sprinkler heads served. The minimum
pipe sizes shall be as given in table
76.25-10(b)(2). The entire loop shall be
of the same size pipe.

TABLE 76.25-10(b)(2)

Maximum number of
heads served
Vessels
whose con- Vessels
. . . " struction is | constructed
Minimum nicr)lgnr:rézl pipe size, more com- in general
bustible agreement
than that set with
forth in §§72.05-5
§§72.05-5 through
through 72.05-60
72.05-60
1 5 5
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TABLE 76.25-10(b)(2)—Continued

Maximum number of
heads served
Vessels
whose con- Vessels
. : : " struction is | constructed
Minimum ni?][:nr:rézl pipe size, more com- in general
bustible agreement
than that set with
forth in §§72.05-5
§§72.05-5 through
through 72.05-60
72.05-60
9 9
13 13
22 30
40 80
80 250
130 | o
250 | i

§76.25-15 Pumps and water supply.

(a) An automatically controlled
pump shall be provided to supply the
sprinkling system and shall be used for
no other purpose. The size and capacity
of the pump shall be governed by the
zone having the greatest capacity need
for any one deck, and shall be suitable
to operate at least the number of heads
noted in table 76.25-15(a) with a Pitot
tube pressure of at least 15 p.s.i. at all
heads (approximately 20 GPM per
head). There shall also be sufficient
pumping capacity available, either
from the automatic pump, the fire
pumps, or other source, so that in con-
junction with the automatic pump the
total number of heads noted in table
76.25-15(a) may be operated with the
same efficiency as noted above, and at
the same time to deliver water from
the two highest fire hose outlets in a
manner similar to that described in
§76.10-5(c). Intermediate values may be
obtained by interpolation.

TABLE 76.25-15(a)

Number of | 000203
Maximum number of heads on | heads auto- tional
one deck in one zone matic pump
pumps to
to supply supply
L7 R
10 | o
10 10
12 16
15 18
15 25
20 25
20 30
20 40
20 50
20 60
20 75
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TABLE 76.25-15(a)—Continued

Number of | 03
Maximum number of heads on | heads auto- tional
one deck in one zone matic pump umps to
to supply pump:
supply
250 e 20 100

(b) [Reserved]

§76.25-20 Pressure tank.

(a) A pressure tank or other suitable
means shall be installed to permit
early action of the system pending the
starting of the pump. Sufficient fresh
water shall be carried in the tank to
fill the piping of the largest zone, and
in addition, force out at least 200 gal-
lons at the least effective head in the
zone at a Pitot tube pressure of at least
15 p.s.i. Suitable check valves shall be
installed to prevent salt water from en-
tering the pressure tank, and low water
and low pressure alarms shall be fitted.

(b) [Reserved]

§76.25-25 Controls.

(a) The controls for the system shall
be outside the spaces protected, and
shall not be located in such space as
might be cut off or made inaccessible
in the event of fire in any of the spaces
protected. The control space shall be
marked as required by §78.47-17 of this
subchapter.

(b) Each supply line to the various
zones shall be fitted with a stop valve
which shall be marked as required by
§78.47-15 of this subchapter. These
valves shall be normally open, and
shall indicate by an alarm if they are
closed.

§76.25-30 Piping.

(a) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved by the Com-
mandant.

(b) All piping, valves, fittings, and
sprinkler heads shall be securely sup-
ported, and, where necessary, protected
against injury.

(c) Drains and dirt traps shall be
fitted where necessary to prevent the
accumulation of dirt or moisture.

(d) Piping shall be used for no other
purpose.

§76.25-35

§76.25-35 Operation and installation.

(a) The system shall be so arranged
and installed that a fire in any of the
protected spaces will open the affected
sprinkler heads. Water from the pres-
sure tank shall be immediately avail-
able to the affected sprinkler head and
before the supply from the pressure
tank is exhausted, the sprinkler pump
shall be automatically started and
shall supply the system until manually
shut off. Suitable test stations shall be
installed in each zone to test the oper-
ation of the system.

(b) The system shall be so arranged
and installed that the presence of a fire
in any of the protected spaces will
automatically be registered visibly and
audibly in the pilothouse or fire con-
trol station. The visible notice shall
automatically indicate the zone in
which the alarm originated. On vessels
over 150 feet in length, there shall also
be an audible alarm in the engine
room.

(c) There shall be not less than two
sources of power supply for the sea
water pumps, air compressors and
automatic alarms. Where the sources
of power are electrical, these shall be a
main generator and an emergency
source of power. One supply shall be
taken from the main switchboard, by
separate feeders reserved solely for
that purpose. Such feeders shall be run
to a change-over switch situated near
to the sprinkler unit and the switch
shall normally be kept closed to the
feeder from the emergency switch-
board. The change-over switch shall be
clearly labeled and no other switch
shall be permitted in these feeders.

(d) Where subject to freezing, sprin-
kler systems shall be of the dry pipe
type.

(e) The sprinkler heads, the cabinet,
alarms, dry valves and actuating mech-
anisms shall be of an approved type.

(® In general, the sprinkler heads
shall be rated not lower than 135 de-
grees F. nor higher than 165 degrees F.
However, in spaces where a high ambi-
ent temperature may be expected,
sprinkler heads rated at 212 degrees F.
shall be used.

(g) The automatic sprinkling system
and all its components shall be used for
no other purpose.
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(h) All wiring and electrical circuits
and equipment shall meet the applica-
ble requirements of subchapter J (Elec-
trical Engineering) of this chapter.

(i) All piping, valves, fittings, pres-
sure tanks, etc., must meet the appli-
cable requirements of subchapter F
(Marine Engineering) of this chapter.

(J) A framed chart or diagram shall
be installed in the wheelhouse or con-
trol station adjacent to the detecting
cabinet indicating the location of the
various detecting zones and giving in-
structions for the operation, mainte-
nance, and testing of the system. This
chart, or a separate card or booklet to
be kept near the chart, shall have tab-
ulated spaces for the date and signa-
ture of the licensed officer of the vessel
who shall witness or conduct the peri-
odic tests.

(k) The audible alarms shall be iden-
tified as required by §78.47-13 of this
subchapter.

[CGFR 65-50, 30 FR 16940, Dec. 30, 1965, as
amended by CGD 74-125A, 47 FR 15231, Apr. 8,
1982]

§76.25-90 Installations contracted for
prior to September 30, 1997.

(a) Existing arrangements, materials,
and facilities previously approved shall
be considered satisfactory so long as
they meet the minimum requirements
of this paragraph, and they are main-
tained in good condition to the satis-
faction of the Officer in Charge, Marine
Inspection. Minor repairs and replace-
ments may be made to the same stand-
ards as the original installation.

(b) The details of the system shall be
in general agreement with NFPA 13-
1996 insofar as is reasonable and prac-
ticable. Existing piping, pumping fa-
cilities, sprinkler heads, and operating
devices may be retained provided a rea-
sonable coverage of the spaces pro-
tected is assured.

[CGD 95-028, 62 FR 51204, Sept. 30, 1997]

Subpart 76.27—Electric Fire
Detecting System, Details

§76.27-1 Application.

(a) Where an electric fire detecting
system is installed, the provisions of
this subpart, with the exception of
§76.27-90, shall apply to all installa-
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tions contracted for on or after Novem-
ber 19, 1952. Installations contracted
for prior to November 19, 1952, shall
meet the requirements of §76.27-90.

(b) [Reserved]

§76.27-5 Zoning.

(a) The fire detecting system shall be
divided into separate zones to restrict
the area covered by any particular
alarm signal.

(b) All spaces in a fire detecting zone
shall be accessible from one to another
without leaving the deck involved. All
doors in watertight subdivision bulk-
heads and main vertical zone bulk-
heads shall be assumed closed for the
purpose of this requirement.

(c) The fire detecting zone shall not
include spaces on more than one deck,
except:

(1) Adjacent and communicating
spaces on different decks in the ends of
the vessel having a combined ceiling
area of not more than 3,000 square feet.

(2) Isolated rooms or lockers in such
spaces as mast houses, wheelhouse top,
etc., which are easily communicable
with the area of the fire-detecting cir-
cuit to which they are connected.

(3) Systems with indicators for indi-
vidual spaces.

(d) The fire detecting zone shall not
contain more than 50 protected rooms
or spaces.

§76.27-10 Location and spacing of de-
tectors.

(a) The detectors shall be located
close to the overhead in the space pro-
tected. Where liable to physical dam-
age, the detector shall be suitably pro-
tected.

(b) Unless specifically approved oth-
erwise, no spot on the overhead of a
protected space shall be more than 10
feet from a detector. Where beams or
girders extend below the ceiling, or
where the ceiling is installed at more
than one level, the detectors shall be so
located as to be most effective.

§76.27-15 Operation and installation.

(a) The system shall be so arranged
and installed that the presence of a fire
in any of the protected spaces will be
automatically registered visibly and
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audibly in the pilothouse or fire con-
trol station. The visible notice shall in-
dicate the zone in which the alarm
originated. On vessels over 150 feet in
length, there shall also be an audible
alarm in the engine room.

(b) The detectors, the detecting cabi-
net and alarms shall be of an approved
type.

(c) In general, the detectors, shall be
rated not lower than 135 degrees F. and
not higher than 165 degrees F. However,
in spaces where a high ambient tem-
perature may be expected, detectors
shall be rated not lower than 175 de-
grees F. and not higher than 225 de-
grees F.

(d) The fire detecting system shall be
used for no other purpose, except that
it may be incorporated with the man-
ual alarm system.

(e) All wiring and electrical circuits
and equipment shall meet the applica-
ble requirements of subchapter J (Elec-
trical Engineering) of this chapter.

(f) A framed chart or diagram shall
be installed in the wheelhouse or con-
trol station adjacent to the detecting
cabinet indicating the location of the
various detecting zones and giving in-
structions for the operation, mainte-
nance, and testing of the system. This
chart, or a separate card or booklet to
be kept near the chart, shall have tab-
ulated spaces for the date and signa-
ture of the licensed officer of the vessel
who shall witness or conduct the peri-
odic tests.

(g) The audible alarms shall be iden-
tified as required by §78.47-13 of this
subchapter.

§76.27-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and equipment previously approved
shall be considered satisfactory so long
as they meet the minimum require-
ments of this paragraph, and they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection. Minor repairs and
alterations may be made to the same
standards as the original installation.

(2) The details of the systems shall be
in general agreement with 8§76.27-5
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through 76.27-15 insofar as is reason-
able and practicable.
(b) [Reserved]

Subpart 76.30—Pneumatic Fire
Detecting System, Details

§76.30-1 Application.

(a) Where a pneumatic fire detecting
system is installed, the provisions of
this subpart, with the exception of
§76.30-90, shall apply to all installa-
tions contracted for on or after Novem-
ber 19, 1952. Installations contracted
for prior to November 19, 1952, shall
meet the requirements of §76.30-90.

(b) [Reserved]

§76.30-5 Zoning.

(a) The fire detecting system shall be
divided into separate zones to restrict
the area covered by any particular
alarm signal.

(b) All spaces in a fire detecting zone
shall be accessible from one to another
without leaving the deck involved. All
doors in watertight subdivision bulk-
heads and main vertical zone bulk-
heads shall be assumed closed for the
purpose of this requirement.

(c) The fire detecting zone shall not
include spaces on more than one deck,
except:

(1) Adjacent and communicating
spaces on different decks in the ends of
the vessel, having a combined deck
area of not more than 3,000 feet.

(2) Isolated rooms or lockers in such
spaces as mast houses, wheelhouse top,
etc., which are easily communicable
with the area of the fire-detecting cir-
cuit to which they are connected.

(d) The fire detecting zone shall not
include more than 50 protected rooms
or spaces.

(e) Individual tubing circuits shall
not contain more than 1,000 feet of
pneumatic tubing or its equivalent.
However, more than one tubing circuit
may be included in the same fire de-
tecting zone.

§ 76.30-10 Location and spacing of tub-
ing.

(a) The tubing shall be located on the
overhead or within 12 inches of the
overhead on the bulkheads. Where lia-
ble to physical damage, the tubing
shall be suitably protected.
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(b) In each enclosed space or separate
room there shall be exposed at least 5
percent of the total length of tubing in
that circuit, but in no case shall the
amount be less than 25 feet.

(c) No spot on the overhead of a pro-
tected space shall be more than 12 feet
from the nearest point of tubing.
Where beams or girders extend below
the ceiling, or where the ceiling is in-
stalled at more than one level, the tub-
ing shall be so located as to be most ef-
fective.

§76.30-15 Operation and installation.

(a) The system shall be so arranged
and installed that the presence of a fire
in any of the protected spaces will
automatically be registered visibly and
audibly in the pilothouse or fire con-
trol station. The visible notice shall
automatically indicate the zone in
which the alarm originated. On vessels
over 150 feet in length, there shall also
be an audible alarm in the engine
room.

(b) The tubing or detecting devices,
pneumatic-electric converting units,
detecting cabinets, and alarms shall be
of an approved type.

(c) In general, the system shall be ad-
justed to operate at a temperature rise
of approximately 40 degrees F. per
minute at the center of the circuit.

(d) The fire detecting system shall be
used for no other purpose except that it
may be incorporated with the manual
alarm system.

(e) All wiring and electrical circuits
and equipment shall meet the applica-
ble requirements of subchapter J (Elec-
trical Engineering) of this chapter.

(f) A framed chart or diagram shall
be installed in the wheelhouse or con-
trol station adjacent to the detecting
cabinet indicating the location of the
various detecting zones and giving in-
structions for the operation, mainte-
nance, and testing of the system. This
chart, or a separate card or booklet to
be kept near the chart, shall have tab-
ulated spaces for the date and signa-
ture of the licensed officer of the vessel
who shall witness or conduct the peri-
odic tests.

(g) The audible alarms shall be iden-
tified as required by §78.47-13 of this
subchapter.
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§76.30-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and equipment previously approved
shall be considered satisfactory so long
as they meet the minimum require-
ments of this paragraph and they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection. Minor repairs and
alterations may be made to the same
standards as the original installation.

(2) The details of the systems shall be
in general agreement with §§876.30-5
through 76.30-15 insofar as is reason-
able and practicable.

(b) [Reserved]

Subpart 76.33—Smoke Detecting
System, Details

§76.33-1 Application.

(a) Where a smoke detecting system
is installed, the provisions of this sub-
part, with the exception of §76.33-90,
shall apply to all installations con-
tracted for on or after November 19,
1952. Installations contracted for prior
to November 19, 1952, shall meet the re-
quirements of §76.33-90.

(b) [Reserved]

§76.33-5 Zoning.

(a) The smoke detecting system shall
be divided into separate zones to re-
strict the area covered by any par-
ticular alarm signal.

(b) The smoke detecting zone shall
not include spaces on more than one
deck, except the small adjacent spaces
mentioned in paragraph (c) of this sec-
tion.

(c) Each separate space shall be con-
sidered as a zone, except that two or
three small adjacent spaces having a
combined volume not exceeding 5,000
cubic feet may be connected on the
same zone.

(d) Where a space is of such size that
one accumulator is not sufficient, not
more than two accumulators may be
combined in one zone.
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§76.33-10 Location and spacing of ac-
cumulators.

(a) Smoke accumulators shall be lo-
cated overhead in each compartment.
Where liable to physical damage, the
accumulators and piping shall be suit-
ably protected.

(b) No spot on the overhead of a pro-
tected space shall be more than 40 feet
from an accumulator.

(c) Accumulators shall not be located
closer to the opening of a ventilator
than three times the diameter or
equivalent diameter of the opening.

§76.33-15

(a) Individual pipes shall be not less
than %s-inch standard pipe size.

(b) All piping, valves, and fittings of
ferrous materials shall be protected in-
side and outside against corrosion un-
less specifically approved otherwise by
the Commandant.

(c) Where a smoke detecting system
serves a space used alternately for lig-
uid and dry cargo, a valve shall be in-
stalled between the tank and the de-
tecting cabinet so that the line may be
shut off when liquids are carried. When
the smoke detecting system is com-
bined with a fire extinguishing system,
the operation of the valve shall not af-
fect the operation of the fire extin-
guishing system.

(d) All piping, valves, and fittings
shall be securely supported, and where
necessary, protected against injury.
The piping shall be installed with as
easy bends as practicable, and shall be
installed to grade to low points for
drainage.

(e) Drains and dirt tapes shall be
fitted where necessary to prevent the
accumulation of dirt or moisutre.

Piping.

§76.33-20 Operation and installation.

(a) The system shall be so arranged
and installed that the presence of
smoke in any of the protected spaces
will automatically be indicated vis-
ually to an observer directly in front of
the detecting cabinet. The visible no-
tice shall automatically indicate the
zone in which the smoke originated.
The detecting cabinet shall normally
be located in the pilothouse or fire con-
trol station. On vessels over 5,000 gross
tons, there shall also be an automatic
audible alarm in the wheelhouse to-
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gether with an auxiliary audible alarm
in the engine room.

(b) If the detecting cabinet is not lo-
cated in the pilothouse or fire control
station, it shall be located in conven-
ient proximity to the valve control sta-
tion of the extinguishing system. In
this case, there shall be in the pilot-
house or fire control station automatic
visual alarms, one for each zone in
which an alarm may originate, as well
as an automatic audible alarm. There
shall also be an auxiliary audible alarm
in the engine room. For installations
contracted for on or after January 1,
1962, where detecting cabinets are not
located in the pilothouse or an adja-
cent fire control station having direct
access to the pilothouse, an efficient
means of direct communication shall
be provided between the pilothouse and
the stations where the detecting cabi-
nets are located.

(c) A sufficient quantity of exhaust
from the detecting cabinet shall be dis-
charged in the vicinity of the cabinet
to permit the detection of fire by odor.
A valve shall be installed in such space
to direct the exhaust, if obnoxious, to
the outside.

(d) The smoke detecting system shall
be used for no other purpose except
that it may be incorporated with the
fire extinguishing system to the spaces
covered by the smoke detecting sys-
tem.

(e) The accumulators, detecting cabi-
net, interconnecting valves with the
fire extinguishing system, alarms, and
indicating devices shall be of an ap-
proved type.

() All wiring and electrical circuits
and equipment shall meet the applica-
ble requirements of subchapter J (Elec-
trical Engineering) of this chapter.

(9) A framed chart or diagram shall
be installed adjacent to the detecting
cabinet and auxiliary panel indicating
the location of the various zones and
giving instructions for the operation,
maintenance, and testing of the sys-
tem. The chart at the cabinet location
or a separate card or booklet to be kept
near the chart, shall have tabulated
spaces for the date and signature of the
licensed officer of the vessel who shall
witness or conduct the periodic tests.
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(h) The audible smoke detecting
alarms shall be identified as required
by §78.47-13 of this subchapter.

§76.33-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, material,
and equipment previously approved
shall be considered satisfactory so long
as they meet the minimum require-
ments of this paragraph and they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection. Minor repairs and
alterations may be made to the same
standards as the original installation.

(2) The details of the systems shall be
in general agreement with 8§76.33-5
through 76.33-15 insofar as is reason-
able and practicable.

(b) [Reserved]

Subpart 76.35—Manual Alarm
System, Details

§76.35-1 Application.

(a) Where a manual alarm system is
installed, the provisions of this sub-
part, with the exception of §76.35-90,
shall apply to all installations con-
tracted for on or after November 19,
1952. Installations contracted for prior
to November 19, 1952, shall meet the re-
quirements of §76.35-90.

(b) [Reserved]

§76.35-5 Zoning.

(a) The zoning of the manual alarm
system shall meet the same require-
ments as for the electric fire detecting
system, §76.27-5.

(b) [Reserved]

§76.35-10 Location and
manual alarm boxes.

(@) There shall be at least one man-
ual alarm box in each zone.

(b) Manual alarms shall be located in
main passageways, stairway enclo-
sures, public spaces, or similar loca-
tions where they will be readily avail-
able and easily seen in case of need.

(c) In general, a sufficient number of
manual alarm boxes shall be employed
that a person escaping from any space

spacing of
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would find a manual alarm box conven-
ient on his normal route of escape.

§76.35-15 Operation and installation.

(a) The system shall be so arranged
and installed that the presence of a fire
may be reported from any of the pro-
tected spaces and be automatically
registered visibly and audibly in the pi-
lothouse or fire control station. The
visible notice shall indicate the zone in
which the alarm originated. There
shall also be an audible alarm in the
engine room.

(b) The manual alarm boxes, cabinet,
and alarms shall be of an approved
type.

(¢) The manual alarm system shall be
used for no other purpose, except that
it may be incorporated with the fire de-
tecting system.

(d) All wiring and electrical circuits
and equipment shall meet the applica-
ble requirements of subchapter J (Elec-
trical Engineering) of this chapter.

(e) A framed chart or diagram shall
be installed in the wheelhouse or con-
trol station adjacent to the detecting
cabinet indicating the location of the
various detecting zones and giving in-
structions for the operation, mainte-
nance, and testing of the system. This
chart, or a separate booklet to be kept
near the chart, shall have tabulated
spaces for the date and signature of the
licensed officer of the vessel who shall
witness or conduct the periodic tests.

(f) The manual alarm boxes and bells
shall be identified as required by
§78.47-10 of this subchapter.

§76.35-90 Installations contracted for
prior to November 19, 1952.

(a) Installations contracted for prior
to November 19, 1952, shall meet the
following requirements:

(1) Existing arrangements, materials,
and equipment previously approved
shall be considered satisfactory so long
as they meet the minimum require-
ments of this paragraph, and they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection. Minor repairs and
alterations may be made to the same
standards as the original installation.

(2) The details of the systems shall be
in general agreement with 8§76.35-5
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through 76.35-15 insofar as is reason-

able and practicable.
(b) [Reserved]

Subpart 76.50—Hand Portable Fire

Extinguishers and Semi-
portable Fire Extinguishing
Systems, Arrangements and
Details

§76.50-1 Application.

(a) The provisions of this subpart,
with the exception of §76.50-90, shall
apply to all vessels contracted for on or
after November 19, 1952. Vessels con-
tracted for prior to November 19, 1952,
shall meet the requirements of §76.50—
90.

(b) [Reserved]

§76.50-5 Classification.

(a) Hand portable fire extinguishers
and semiportable fire extinguishing
systems shall be classified by a com-
bination letter and number symbol, the
letter indicating the type of fire which
the unit could be expected to extin-
guish, and the number indicating the
relative size of the unit.

(b) The types of fire will
ignated as follows:

(1) “A” for fires in ordinary combus-
tible materials where the quenching
and cooling effects of quantities of
water, or solutions containing large
percentages of water, are of first im-
portance.

(2) “B” for fires in flammable liquids,
greases, etc., where a blanketing effect
is essential.

(3) “C” for fires in electrical equip-
ment where the use of nonconducting
extinguishing agent is of first impor-
tance.

(c) The number designations for size
will start with “1” for the smallest to
“V” for the largest. Sizes | and Il are

be des-
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considered hand portable fire extin-
guishers and sizes 111, IV and V are con-
sidered semiportable fire extinguishing
systems which shall be fitted with suit-
able hose and nozzle or other prac-
ticable means so that all portions of
the space concerned may be covered.
Examples of size graduations for some
of the typical hand portable and
semiportable fire extinguishing sys-
tems are set forth in table 76.50-5(c).

TABLE 76.50-5(c)

Classification Soda
acid Carbon Dry
and Fgglr_n, diox- chem-
. water, ide, ical,
Type Size gal- lons pounds | pounds
lons
A .. 22 | i | e
B 1Va 4| s
B 2V 15 10
B 12 35 20
B 20 50 30
B 40 100 50
C o | i | i | s 4 2
C o [l | i | s 15 10

(d) All hand portable fire extin-
guishers and semiportable fire extin-
guishing systems shall have perma-
nently attached thereto a metallic
name plate giving the name of the
item, the rated capacity in gallons,
quarts, or pounds, the name and ad-
dress of the person or firm for whom
approved, and the identifying mark of
the actual manufacturer.

(e) Vaporizing-liquid type fire extin-
guishers, containing carbon tetra-
chloride or chlorobromomethane or
other toxic vaporizing liquids shall be
removed from all vessels.

§76.50-10 Location.

(a) Approved hand portable fire extin-
guishers and semiportable fire extin-
guishing systems shall be installed in
accordance with table 76.50-10(a).

TABLE 76.50—-10(a)

Hand portable fire extinguisher and semiportable fire extinguishing sys-
tems

Space

Classifica-
tion (see Quantity and location
§76.50-5)
Safety area’
Wheelhouse or fire control room .........ccccceeeerveuennee A-ll, B-II, 1 of each classification on vessels over 1,000 gross tons.
C-Il. (Not required in both spaces.) (Multiple classification may

Stairway and elevator enclosures

be recognized.)
None required.
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TABLE 76.50—10(a)—Continued

Hand portable fire extinguisher and semiportable fire extinguishing sys-

tems
Space Classifica-
tion (see Quantity and location
§76.50-5)
Communicating Corrfidors ...........coeerrerriereieneenens Al 1 in each main corridor in each main vertical zone. (May be

Lifeboat embarkation and lowering stations
Radio room

Accommodations !

Staterooms, toilet spaces, isolated pantries, etc. ...
Offices, lockers, and isolated storerooms

Public SPaces ...........ccooeninniniinisienien. A=l

Open decks or enclosed promenades ........ccccccceees cevvvieeeienienens
Service spaces

GallBYS ..o B-Il or C—I

Main pantries ..o Al

Motion picture booths and film lockers

Paint and lamp rooms

Inaccessible baggage, mail, and specie rooms,
and storerooms.

Accessible baggage, mail, and specie rooms, and A-ll ..........
storerooms.
Refrigerated storerooms ... Al
Carpenter, valet, photographic, printing shops A-ll ............
sales rooms, etc.
Machinery spaces
Coal Fired Boilers: Bunker and boilerspace .......... ..o
Qil Fired Boilers: Spaces, containing oil fired boil- B-Il, B-V .
ers, either main or auxiliary, or their fuel oil units.
Internal combustion or gas turbine propelling ma- B-ll .............
chinery spaces.
B-lIl
Electric propulsive motors or generators of open C-II
type.
Enclosed ventilating systems for motors and gen-  ...........ce..
erators of electric propelling machinery.
Auxiliary spaces, internal combustion or gas tur- B-ll .............

bine.
Auxiliary spaces, electric emergency motors or
generators.
Auxiliary spaces, steam
Trunks to machinery spaces
Fuel tanks

Cargo spaces

Inaccessible during voyage, including trunks (ex-
cluding tanks).

Accessible during voyage

Vehicular spaces (covered by sprinkler system) ...

Vehicular spaces (not covered by sprinkler sys-
tem).

Cargo oil tanks ..

located in stairway enclosures.)
None required.
2 in vicinity of exit.2

None required.
Do.

1 for each 2,500 square feet or fraction thereof located in
vicinity of exits, except that none required for spaces
under 500 square feet.

None required.

1 for each 2,500 square feet or fraction thereof suitable for
hazards involved.

1 for each 2,500 square feet or fraction thereof located in
vicinity of exits.

1 outside in vicinity of exit.

1 outside space in vicinity of exit.

None required.

1 for each 2,500 square feet or fraction thereof located in
vicinity of exits, either inside or outside the spaces.

1 for each 2,500 square feet or fraction thereof located in
vicinity of exits, outside the spaces.

1 outside the space in vicinity of exit.

None required.
2 required.21 required.4

1 for each 1,000 B. H. P., but not less than 2 or more than
1 :je.quired.5
1 for each propulsion motor or generator unit.
None required.
1 outside the space in vicinity of exit.6
Do.
None required.

Do.
Do.

Do.
1 for each 1,200 square feet or fraction thereof.
1, plus 1 for each 6,000 square feet or fraction thereof:

1, plus 1 for each 1,500 square feet or fraction thereof.”

None required.

1In any case, on vessels of 150 feet in length, and over, there shall be at least 2 A-Il units on each passenger deck.

2For vessels on an international voyage, substitute 1 C—lI in vicinity of exit.

3Vessels of less than 1,000 gross tons and not on an international voyage, require 1.

4Vessels of less than 1,000 gross tons and not on an international voyage may substitute 1 B—IV.

51f oil burning donkey boiler fitted in space, the B-V previously required for the protection of the boilerroom may be sub-
stituted. Not required on vessels of less than 300 gross tons if fuel has flashpoint of 110 °F. or lower except those on an inter-

national voyage.

6Not required on vessels of less than 300 gross tons if fuel has flashpoint higher than 110 °F.

7B~ units may be substituted for 1 B—Il unit.
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The location of the equipment shall be
to the satisfaction of the Officer in
Charge, Marine Inspection. Nothing in
this paragraph shall be construed as
limiting the Officer in Charge, Marine
Inspection, from requiring such addi-
tional equipment as he deems nec-
essary for the proper protection of the
vessel.

(b) Semiportable fire extinguishing
systems shall be located in the open so
as to be readily seen.

(c) If hand portable fire extinguishers
are not located in the open or behind
glass so that they may be readily seen,
they may be placed in enclosures to-
gether with the fire hose, provided such
enclosures are marked as required by
§78.47-20 of this subchapter.

(d) Hand portable fire extinguishers
and their stations shall be numbered in
accordance with §78.47-30 of this sub-
chapter.

(e) Hand portable or semiportable ex-
tinguishers, which are required on
their nameplates to be protected from
freezing, shall not be located where
freezing temperatures may be ex-
pected.

[CGFR 65-50, 30 FR 10940, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15283, Dec. 6,
1966]

§76.50-15 Spare charges.

(a) Spare charges shall be carried on
all vessels for at least 50 percent of
each size and each variety, i.e., foam,
soda-acid, carbon dioxide, etc., of hand
portable fire extinguisher required by
§76.50-10(a). However, if the unit is of
such variety that it cannot be readily
recharged by the vessel’s personnel,
one spare unit of the same classifica-
tion shall be carried in lieu of spare
charges for all such units of the same
size and variety.

(b) Spare charges shall be so pack-
aged as to minimize the hazards to per-
sonnel while recharging the units. Acid
shall be contained in a Crown stopper
type of bottle.

§76.50-20 Semiportable
guishers.

(a) The frame or support of each size
111, 1V, and V fire extinguisher required
by table 76.50-10(a) must be welded or
otherwise permanently attached to a
bulkhead or deck.

fire extin-
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(b) If an approved size IlI, 1V, or V
fire extinguisher has wheels and is not
required by table 76.50-10(a), it must be
securely stowed when not in use to pre-
vent it from rolling out of control
under heavy sea conditions.

[CGD 77-039, 44 FR 34132, June 14, 1979]

§76.50-90 Vessels contracted for prior
to November 19, 1952.

(a) Vessels contracted for prior to
November 19, 1952, shall meet the fol-
lowing requirements:

(1) The provisions of §§76.50-5
through 76.50-15 shall be met with the
exception that existing installations in
safety areas, accommodations, service
spaces, and cargo spaces may be main-
tained if in the opinion of the Officer in
Charge, Marine Inspection, they are in
general agreement with the standard of
safety prescribed by table 76.50-10(a). In
such cases, minor modifications may
be made to the same standards as the
original installation, provided that in
no case will a greater departure from
the standards of table 76.50-10(a) be
permitted than presently exists.

(2) [Reserved]

(b) [Reserved]

Subpart 76.60—Fire Axes

§76.60-1 Application.

(@) The provisions of this subpart
shall apply to all vessels.
(b) [Reserved]

§76.60-5 Number required.

(@) All vessels except barges shall
carry at least the minimum number of
fire axes as set forth in table 76.60-5(a).
Nothing in this paragraph shall be con-
strued as limiting the Officer in
Charge, Marine Inspection, from re-
quiring such additional fire axes as he
deems necessary for the proper protec-
tion of the vessel.

TABLE 76.60-5(a)

Gross tons Number of

axes

Over Not over

50
200
500

1,000

0o AN
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(b) Covered barges shall carry at
least three fire axes and uncovered
barges shall carry at least two fire
axes.

§76.60-10 Location.

(a) Fire axes shall be distributed
throughout the spaces available to pas-
sengers and crew so as to be most read-
ily available in the event of emer-
gency.

(b) If fire axes are not located in the
open or behind glass so that they may
be readily seen, they may be placed in
enclosures together with the fire hose,
provided such enclosures are marked as
required by §78.47-20 of this sub-
chapter.

PART 77—VESSEL CONTROL AND
MISCELLANEOUS SYSTEMS AND
EQUIPMENT

Subpart 77.01—Application

Sec.
77.01-1 General.
77.01-3 Incorporation by reference.

Subpart 77.03—Marine Engineering
Systems

77.03-1 Installation and details.

Subpart 77.05—Electrical Engineering and
Interior Communication Systems

77.05-1 Installation and details.

Subpart 77.06—Lifesaving Appliances and
Arrangements

77.06-1 Installation.

Subpart 77.07—Anchors, Chains, and
Hawsers

77.07-1 Application.

77.07-5 Ocean, coastwise, or Great Lakes
service.

77.07-10 Lakes, bays, and sounds, or river
service.

77.07-90 Vessels contracted for prior to No-
vember 19, 1952.

Subpart 77.09—Radar
77.09-1 When required.

Subpart 77.11—Magnetic Compass and
Gyrocompass

77.11-1 When required.
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Subpart 77.27—Sounding Equipment

77.27-1 When required.

Subpart 77.30—Emergency Equipment

77.30-1 Application.

77.30-5 General.

77.30-10 Stowage.

77.30-15 Spare charges.

77.30-90 Vessels contracted for before No-
vember 23, 1992.

Subpart 77.35—Fireman’s Ouffit

77.35-1 Application.

77.35-5 General.

77.35-10 Fireman’s outfit.

77.35-15 Stowage.

77.35-20 Spare charges.

77.35-90 Vessels contracted for before No-
vember 23, 1992.

Subpart 77.40—Pilot Boarding Equipment

77.40-1 Pilot boarding equipment.

AUTHORITY: 46 U.S.C. 3306; E.O. 12234, 45 FR
58801, 3 CFR, 1980 Comp., p. 277; Department
of Homeland Security Delegation No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16953, Dec. 30,
1965, unless otherwise noted.

Subpart 77.01—Application

§77.01-1 General.

(a) The provisions of this part shall
apply to all vessels except as specifi-
cally noted.

(b) [Reserved]

§77.01-3 Incorporation by reference.

(a) Certain materials are incor-
porated by reference into this part
with the approval of the Director of the
Federal Register in accordance with 5
U.S.C. 552(a). To enforce any edition
other than the one listed in paragraph
(b) of this section, notice of the change
must be published in the FEDERAL REG-
ISTER and the material made available
to the public. All approved material is
on file at the Office of the Federal Reg-
ister, Washington, DC 20408, and at the
U.S. Coast Guard, Office of Design and
Engineering Standards (G-MSE), 2100
Second Street SW., Washington, DC
20593-0001, and is available from the ad-
dress indicated in paragraph (b).

(b) The material approved for incor-
poration by reference in this part, and
the sections affected is:
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American Society for Testing and Materials
(ASTM)

100 Barr Harbor Drive, West Conshohocken,
PA 19428-2959.

ASTM F 1014-92, Standard Specification for
Flashlights on Vessels—77.35-5

[CGD 82-042, 53 FR 17704, May 18, 1988, as
amended by CGD 95-072, 60 FR 50463, Sept. 29,
1995; CGD 96-041, 61 FR 50729, Sept. 27, 1996;
CGD 97-057, 62 FR 51045, Sept. 30, 1997; USCG-
1999-5151, 64 FR 67181, Dec. 1, 1999]

Subpart 77.03—Marine
Engineering Systems

§77.03-1 Installation and details.

(a) The installation of all systems of
a marine engineering nature, together
with the details of design, construc-
tion, and installation, shall be in ac-
cordance with the requirements of sub-
chapter F (Marine Engineering) of this
chapter. Systems of this type include
the following:

Steering systems.

Power for going astern.

Bilge and ballast systems.

Tank vent and sounding systems.
Overboard discharges and shell connections.
Pipe and pressure systems.

(b) [Reserved]

Subpart 77.05—Electrical Engi-
neering and Interior Commu-
nication Systems

§77.05-1 Installation and details.

(a) The installation of all systems of
an electrical engineering or interior
communications nature, together with
the details of design, construction, and
installation, shall be in accordance
with the requirements of subchapter J
(Electrical Engineering) of this chap-
ter. Systems of this type include the
following:

Ship’s service generating systems.

Ship’s service power distribution systems.

Ship’s lighting systems.

Electric propulsion and propulsion control
systems.

Emergency lighting and power systems.

Electric lifeboat winch systems.

Electric steering gear and steering control
systems.

Fire detecting and alarm systems

Sound powered telephone and voice tube sys-
tems.

Engine order telegraph systems.
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Rudder angle indicator systems.

Refrigerated spaces alarm systems.

Navigation lights systems.

Daylight signaling lights.

Miscellaneous machinery alarms and con-
trols.

General alarm systems.

(b) Electrical equipment installed in
spaces “specially suitable for vehicles”
shall be in accordance with subchapter
J (Electrical Engineering) of this chap-
ter.

[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15283, Dec. 6,
1966; CGFR 68-32, 33 FR 5716, Apr. 12, 1968;
CGD 74-125A, 47 FR 15231, Apr. 8, 1982]

Subpart 77.06—1Lifesaving
Appliances and Arrangements

§77.06-1 Installation.

The installation of all lifesaving ap-
pliances and arrangements must be in
accordance with the requirements of
subchapter W (Lifesaving Appliances
and Arrangements) of this chapter.

[CGD 84-069, 61 FR 25288, May 20, 1996]

Subpart 77.07—Anchors, Chains,
and Hawsers

§77.07-1 Application.

(@) The provisions of this subpart,
with the exception of §77.07-90, shall
apply to all vessels contracted for on or
after November 19, 1952. Vessels con-
tracted for prior to November 19, 1952,
shall meet the requirements of §77.07-
90.

(b) [Reserved]

§77.07-5 Ocean,
Lakes service.

(a) Vessels in ocean, coastwise, or
Great Lakes service shall be fitted with
anchors, chains, and hawsers in general
agreement with the standards estab-
lished by the American Bureau of Ship-
ping, see subpart 70.35 of this sub-
chapter.

(b) In addition to the provisions of
paragraph (a) of this section, the fol-
lowing requirements and alternatives
also apply:

(1) The American Bureau of Shipping
rules relating to anchor equipment are
mandatory, not a guide.

coastwise, or Great
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(2) Vessels under 200 feet (61 meters)
in length and with an American Bureau
of Shipping equipment number of less
than 150 may be equipped with either—

(i) One anchor of the tabular weight
and one-half the tabulated length of
anchor chain listed in the applicable
standard, or

(ii) Two anchors of one-half the tab-
ular weight with the total length of an-
chor chain listed in the applicable
standard provided both anchors are in
a position that allows for ready use at
all times and the windlass is capable of
heaving in either anchor.

(c) Standards of other recognized
classification societies may be used, in
lieu of those established by the Amer-
ican Bureau of Shipping, upon approval
by the Commandant.

[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGD 87-013, 53 FR 20624, June 6,
1988]

§77.07-10 Lakes, bays, and sounds, or
river service.

(a) Vessels in lakes, bays, and sounds,
or river service shall be fitted with
such ground tackle and hawsers as
deemed necessary by the Officer in
Charge, Marine Inspection, depending
upon the size of the vessel and the wa-
ters on which it operates.

(b) [Reserved]

§77.07-90 Vessels contracted for prior
to November 19, 1952.

(a) Vessels contracted for prior to
November 19, 1952, shall meet the fol-
lowing requirements:

(1) Installations previously accepted
or approved shall be considered satis-
factory for the same service so long as
they are maintained in good condition
to the satisfaction of the Officer in
Charge, Marine Inspection. If the serv-
ice of the vessel is changed, the suit-
ability of the equipment will be estab-
lished by the Officer in Charge, Marine
Inspection.

(2) [Reserved]

(b) [Reserved]

Subpart 77.09—Radar

§77.09-1 When required.

All mechanically propelled vessels of
1,600 gross tons and over in ocean or
coastwise service must be fitted with a
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marine radar system for surface navi-
gation. Facilities for plotting radar
readings must be provided on the
bridge.

[CGD 75-074, 42 FR 5963, Jan. 31, 1977]

Subpart 77.11—Magnetic
Compass and Gyrocompass

§77.11-1 When required.

(a) All mechanically propelled vessels
in ocean, coastwise or Great Lakes
service must be fitted with a magnetic
compass.

(b) All mechanically propelled vessels
1,600 gross tons and over in ocean or
coastwise service must be fitted with a
gyrocompass in addition to the mag-
netic compass.

(c) Each vessel must have an illumi-
nated repeater for the gyrocompass re-
quired under paragraph (b) of this sec-
tion, that is at the main steering stand
unless the gyrocompass is illuminated
and is at the main steering stand.

[CGD 75-074, 42 FR 5963, Jan. 31 1977]

Subpart 77.27—Sounding
Equipment

§77.27-1 When required.

All mechanically propelled vessels of
500 gross tons and over to ocean or
coastwise service, and all mechanically
propelled vessels of 500 gross tons and
over in Great Lakes service and certifi-
cated for service on the River St. Law-
rence eastward of the lower exit of the
St. Lambert Lock at Montreal, Canada,
must be fitted with an efficient elec-
tronic deep-sea sounding apparatus.

[CGD 95-027, 61 FR 26004, May 23, 1996]

Subpart 77.30—Emergency
Equipment

§77.30-1 Application.

This subpart, except §77.30-90, applies
to each vessel that is not on an inter-
national voyage and is contracted for
on or after November 23, 1992. Each ves-
sel that is not on an international voy-
age and is contracted for before No-
vember 23, 1992, must satisfy §77.30-90.

[CGD 86-036, 57 FR 48324, Oct. 23, 1992]
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§77.30-5 General.

(a) Each self-contained breathing ap-
paratus must be of the pressure-de-
mand, open-circuit type, approved by
the Mine Safety and Health Adminis-
tration (MSHA) and the National Insti-
tute for Occupational Safety and
Health (NIOSH), and have at a min-
imum a 30-minute air supply and a full
facepiece.

(b) The self-contained breathing ap-
paratus required as part of the emer-
gency outfit may be used as protection
against gas leaking from a refrigera-
tion unit.

(c) All flame safety lamps shall be of
an approved type, constructed in ac-
cordance with subpart 160.016 of sub-
chapter Q (Specifications) of this chap-
ter.

§77.30-90

(d) All emergency equipment shall be
maintained in an operative condition,
and it shall be the responsibility of the
master and chief engineer to ascertain
that a sufficient number of the crew
are familiar with the operation of the
equipment.

[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGD 86-036, 57 FR 48324, Oct. 23,
1992]

§77.30-10 Stowage.

(a) The equipment set forth in table
77.30-10(a), together with such other
items as the master may deem nec-
essary, shall be stowed in convenient,
accessible locations for use in case of
emergency.

TABLE 77.30-10(a)

Sef Self—c%n-
elf-con- taine:
Service N:;?]SZ: ZIaFt)g—S- tained breathing Flame safe-
rooms breathing apparatus ty lamps
apparatus | for refrigera-
tion1
Ocean and coastwise, not on an international voyage ................ 0to49 | T s
50 to 100 4 T e
Over 100 6 1 1
Great Lakes, and lakes, bays, and sounds ... 0t049 | 1
50 to 100 2 1
Over 100 4 1
Rivers 0to49 | T s
50 to 100 1 T e
Over 100 2 1 1

1Required only on vessels equipped with any refrigeration unit using ammonia to refrigerate any space with a volume of more
than 20 cubic feet or with any refrigeration unit using fluorocarbons to refrigerate any space with a volume of more than 1000

cubic feet.

(b) If a separate self-contained
breathing apparatus is maintained for
protection against gas leaking from a
refrigeration unit, it must be stowed
convenient to, but outside of, the
spaces containing the refrigeration
equipment.

(c) Half of the remaining equipment
set forth in table 77.30-10(a) shall be
stowed in or near the pilothouse to-
gether with a fire axe and the hand
portable fire extinguishers required by
table 76.50-10(a) for that location. The
other half of the equipment shall be
stowed in a convenient accessible loca-
tion, remote from the pilothouse, and
preferably adjacent to the main en-
trance to the machinery space. Where
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only one of an item is required, it shall
be stowed in the pilothouse.

[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGD 86-036, 57 FR 48324, Oct. 23,
1992]

§77.30-15 Spare charges.

(a) A complete recharge shall be car-
ried for each gas mask and self-con-
tained breathing apparatus. The spare
charge shall be stowed in the same lo-
cation as the equipment it is to reac-
tivate.

(b) [Reserved]

§77.30-90 Vessels contracted for be-
fore November 23, 1992.
Vessels contracted for before Novem-
ber 23, 1992, must meet the following
requirements:
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(a) Each vessel must satisfy §§77.30-5
through 77.30-15 concerning the number
of items and the method of stowage of
equipment.

(b) Items of equipment previously ap-
proved, but not meeting the applicable
specifications set forth in §77.30-5, may
continue in service as long as they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection; but each item in an
installation or a replacement must
meet all applicable specifications.

(c) After November 23, 1994, each res-
pirator must either satisfy §77.30-5(a)
or be a self-contained compressed-air
breathing apparatus previously ap-
proved by MSHA and NIOSH under part
160, subpart 160.011, of this chapter.

[CGD 86-036, 57 FR 48324, Oct. 23, 1992]

Subpart 77.35—Fireman’s Oulffit

§77.35-1 Application.

This subpart, except §77.35-90, applies
to each vessel that is on an inter-
national voyage and is contracted for
on or after November 23, 1992. Each ves-
sel that is on an international voyage
and is contracted for before November
23, 1992, must satisfy §77.35-90.

[CGD 86-036, 57 FR 48325, Oct. 23, 1992]

§77.35-5 General.

(a) All flame safety lamps shall be of
an approved type, constructed in ac-
cordance with subpart 160.016 of sub-
chapter Q (Specifications) of this chap-
ter.

(b) Each self-contained breathing ap-
paratus must be of the pressure-de-
mand, open-circuit type, approved by
the Mine Safety and Health Adminis-
tration (MSHA) and the National Insti-
tute for Occupational Safety and
Health (NIOSH), and have at a min-
imum a 30-minute air supply and a full
facepiece.

(c) Flashlights shall be Type Il or
Type |11, constructed and marked in
accordance with ASTM F 1014 (incor-
porated by reference, see §77.01-3).

(d) All lifelines shall be of steel or
bronze wire rope. Steel wire ropes shall
be either inherently corrosion
resistent, or made so by galvanizing or
tinning. Each end shall be fitted with a
hook with keeper having throat open-
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ing which can be readily slipped over a
Ys-inch bolt. The total length of the
lifeline shall be dependent upon the
size and arrangement of the vessel, and
more than one line may be hooked to-
gether to achieve the necessary length.
No individual length of lifeline may be
less than 50 feet in length. The assem-
bled lifeline shall have a minimum
breaking strength of 1,500 pounds.

(e) AIll equipment shall be main-
tained in an operative condition, and it
shall be the responsibility of the mas-
ter and chief engineer to ascertain that
a sufficient number of the crew are fa-
miliar with the operation of the equip-
ment.

(f) Boots and gloves shall be of rubber
or other electrically nonconducting
material.

(g) The helmet shall provided effec-
tive protection against impact.

(h) Protective clothing shall be of
material that will protect the skin
from the heat of fire and burns from
scalding steam. The outer surface shall
be water resistant.

[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGFR 67-87, 32 FR 19181, Dec. 20,
1967; CGD 82-042, 53 FR 17704, May 18, 1988;
CGD 86-036, 57 FR 48325, Oct. 23, 1992; USCG-
1999-5151, 64 FR 67181, Dec. 1, 1999]

§77.35-10 Fireman’s outfit.

(a) Each fireman’s outfit must con-
sist of one self-contained breathing ap-
paratus, one lifeline with a belt or a
suitable harness, one flashlight, one
flame safety lamp, one rigid helmet,
boots and gloves, protective clothing,
and one fire ax. In lieu of the flame
safety lamp, vessels may carry an oxy-
gen depletion meter which is listed by
a Coast Guard recognized independent
laboratory as intrinsically safe.

(b) The number of fireman’s outfits
required are as set forth in table 77.35-
10(b).

TABLE 77.35-10(b)

Gross tonnage Minimum
number
of fire-
Over— o\z\gt_ man’s
outfits
10,000 2
20,000 3
4
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[CGFR 65-50, 30 FR 16953, Dec. 30, 1965, as
amended by CGFR 67-87, 32 FR 19181, Dec. 20,
1967; CGD 86-036, 57 FR 48325, Oct. 23, 1992;
CGD 95-028, 62 FR 51204, Sept. 30, 1997]

§77.35-15 Stowage.

(@) The fireman’s outfit, together
with such other items of equipment as
the master may deem necessary, shall
be stowed in convenient, accessible lo-
cations for use in case of emergency.
One outfit shall be stowed in or near
the pilothouse. Where additional out-
fits are required by table 77.35-10(b),
one of the additional outfits shall be
stowed preferably adjacent to the main
entrance to the machinery space. Other
additional outfits shall be stowed in
convenient accessible locations remote
from the pilothouse.

(b) [Reserved]

§77.35-20 Spare charges.

(a) A complete recharge shall be car-
ried for each self-contained breathing
apparatus, and a complete set of spare
batteries shall be carried for each
flashlight. The spares shall be stowed
in the same location as the equipment
it is to reactivate.

(b) [Reserved]

§77.35-90 Vessels contracted for be-
fore November 23, 1992.

Vessels contracted for before Novem-
ber 23, 1992, must meet the following
requirements:

(a) Each vessel must satisfy §§877.35-5
through 77.35-20 concerning the number
of items and the method of stowage of
equipment.

(b) Items of equipment previously ap-
proved, but not meeting the applicable
specifications set forth in §77.35-5, may
continue in service as long as they are
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection; but each item in an
installation or a replacement must
meet all applicable specifications.

(c) After November 23, 1994, each res-
pirator must either satisfy §77.35-5(b)
or be a self-contained compressed-air
breathing apparatus previously ap-
proved by MSHA and NIOSH under part
160, subpart 160.011, of this chapter.

[CGD 86-036, 57 FR 48325, Oct. 23, 1992]
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Subpart 77.40—Pilot Boarding
Equipment

§77.40-1 Pilot boarding equipment.

(a) This section applies to each vessel
that normally embarks or disembarks
a pilot from a pilot boat or other ves-
sel.

(b) Each vessel must have suitable
pilot boarding equipment available for
use on each side of the vessel. If a ves-
sel has only one set of equipment, the
equipment must be capable of being
easily transferred to and rigged for use
on either side of the vessel.

(c) Pilot boarding equipment must be
capable of resting firmly against the
vessel’s side and be secured so that it is
clear from overboard discharges.

(d) Each vessel must have lighting
positioned to provide adequate illu-
mination for the pilot boarding equip-
ment and each point of access.

(e) Each vessel must have a point of
access that has—

(1) A gateway in the rails or bulwark
with adequate handholds; or

(2) Two handhold stanchions and a
bulwark ladder that is securely at-
tached to the bulwark rail and deck.

(f) The pilot boarding equipment re-
quired by paragraph (b) of this section
must include at least one pilot ladder
approved under subpart 163.003 of this
chapter. Each pilot ladder must be of a
single length and capable of extending
from the point of access to the water’s
edge during each condition of loading
and trim, with an adverse list of 15°.

(g) Whenever the distance from the
water’s edge to the point of access is
more than 30 feet, access from a pilot
ladder to the vessel must be by way of
an accommodation ladder or equally
safe and convenient means.

(h) Pilot hoists, if used, must be ap-
proved under subpart 163.002 of this
chapter.

[CGD 79-032, 49 FR 25455, June 21, 1984]

PART 78—OPERATIONS

Subpart 78.01—Application

Sec.
78.01-1 General.
78.01-2 Incorporation by reference.
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Subpart 78.05—Notice to Mariners and
Aids to Navigation

78.05-1 Duty of officers.
78.05-5 Charts and nautical publications.

Subpart 78.07—Notice and Reporting of
Casualty and Voyage Records

78.07-1 Notice and reporting of casualty and
voyage records.

Subpart 78.10—Persons Allowed in
Pilothouse and on Navigation Bridge

78.10-1 Persons excluded.

Subpart 78.12-Stability Information

78.12-1 Posting of stability letter.

Subpart 78.13—Station Bills

78.13-1 Muster lists, emergency signals, and
manning.

Subpart 78.15—Doors Closed at Sea
78.15-1 Subdivision bulkheads.

Subpart 78.16—Port Lights

78.16-1 General.

Subpart 78.17—Tests, Drills, and Inspections

78.17-1 Application.

78.17-3 Watertight doors.

78.17-5 Valves and closing appliances.

78.17-10 Loudspeaker system.

78.17-15 Steering gear, whistle, and means
of communication.

78.17-20 Drafts and load line markings.
78.17-22 Verfication of vessel compliance
with applicable stability requirements.

78.17-25 Sanitation.

78.17-30 Examination of boilers and machin-
ery.

78.17-33

78.17-35

78.17-45
tems.

78.17-50 Emergency training, musters, and
drills.

78.17-65 Smoke detecting system.

78.17-75 Requirements for fuel oil.

78.17-80 Firefighting equipment, general.

Loading doors.
Hatches and other openings.
Emergency lighting and power sys-

Subpart 78.19—Auto Pilot

78.19-1 Use of auto pilot.

Subpart 78.21—Maneuvering
Characteristics

78.21-1 Data required.
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Subpart 78.23—Whistling
78.23-1 Unnecessary whistling prohibited.

Subpart 78.27—Searchlights

78.27-1 Improper use prohibited.
Subpart 78.30—Lookouts, Pilothouse
Watch, Patrolmen, and Watchmen

78.30-5 Pilothouse watch.

78.30-10 Supervised patrol.

78.30-15 Watchmen.

78.30-20 Master’s and officer’s
bility.

responsi-

Subpart 78.33—Reports of Accidents,
Repairs, and Unsafe Equipment

78.33-1 Repairs of boiler and pressure ves-
sels.

78.33-5 Accidents to machinery.

78.33-10 Notice required before repairs.

Subpart 78.35—Communication Between
Deckhouses

78.35-1 When required.

Subpart 78.36—Work Vests

78.36-1 Application.

78.36-5 Approved types of work vests.

78.36-10 Use.

78.36-15 Shipboard stowage.

78.36-20 Shipboard inspections.

78.36-25 Additional requirements for hybrid
work vests.

Subpart 78.37—Logbook Entries

78.37-1 Application.

78.37-3 Logbooks and records.

78.37-5 Actions required to be logged.
78.37-10 Official log entries.

Subpart 78.40—Vehicular Ferries

78.40-1 Stowage of vehicles.
78.40-5 Securing of vehicles.
78.40-10 No smoking permitted.

Subpart 78.45—Display of Plans
78.45-1 When required.

Subpart 78.47—Markings for Fire and
Emergency Equipment, Etc.

78.47-1
78.47-3
78.47-5

Application.

General.

General alarm contact makers.

78.47-7 General alarm bells.

78.47-9 Carbon dioxide alarm.

78.47-10 Manual alarm boxes.

78.47-13 Fire detecting and manual alarm,
automatic sprinkler, and smoke detect-
ing alarm bells.
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78.47-15 Fire extinguishing system branch

lines.
78.47-17
78.47-20
78.47-23
78.47-25
78.47-27
78.47-30
78.47-33
78.47-35
78.47-37
78.47-38

Fire extinguishing system controls.

Fire hose stations.

Supervised patrol stations.

Emergency squad equipment.

Self-contained breathing apparatus.

Hand portable fire extinguishers.

Emergency lights.

Fire doors.

Watertight doors.

Valves and closing appliances.

78.47-40 Exit signs.

78.47-45 Markings for lifesaving appliances,
instructions to passengers, and stowage
locations.

78.47-53 Automatic ventilation dampers.

78.47-55 Instructions for changing steering
gear.

78.47-57 Rudder orders.

78.47-70 Portable magazine chests.

78.47-75 Ventilation alarm failure.

78.47-90 Vessels contracted for prior to No-
vember 19, 1952.

Subpart 78.50—Markings on Vessels

78.50-1 Application.

78.50-5 Hull markings.

78.50-10 Draft marks and draft indicating
systems.

78.50-15 Load line marks.

Subpart 78.55—Carrying of Excess Steam

78.55-1 Master and chief engineer respon-
sible.

Subpart 78.57—Routing Instructions
78.57-1 All personnel must comply.

Subpart 78.60—Compliance With Provisions
of Certificate of Inspection

78.60-1 Master or person in charge respon-
sible.

Subpart 78.65—Exhibition of License
78.65-1 Licensed officers.

Subpart 78.70—De-Energizing of Cargo
Hold Lighting Circuits When Grain or
Other Combustible Bulk Cargo Is Car-
ried

78.70-1 Master’s responsibility.
78.70-5 Warning notice posted.

Subpart 78.83—Operation of Vehicles in
Enclosed Locations

78.83-1 Special operating conditions.
Subpart 78.90—Pilot Boarding Operations
78.90-1 Pilot boarding operation.
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Subpart 78.95—Person in Charge of
Transfer of Liquid Cargo in Bulk

78.95-1 General.

AUTHORITY: 33 U.S.C. 1321(j); 46 U.S.C. 2103,
3306, 6101; 49 U.S.C. 5103, 5106; E.O. 12234, 45
FR 58801, 3 CFR, 1980 Comp., p. 277; E.O.
12777, 56 FR 54757, 3 CFR, 1991 Comp., p. 351;
Department of Homeland Security Delega-
tion No. 0170.1.

SOURCE: CGFR 65-50, 30 FR 16955, Dec. 30,
1965, unless otherwise noted.

Subpart 78.01—Application

§78.01-1 General.

(a) The provisions of this part shall
apply to all vessels except as specifi-
cally noted.

(b) [Reserved]

§78.01-2 Incorporation by reference.

(a) Certain material is incorporated
by reference into this part with the ap-
proval of the Director of the Federal
Register under 5 U.S.C. 552(a) and 1
CFR part 51. To enforce any edition
other than that specified in paragraph
(b) of this section, the Coast Guard
must publish notice of change in the
FEDERAL REGISTER; and the material
must be available to the public. All ap-
proved material is available for inspec-
tion or at the National Archives and
Records Administration (NARA), and
at the U.S. Coast Guard, Lifesaving
and Fire Safety Division (G-MSE-4),
2100 Second Street SW., Washington,
DC 20593-0001, and is available from the
sources indicated in paragraph (b) of
this section. For information on the
availability of this material at NARA,
call 202-741-6030, or go to: http://
www.archives.gov/federal register/
code of federal regulations/
ibr _locations.html.

(b) The material approved for incor-
poration by reference in this part and
the sections affected are as follows:

American Society for Testing and Materials
(ASTM)

100 Barr Harbor Drive, West Conshohocken,
PA 19428-2959.

ASTM D 93-97, Standard Test Methods for
Flash Point by Pensky-Martens Closed Cup
Tester—78.17-75
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International Maritime Organization (IMO)

Publications Section, 4 Albert Embankment,
London, SE1 7SR United Kingdom. Resolu-
tion A.654(16), Graphical Symbols for Fire
Control Plans—78.45-1

[CGD 95-028, 62 FR 51204, Sept. 30, 1997, as
amended by USCG-1998-4442, 63 FR 52191,
Sept. 30, 1998; USCG-1999-5151, 64 FR 67181,
Dec. 1, 1999; 69 FR 18803, Apr. 9, 2004]

Subpart 78.05—Notice to Mariners
and Aids to Navigation

§78.05-1 Duty of officers.

(a) Licensed deck officers are re-
quired to acquaint themselves with the
latest information published by the
Coast Guard and the National Imagery
and Mapping Agency regarding aids to
navigation. Neglect to do so is evidence
of neglect of duty. It is desirable that
all vessels have available in the pilot-
house for convenient reference at all
times a file of the applicable Notice to
Mariners.

(b) Weekly Notices to Mariners
(Great Lakes Edition), published by the
Commander, 9th Coast Guard District,
contain announcements and informa-
tion on changes in aids to navigation
and other marine information affecting
the safety of navigation on the Great
Lakes. These notices may be obtained
free of charge, by making application
to Commander, 9th Coast Guard Dis-
trict.

(c) Weekly Notices
(Worldwide coverage) are prepared
jointly by the National Imagery and
Mapping Agency, National Ocean Serv-
ice, and the U.S. Coast Guard. They in-
clude changes in aids to navigation in
assembled form for the 1st, 5th, 7th,
Greater Antilles Section, 8th, 1lth,
13th, 14th, and 17th Coast Guard Dis-
tricts. Foreign marine information is
also included in these notices. These
notices are available without charge
from the National Imagery and Map-
ping Agency, U.S. Collector of Customs
of the major seaports in the United
States and are also on file in the U.S.
Consulates where they may be in-
spected.

[CGFR 66-33, 31 FR 15283, Dec. 6, 1966, as
amended by CGFR 68-32, 33 FR 5717, Apr. 12,
1968; CGD 95-072, 60 FR 50463, Sept. 29, 1995;
USCG-2001-10224, 66 FR 48620, Sept. 21, 2001]

to Mariners
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§78.05-5 Charts and nautical publica-
tions.

As appropriate for the intended voy-
age, all vessels except barges, ferry-
boats and vessels operating exclusively
on rivers, must carry adequate and up-
to-date—

(a) Charts;

(b) Sailing directions;

(c) Coast pilots;

(d) Light lists;

(e) Notices to mariners;

(f) Tide tables;

(g) Current tables; and

(h) AIll other nautical
necessary.!

publications

[CGD 75-074, 42 FR 5963, Jan. 31, 1977]

Subpart 78.07—Notice and Re-
porting of Casualty and Voy-
age Records

§78.07-1 Notice and reporting of cas-
ualty and voyage records.

The requirements for providing no-
tice and reporting of marine casualties
and for retaining voyage records are
contained in part 4 of this chapter.

[CGD 84-099, 52 FR 47535, Dec. 14, 1987]

Subpart 78.10—Persons Allowed in
Pilothouse and on Navigation
Bridge

§78.10-1 Persons excluded.

Masters and pilots shall exclude from
the pilothouse and navigation bridge
while underway, all persons not con-
nected with the navigation of the ves-
sel. However, licensed officers of ves-
sels, persons regularly engaged in
training, regulating, evaluating or
learning the profession of pilot, offi-
cials of the United States Coast Guard,
United States Navy, National Imagery
and Mapping Agency, National Ocean
Service, United States Army Corps of
Engineers, Maritime Administration,
and National Transportation Safety
Board may be allowed in the pilothouse

1For United States vessels in or on the
navigable waters of the United States, see 33
CFR 164.33.
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or upon the navigation bridge upon the
responsibility of the master or pilot.

[CGD 91-023, 59 FR 16779, Apr. 8, 1994, as
amended by USCG-2001-10224, 66 FR 48620,
Sept. 21, 2001]

Subpart 78.12—Stability
Information

§78.12-1 Posting of stability letter.

If a stability letter is issued under
§170.120 of this chapter, it must be
posted under glass or other suitable
transparent material in the pilothouse
of the vessel.

[CGD 79-023, 48 FR 51007, Nov. 4, 1983]

Subpart 78.13—Station Bills

§78.13-1 Muster lists, emergency sig-
nals, and manning.

The requirements for muster lists,
emergency signals, and manning must
be in accordance with subchapter W
(Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25288, May 20, 1996]

Subpart 78.15—Doors Closed at
Sea

§78.15-1 Subdivision bulkheads.

(a) All watertight doors in subdivi-
sion bulkheads shall be kept closed
during navigation except when nec-
essarily opened for working of the ves-
sel, and in such cases they shall always
be ready to be immediately closed.

(b) [Reserved]

Subpart 78.16—Port Lights

§78.16-1 General.

If port lights are fitted in spaces used
alternatively for the carriage of cargo
or passengers as permitted by
§171.116(d) of this chapter, dead covers
must be fitted on the port lights when
cargo is carried.

[CGD 79-023, 48 FR 51007, Nov. 4, 1983]
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Subpart 78.17—Tests, Drills, and
Inspections

§78.17-1 Application.

(a) Except as specifically noted, the
provisions of this subpart shall apply
to all vessels.

(b) [Reserved]

§78.17-3 Watertight doors.

(a) It shall be the duty of the master
to see that all watertight doors in sub-
division bulkheads that may be opened

at sea, and all mechanisms, remote
controls, and indicators connected
therewith, shall be periodically in-

spected at least once in each week that
the vessel is navigated to be assured
that they are in proper operating con-
dition. On vessels in which the voyage
exceeds one week in duration, these
doors shall be operated before the ves-
sel leaves port. All such doors shall be
operated daily.

(b) The date of the test and the con-
dition of the equipment shall be noted
in the official logbook.

§78.17-5 Valves
ances.

(a) It shall be the duty of the master
to see that all valves, including cross
connecting valves where fitted, and
other appliances such as port lights,
closing mechanism of scuppers, ash
chutes, and rubbish chutes, the closing
of which is necessary to make a com-
partment watertight, are operated at
least once in every week that the ves-
sel is navigated to be assured that they
are in proper operating condition. Any
remote controls or indicating mecha-
nisms shall be inspected at this time to
test their efficiency. Where such valves
are accessible, they shall be inspected
at this time, otherwise, they shall be
inspected at the first opportunity when
they are accessible. On vessels in which
the voyage exceeds one week in dura-
tion, these appliances shall be operated
before the vessel leaves port.

(b) The date of the test and the con-
dition of the equipment shall be noted
in the official logbook.

and closing appli-

§78.17-10 Loudspeaker system.

(a) Where fitted, the complete loud-
speaker system shall be tested at least
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once every week. This test shall be
made by an officer of the vessel.

(b) The date of the test and the con-
dition of the equipment shall be noted
in the official logbook.

CROSS REFERENCE: See subchapter J (Elec-
trical Engineering) of this chapter for de-
tails.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 74-125A, 47 FR 15231, Apr. 8,
1982]

§78.17-15 Steering gear, whistle, and
means of communication.

(a) On all vessels making a voyage of
more than 48 hours’ duration, the en-
tire steering gear, the whistle, and the
means of communication between the
bridge or pilothouse and the engine
room shall be examined and tested by
an officer of the vessel within a period
of not more than 12 hours prior to de-
parture. On all other vessels similar ex-
aminations and tests shall be made at
least once every week.

(b) The date of the test and the con-
dition of the equipment shall be noted
in the official logbook.

§78.}7—20 Drafts and load line mark-
ings.

(a) The master of every vessel on an
ocean, coastwise, or Great Lakes voy-
age shall enter the drafts of the vessel,
forward and aft, in the official logbook
when leaving port.

(b) On vessels subject to the require-
ments of subchapter E (Load Lines) of
this chapter, at the time of departure
from port on an ocean, coastwise, or
Great Lakes voyage, the master shall
insert in the official logbook a state-
ment of the position of the subdivision
load line mark, port and starboard, in
relation to the surface of the water in
which the vessel is then floating.

(1) When the draft of the vessel is
limited by a seasonal load line located
below the subdivision load line, the po-
sition of the applicable seasonal load
line shall be entered in relation to the
surface of the water in which the vessel
is floating.

(2) When an allowance for draft is
made for density of the water in which
the vessel is floating, this density is to
be noted in the official logbook.
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§78.17-22 Verification of vessel com-
pliance with applicable stability re-
quirements.

(a) After loading and prior to depar-
ture and at all other times necessary
to assure the safety of the vessel, the
master shall determine that the vessel
complies with all applicable stability
requirements in the vessel’s trim and
stability book, stability letter, Certifi-
cate of Inspection, and Load Line Cer-
tificate, as the case may be, and then
enter an attestation statement of the
verification in the log book. The vessel
may not depart until it is in compli-
ance with these requirements.

(b) When determining compliance
with applicable stability requirements
the vessel’s draft, trim, and stability
must be determined as necessary and
any stability calculations made in sup-
port of the determination must be re-
tained on board the vessel for the dura-
tion of the voyage.

[CGD 89-037, 57 FR 41822, Sept. 11, 1992]

§78.17-25 Sanitation.

(a) It shall be the duty of the master
and chief engineer to see that the ves-
sel and, in particular, the passenger
and crew quarters are in a clean and
sanitary condition. The chief engineer
shall be responsible only for the sani-
tary condition of the engineering de-
partment.

(b) [Reserved]

§78.17-30 Examination of boilers and
machinery.

It shall be the duty of the chief engi-
neer when assuming charge of the boil-
ers and machinery of a vessel to exam-
ine them thoroughly. If any parts
thereof are in bad condition, the fact
shall immediately be reported to the
master, owner or agent, and the Officer
in Charge, Marine Inspection.

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

§78.17-33 Loading doors.

(a) The master of a vessel fitted with
loading doors shall assure that all load-
ing doors are closed watertight and se-
cured during the entire voyage except
that—

(1) If a door cannot be opened or
closed while the vessel is at a dock, it
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may be open while the vessel ap-
proaches and draws away from the
dock, but only as far as necessary to
enable the door to be immediately op-
erated.

(2) If needed to operate the vessel, or
embark and disembark passengers
when the vessel is at anchor in pro-
tected waters, loading doors may be
open provided that the master deter-
mines that the safety of the vessel is
not impaired.

(b) For the purposes of this section,
“loading doors” include all weather-
tight ramps, bow visors, and openings
used to load personnel, equipment, and
stores, located in the collision bulk-
head, the side shell, or the boundaries
of enclosed superstructures that are
continuous with the shell of the vessel.

(c) The master shall enter into the
log book the time and door location of
every closing of the loading doors.

(d) The master shall enter into the
log book any opening of the doors in
accordance with paragraph (a)(2) of
this section setting forth the time of
the opening of the doors and the cir-
cumstances warranting this action.

[CGD 89-037, 57 FR 41822, Sept. 11, 1992]

§78.17-35 Hatches and other openings.

(a) It shall be the responsibility of
the master to assure himself before
leaving protected waters that all ex-
posed cargo hatches of his vessel are
closed and made properly tight.

(b) The following doors, portable
plates, ports, and other openings shall
be kept closed while the vessel is being
navigated, and shall be closed before
the vessel commences a voyage:

(1) Watertight doors between cargo
spaces prescribed in §170.275 of this
chapter.

(2) Portable plates in watertight
bulkheads prescribed in §171.111(b) of
this chapter.

(3) Gangway, cargo, and coaling ports
fitted below the margin line that is de-
termined in accordance with §171.015 of
this chapter.

(4) On ocean, coastwise, or Great
Lakes vessels of 150 gross tons and
over, all opening type port lights in a
“tween deck, if the sill of any port light
in that 'tween deck, is below a line
drawn parallel to the bulkhead deck at
side and having its lowest point 4% feet
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plus 2% percent of the breadth of the
vessel above the water when the vessel
departs from port. The Commandant
may indicate the limiting mean draft
which would allow such port lights to
be opened at sea.

(5) Port lights that are not accessible
during navigation. Dead covers on such
port lights shall also be secured.

(6) Port lights in spaces appropriated
alternately to the carriage of cargo and
passengers, when cargo is carried. Dead
covers on such port lights shall also be
secured.

(c) The time of opening and closing of
hatches and other openings noted in
this section shall be entered in the offi-
cial logbook. In the event that the
master at his discretion does not se-
cure the hatches, a notation of this
fact shall be made in the official log-
book. If it becomes essential for the
safety of the vessel to open any of the
fittings noted in this section while at
sea, the circumstances and the time of
opening and closing shall be entered in
the official logbook.

(d) The time of opening, closing, and
securing, at sea, of watertight doors
fitted between bunkers for the purpose
of trimming coal, shall be entered in
the official logbook.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 79-023, 48 FR 51007, Nov. 4,
1983]

§78.17-45 Emergency and

power systems.

(a) It shall be the duty of the master
to see that the emergency lighting and
power systems are operated and in-
spected at least once in each week that
the vessel is navigated to be assured
that the system is in proper operating
condition.

(b) Internal combustion engine driv-
en emergency generators shall be oper-
ated under load for at least 2 hours, at
least once in each month that the ves-
sel is navigated.

(c) Storage batteries for emergency
lighting and power systems shall be
tested at least once each 6-month pe-
riod that the vessel is navigated to
demonstrate the ability of the storage
battery to supply the emergency loads
for the period of time specified in table
112.05-5(a) of this chapter.

lighting
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(d) The date of the tests and the con-
dition and performance of the appa-
ratus shall be noted in the official log-
book.

[CGFR 65-50, 30 FR 16959, Dec. 30, 1965, as
amended by CGFR 70-143, 35 FR 19906, Dec.
30, 1970]

§78.17-50 Emergency training, mus-

ters, and drills.

Onboard training, musters, and drills
must be in accordance with subchapter
W (Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84-069, 61 FR 25288, May 20, 1996]

§78.17-65 Smoke detecting system.

(a) It shall be the duty of the master
to see that the smoke inlets in cargo
holds are examined at least once in
each 3 months by the ship’s personnel
to determine if the inlets are ob-
structed by corrosion, paint, dust, or
other extraneous matter. Smoke tests
shall be made in all holds and the sys-
tem found or made operable. The date
of the test and condition of the system
shall be entered in the log.

(b) [Reserved]

§78.17-75 Requirements for fuel oil.

(a) It shall be the duty of the chief
engineer to cause an entry in the log be
made of each supply of fuel oil received
on board, stating the quantity re-
ceived, the name of the vendor, the
name of the oil producer, and the
flashpoint (Pensky-Martens Closed Cup
Method, ASTM D 93 (incorporated by
reference, see §78.01-2)) for which it is
certified by the producer.

(b) It shall be the further duty of the
chief engineer to cause to be drawn and
sealed and suitably labeled at the time
the supply is received on board, a half-
pint sample of each lot of fuel oil.
These samples shall be preserved until
the particular supply of oil is ex-
hausted.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGFR 68-82, 33 FR 18899, Dec. 18,
1968; USCG-2000-7790, 65 FR 58461, Sept. 29,
2000]

§78.17-80 Firefighting equipment, gen-
eral.

(a) It shall be the duty of the owner,
master, or person in charge to see that
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the vessel’s firefighting equipment is
at all times ready for use and that all
such equipment required by the regula-
tions in this subchapter is provided,
maintained, and replaced as indicated.

(b) It shall be the duty of the owner,
master, or person in charge to require
and have performed at least once in
every twelve months the tests and in-
spections of all hand portable fire ex-
tinguishers, semiportable fire extin-
guishing systems, and fixed fire extin-
guishing systems on board, as de-
scribed in tables 71.25-20(a) (1) and
71.25-20(a) (2) in §71.25-20 of this sub-
chapter. The owner, master, or person
in charge shall keep records of such
tests and inspections showing the dates
when performed, the number and/or
other identification of each unit tested
and inspected, and the name(s) of the
person(s) and/or company conducting
the tests and inspections. Such records
shall be made available to the inspec-
tor upon request and shall be kept for
the period of validity of the vessel’s
current certificate of inspection. Where
practicable these records should be
kept in or with the vessel’s log book.
The conduct of these tests and inspec-
tions does not relieve the owner, mas-
ter, or person in charge of his responsi-
bility to maintain this firefighting
equipment in proper condition at all
times.

Subpart 78.19—Auto Pilot

§78.19-1 Use of auto pilot.

Except as provided in 33 CFR 164.15,
when the automatic pilot is used in—

(a) Areas of high traffic density;

(b) Conditions of restricted visibility;
and

(c) All other hazardous navigational
situations, the master shall ensure
that—

(1) It is possible to immediately es-
tablish manual control of the ship’s
steering;

(2) A competent person is ready at all
times to take over steering control;
and

(3) The changeover from automatic
to manual steering and vice versa is
made by, or under, the supervision of
the officer of the watch.

[CGD 75-074, 42 FR 5963, Jan. 31, 1977]
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Subpart 78.21—Maneuvering
Characteristics

§78.21-1 Data required.

For each ocean and coastwise vessel
of 1,600 gross tons and over, the fol-
lowing apply:

(a) The following maneuvering infor-
mation must be prominently displayed
in the pilothouse on a fact sheet:

(1) For full and half speed, a turning
circle diagram to port and starboard
that shows the time and the distance of
advance and transfer required to alter
the course 90 degrees with maximum
rudder angle and constant power set-
tings.

(2) The time and distance to stop the
vessel from full and half speed while
maintaining approximately the initial
heading with minimum application of
rudder.

(3) For each vessel with a fixed pro-
peller, a table of shaft revolutions per
minute for a representative range of
speeds.

(4) For each vessel with a control-
lable pitch propeller a table of control
settings for a representative range of
speeds.

(5) For each vessel that is fitted with
an auxiliary device to assist in maneu-
vering, such as a bow thruster, a table
of vessel speeds at which the auxiliary
device is effective in maneuvering the
vessel.

(b) The maneuvering information
must be provided in the normal load
and normal light condition with nor-
mal trim for a particular condition of
loading assuming the following—

(1) Calm weather—wind 10 knots or
less, calm sea,;

(2) No current;

(3) Deep water conditions—water
depth twice the vessel’s draft or great-
er; and

(4) Clean hull.

(c) At the bottom of the fact sheet,
the following statement must appear:

WARNING

The response of the (name of the vessel) may
be different from those listed above if any of
the following conditions, upon which the ma-
neuvering information is based, are varied:
(1) Calm weather—wind 10 knots or less,
calm sea;
(2) No current;

§78.27-1

(3) Water depth twice the vessel’s draft or
greater;

(4) Clean hull; and

(5) Intermediate drafts or unusual trim.

(d) The information on the fact sheet
must be:

(1) Verified six months after the ves-
sel is placed in service; or

(2) Modified six months after the ves-
sel is placed into service and verified
within three months thereafter.

(e) The information that appears on
the fact sheet may be obtained from:

(1) Trial trip observations;

(2) Model tests;

(3) Analytical calculations;

(4) Simulations;

(5) Information established from an-
other vessel of similar hull form,
power, rudder and propeller; or

(6) Any combination of the above.

The accuracy of the information in
the fact sheet required is that attain-
able by ordinary shipboard navigation
equipment.

(f) The requirements for information
for fact sheets for specialized craft
such as semi-submersibles, hydrofoils,
hovercraft and other vessels of unusual
design will be specified on a case by
case basis.

[CGD 73-78, 40 FR 2689, Jan. 15, 1975, as
amended by CGD 79-165a, 45 FR 64189, Sept.
29, 1980]

Subpart 78.23—Whistling

§78.23-1 Unnecessary whistling pro-
hibited.

(a) The unnecessary sounding of the
vessel’s whistle is prohibited within
any harbor limits of the United States.

(b) [Reserved]

Subpart 78.27—Searchlights

§78.27-1 Improper use prohibited.

(a) No person shall flash or cause to
be flashed the rays of a search light or
other blinding light onto the bridge or
into the pilothouse of any vessel under
way.

(b) [Reserved]
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Subpart 78.30—Lookouts, Pilot-
house Watch, Patroimen, and
Watchmen

§78.30-5 Pilothouse watch.

(@) In addition to the licensed deck
officer or pilot, there shall be at least
one member of the crew also on watch
in or near the pilothouse at all times
when the vessel is being navigated.

(b) [Reserved]

§78.30-10 Supervised patrol.

(@) The provisions of this section
shall apply to all vessels on an inter-
national voyage, and to all other ves-
sels having berthed or stateroom ac-
commodations for passengers. This sec-
tion shall be applicable at all times
when passengers are on board.

(b) Between the hours of 10 p.m. and
6 a.m., a supervised patrol shall be
maintained so as to completely cover
all parts of the vessel accessible to pas-
sengers or crew, excepting occupied
sleeping accommodations and machin-
ery spaces and similar spaces where a
regular watch is maintained.

(c) Clocks, keys, and recording appa-
ratus shall be of an approved type. The
station boxes shall have seals placed
over the securing screws in order to
leave evidence of removal or tam-
pering.

(d) Clocks or key stations shall be so
arranged throughout the vessel so as to
assure complete coverage of all acces-
sible spaces required by paragraph (b)
of this section. The number and loca-
tion of recording stations, the order in
which they are visited, and the number
undertaken by one patrolman shall be
specifically approved. The stations
shall be numbered as required by
§78.47-23. Sufficient watchmen shall be
available so that each space will be
covered at least once in every hour ex-
cept as follows:

(1) On existing vessels not con-
structed in general agreement with
§§72.05-5 through 72.05-60, of this sub-
chapter, the supervised patrol shall
cover all spaces required by paragraph
(b) of this section at least once in every
20 minutes.

(2) Public spaces constructed in gen-
eral agreement with 8§72.05-5 through
72.05-60, of this subchapter, shall have
either an approved fire detecting sys-
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tem installed in such spaces or the su-
pervised patrol shall cover these spaces
at least once in every 20 minutes.

(e) The patrolman shall report to the
bridge at least once an hour on vessels
where the supervised patrol system is
not equipped with a recording appa-
ratus in the control station. In vessels
requiring more than one patrol route,
one patrolman may contact others and
make a joint report to the bridge. Fail-
ure of a patrolman to follow a pre-
scribed route, or to record each station
within the specified time, shall be en-
tered on the record along with the rea-
son for the irregularity.

(f) The patrolman while on duty shall
wear a distinctive uniform or badge,
and shall have in his possession at all
times an efficient flashlight.

(g) A patrolman on duty shall have
no other tasks assigned to him.

§78.30-15 Watchmen.

(a) The provisions of this section
shall apply to all vessels not required
to have a supervised patrol under the
provisions of §78.30-10. This section
shall be applicable at all times when
passengers are on board.

(b) During the nighttime, a suitable
number of watchmen shall be stationed
in the passenger accommodation areas
on each deck.

(c) Watchmen shall be under the di-
rect charge of the master or officer in
command of the vessel, and shall re-
port to such officer at the pilothouse at
fixed intervals not exceeding one hour.
Watchmen shall not be required to per-
form any other duties while on watch.

(d) The uniform of the night watch-
man shall be conspicuously different
from other persons so as to be readily
distinguished. A rating badge marked
“Watchman” shall be worn on the left
sleeve and the front of the cap shall
also be marked “Watchman”.

(e) The watchman shall have in his
possession at all time while on duty an
efficient flashlight.

§78.30-20 Master’s and officer’s re-
sponsibility.

(a) Nothing in this part shall exon-
erate any master or officer in com-
mand from the consequences of any ne-
glect to keep a proper lookout or to
maintain a proper fire watch or from
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any neglect of any precaution which
may be required by the ordinary prac-
tice of seamen or by the special cir-
cumstances of the case. When cir-
cumstances require it, additional
watches shall be maintained to guard
against fire or other danger and to give
an alarm in case of accident or dis-
aster.
(b) [Reserved]

Subpart 78.33—Reports of Acci-
dents, Repairs, and Unsafe
Equipment

§78.33-1 Repairs of boiler and pres-
sure vessels.

(a) Before making any repairs to boil-
ers or unfired pressure vessels, the
chief engineer shall submit a report
covering the nature of the repairs to
the Officer in Charge, Marine Inspec-
tion, at or nearest the port where the
repairs are to be made.

(b) [Reserved]

§78.33-5 Accidents to machinery.

(a) In the event of an accident to a
boiler, unfired pressure vessel, or ma-
chinery tending to render the further
use of the item unsafe until repairs are
made, or if by ordinary wear such
items become unsafe, a report shall be
made by the chief engineer imme-
diately to the Officer in Charge, Ma-
rine Inspection, or if at sea, imme-
diately upon arrival at port.

(b) [Reserved]

§78.33710 Notice required before re-
pairs.

(a) No repairs or alterations, except
in an emergency, shall be made to any
lifesaving or fire detecting or extin-
guishing equipment without advance
notice to the Officer in Charge, Marine
Inspection. When emergency repairs or
alterations have been made, notice
shall be given to the Officer in Charge,
Marine Inspection, as soon as prac-
ticable.

(b) [Reserved]

§78.36-10

Subpart 78.35—Communication
Between Deckhouses

§78.35-1 When required.

On all vessels navigating in other
than protected waters, where the dis-
tance between deckhouses is more than
46 meters (150 feet) a fixed means of fa-
cilitating communication between
both ends of the vessel, such as a raised
fore and aft bridge or side tunnels,
must be provided. Previously approved
arrangements may be retained so long
as they are maintained in good condi-
tion to the satisfaction of the Officer in
Charge, Marine Inspection.

[CGD 95-027, 61 FR 26004, May 23, 1996]

Subpart 78.36—Work Vests

§78.36-1 Application.

(a) Provisions of this subpart shall
apply to all vessels inspected and cer-
tificated in accordance with this sub-
chapter.

(b) [Reserved]

§78.36-5 Approved
vests.

types of work

(a) Each buoyant work vest carried
under the permissive authority of this
section must be approved under—

(1) Subpart 160.053 of this chapter; or

(2) Subpart 160.077 of this chapter as
a commercial hybrid PFD.

(b) [Reserved]

[CGD 78-174A, 51 FR 4350, Feb. 4, 1986]

§78.36-10 Use.

(a) Approved buoyant work vests are
considered to be items of safety ap-
parel and may be carried aboard vessels
to be worn by crew members when
working near or over the water under
favorable working conditions. They
shall be used under the supervision and
control of designated ship’s officers.
When carried, such vests shall not be
accepted in lieu of any portion of the
required number of approved life pre-
servers and shall not be substituted for
the approved life preservers required to
be worn during drills and emergencies.

(b) [Reserved]
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§78.36-15 Shipboard stowage.

(a) The approved buoyant work vests
shall be stowed separately from the
regular stowage of approved life pre-
servers.

(b) The locations for the stowage of
work vests shall be such as not to be
easily confused with that for approved
life preservers.

§78.36-20 Shipboard inspections.

(a) Each work vest shall be subject to
examination by a marine inspector to
determine its serviceability. If found to
be satisfactory, it may be continued in
service, but shall not be stamped by a
marine inspector with a Coast Guard
stamp. If a work vest is found not to be
in a serviceable condition, then such
work vest shall be removed from the
vessel. If a work vest is beyond repair,
it shall be destroyed or multilated in
the presence of a marine inspector so
as to prevent its continued use as a
work vest.

(b) [Reserved]

§78.36-25 Additional requirements for
hybrid work vests.

(a) In addition to the other require-
ments in this subpart, commercial hy-
brid PFD’s must be—

(1) Used, stowed, and maintained in
accordance with the procedures set out
in the manual required for these de-
vices by §160.077-29 of this chapter and
any limitation(s) marked on them; and

(2) Of the same or similar design and
have the same method of operation as
each other hybrid PFD carried on
board.

(b) [Reserved]

[CGD 78-174A, 51 FR 4350, Feb. 4, 1986]

Subpart 78.37—Logbook Entries

§78.37-1 Application.

(a) Except as specifically noted, the
provisions of this subpart shall apply
to all vessels.

(b) [Reserved]

§78.37-3 Logbooks and records.

(a) The master or person in charge of
a vessel that is required by 46 U.S.C.
11301 to have an official logbook shall
maintain the logbook on form CG-706.
When the voyage is completed, the
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master or person in charge shall file
the logbook with the Officer in Charge,
Marine Inspection.

(b) The master or person in charge of
a vessel that is not required by 46
U.S.C. 11301 to have an official logbook,
shall maintain, on board, an unofficial
logbook or record in any form desired
for the purposes of making entries
therein as required by law or regula-
tions in this subchapter. Such logs or
records are not filed with the Officer in
Charge, Marine Inspection, but must be
kept available for review by a marine
inspector for a period of 1 year after
the date to which the records refer.
Separate records of tests and inspec-
tions of fire fighting equipment must
be maintained with the vessel’s logs for
the period of validity of the vessel’s
certificate of inspection.

[CGD 95-027, 61 FR 26004, May 23, 1996]

§78.37-5 Actions
logged.

The actions and observations noted
in this section shall be entered in the
official log book. This section contains
no requirements which are not made in
other portions of this subchapter, the
items being merely grouped together
for convenience.

(a) Onboard training, musters, and
drills: held in accordance with sub-
chapter W (Lifesaving Appliances and
Arrangements) of this chapter.

(b) Watertight door operation: Daily
and Weekly. See §78.17-3.

(c) Valve and closing appliance oper-
ation: Weekly. See §78.17-5.

(d) Loudspeaker system: Weekly. See
§78.17-10.

(e) Steering gear, whistle, and means
of communication: Prior to departure.
See §78.17-15.

(f) Drafts and load line markings:
Prior to leaving port, ocean, coastwise,
and Great Lakes services only. See
§78.17-20.

(g) Verification of vessel compliance
with applicable stability requirements.
After loading and prior to departure
and at all other time necessary to as-
sure the safety of the vessel. See
§78.17-22.

(h) Loading doors. Where appliicable,
every closing and any opening when
not docked. See §78.17-33.

required to be
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(i) Hatches and other openings: All
openings and closings, or leaving port
without closing, except vessels on pro-
tected waters. See §78.17-35.

(J) Emergency lighting and power
systems: Weekly and semiannually.
See §78.17-45.

(k) Smoke Detecting System: Once
every three months. See §78.17-65.

(1) Fuel oil data: Upon receipt of fuel
oil on board. See §78.17-75.

(m) Cargo gear inspections: At least
once a month. See §71.47-70 of this sub-
chapter.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 89-037, 57 FR 41822, Sept. 11,
1992; CGD 84-069, 61 FR 25288, May 20, 1996]

§78.37-10 Official log entires.

(@) In addition to other items re-
quired to be entered in the official log-
book on every vessel where an official
logbook is required, all items relative
to the crew and passengers, including
the count of passengers carried, and to
casualties shall also be entered.

(b) Except as noted in paragraph
(b)(1) of this section, on any vessel
where an official logbook is not re-
quired, the master shall keep a record
of the correct count of all the pas-
sengers received and delivered from
day to day. This record shall be open to
inspection by the Coast Guard at all
times. The aggregate number of the
passengers carried shall be furnished to
the Coast Guard whenever requested.
The information shall be available for
a period of one year after the date to
which the records refer.

(1) The provisions of the paragraph
shall not apply to ferry vessels.

(2) [Reserved]

[CGFR 65-50, 30 FR 16959, Dec 30, 1965, as
amended by CGD 95-028, 62 FR 51205, Sept. 30,
1997]

Subpart 78.40—Vehicular Ferries

§78.40-1 Stowage of vehicles.

(a) Automobiles or other vehicles
shall be stowed in such a manner as to
permit both passengers and operators
to get out and away from them freely
in the event of fire or other disaster.
Where there is insufficient clearance to
provide for easy egress at all times,
both passengers and operators shall be

§78.45-1

directed to leave their vehicles and to
occupy other spaces reserved for them
during the crossing. The decks, where
necessary, shall be definitely marked
with painted lines to indicate the vehi-
cle runways and the aisle spaces.

(b) [Reserved]

§78.40-5 Securing of vehicles.

(@) The master shall take all nec-
essary precautions to see that auto-
mobiles or other vehicles have their
motors turned off when the ferry is
under way, and the motors shall not be
started until the ferry is secured to the
landing. In addition, the vehicles at
each end shall have their wheels se-
curely blocked, while the vessel is
being navigated.

(b) [Reserved]

§78.40-10 No smoking permitted.

(a) The master shall have appropriate
“No Smoking” signs posted and shall
take all necessary precautions to pre-
vent smoking or carrying of lighted or
smoldering cigars, cigarettes, etc., in
the deck area assigned to automobiles
or other vehicles.

(b) [Reserved]

Subpart 78.45—Display of Plans

§78.45-1 When required.

(a) Vessels of 1,000 gross tons and
over, and vessels of any tonnage on an
international voyage shall have perma-
nently exhibited for the guidance of
the officer in charge of the vessel the
following plans:

(1) General arrangement plans show-
ing for each deck the fire control sta-
tions, the various sections enclosed by
fire-resisting bulkheads, together with
particulars of the fire alarms, detect-
ing systems, the sprinkler installation
(if any), the fire extinguishing appli-
ances, means of access to different
compartments, decks, etc., and the
ventilating systems including particu-
lars of the master fan controls, the po-
sitions of dampers, the location of the
remote means of stopping fans, and
identification numbers of the ven-
tilating fans serving each section. If
cargo compartments are “specially
suitable for vehicles,” they shall be so
indicated on the plan. Alternatively, at
the discretion of the Commandant, the
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listed details may be set out in a dif-
ferent medium, such as a booklet or on
computer software, provided that the
details are available to each officer and
a written copy is retained on board at
all times and is accessible during emer-
gencies.

(2) For vessels constructed on or
after September 30, 1997, and for exist-
ing vessels which have their plans
redrawn, the symbols used to identify
the aforementioned details shall be in
accordance with IMO Assembly resolu-
tion A.654(16). The identical symbols
can be found in ASTM Adjunct F 1626.

(3) Plans showing clearly for each
deck and hold the boundaries of the
watertight compartments, the open-
ings therein with the means of closure
and position of any controls thereof,
and the arrangements for the correc-
tion of any list due to flooding.

(4) The aforementioned information
required for this section shall be kept
up-to-date, any alteration being re-
corded in the applicable medium as
soon as practicable.

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

Subpart 78.47—Markings for Fire
and Emergency Equipment, Etc.

§78.47-1 Application.

(@) The provisions of this subpart
with the exception of §78.47-90, shall
apply to all vessels contracted for on or
after November 19, 1952. Vessels con-
tracted for prior to November 19, 1952,
shall meet the requirements of §78.47-
90.

(b) [Reserved]

§78.47-3 General.

(a) It is the intent of this subpart to
provide such markings as are necessary
for the guidance of the persons on
board in case of emergency. In any spe-
cific case, and particularly on small
vessels, where it can be shown to the
satisfaction of the Officer in Charge,
Marine Inspection, that the prescribed
markings are unnecessary for the guid-
ance of the persons on board in case of
emergency, such markings may be
modified or omitted.

(b) In addition to English, all state-
room notices, directional signs, etc.,
shall be printed in languages appro-
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priate to the service of the vessel or
other action be taken to achieve the
same purpose.

(c) Where in this subpart red letters
are specified, letters of a contrasting
color on a red background will be ac-
cepted.

§78.47-5 General alarm contact mak-
ers.

Each general alarm contact maker
must be marked in accordance with the
requirements in subchapter J (Elec-
trical Engineering Regulations) of this
chapter.

[CGD 74-125A, 47 FR 15232, Apr. 4, 1982]

§78.47-7 General alarm bells.

(a) All general alarm bells shall be
identified by red lettering at least -
inch high: “GENERAL ALARM—
WHEN BELL RINGS GO TO YOUR
STATION.”

(b) [Reserved]

§78.47-9 Carbon dioxide alarm.

(a) All carbon dioxide alarms shall be
conspicuously identified: “WHEN
ALARM SOUNDS—VACATE AT ONCE.
CARBON DIOXIDE BEING RE-
LEASED.”

(b) [Reserved]

§78.47-10 Manual alarm boxes.

(@) In all new installations, manual
alarm boxes shall be clearly and per-
manently marked “IN CASE OF FIRE
BREAK GLASS.” Existing boxes not so
marked with the same or equivalent
wording, shall be identified either on
the box or adjacent bulkhead in at
least ¥z inch letters “IN CASE OF FIRE
BREAK GLASS.” All manual alarm
boxes shall be numbered in red on the
adjacent bulkhead with at least ¥z inch
figures. The number shall agree with
the number of the zone.

(b) [Reserved]

§78.47-13 Fire detecting and manual
alarm, automatic sprinkler, and
smoke detecting alarm bells.

(@) The fire detecting and manual
alarm automatic sprinklers, and smoke
detecting alarm bells in the engine
room shall be identified by at least 1
inch red lettering “FIRE ALARM”,
“SPRINKLER ALARM” or “SMOKE DE-
TECTING ALARM” as appropriate.
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Where such alarms on the bridge or in
the fire control station do not form a
part of an easily identifiable alarm
cabinet, the bells shall be suitably
identified as above.

(b) [Reserved]

§78.47-15 Fire extinguishing
branch lines.

(a) The branch line valves of all fire
extinguishing systems shall be plainly
and permanently marked indicating
the spaces served.

(b) [Reserved]

§78.47-17 Fire extinguishing
controls.

(a) The control cabinets or spaces
containing valves or manifolds for the
various fire extinguishing systems
shall be distinctly marked in con-
spicuous red letters at least 2 inches
high—*STEAM FIRE APPARATUS”,
“CARBON DIOXIDE FIRE APPA-
RATUS”, “FOAM FIRE APPARATUS”,
“WATER SPRAY FIRE APPARATUS”,
“MANUAL SPRINKLING SYSTEM”, or
“AUTOMATIC SPRINKLING SYS-
TEM?”, as the case may be.

(b) [Reserved]

§78.47-20 Fire hose stations.

(a) Each fire hydrant shall be identi-
fied in red letters and figures at least 2
inches high “FIRE STATION NO 1,” “2,”
“3,” etc. Where the hose is not stowed in
the open or behind glass so as to be
readily seen, this identification shall
be so placed as to be readily seen from
a distance.

(b) [Reserved]

system

system

§78.47-23 Supervised patrol stations.

(a) Each supervised patrol clock or
key station shall be numbered.
(b) [Reserved]

§78.47-25 Emergency
ment.

(@) Lockers or spaces containing
equipment for the use of the emergency
squad shall be marked “EMERGENCY
SQUAD EQUIPMENT.”

(b) [Reserved]

squad equip-

§78.47-27 Self-contained breathing ap-
paratus.

Lockers or spaces containing self-
contained breathing apparatus shall be

§78.47-37

marked “SELF-CONTAINED BREATH-
ING APPARATUS.”

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

§78.47-30 Hand portable fire extin-
guishers.

(a) Each hand portable fire extin-
guisher shall be marked with a number
and the location where stowed shall be
marked with a corresponding number
at least %2 inch high. Where only one
type and size of hand portable fire ex-
tinguisher is carried, the numbering
may be omitted.

(b) [Reserved]

§78.47-33 Emergency lights.

(@) All emergency lights shall be
marked with a letter “E” at least %
inch high.

(b) [Reserved]

§78.47-35

(a) All doors in main vertical zone
bulkheads or stairway enclosures, ex-
cept from individual rooms such as
staterooms, fan rooms, lockers, etc.,
shall be numbered conspicuously on an
etched plate or equivalent in not less
than 3% inch letters and figures “F. S.
D. 1,” “2,” “3,” etc. If stenciled or similar
notice is used, the letters and figures
shall be at least 1 inch high. The num-
ber shall be conspicuous with the door
in the open position.

(b) [Reserved]

Fire doors.

§78.47-37 Watertight doors.

(a) All watertight doors in subdivi-
sion bulkheads shall be numbered con-
spicuously on both sides on an etched
plate or equivalent in not less than 3s
inch letters and figures “W. T. D. 1,” “2,”
“3,” etc. If a stencilled or similar notice
is used, the letters and figures shall be
at least 1 inch high. If the construction
is such that the number cannot be seen
with the door in the open position, a
similar number shall be placed on the
frame or other location immediately
adjacent to the door. All watertight
door remote control stations shall be
marked in the same manner, and in ad-
dition, the direction of operation of the
lever or wheel to open and close the
door shall be conspicuously marked.

(b) Class 1 doors fitted in accordance
with the requirements in §170.255 of
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this chapter must additionally be
marked “RECLOSE AFTER USE.”

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 79-023, 48 FR 51008, Nov. 4,
1983]

§78.47-38 Valves and closing
ances.

(a) All valves and closing appliances,
or other mechanisms which may be re-
quired to be operated for damage con-
trol purposes in case of emergency
shall be conspicuously marked with
letters at least 1 inch high identifying
the control and the direction of oper-
ation. In all cases indication shall be
provided to show whether the control
is open or closed.

(b) [Reserved]

appli-

§78.47-40 Exit signs.

(@) HMluminated exit signs are re-
quired and must be installed in accord-
ance with subchapter J (Electrical En-
gineering Regulations) of this chapter.

(b) Small rooms or spaces having a
secondary means of escape which is not
obviously apparent shall have a suit-
able sign in red letters “EMERGENCY
EXIT” directing attention to such es-
cape.

CROSS REFERENCE: See subchapter J (Elec-
trical Engineering) of this chapter for min-
imum size.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 74-125A, 47 FR 15232, Apr. 8,
1982]

§78.47-45 Markings for lifesaving ap-
pliances, instructions to passengers,
and stowage locations.

Lifesaving appliances, instructions to
passengers, and stowage locations must
be marked in accordance with sub-
chapter W (Lifesaving Appliances and
Arrangements) of this chapter.

[CGD 84-069, 61 FR 25288, May 20, 1996]

§78.47-53 Automatic
dampers.

(@) The manual operating positions
for automatic fire dampers in ventila-
tion ducts passing through main
vertical zone bulkheads shall be identi-
fied by red day light-reflecting letters
at least %2 inch high “VENTILATION
FIRE DAMPER.” In addition, the open

ventilation
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and closed positions shall be similarly
marked.
(b) [Reserved]

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by 67-87, 32 FR 19181, Dec. 20, 1967]

§78.47-55 Instructions
steering gear.

for changing

(a) Instructions in at least %2 inch
letters and figures shall be posted in
the steering engine room, relating in
order, the different steps to be taken in
changing to the emergency steering
gear. Each clutch, gear, wheel, lever,
valve or switch which is used during
the changeover shall be numbered or
lettered on a metal plate or painted so
that the markings can be recognized at
a reasonable distance. The instructions
shall indicate each clutch or pin to be
“in” or “out” and each valve or switch
which is to be “opened” or “closed” in
shifting to any means of steering for
which the vessel is equipped. Instruc-
tions shall be included to line up all
steering wheels and rudder amidship
before changing gears.

(b) [Reserved]

§78.47-57 Rudder orders.

(a) At all steering stations, there
shall be installed a suitable notice on
the wheel or device of in such other po-
sition as to be directly in the helms-
man’s line of vision, to indicate the di-
rection in which the wheel or device
must be turned for “right rudder” and
for “left rudder.”

(b) [Reserved]

§78.47-70 Portable magazine chests.

(a) Portable magazine chest shall be
marked in letters of at least 3 inches
high “PORTABLE MAGAZINE CHEST
— FLAMMABLE — KEEP LIGHTS
AND FIRE AWAY”.

(b) [Reserved]

§78.47-75 Ventilation alarm failure.

(@) The alarm required by §72.15-15
(c)(4) of this subchapter, which indi-
cates the loss of required ventilation in
spaces specially suitable for vehicles,
shall be marked with a conspicuous
sign in at least Y-inch letters “VEN-
TILATION FAILURE IN VEHICULAR
SPACE.”
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(b) [Reserved]
[CGFR 66-33, 31 FR 15284, Dec. 6, 1966]

§78.47-90 Vessels contracted for prior
to November 19, 1952.

(a) Vessels contracted for prior to
November 19, 1952, shall meet the re-
quirements of this paragraph.

(1) The requirements of §§78.47-5
through 78.47-75 shall be met with the
exception that existing signs and
markings containing the same general
intent, but not necessarily identical
wording or exact letter type, size, or
color, may be retained so long as they
are in good condition to the satisfac-
tion of the Officer in Charge, Marine
Inspection.

(2) [Reserved]

(b) [Reserved]

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGFR 66-33, 31 FR 15284, Dec. 6,
1966]

Subpart 78.50—Markings on
Vessels

§78.50-1 Application.

(@) The provisions of this subpart
shall apply to all vessels except as spe-
cifically noted in this subpart.

(b) [Reserved]

§78.50-5 Hull markings.

Vessels shall be marked as required
by parts 67 and 69 of this chapter.

[CGD 72-104R, 37 FR 14233, July 18, 1972]

§78.50-10 Draft marks and draft indi-
cating systems.

(a) All vessels must have draft marks
plainly and legibly visible upon the
stemm and upon the sternpost or
rudderpost or any place at the stern of
the vessel as may be necessary for easy
observance. The bottom of each mark
must indicate the draft.

(b) The draft must be taken from the
bottom of the keel to the surface of the
water at the location of the marks.

(c) In cases where the keel does not
extend forward or aft to the locations
of the draft marks, due to raked stem
or cut—away skeg, the datum line from
which the draft shal be taken shall be
obtained by projecting the line of the
bottom of keel forward or aft, as the
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case may be, to the location of the
draft marks.

(d) In cases where a vessel may have
a skeg or other appendage extending
locally below the line of the keel, the
draft at the end of the vessel adjacent
to such appendage shall be measured to
a line tangent to the lowest part of
such appendage and parallel to the line
of the bottom of the keel.

(e) Draft marks must be separated so
that the projections of the marks onto
a vertical plane are of uniform height
equal to the vertical spacing between
consecutive marks.

(f) Draft marks must be painted in
contrasting color to the hull.

(g) In cases where draft marks are ob-
scured due to operational constraints
or by protrusions, the vessel must be
fitted with a reliable draft indicating
system from which the bow and stern
drafts can be determined.

[CGFR 65-50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 72-104R, 37 FR 14233, July
18, 1972; CGD 89-037, 57 FR 41822, Sept. 11,
1992]

§78.50-15 Load line marks.

(a) Vessels assigned a load line shall
have the deck line and the load line
marks permanently scribed or em-
bossed as required by subchapter E
(Load Lines) of this chapter.

(b) [Reserved]

Subpart 78.55—Carrying of Excess
Steam

§78.55-1 Master and chief engineer re-
sponsible.

It shall be the duty of the master and
the engineer in charge of the boilers of
any vessel to require that a steam pres-
sure is not carried in excess of that al-
lowed by the certificate of inspection,
and to require that the safety valves,
once set by the inspector, are in no
way tampered with or made inoper-
ative.

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

Subpart 78.57—Routing
Instructions

§78.57-1 All personnel must comply.

All licensed masters, officers, and
certificated seamen on United States
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vessels shall strictly comply with rout-
ing instructions issued by competent
naval authority.

[CGD 95-027, 61 FR 26005, May 23, 1996]

Subpart 78.60—Compliance With
Provisions of Cerlificate of In-
spection

§78.60-1 Master or person in charge
responsible.

(a) It shall be the duty of the master
or other person in charge of the vessel
to see that all of the provisions of the
certificate of inspection are strictly
adhered to. Nothing in this subpart
shall be construed as limiting the mas-
ter or other person in charge of the
vessel, at his own responsibility, from
diverting from the route prescribed in
the certificate of inspection or taking
such other steps as he deems necessary
and prudent to assist vessels in distress
or for other similar emergencies.

(b) [Reserved]

Subpart 78.65—Exhibition of
License

§78.65-1 Licensed officers.

All licensed officers on a vessel shall
have their licenses conspicuously dis-
played.

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

Supart 78.70—De-Energizing of
Cargo Hold Lighting Circuits
When Grain or Other Com-
t_)ugtible Bulk Cargo is Car-
rie

§78.70-1 Master’s responsibility.

(a) Before loading bulk grain, or
similar combustible bulk cargo, the
master shall have the lighting circuits
to cargo compartments in which the
bulk cargo is to be loaded de-energized
at the distribution panel or panel
board. He shall thereafter have periodic
inspections made of the panel or panel
board as frequently as necessary to as-
certain that the affected circuits re-
main de-energized while this bulk
cargo remains within the vessel.

(b) [Reserved]
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§78.70-5 Warning notice posted.

(a) As a precaution against any sub-
sequent unintentional re-energizing of
the circuits specified above, an appro-
priate notice shall be posted at the lo-
cation where the control is effected
warning against re-energizing these
circuits. Such notice shall remain post-
ed while this bulk cargo remains with-
in the vessel.

(b) [Reserved]

Subpart 78.83—Operation of
Vehicles in Enclosed Locations

§78.83-1 Special operating conditions.

(a) The operation of self-propelled ve-
hicles in enclosed locations shall be
permitted only when the other condi-
tions in this section have been met.

(b) Spaces exposed to carbon mon-
oxide or other hazardous vapors from
exhausts of power-operated industrial
trucks shall have adequate ventilation.
The senior deck officer shall see that
tests of the carbon monoxide content
of the atmosphere are made as fre-
quently as conditions require to insure
that dangerous concentrations do not
develop. Such tests shall be made in
the area in which persons are working,
by persons acquainted with the test
equipment and procedure. The carbon
monoxide concentration in the holds
and intermediate decks where persons
are working shall be maintained at not
more than 50 parts per million (0.005%)
as a time-weighted average, and per-
sons shall be removed from the area if
the concentration exceeds 75 parts per
million (0.0075%). When necessary,
portable blowers of adequate size and
location shall be utilized.

[CGFR 66-33, 31 FR 15284, Dec. 6, 1966, as
amended by CGFR 69-72, 34 FR 17484, Oct. 29,
1969; CGD 95-027, 61 FR 26005, May 23, 1996]

Subpart 78.90—Pilot Boarding
Operations

§78.90-1 Pilot boarding operation.

(a) The master shall ensure that pilot
boarding equipment is maintained as
follows:

(1) The equipment must be kept clean
and in good working order.

(2) Each damaged step or spreader
step on a pilot ladder must be replaced
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in kind with an approved replacement
step or spreader step, prior to further
use of the ladder. The replacement step
or spreader step must be secured by the
method used in the original construc-
tion of the ladder, and in accordance
with manufacturer instructions.

(b) The master shall ensure compli-
ance with the following during pilot
boarding operations:

(1) Only approved pilot boarding
equipment may be used.

(2) The pilot boarding equipment
must rest firmly against the hull of the
vessel and be clear of overboard dis-
charges.

(3) Two man ropes, a safety line and
an approved lifebuoy with an approved
water light must be at the point of ac-
cess and be immediately available for
use during boarding operations.

(4) Rigging of the equipment and em-
barkation/debarkation of a pilot must
be supervised in person by a deck offi-
cer.

(5) Both the equipment over the side
and the point of access must be ade-
quately lit during night operations.

(6) If a pilot hoist is used, a pilot lad-
der must be kept on deck adjacent to
the hoist and available for immediate
use.

[CGD 79-032, 49 FR 25455, June 21, 1984]

Subpart 78.95—Person in Charge
of Transfer of Liquid Cargo in Bulk

§78.95-1 General.

A qualified person in charge of a
transfer of liquid cargo in bulk shall be
designated in accordance with subpart
C of 33 CFR part 155.

[CGD 79-116, 60 FR 17157, Apr. 4, 1995]

PART 80—DISCLOSURE OF SAFETY
STANDARDS AND COUNTRY OF
REGISTRY

Sec.
80.01
80.10
80.15
80.20
80.25
80.30
80.40

AUTHORITY: 46 U.S.C. 3306; Department of
Homeland Security Delegation No. 0170.1.

Purpose.

Applicability.

Ocean voyage.

Exception to requirements.
Notification of safety standards.
Promotional literature or advertising.
Civil penalty.

§80.20

SOURCE: CGD 72-187R, 38 FR 9081, Apr. 10,
1973, unless otherwise noted.

§80.01 Purpose.

The purpose of the regulations in this
part is to implement 46 U.S.C. 3504.

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

§80.10 Applicability.

Except as exempted
part applies to—

(a) Owners, operators, agents, or any
persons selling passage on a foreign or
domestic vessel of one hundred gross
tons or over having berth or stateroom
accommodations for fifty or more pas-
sengers and embarking passengers at a
United States port for a coastwise or
an international voyage; and (b) own-
ers, operators, agents, and other per-
sons involved in the publishing and dis-
tribution of promotional material in or
over any medium of communication
within the United States offering pas-
sage or soliciting passengers for an
ocean voyage anywhere in the world,
by a vessel of one hundred gross tons or
over having berth or stateroom accom-
modations for fifty or more passengers,
regardless of whether passengers are
embarked at United States ports for
said voyage.

(b) [Reserved]

[CGD 79-180, 48 FR 7456, Feb. 22, 1983]

in §80.20, this

§80.15 Ocean voyage.

An ocean voyage for the purposes of
this part means:

A voyage on any body of water sea-
ward of the low water mark such as an
ocean or arm thereof, other major bod-
ies of water such as seas, gulfs, and
straits, except voyages exclusively
within harbors and small coastal in-
dentations.

[CGD 79-180, 48 FR 7456, Feb. 22, 1983]

§80.20 Exception to requirements.

(a) This part does not apply to ves-
sels that comply with the safety stand-
ards set forth in the International Con-
vention for Safety of Life at Sea, 1974.

(b) If the exception in paragraph (a)
of this section applies, the country of
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registry must appear in printed adver-
tising or promotional literature as de-
scribed in §80.30(a), in a type no small-
er than six points, American point sys-
tem.

[CGD 72-187R, 38 FR 9081, Apr. 10, 1973, as
amended by CGD 79-180, 48 FR 7456, Feb. 22,
1983; CGD 90-008, 55 FR 30661, July 26, 1990]

§80.25 Notification of safety stand-
ards.

(a) Each owner, operator, agent, or
other person, selling passage for a
coastwise or an international voyage
embarking passengers at a United
States port shall give to a prospective
passenger, in writing, at the time of or
before passage is booked, separately
from any promotional literature or ad-
vertising used, a document containing
the following information for each ves-
sel concerned—

(1) The name of the vessel;

(2) The country of registry;

(3) One of the following statements as
appropriate:

(i) This vessel complies with inter-
national safety standards, except the
1966 fire safety standards.

(ii) This vessel complies with inter-
national safety standards developed
prior to 1960. There is (or, is not) an
automatic sprinkler system fitted in
the passenger living and public spaces.
The hull, decks, deckhouses, structural
bulkheads, and internal partitions are
(or, are not) composed of combustible
materials.

(iii) This vessel does not comply with
any international safety standard.
There is (or, is not) an automatic sprin-
kler system fitted in the passenger liv-
ing and public spaces. The hull, decks,
deckhouses, structural bulkheads, and
internal partitions are (or, are not)
composed of combustible materials.

(b) The information required in para-
graph (a) of this section must be print-
ed in a type no smaller than six points,
American point system.

(c) The information required in para-
graph (a) of this section must be head-
ed—

(1) “SAFETY INFORMATION?;

(2) With each letter in the heading
capitalized; and
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(3) In boldfaced type of a size equal to
the size of the text required in para-
graph (a) of this section.

[CGD 72-187R, 38 FR 9081, Apr. 10, 1973, as
amended by CGD 79-180, 48 FR 7456, Feb. 22,
1983]

§80.30 Promotional literature or ad-
vertising.

(a) Except as provided in paragraph
(f) of this section, all promotional lit-
erature or advertising in or over any
medium of communication within the
United States that offers passage or so-
licits passengers for ocean voyages
anywhere in the world must contain
the safety information statement pre-
scribed in paragraph (b) of this section
if—

(1) A vessel is named; or

(2) A voyage is described by—

(i) A stated port or area of departure;

(if) A stated port or area of destina-
tion; or

(iii) A schedule of days of departure
or arrival.

(b) The safety information statement
required in paragraph (a) of this sec-
tion must include—

(1) The name of the vessel;

(2) The country of registry; and

(3) One of the following statements,
as appropriate:

(i) This vessel complies with inter-
national safety standards, except the
1966 fire safety standards.

(if) This vessel complies with inter-
national safety standards developed
prior to 1960. There is (or, is not) an
automatic sprinkler fitted in the pas-
senger living and public spaces. The
hull, decks, deckhouses, structural
bulkheads, and internal partitions are
(or, are not) composed of combustible
materials.

(iii) This vessel does not comply with
any international safety standard.
There is (or, is not) an automatic sprin-
kler fitted in the passenger living and
public spaces. The hull, decks, deck-
houses, structural bulkheads, and in-
ternal partitions are (or, are not) com-
posed of combustible materials.

(c) The safety information statement
prescribed in paragraph (b) of this sec-
tion must be—

(1) Printed in a type no smaller than
6 points, American point system, that
is the same size as any other textual
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matter of the promotional literature or
advertising, including any headings;

(2) Headed “SAFETY INFORMATION”
in the same size type that is used in
the safety information statement; and

(3) Separated from other portions of
the text by double spacing or box rul-
ing.

(d) If the promotional literature or
advertising lists two or more passenger
vessels, the owner or operator shall
clearly indicate the safety information
prescribed in paragraph (b) of this sec-
tion for each vessel, but unnecessary
repetition is not required.

(e) Each brochure, pamphlet, sched-
ule, and similar publication required in
paragraph (a) of this section to contain
safety information must—

(1) State the safety information pre-
scribed in paragraph (b) of this section
at least once for each vessel named;
and

(2) Include a reference in the index of
contents or the cover regarding the
page number where the safety informa-
tion for each vessel is located.

(f) The section does not apply to—

§80.40

(1) An advertising sign that is towed,
displayed, or written by aircraft;

(2) An advertisement in a trade publi-
cation that is directed to the profes-
sional counselors in the travel industry
and not intended or used for general
distribution to the public for solicita-
tion of passage on a vessel; or

(3) An advertisement within a maga-
zine, newspaper, periodical, or similar
publication that is—

(i) Produced outside of the United
States;

(ii) Not an American edition; and

(iii) Primarily distributed in the
country in which it is produced.

§80.40 Civil penalty.

For each violation of the regulations
in this part, the owner, operator,
agent, or other person involved is sub-
ject to the penalties prescribed in 46
U.S.C. 3504.

[CGFR 72-187R, 38 FR 9081, Apr. 10, 1973, as
amended by CGD 95-028, 62 FR 51205, Sept. 30,
1997]

PARTS 81-89 [RESERVED]
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INDEX
SUBCHAPTER H—PASSENGER VESSELS

EDITORIAL NOTE: This listing is provided for informational purposes only. It is compiled and
kept current by the U. S. Coast Guard, Department of Homeland Security.

In general, references in this index pertain to new construction or installations.
For existing vessels or installations, see the “application” in the text covering
the particular referenced part, subpart, section, etc.

Part, subpart, or section

A

Access:
General. (See Means of escape)
Manholes in doubles bottoms. (See Double bottom)
ON WeEATNEE ECKS. .. ..iiiiiii et 72.10-45
Plan of diSplayed. ... ... 78.45-1
Prohibited location of openings (See Bulkheads)
To fire extinguishing valves and controls:

AUtomMAtiC SPriNKIING ...oui e 76.25(a)
(=1 o T e | T xq Lo [ S 76.15-10(i)
Foam.............ois ...76.17-10(b)
Manual sprinkIiNg ... e 76.23-15(a)
TO HTEDOATES. ..t 72.10-40
Trucks and tunnels through bulkheads (See Bulkhead)
AcCCIdent, reports OF ... e 78.07, 78.33
Accommodation space:
Bulkheads and deCKS ..........oouiiiiiiii e 72.05-10
Carbon dioxXide PIPING TN ... 76.15-15(i)
Definition of, for structural fire protection..... ....72.05-5(b)

Fire protection eqUIpMENTt reqUITed ..........oooiiiiiiiiii e 76.05
Officer. (See Officer accommodations)
Passenger. (See Passenger accommodations)

AV Z=T 01 o] = o Lo o PP
Windows and airports ....
ATAS TO NAVIGATION ...eiiie ettt et e e e en e eenns
Airport:
L=l o] o] (=Tox o [o] o KNP
Insect screens in, crew accomMmOdatioNS ..........c.ovuiiiiiiiiiiiiiiieee e 72.20-55
Kept closed at sea
T ESEING ettt e
Air Tank: Annual inspection in lifesaving appliances............cccocovviiiiiiiinnnen. 71.25-15
Alarm:
Automatic sprinkling SYSTeM .. .ciuiii e eaaes 76.25-35
Carbon dioxide extinguishing SYyStem ............ciiiiiiiiiiiii e 76.15-30
Electric fire detecting SYSTeM .. ..o 76.27-15
Y= T S Lo PSPPI 78.47
Miscellaneous MAaChINErY ... e 77.05
Pneumatic fire detecting SYSTeM ... ... 76.30-15
REFrIQErated SPACE ... e 77.05
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SMOKE deteCting SYSTEIM ..ouiuiiiii e e e e e e e 76.33-20
Alteration:
(N0 o T o ) N 71.55
PlanNS reQUITEA .....eiieiei e ettt e e e e e ens 71.65-10
American Bureau of Shipping....... 70.10-7, 70.10-41, 70.35, 71.15, 71.65-5, 72.01-15, 72.01-
20
American Society for Testing Materials (ASTM) ........ 76.01-2, 76.10-10, 77.01-3, 77.35-
5(c), 78.17-75
Anchor:
General reqUITEMENTS ...ttt e e e eanas
ANNUAL INSPECTION ..ottt e e eeans
Appeal, rightof ...................

Application of subchapter
Applicator: For combination nozzle. (See Fire hose nozzle)
Approved:
DefinNition Of ...
Fire protection equipment to be ...
Plans required 10 De. ...
Arrangements:
AULhOrity fOr regulations ... ... e 70.01
EQUIVAIENTS TOI ..o
INITIAl INSPECTION L.oeiiii e e e
Plans required..................
Authority for regulations
Automatic fire damper. (See Fire damper)
Automatic sprinkling system:
ACCESS TO CONTIOIS ..oeiiiii e 76.25-25(a)

(@] 4 1 1 /o ] £ PPN 76.25-25
Electrical reqUIremMents. ... .. ..ot 76.25-35
General details. ... ... 76.25
Inspection. (See Fire detecting system)

Y = T L T PR 76.25-25, 76.25-35
Operation and installation ... 76.25-35
[T o1 5 T PP 76.25-30
Plans to be displayed ... ... e 78.45
PreSSUIe TANK ...t 76.25-20
Pumps and Water SUPPIY .. ... 76.25-15
Size and arrangement of pumps and Pipe SIZeS .......ccccoveuiiiiiiiiiiiiiiiieieaeanen, 76.25-10
Where required .........coooiiiiiiiii e 72.05-90(b)(3), 76.05-1, 76.05-20
Zoning 76.25-5

Availability of water for fire extinguishing 76.10-3
B

Baggage room. (See Service space)

BaAlCONIES ... et aeas 72.05-5(m)

Ballast system..... 77.03

Barge: Definition 70.10-2

Basin. (See Washroom)
Bath tubs. (See Washroom)

Bell, MarkKiNgS ON . ..o e e e e e e e e e aenas 78.47-7
Berth. (See Furniture)
Berth light in crew spaces 72.20-45(b)

Bilge system 77.03
Boiler:
Accident TO OF repair OF ... e 78.33
(021 ¢ Y4 T aTe =0t (oT= TSI (== Lo o 78.55
EXaminNation OF ... e 78.17-30
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(1= o 1= =Y PP 77.03
Boiler space. (See Machinery space)
Breathing apparatus. (See Self-contained breathing apparatus)
Bulkhead:

ANNuUal INSPECTioN OF ... e 71.25-25(1)
Type, location, and construction 72.05-10
DOOIS ClOSEA A SEA ...euieiiiiiieee s 78.15
Door in, other than watertight....... ... 72.05-25
MiNIMUM reqUITEMENTS ..o 72.05-10(e)

Type of watertight doors required in. (See Watertight door)
Bunker doors. (See Bulkhead)

C

Carbon dioxide extinguishing system:
Access to supply and CONTrolS........c.oouiiiiiiii e 76.15-10
ABTINIS <o 76.15-30
Alternate, if fire pumps in same space ........ 76.10-5(h)
(070 o) o] £ 76.15-10
DiSCharge OUTIETS. ... ...t 76.15-25
=t pTed [ B1 = o] 01T o 1] o [o 1= PRSPPI 76.15-35
FFOF CArgO SPACES. ... ittt ettt ettt e e e e e e aens 76.15-5(c)
For machinery spaces, paint lockers, tanks, etc. ...........coooiiiiiiiiininan, 76.15-5(e)
General details... ... 76.15
INSTAITATION TEST ... e 76.15-15(j)
MaAFKINGS ... 76.15-10(c),(d),(h), 76.15-30
Openings in living quarters not permitted...........ccooviiiiiiiiiiiee e 76.15-15(i)
Operating INSTIUCTIONS ... ..ottt e e eeans 76.15-10(h)
| 1 o 76.15-15
Plans to be displayed ... 78.45
Pressure relief ... 76.15-40
Quantity, pipe size, disSCharge rates ..... ..o 76.15-5
5] o] = Uo [ PP
Type of system required
RTAT A LT ST =T o [T =Y o

Cargo:

Ports. (See Openings)
Cargo gear:

[©F=18 7 TaTo [N o1 11a Vo IS Yo ] oS 72.04-1

Plans and specifications for Nnew CoNStruCtioN ............coviiiiiiiiiiiiiieeeaeens 71.65-5
Cargo in bulk:

Combustible and flammable liquid .................ci. Table 70.05-1(a), 70.05-30

Grain or other combustible..... ... 78.70
Cargo space:

Bulkheads and deCKS ........c.iiiiiiii e

Definition, for structural fire protection

Fire protection equIipmMent reqUITEd ........ocuiuiiieiiiii e eeaeens 76.05

Hatch covers and shifting boards ... 72.05-35

Ventilation .......ooooviiiiiiiii e

Windows and airports
Carpenter shop. (See Service space)
Carpet. (See Rug)

Carrying freight for hire, definition of............cooiiii e 70.10-5
Carrying passengers for hire:
DefiNITiON OF oo e 70.10-34(b)
Gross tonnage as a criterion for requirements............coooiiiiiiiiiiiinneeen 70.05-20
VESSEIS .o 70.05-1

Casing, machinery. (See Machinery space)

117



46 CFR Ch. | (10-1-04 Edition)

Casualty, notice and reporting Of ......coiiiiii i eas 78.07
Celiling, construction Of ..., 72.05-10(h), 72.05-15
Certificate:

Exemption. (See Exemption certificate)
Of inspection. (See Certificate of inspection)
Safety. (See Safety certificate)
Temporary. (See Temporary certificate)
Certificate of Inspection (COIl):
Annual inspection prerequisite for reissuanCe...........cccveeeviiiineieiiieeennn 71.25-1
Compliance with provisions of.............c..c.coeeuee.
General
Initial inspection, prerequisite for...
Period of validity Of ... e
Certificates under the International Convention for Safety of Life at Sea, 1960
(SOLAS):
/AN o o] 1 Loz X o Lo o XS
Duration of certificates...
Exemption certificate..........c..cc.coeiienenie.
Passenger Ship Safety Certificate
Posting of Convention certificates
Chain, @NCROK . ... et
Chart, FEOUITEA . ... et e e e eanes
Children’s life preservers. (See Life preservers)
Classed vessel, defined
Coast Guard District Commander, defined....
Coastwise:
[0 1= T 0 T o o PP
Service; anchors, chains and hawsers for............coooiiiiii 77.07-5
Collision bulkhead. (See Bulkhead)
Combination nozzle. (See Fire hose nozzle)

Combustible liquid cargo in bulk.............coos Table 70.05-1(a), 70.05-30
Commandant, defined ...... ... 70.10-9
Communication system:
Installation and detailS...........c.oooiii i 77.05-1
BLICCES] o 1 o T PP 78.17-15
Compartmentation. (See Subdivision)
Construction:
Authority for regulations ... 70.01-1
Class B-15 BUIKNEAAS .......c.iiuiiiiiii e 72.05-10(i)
Crew acComMMOTATIONS ......ccuiiiiiiiie et 72.20-15
Doors, other than watertight ... 72.05-25

Double Watertight. (See Watertight doors)
Double bottom. (See Double bottom)
Fire control bulkheads and decks

Fire protection, general...................
INSPECtion: ANNUAL ... e
LT o= | PPN
New, plans and specifications required ............c.oooiiiiiiiiiiiiiiii e 71.65-5
Structural requirements and standards ..... 71.65-5, 72.01-15, 72.01-20, 72.01-25, 72.05-
10, 72.05-90, 72.20-90
Structural SUDAIVISION ... oo 72.01-25
Contracted for, defiNed ... e 70.05-5
Controls:
Fire-extinguishing systems:
AUTOMATLIC SPrINKIING onoee e e

Carbon dioxide
I AN L e
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Manual sPrinKIING. . ... e 76.23-15
Miscellaneous MAaCRINEIY .. ... e 77.05
Corridor. (See also Safety area):
Dead €N ....eiiiiii e 72.10-30
Fire-resistant furnishings in 72.05-55(c)
PasSENgEr @N0 CreW. .. ... it e e e e e 72.05-5(k)
Coupling: Fire hose. (See Fire hose)
Crew Accommodations. (See also Accommodation space):
(7] 151 o ¥ Tox o [o] o RN PP PPPPN 72.20-15
(0] ¢ g To [0 o= T PP PRPPPIN 72.05-5(k)
GNEIAL . et 72.20
Heating and cooling ... ....712.20-50
Hospital space............ ....712.20-35

Insect screens... ...72.20-55

Laundry facilities .... ....712.20-40
Lighting.................. ....712.20-45
Location........ ....712.20-10
Messrooms ................. 72.20-30
Recreation faCilities ... ... 72.20-40(b)
Sanitary inspections. (See Sanitation)

Sleeping ACCOMMOTATIONS ......uuiuiiiiiiii e

VENTIHIATION ..ottt
Washrooms and toilet spaces
Customs regulations: Required markings

[ 2= 0 0 =T [ PPN 78.07

Damaged stability. (See Stability)

Damper, automatic fire. (See Fire dampers)

Daylight signaling lamp ... e e eea e 77.05
Orange smoke. (See Smoke signal)

Dead cover. (See Airport)

Deck covering:

[ T =T o] o ] (=T o o o] o [0S 72.05-10(n)-(p)

IN WAy OF OOKS ... 72.05-25(b)(6), (c)(5)
Deck:

Fire-protection classification............ooiiiii i e 72.05-10

MINIMUM FeQUITEMENTS ...iuiiiiii et e e eaeaeeaees 72.05-10(a)-(9)

De-energizing of cargo hold lighting circuits when grain or other combustible
bulk cargo is carried:
Master’s reSpPONSIDITITY ... e
Warning NOTICE POSTEU. ... c.iuiiiiie e e e e e e eeaen
Definitions:
Relating to hull examinations ........covuiiiiiii e e ens
Terms used IN SUbChapter ... ...
Terms used in subchapter 72.05, structural fire protection
Detecting, fire. (See Fire detecting)
Direction finder. (See Radio)

Disclosure of safety standards and country of registry ............coooieiiiiiinann. Part 80
AN o o1 1 Lo o 1 1 Y28
Civil penalty ........c.oooiiiins .
Exemption to requirements..........

Notification of safety standards...

OCEeAN VOYAJE «.eveveiieeeieieeeeaens

Persons subject to regulation....................... .

Promotional literature or advertiSiNg......cccoouiiiiiiiiiiiii e 80.30
Door:
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Bunker. (See Bulkhead)
In collision bulkhead. (See Bulkhead)

Insect screens to crew accommOdatioNS..........ccuuiiiiiiiiiiiiii e 72.20-55
KEPT ClOSEA QT SEA .. .ueuieiiiie ettt e e eaeens 78.15, 78.17-35
Loading. (See Loading doors)

Locking of required means Of €SCape......oc.iuiiiiiiiiiii e 72.10-20
Magnetically controlled fire. (See Magnetically controlled fire doors)

Other than watertight ... e 72.05-25

To machinery space. (See Bulkhead)
Watertight. (See Watertight door)
Double bottom:
Construction and teSTING ... ..uiuiiiii e
Draft:
Logged When 1€aVinNg POTT........cuiuiiiiiii e
Required to be marked on vessel
Draft stops:

WHEKE FEOUITEA ...ttt e e e e e e
Fire protection equipment:
AUTOMATIC SPrINKIING . ..o et e e
Carbon dioxide ...76.15-15(g)
FIre Main .o 76.10-10(e)

Manual sprinkling.... .
SMOKE AETECTING ..ttt ettt ea e eas
Wells in double bottom. (See Double bottom)

Dry docking:
AT ANY TIMIE ottt
Periodical.... .

Drydock examination:

[ =] i o T o ] o PP 71.50-1

L1 =] V7= | LU PP PPN 71.50-3

Notice and plans reqUITEd ........c.ouiiii e 71.50-5
E

Electrical engineering:
General requirements..............
System, installations and detai .
Vessels subject t0 regulations.........ociviiiiii i e
Electrical fire detecting system:
ALBTIN L e

Electrical reqUIremMeENTS........o.iu i 76.27-15(e)
1S o g0 o o o] o - ... 76.27-15(f)
Location and spacing of deteCtOrS ........ouiiiiii e 76.27-10
Operation and iNstallation ..........cccooiiiiiiii e 76.27-15

Plans to be displayed ... 78.45-1

WHhEre reqUITEd ....c.cueiie e e e ...76.05-1

b4 o] o1 | o To [P PPN 76.27-5
E1eVator, @NCIOSUIE.... ... et 72.05-20
EMergency @QUIPIMENT ... ettt et e et e et e e e e e aans 77.30
Emergency light:

1Y =T S Lo [ PP P TP 78-47-33

=0 |6 1 =T U 77.05-1
Emergency lighting and powering:

Installation and details ..o 77.05

L] o 1 o T PP 78.17-45
Emergency loudspeaker system. (See Loudspeaker system)
Emergency squad: Marking equipment stowage SPacCe .........cccueeeuiuienenienennens 78.47-25
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Enclosed locations, operating Vessels iN......cccoviiiiiiiiiiiii e 78.83
Engine order telegraph SYSTemM ... 77.05-1
Engineroom. (See Machinery space)
Equipment:
EQUIVAIENTS FOI ...ttt eeaas 70.15
For buoyant apparatus. (See Buoyant apparatus)
Installations made during unlimited emMergency .........ccoeoveieiiiiiiiiniiiinenenne. 70.30-5
Lifesaving. (See also Lifesaving equipment)
In vessels covered under the Act of August 9, 1954...........ccooiiiiiiiiiiiinnenee. 70.30-1(b)
Sounding. (See Sounding equipment)
EQUIVAIENTS ...ttt 70.15
Equivalent plane bulkhead. (See Bulkhead)
Examination: Intervals, drydocks and internal structural............................. 71.50-3
Excursion, permit to engage in
EXempPtion CertifiCate. ..o
Exit. (See Means of escape)
Expired certificate of iINSPECTiON ...... .o 71.01-20

Extinguisher. (See Hand portable fire extinguishers; Semi-portable fire extin-
guishing systems)
Extinguishing system. (See Fire extinguishing system)

F

Federal Communications Commission:

Annual inspection of radio installation.............ccccooiiiiiiiiii e 71.25-10

Initial inspection of radio installation.................oo 71.20-15
Ferry:

Chains or barriers in vehicular SPacCe ...........cocoiiiiiiiiiii e 72.40-15

DefiNITION OF <. e 70.10-15
Railroad passenger car. (See Railroad passenger car ferry)

RIS, e 72.40

Vehicular spaces. (See Vehicular space)

Washing and toilet facilities for........coooiiiiiiiii e 72.25-15

Fire alarm system. (See Manual alarm system)
Fire axe:
[ I ot= 1 o o] o [PPSR
Number required
Fire bulkhead. (See Structural fire protection)
Fire damper:

ANNUAL INSPECTION ...eee e eeaas 71.25-25(a)(3)

LY 0 1= o= ¥ 72.05-50(b)

Markings 78.47-53

Plans displayed showing 10CationN .........covuiiiiiiii e aeaas 78.45
Fire detecting system:

ANNUAL INSPECTION. ...t e e e eaaes 71.25-20

Details. (See Automatic sprinkling system; Electrical fire detecting system;
Manual alarm system; Pneumatic fire detecting system; Smoke detecting
system; Supervised patrol)

Y= U T 78.47

WHEN FEOUITEA ... . ettt e e e e eeaas 72.05-90(b), 76.05-1

Fire door. (See Magnetically controlled fire door)

Fire extinguisher. (See Hand portable fire extinguisher; Semi-portable fire extin-
guishing system)

Fire extinguishing system:

ANNUAL INSPECTION. ...t e e ee e eaees 71.25-20

Details. (See Automatic sprinkling system; Carbon dioxide extinguishing sys-
tem; Fire main system; Foam extinguishing system; Manual sprinkling sys-
tem; Steam smothering system; Water spray extinguishing system)
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LT o = L 1S o= o of o ) o SRS 71.20-15
Markings .
WHREN FEAUITEU. ...t 76.05-20
Fire-fighting equipment, general ... 78.17-80
Fire hazard, annual inSpection fOr ... 71.25-45
Fire hose:
Additional, when foam extinguishing system used ............cociiviiiiiiieninnen.n. 76.17-25
Couplings 76.10-10(1)
[ Ha S o1=Tox i To] o IR PPN 71.25-20
o] g T PPN 72.05-25(a)(6)
Size, length, and SEOWAGE . ...cuiuiiii e 76.10-10

When and where required. (See Fire main system)
Fire hose nozzle:
Additional combination nozzles required, when foam extinguishing

SYSTEIM USEA ..ottt 76.17-25
Combination NOzzles reqUITEd ........c.oouiiiiniiii e 76.10-10(j)
Type and Size FeqUITEd ........oouiiiiiii e 76.10-10(j)

FIre NOSE FACK ..cen e 76.10-10(9)
Fire hydrant:
Additional required, when foam extinguishing system used ...................... 76.17-25
Siz€ aNd L0CATION ..o e 76.10-10
Fire main system:
Additional requirements, when foam extinguishing system used .............. 76.17-25
Couplings. (See Fire hose)
General details. . ... e 76.10
Hose ports 72.05-25(a)(6)
Inspection. (See Fire extinguishing system)
Marking Of VAIVES ... 76.10-15(b)
P IPINIg e 76.10-15
Protection from fre€zZiNg ......co.iiiiiiiii e 76.10-10(e)
Pumps. (See Fire pump)
5] g 1o T ¢ =T oo o ] o =T f o o TS 76.10-10(c)
WHEN FEOUITEU. ...ttt ettt e et e e e e a e e e e eaaes 76.05-15
Fire protection eqUIPMENT ... e e e e eaaans Part 76
ANNUAL INSPECTION. ... e e e e 71.25-20
Equipment installed, but not required.......... ...76.01-5
(1] o 1=] = | PPN 76.01
LT o = L 1Y o= o of o o S 71.20
Fire protection, general:
/AN o o] 1 o X o Lo o 72.03-1
Fire hazards to be minimized. ... ... 72.03-5
Lamp room CONSEIUCTION ....uuiei et e e e eaees 72.03-15
Woodwork insulated from heated sUrfaces .............oooiiiiiiiiiiiiiiiiiineeen, 72.03-10

Fire protection, structural. (See Structural fire protection)

Fire pump:
Number, type, size, and 10CatioN .........cc.viiiiiiii e 76.10-5
Used fOr OTher PUIPOSES ......u et e e eeens 76.10-5(f)

Fire test. (See Standard fire test)

Fire watch:
GNEIAL .. 78.30-20
Supervised patrol. (See Supervised patrol)
Watchmen. (See Watchmen)

Fireman’s outfit
Application .........
General...........
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£ 0 11T Vo 77.35-15
Fixed fire extinguishing system. (See Fire extinguishing system)
Flame safety Tamip ... e 77.30-5(c)
Flammable liquid cargo in bulk ...t Table 70.05-1(a), 70.05-30

Float, wood. (See Wood float)

Foam extinguishing system:
Access to supply and conNtrols ...
Additional protection required...
Controls......coooveieiiiiiiiicen
DisSCharge OULIETS. ... ...t
General details. . ... e
Inspection. (See Fire extinguishing system)
Markings 76.17-10(d)

Piping ....... 76.17-15
Plans to be displayed ..... ..o 78.45
Quantity of foam reqUITE ..o e eaas 76.17-5
WHEKE FEOUITEA ..ottt et e e e e e e eaaes 76.05-20

Fog nozzle. (See Fire hose nozzle)
Food. (See Provisions)
Fore peak bulkhead. (See Bulkhead)

Foreign vessels subject to the requirements of this subchapter..................... 70.05-3
Freight: Carriage for Nire ... e 70.10-5
Friction matches. (See Matches)
Fuel:

Oil tanks, integral examination of ....... ... 71.53

Requirements for fuel Oil..... ... 78.17-75
Fuel oil units: Fire extinguishing system required in spaces con-

L= U1 a1 1T PPN 76.05-20

Furnishings. (See Furniture)
Furniture:

Crew acCoOMMOAATIONS ......cuiiiiieiei et 72.20-20(c)

Crew hOSPITAl ... ... 72.20-35

Insect screens

MESS FOOIMIS ...t

G

Galley. (See also Service space):

B Y= ) o = o] o 72.05-50(h)
Gangway, openings. (See Openings in vessel’s sides)
[T T i == 1 o o 71.60

Gas mask:
Marking of Stowage space
[R3CTo |6 1T =T e R PPN
Gasoline, when using as fuel:
AV /=T ) A1 =1 o o] o PP
Vessel construction ....
General alarm system:
DEAIIS e 77.05
IMAEKINGS .ottt et e e aas 78.47-5, 78.47-7
Glass, wire inserted. (See Wire inserted glass)
Gravity davit. (See Davits)
Great Lakes:
DefiNITION OF .. e 70.10-17
Service; anchors, chains and hawsers for...........ooooiiiiii 77.07-5
Gross tonnage as a criterion for requirements ... 70.05-20
Grounding: NOTICE Of ... e e e e eaeaens 78.07
Guard. (See Rail)
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H
Hand portable fire extinguishers:
ANNUAL INSPECTION. ...t 71.25-20
[0 F= IS | o= o o] o [PPSR UPPPPN 76.50-5
[ oo X of o] o PPN 76.50-10
MarKINgS ....cooiiiiiiii e, 76.50-10(d)
Spare charges
WHREN FEAUITEU. ... e
Hatch:
ClOSUIE OF ..ttt
Material for covers
Headquarters, definition of ... 70.10.19
HEATING, CrEW SPACES. ..t uitiitetie ettt ettt e e et et e ettt e e e e e eans 72.20-50

Heat insulation. (See Insulation)
Hinged watertight door. (See Watertight doors)
Hook. (See Disengaging apparatus)
Horn. (See also Whistle and Fog horn)
Hose:
Fire. (See Fire hose)
Nozzle. (See Fire hose nozzle)
Outlets. (See Fire hydrants)
PO TS e 72.05-25(a)(6)
Rack. (See Fire hose rack)
Semiportable fire extinguishing systems. (See Semiportable fire extinguishing

system)
Hospital:
L = PPN 72.20-35
DECK COVEIING ..ottt 72.05-10(p)
HUTT MIAFKINGS et eans 78.50-5

Hull structure. (See Construction)
Hydrant. (See Fire hydrant)

I
INncorporation by referencCe ... . ..o 76.01-2, 77.01-3
T o = LT g TS o= o of o o 71.20
Inner bottom. (See Double bottom)
Inspection:
AN § (=] g ToTod o (=1 o | AP PP

Alterations and repairs.....................
Carbon dioxide cylinders
Certificate of. (See Certificate of inspection)
Initial. (See Initial inspection)

Installation of carbon dioxide extinguishing system...........cccccecvevenienen.. 76.15-15(j)
Lifesaving eqUIPMENT ... ...t 71.25-15
SEANAANAS OF ..o 71.15-1
Tests, drills, and inspections by vessel personnel...........c..oooiiiiiiiiiiinnnans 78.17
Vessels for ocean or unlimited coastwise routes
Vessels, generally ... e
Inspection and certification:
(1T g 1=T = 1 | PPN 71.01
Period Of Validity .....co.ooieiiii e e 71.01-10
Inspector. (See Marine inspector)
TS oZ=Yox wo ] gl o T sl 1T a'a T 1 «(=T o S 71.25-50
Instructions:
FOr changing STEEIING gBaAK .. ..cuiuie et e e e e e e eaaes 78.47-55
Electrical deteCting .....couiieiiii e 76.27-15(f)
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ManUal @larim ... 76.35-15(e)
Operation of fire extinguishing systems:

AUutomatic SPrinKIING ..o 76.25-35(j)

(0= o T o | 10 xd Lo =00 76.15-10(h)

AN . e aas 76.17-10(c)
Operation of fire detecting systems... ... 76.25-35(j)
A aT=18] o g F=X ot Todio =1 o =Yool 1 o o [ 76.30-15(f)
SMOKE AETECTING ..uenitiiii it ea e 76.33-20(Q)
R0 1U 1 4 T PO PP PPN 78.57

Use of emergency equipment
Insulation:

77.30-5(d)

For Class “A” bulkheads and deCksS ..........cccoiuiiiiiiiiiiiiiiieeeeeeea 72.05-10(c)(1)
For Class “B” bulkheads...................... ....72.05-10(c)(2)
Heat and refrigeration ... .....c.oouiiiiii et 72.05-40
In doors 72.05-25
Intact stability. (See Stability)

SECUNING OF e 72.05-10(k)

Integral fuel oil tank eXaminNatioNS..........ociuiiiiii e 71.53
Interior communication. (See Communication system)
Internal structural examination:

DETINTEION e 71.50-1
INEEIVAIS. ... 71.50-3
Notice and plans reqUITEd ..........ouiuiiiiiii e ee s 71.50-5
International conventions ....... 70.01-1, Table 70.05-1(a) note 6, 70.05-3, 70.05-10, 71.75,
80.20

International voyage:
Application of regulations to Vessels ON...........ccciiiiiiiiiiiii e, 70.05-10
5] 2 o] o PP PPN 70.10-43

J

Jacob’s ladder. (See Ladder)
Joiner door. (See Doors other than watertight)
Joiner work:
Ceilings, linings, trim and decorations ...
Construction
DOOrS .o
Stairways and €leVATOrS ........c.iuiiii e
RTAT 2 1 T [0 1YY PP

Ladder. (See also Stairway):
Lifeboat gunwale. (See Lifeboat gunwale ladder)

Vertical, as Means Of @SCaAPE ... ..cuiu i 72.10-15
Lakes, bays, and sounds: Definition of ... 70.10-23
Lamp Locker. (See Paint locker)
=10 [ T Y o] = PP PR 72.20-40
License, exhibItion Of ... e 78.65
Lifeboat:

Yot o L= o PP 72.10-40

ANNUAL INSPECTION. ... e e e e e aeeaaes 71.25-15
Lifeboat winch: Annual iNSPeCTioN..........vuiiiiiiii e 71.25-15
Lifepreserver: Annual iNSPeCion ........c.oouiiiiiiiiii e 71.25-15
Lifesaving Appliances and Arrangements...........coouviiiiiiiiiiiiiiiieieeeeeeaen 70.28, 77.06

INSTAITATION ... 77.06-1

MaAFKINGS TOF .t e e 78.47-45
Lifesaving equipment:

ANNUAL INSPECTION ... et e e e e e eeas 71.25
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LT o = LT 1Y o= o of o o S

INnspection Of .......ooiiiiiii,

Required on excursions

SPECITIC TOSTS ..o e e e
Lighting:

(01 = VT o 1= Tod = PP

Emergency system. (See Emergency lighting)

HIuMINAtion Of @XIT SIONS ...t e 78.47-40
Lighting and powering SYSTEMIS ......ouuiiiiiii e 77.05
[T 1 Vo PN 72.05-10(h)-(i), 72.05-15
[IeT=To | oo e [0 0] = 78.17-33, 78.37-5
Load line:

Logging of position relative to water

MaAFKING ..ceeee e

Structural requirements for ........................

SubdiVision .......ccoceviiiiiiiiii

Vessels subject to regulations
Logbook:

Actions required to be 10gged ..... ..o 78.37-5

Official log entries
LOOKOUTL, FEOQUITEA. ... ettt
Loudspeaker system
LOUVETS TN GOOKS ..ottt ettt ettt

Machinery:
AcCidents TO OF repairs Of ... e 78.33
Boilers. (See Boiler)
EXaminNation OF ... e 78.17-30
Machinery space:
Definition, for structural fire protection.............coiiiiiiiiiiiiiiieeen 72.05-5(d)
Fire extinguishing equipment required 76.05
Ventilation ... 72.05-50
VA2 TaTe (o 1YLV T = ¥ 1 g o 1o i = 72.05-30
Magnetically controlled fire doors:
ANNUAL INSPECTION. ...t e e e eaaes
General requirements
1Y/ = Ut Vo

Plans displayed showing location Of ... e 78.45
Main vertical zone:

(315 {1 o) o o] o PP UPPRTPINE 72.05-5(h)

0T Yo ) 72.05-25(b)(9)

REQUITEIMENTS ...ttt et et e e e e e e enaenan 72.05-10(b)
Manholes:

In double bottom. (See Double bottom)
Prohibited location in bulkheads. (See Bulkhead)
Manifold. (See Value)
Manila falls. (See Falls)
Manual alarm system:

Electrical reqUIremMENTS ......coiuiiiiiie e e e 76.35-15(d)
General details. ... ..o e 76.35
Inspection. (See Fire detecting system)

INSTEFUCTIONS .. et ettt e e e e e aenas 76.35-15(e)
Location and spacing Of DOXES .....c.cuiiieiiii e 76.35-10
1Y =T L] Lo [ PPN 76.35-15(f)
Operation and installation 76.35-15
Plans to be displayed ... e 78.45
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LTAT L LT SR =T o 1T g =Y o 76.05-5
Ao 5 11 0 Te [T UP PP UPPPN 76.35-5
Manual sprinkling system:
Access to supply and control ..o 76.23-15(a)
(070 a1 o] £ 76.23-15
General detail ... 76.23
Inspection. (See Fire extinguishing system)
Markings
Piping ...cooiiiiiiis
Plans to be displayed .
Quantity, pipe size, and discharge rates...........cccooiiiiiiiiiiiiii e 76.23-10
Sprinkler heads ..........ccoooiiiiiiii,
Where required
74 o oY 1 T S
Marine engineering:
Annual inspection of eqUIPMENT......couiiiiiii e
General requirements................
Systems, installations and details....
Vessels subject t0 reguUIatioNs ........c.iuiiiinii s
Marine inspector:
DefiNiTiON ... e
Maritime Administration, U.S.: Vessels subject to inspection............... 70.05-1(a)(3)
Markings:
On fire and emergency equipment, €tC .......ooiiiiiiiiiiiiii e 78.47
On fire detecting systems:
Alarm, ventilation failure ... 78.47-75
Automatic sprinkling......c..cooiiiii 76.25-25, 76.25-35(k)
Carbon dioXide @alarm ... ... 78.47-9
[ [=Tox o o [PPSR PRUPRPRPRPIN 76.27-15(Q)
Fire detecting and manual alarm, automatic sprinkler, and smoke
detecting alarm bells
Fire doors........coooiiiiiiii
Fire extinguishing system branch lines
Lifesaving APPHIANCES ... e
Manual alarm......................
Manual alarm DOXES .......cuuiuiiii e .
Pneumatic ...........ccoeeeiennen. 76.30-15(Q)
SIMOKE ..t 76.33-20(h)
SUPErvised PAtrol. ... ..o 78.30-10(d)
Supervised Patrol STaAtiONS ......c..ovieiiiii e 78.47-23
On fire extinguishing systems:
AUtomatic SPrinkKIING ..o 76.25-25
Carbon dioXide ...
Fire extinguishing system controls
Fire hose stations
Fire main

Hand portable fire extinguishers ... 78.47-30
Manual sprinkling
Valves and closing appliances
ON VESSElS ...iviiiiiiii
Draft marks .......ccocoeeiviiiiiiiiiiiiieeeenns
Hull markings ........c..cccccoeeuet
Load line marks
Mask. (See Gas mask)
Means of escape:
[ 100 ST PPN 72.05-25(a)
| =AY 2= § 0] o PP 72.05-20(f)
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o M= o | o 1
From main vertical zones...
General reqUITEMENTS ...ttt e e e eaeanen
Mechanical ventilation. (See Ventilation)
Medical kit. (See First aid Kit)
Messroom. (See also Accommodation SPACE) .......cuvuieuiuiiineniiieiieieeeeeeeaans 72.20-30
Miscellaneous spaces for structural fire protection...........ccccooveiviiiiiinennn. 72.05-5(f)
MoOtorboat: MOTOEr VESSEl. .. .. e
Motor vessel, definition of..
Muster list (Station bill) ...

Name of vessel:
(@I =To 18 [ To] 0 01T o) U PRUPRN 78.47
ON VESSE .o e 78.50-5
Natural ventilation. (See Ventilation)
Navigation bridge Visibility ... ..o
Net tonnage marked on main beam ... 78.
New construction, plans and specifications required for ...........c.ccocoiviiiiene. 71.65-5
Notice of casualty. (See Casualty)
NOTICE TO MAFNTNEIS. .. ciiiiiiiiiii e e e e 78.05
Notices. (See markings)
Nozzle, fire hose. (See Fire hose nozzle)

(0}
Ocean:
DefiNITION OF <. e 70.10-31
INTANA FOUTES ... e e e e aeas 70.05-7
Service; anchors, chains and hawsers for............ooooiiii 77.07-5
Office. (See Accommodation space)
Officer accommodations. (See also Accommodation SPace).........c.covuveeuienenennens 72.20
Officer in Charge, Marine Inspection, defined ..............c.coooiiiiiiiniinnen. 70.10-33
Official log. (See Logbook)
Official number on Main beam ... e 78.50-5
Oil:
Lockers. (See Service space)
Oil lockers. (See Service space)
OMB CONEIrol NUMDEIS .. ... 70.01-15
Openings:
In watertight bulkheads. (See Bulkhead)
KEEP ClOSEA AT SBA....uiuiiin i
Manholes in double bottoms. (See Double bottom)
Operation of vehicles in enclosed 10CAtIONS ...
Special operating CONAITIONS. ... ..ot
Operations:
Carrying Of @XCESS STRAIM .....uii et eea e
Compliance with provisions of certificate of inspection....
Display of plans ........coooiiiiiii
DOOIKS ClOSEA AL SEA ....uuiiniiiiiii e .
0T 78.13-1, 78.17-50
EMeEergency traiNing .....ocovueeiiiiiiie e e e aeas ...78.13-1, 78.17-50
EXNibItion Of HHCENSE .....eniiii e 78.65
(7] o T=T = 1 PPN Part 78
Improper use of searchlight...... ... e 78.27
INSTrUCTIONS T0 PASSENUEIS .. euiiieieiie ettt et e e e e e eneneaas 78.47-45
[IeTe] oToTo] 1q=] 0] g [=1 J PP 78.37
Lookout, pilothouse watch, supervised patrol, and watchmen....................... 78.30
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Markings for lifesaving applianCes........coouiviiiiiiiiiiicee e 78.47-45
Markings on equipment
MarKiNgs ON VESSEI ...t
MUSTEIS ..o
Notice of casualty and voyage records .........
Notice to mariners and aids to navigation
Persons allowed in pilothouse and on navigation bridge...........cc.covviviieennn.. 78.10
Precautions for vehicular ferries ... 78.40
Reports of accidents, repairs, and unsafe equipment.... ...78.33
ROUTING INSTIUCTIONS ...eiiiiiii et e e e e e e e eeenns 78.57
STOWAPE 1OCATIONS. ...t 78.47-45
Tests, drills, and inspections ... D PPN 78.17
UnNNecessary WhiSTliNg .. ... e e e eenas 78.23
Oxygen breathing apparatus. (See Self-contained breathing apparatus)
P
Paint: Fire ProteCtion ........c.iieiiiiiii e 72.05-45
Paint locker. (See also Service space)
Pantry:
General. (See Service space)
Isolated. (See Accommodation space)
Passageways. (See Corridors)
Passenger:
Barges. (See Barges)
(0714 0 Y4 T aTe [ol M=) e8] ] o] o I S PPN 71.10
Carrying when proceeding to another port for repair.............ccocccvieeiiiaan... 71.05-10
(@£ g g To [0] STo [<T= T =1 o To AN 72.10-30
DefiNITiON ... e 70.10-34
Passenger for hire, definition .. ... 70.10-34(b)
S =TT =T PPN 72.25
Passenger Accommodations. (See also Accommodation space)
(7= o 1= = Y PP 72.25
LLOCAEION OF . e 72.25-10
Sanitary inspection of (See Sanitary inspection)
SePArate frOM CrEW .....ueiiiee et 72.25-15(a)
S =TT =T PPN 72.25
Toilet facilities, excursion boats, ferryboats, and barges 72.25-15
AV Z=T 01 o] = o Lo o PR 72.15-20
PaSSENGET VESSEI ...t 70.10-35
Peak bulkhead. (See Bulkhead)
Penetration. (See Opening)
Period of validity of certificate of inspection .............cccooiiiiiiiiiiiiin s 71.01-10
Permit:
TO ENGAGE 1N EXCUISIONS . ..eiin ettt ettt ettt e e e e e e aea e eaeanees 71.10
To proceed to another port fOr repair...........oviiiiiiii e 71.05

Photographic shop. (See Service space)

Pilot boarding equipment:
ANNnual INSPECTiON OF ...
Definition of ..................
General requirements....
Initial inspection of.................
Maintenance of ........................

Pilot boarding OPeration ... .. ..ot

Pilothouse

Piping:
Fire extinguishing systems:
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AUTOMATIC SPIINKIING ..o e e e aens 76.25
Carbon dioxide
Fire main

Manual SPrinkIiNg ... e 76.23-20
Smoke detecting
Systems, general
Through bulkheads (See Bulkheads)
Plan:

Approval required before INSPection............ooiiiiiiiiiii e 71.20-10

Display Of ...

Procedure for approval .....................

Procedure for submittal

Required for alterations

Required, geNeral.... ...
Pneumatic fire detecting system:

ABTITN e 76.30-15(Q)

Electrical requirements 76.30-15(e)

General details...... ... 76.30

Inspection (See Fire detecting system)

Location and spacing of tUbING ..o 76.30-10

Y =T ] Lo (PP PR PRRPIN 76.30-15(Q)

Operation and installation ... e 76.30-15

Plans to be displayed............c...........

WHREKE FEAUITEO ...ttt

74 o oY 1 Vo S

Point of access: Definition
Pilot boarding equipment
Pilot boarding operations
Port:

Gangway, cargo, and coaling. (See Openings in vessel’s sides)

I o] 01 SOOI 78.16
Portable extinguisher. (See Hand portable fire extinguisher)
Portable magazine chest: Marking Of ... 78.47-70

Portable plate: Manholes in double bottom. (See Double bottom)
Prohibited location in bulkheads. (See Bulkhead)

Posting:
Certificates:
Exemption
Inspection..............
Safety ....ccoeeveeiennnn.
Temporary
Instructions for fire detecting systems:
AUutomMatic SPrinKIING ..o e 76.25-35(j)
[ (=03 o f o 76.27-15(f)
Manual @larmm. .. ... e aas 76.35-15(e)
Pneumatic ...76.30-15(f)
SIMOKE .. 76.33-20(9)
Instructions for fire extinguishing systems:
Automatic sPrinkKIINg ... ... 76.25-35(j)
Carbon dioxide............... 76.15-10(h)
Foam......ccooveeniennnn, 76.17-10(c)
I o= = PP 78.65
Permit to engage IN €XCUISTONS ......uiiuiiiiiiei et ea e 71.10-15
Permit to proceed to another port for repair ...........oooviiiiiiiii i 71.05-15
P laNS L.
Stability letter
Station DIl
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Printing shop. (See Service space)
Projection room. (See also Service space)

(07010151 f g ¥ Tox i Lo] o [T 72.05-10

VENTIHIATION ..o et 72.05-50
Propulsion machinery, fire extinguishing systems required for spaces

[ole] o =11 11 ¢ T H PP UP PRI 76.05-20

Public space. (See also Accommodation space):

Means of €SCape FrOM ... ... 72.10-35
Pump:

Automatic sprinkling system ...........coeeviiiiiiiiieineieeeenn 76.25-15, 76.25-20, 76.25-35

Fire. (See Fire pump)

Foam extinguishing SyStem.........ccoiiiiiiiiiiieeeeeeee 76.17-5(c), 76.17-10(b)

Fuel oil. (See Fuel oil unit)
Manual sprinkling system
PUurpose of regUIAtioNS ...

Quarters. (See Accommodation space)

R
Radio:
ANNUAL INSPECTION ... et et e e e e e e eneaens 71.25
INTEIAl INSPECTION <. et ee e 71.20
Radio room. (See Safety area)
Rail, type and Size reqQUITEd ........c.iiiiiii e 72.40

Rations. (See Provisions)

Recessed bulkhead. (See Bulkhead)

Recognized classification society, defined...............cooiiiiiiiiiiieas 70.10-41
Records, voyage. (See Voyage records)

Red hand flare. (See Hand flare)

Refrigerated cargo space. (See Cargo space)

Refrigerated space alarm SYStem.... ... 77.05
Refrigerated store room. (See Store room)

Refrigeration gas mask. (See Gas mask)

RegISter TONNAJE, GFOSS ...ttt ettt eeeaas 70.05-20
Regulations:

AUTNOFITY @Nd PUIPOSE .. ..t e e 70.01

APPIICATION L. 70.05
=T 1 0 17 0T o o] o 1 71.30
Repair:

AN i =T = o of o [T o ) PP

Notice of
Permit to proceed to another port for
Report of accident .........ccoooiiiiiiiiiiiiiiien
Repairs of boilers and pressure VeSSels ... ...
Accidents TO MaChiNery ... e
Notice required before repairs ........ccciiiiiiiii e
Reporting of casualty. (See Casualty)
Respiratory protection. (See Emergency equipment)
RIGht Of @PPeal ... ... e
Rivers:
Definition OF ... e
Routing instructions ..................
Rudder angle indicator system
Rug:
TN o] o) (=Tox o To] o W PP PP 72.05-10(n)
Passing through dOOrsS ... 72.05-25(b)(6), (c)(5)
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With fire resistant furnishings ..........coooviii i 72.05-55(a)(4)
S
Safety certificate:
[0 =Y Lo | T =TT P 70.05-3
R Lo 18 T =To PP UPPPE 71.75
Safety valve: prohibition against tampering with................cooo. 78.55
Sailing vessel, definition Of ... e 70.10-42

Sales room. (See Accommodation space)
Sanitation:
ANNUAL INSPECTION. ... et e e e e
Crew accommodations..........ccceeeviivinenninnnen.
Master and chief engineer responsible for ...
MONTNIY INSPECTION ... et e e aeas
Searchlight:
Improper use Prohibited. ... . ..o 78.27
Self-contained breathing apparatus:
AS eMergencCy eqUIPMENT ... ..ocuuiiii e
Marking of stowage space for
Semiportable fire extinguishing system:

ANNUAL INSPECTION. ... e e e e 71.25-20
ClasSITICATION .....oeeieii e 76.50-5
HOSE and NOZZIE fOF ... e 76.50-5(c)
LOoCation ......c.oovviiiiiiiiii e 76.50-10

When required
Service space:

Bulkheads and deCKS ...t e s 72.05-10
Definitions, for structural fire protection 72.05-5(c)
Fire protection equipment fOor ... ... 76.05
VA2 TaTe (o 1YLV T = ¥ 1 g o 1o ] i = 72.05-30
SHhell CONNECTIONS. .. ..ttt e e e e e e eeas 77.03
Shifting boards in tONNAgE OPENING ...c..iiiiie i e ee e 72.05-35
Shore connection, fire main
Short international voyage, defined...........cooiiiiiiiii e 70.10-43
Shower. (See Washroom)
Signal:
Signaling lamp, daylight ... e 77.05

Sliding watertight door. (See Watertight door)

Smoke detecting system:
YN F- 1 g o o T PP
Electrical requirements

General details. . ... 76.33
INSPECEION, PEITOAIC ...enei et e e e 78.17-65
[ Ha1SY R g0 o o [o] o =P 76.33-20(9)
Locations and spacing of accumulators 76.33-10
Operation and iNstallation ...........cooiiiiiii e 76.33-20
| 1011 o [o PP UPPTTPIN
Plans to be displayed
Where required.........c.cooeieiniiiiinnans
74 o Y 1 T S
SoUNdING EQUIPIMIENT ..ot ettt e e e e e e e e e a e eneanens
Spaces specially suitable for vehicles, definition of............c..ccoiiiiiiinnn. 70.10-44
Spanner, required at fire hydrant
Specifications required for New CONSTrUCTION ........cceuiiiiiiiiiiieieeee e aeaaas 71.65-5
Spray nozzle. (See Fire hose nozzle)
Stability:
Letter, POSTING OF ...t e e aeas 78.12-1
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Requirements, verification of vessel compliance with .........................lL 78.17-22
Stairway. (See also Safety area):

[ oT0] ¢=3N o B PP PP PPN 72.05-25(b)

ENCIOSUIES ... ettt 72.05-20

Fire resisting furnishings in.... 72.05-55(c)

Ventilation.............c.ooieiins 72.05-50(f)
WIHAEN OF oo e e 72.10-25
Standard fire test, defined ... 72.05-5(Q)

Stateroom. (See Crew accommodations; Passenger accommodations)
Station bill
Master’s responsibility to prepare and post...........ccooiiiiiiiiiiiiii i,
Muster lists, emergency signals, and manning
Steam smothering system:
General detailS. .. ... 76.13
Inspection. (See Fire extinguishing system)
Steel or other equivalent metal: Definition ..........ccoooiiiiiiiiiiiicieeen 72.05-5(i)
Steering system:
(D25 = T PPN
INstructions for ChanNQiNg QEAI .....cuvu it eeaas
Notice for rudder orders ................
Rudder angle indicating system ...
B2 1 T
Storage space:
Generally. (See Service space)
Isolated. (See Accommodation space)
Storm rail. (See Rail)

Stowage:

Buoyant apparatus. (See Buoyant apparatus)

EMergency eqUIPMENT .. ... 77.30-10

Fire NOSe....c.oviiii e 76.10-10(9)
153 di=TaTo [T aTe T a To ) of o= o 1 78.07
Structural fire proteCtion ..........c.oouiiiiiiiii e 72.05, 72.15-5

Structural insulation. (See Insulation)

Structure. (See Construction)

Subdivision: Plans and specifications for new construction........................... 71.65-5
Structural reqUIreMENTS .. ..o e 72.01-25
Subdivision bulkhead. (See Bulkhead)

Subdivision load lines. (See Load lines)

Supervised patrol:

DETAIIS e 78.30-10
Inspection. (See Fire detecting system)
MAE KNGS ettt et eae 78.30-10(d)
RVAT 4 1T o T = 1T =Y o 76.05-10
Survey: Generally. (See Inspection)
T
Tank:
Cargo, fire extinguishing system required .............cooooiiiiiiiiiiiiiiiieeen 76.05-20
(0701015 d g8 Tox i [o] o TP 72.01-25
Double bottom. (See Double bottom)
Pressure, automatic SprinkliNg ...... ..o 76.25-20
Vent and sounding systems
Telephone, SOUND POWEIEA ..... ..t e e
Temporary certificate of INSPECLION .........ooviiiiiiii i, 71.01-15

Test. (See Inspection)

Tiller. (See Rudder)

Toilet space. (See Washroom)
Tonnage opening:
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Considered closed for carbon dioxide extinguishing calculations........ 76.15-5(c)(2)
Shifting DOAIAS ....cuiiiii e 72.05-35
THIM JOINEE <o ettt ettt e et e e e e e e neaes 72.05-15
Tunnel:
Access through bulkheads. (See Bulkhead)
U
Underwriters’ Laboratories, INC ... ..o 76.10-10(2)
United States flag VESSEIS ... ... 70.05-1
A%
Validity, period of, for certificate of iNnSpection............cccooiiiiiiiiiiiiiiiiinnnans 71.01-10

Valve. (See also piping):
Fire detecting systems:

Automatic sprinkling 76.25-25, 76.25-30

1510 270 G Te (=] (=Tox o 1o Vo S 76.33-15, 76.33-20
Fire extinguishing system:
Automatic sprinkling ... 76.25-25, 76.25-30
Carbon dioxide 76.15-10, 76.15-15
Fire Main ..o 76.10-5, 76.10-10, 76.10-15
O e 76.17-10, 76.17-15
Manual sprinkKIiNg ..o e 76.23-15, 76.23-20
In bulkheads. (See Bulkhead)
Testing, for SUDAIVISION. ... 78.17-5
Vehicles in enclosed location, operation of ..........c..coiiiiiiiiiiiii e 78.83
Special operating conditions..........c.ocovvuiiiiiiiiiiiiiiineaeans

Vehicles, spaces specially suitable for
Vehicular space. (See also Cargo space):
Chains or barriers required
ONTerries ...ooooviiiiii e
Specially suitable ...
Veneer:
Combustible on bulkheads
Combustible 0N dOOKS .......iuiiiiiii
Ventilation:
FIre ProteCtiON ..ot
[C1=] o T=T = | PP PP PPPPRN
INSUIATION FOr AUCTS ..ot
Plans diSPlay e ......ccvuiiiii e e
Stopping of, when carbon dioxide extinguishing system used.................... 76.15-35
AV Z=T 01 =R T o e (o o ] o= P 72.05-25
Vents opening into crew accommodations .........ccovuiiiiuiiiiiiiie e 72.15-20
Ventilation fOr CloSEd SPaACES. ... ..o i 72.15-15
Verification of vessel compliance with applicable stability require-

Vessel:
Definition of
Foreign.....cooooviiii e
Inspection and certification
Inspection standards.................

International voyages, applicability of subchapter to vessels on............... 70.05-10
Laid up, dismantled, and out of commission 70.05-1(a)(2)
Markings ON @QUIPIMIENT .. c..uit ittt et e e e e eaees 78.47
Passenger vessel, defiNitioN........c..ooiiiii e 70.10-35
PUD I C . e 70.05-1(2)(3)
Subject to regulations 70.05
UnNited STates Flag ... e 70.05-1
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U.S. Maritime AdminisStration.........coooiiiii i aeaas 70.05-1(a)(3)
Verification of compliance with stability requirements................cccoooiienan. 78.17-22
Vessels CoNtracted fOr.... ... 70.05-5(a)
Vessels for ocean or unlimited COastwise FOUTES.........c.ocuviuiiuiiniinieiienieieeeeanen, 70.05-7

Visibility from navigation bridge
Voice tube.........ooiiiiii

Void spaces 72.05—10.(1)
AV 0) V2= Te [ g =Tolo] o RO PP UP PP PPN 78.07
w

Washroom. (See also Accommodation space):
(7] o 151 o ¥ Tox o o] o IR PRSPPI
Crew hospital....................

General requirements
Passenger accommodations of excursion boats, ferry boats, and

0T 1 o =2 S PP UPPRP 72.25-15
K0T = X o T 0 =T o PP 78.30-15
Water:
Availability for fire extinguishment........ ... 76.10-3
Water spray extinguishing system:
Plans diSplayed .. ... ..o 78.45
WHREIE FEQUITEA ...eeieii et 76.05-20

Watertight bulkheads. (See Bulkhead)

Watertight door:

ANNUAL INSPECTION. ...t
Daily and weekly inspection and operation...
KEPT ClOSEA A SEA .. .uiuieiiiie ettt e e ans
Location of. (See Bulkhead)
1Y = T L] Lo [P PP P PR

Power operated substituted for magnetically controlled doors..... 72.05-25(b)(9)(ii)
Prohibited location for access. (See Bulkhead)

To machinery space or bunker. (See Bulkhead)

Weather deCK, ACCESS 0. .. .iuiuii it eeaeenes 72.10-45

Well, in double bottom. (See Double bottom)

Whistle:
Testing
Unnecessary whistling prohibited ....

WINAOW, FIFe ProtECTION ...ttt eeneens 72.05-30

Wire inserted glass:

TN OOKS e 72.05-25
IN WINAOWS aNd @IrPOITS ...oueiiii et e e e e e 72.05-30

Wireless. (See Radio)

Wiring through bulkheads. (See Bulkhead)

Work vests:
/AN o o] 1 Lo X o Lo o [P
Approved types
Hybrid......ccooovieiiiins
Shipboard inspections
Shipboard stowage.............
USE ..o

Work space, defiNed ..... ... e

Zone:
Fire detecting and extinguishing systems:
AUTOMATIC SPrINKIING c.e e 76.25-5
[ [=T o o o PP PIPPP 76.27-5



46 CFR Ch. | (10-1-04 Edition)

Manual @larmm ... e
Manual sprinkling ..........c...oooiie
Pneumatic ........c.oooviiiiiiii
SMOKE ..o
Horizontal. (See Horizontal zone)
Main vertical. (See Main vertical zone)
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FINDING AIDS

A list of CFR titles, subtitles, chapters, subchapters and parts and an alphabet-
ical list of agencies publishing in the CFR are included in the CFR Index and
Finding Aids volume to the Code of Federal Regulations which is published sepa-

rately and revised annually.
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Alphabetical List of Agencies Appearing in the CFR
List of CFR Sections Affected
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Material Approved for Incorporation by Reference
(Revised as of October 1, 2004)

The Director of the Federal Register has approved under 5 U.S.C. 552(a) and
1 CFR part 51 the incorporation by reference of the following publications. This
list contains only those incorporations by reference effective as of the revision
date of this volume. Incorporations by reference found within a regulation are
effective upon the effective date of that regulation. For more information on
incorporation by reference, see the preliminary pages of this volume.

46 CFR (PARTS 70-89)
COAST GUARD, DEPARTMENT OF HOMELAND SECURITY

46 CFR
American Bureau of Shipping
Publications Department, ABS Plaza, 16855 Northchase Drive,
Houston, Texas 77060
Rules for Building and Classing Steel Vessels, 1981 .......c..cccceeivienninnnns 70.35-1; 71.15-1;
72.01-15; 72.01-
20
Rules for Building and Classing Steel Vessels, 1996 .......c..cccccovevverinnnnns 71.15-5(b)
Rules for Building and Classing Steel Vessels, 1998 .......c..cccccvvenvenennnns 71.15-5(b)

U.S. Supplement to ABS Rules for Steel Vessels for Vessels on Inter- 71.15-5(b)
national Voyages, October 21, 1996.
U.S. Supplement to ABS Rules for Steel Vessels for Vessels on Inter- 71.15-5(b)
national Voyages, August 1, 1997.
American Society for Testing and Materials
100 Barr Harbor Drive, West Conshohocken, PA, 19428-2959, Tele-
phone (610) 832-9585, FAX (610) 832-9555
ASTM D 93-80 Tests for Flash Point by Pennsky-Martens Closed 78.17-75
Tester.
ASTM D 93-97, Standard Test Methods for Flash Point by Pensky- 78.01-2; 78.17-75
Martens Closed Cup Tester.
ASTM F 1014-92, Standard Specification for Flashlights on Vessels 77.01-3; 77.35-5
ASTM F 1014-86 Standard Specification for Flashlights on Vessels 75.20-15(j); 77.35—
5(c)
ASTM F 1121-87 International Shore Connections for Marine Fire 76.10
Applications.
ASTM F 1121-87 (1993), Standard Specification for International 76.01-2; 76.10-10
Shore Connections for Marine Fire Applications.
ASTM Adjunct F 1626 Symbols for Use in Accordance with Regula- 78.01-2; 78.45-1
tion II-2/20 of the 1974 SOLAS Convention As Amended PCN:
12-616260-01 (1996).
Coast Guard
Commandant [G-MVI], 2100 2nd St. SW., Washington, DC 20593
160.014—“Compass and Mounting, dated Dec. 14, 1944” (Specifica- 75.20-15
tion for Compasses: Magnetic, Liquid-filled, Mariners, Compen-
sating, for Life Boats (with mounting) for Merchant Vessels), 1944.
Department of Defense
DODSSP Standardization Document Order Desk, 700 Robbins Ave.,
Bldg. 4D, Philadelphia, PA 19111-5098
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Title 46—Shipping

46 CFR (PARTS 70-89)—Continued
COAST GUARD, DEPARTMENT OF HOMELAND SECURITY—Continued
46 CFR
Federal Specifications:
77Z-H-451 Hose, Fire, Woven-jacketed Rubber or Cambric-lined, 76.10-10
with Couplings, F
International Maritime Organization (formerly Inter-Governmental Maritime
Organization)
4 Albert Embankment, London SE1 7SR, England Telephone: 0171-
587 3210; FAX: 0171-587 3210; Telex: 23588. Purchase from: IMO
Sales, New York Nautical Instrument and Service Corp., 140 W.
Broadway, New York, NY 10013. Telephone: (212) 962-4522; FAX:
(212) 406-8420
A/ES III Res. 108 Annexes I thru IV dated Nov. 30, 1966 Amendments 80.20
to Chapter II of the International Convention for Safety of Life
at Sea, 1960. (adopted as part of International Convention for the
Safety of Life at Sea, 1974), 1966.
Resolution A.654 (XVI) Graphical Symbols for Fire Control Plans, 78.01-2; 78.45-1
October 19, 1989.
Lloyd’s Register of Shipping (LF)
100 Leadenhall Street, London, ECA 3BP
Rules and Regulations for the Classification of Ships, 1998 ...... .. 71.15-5(b)
Lloyd’s Register of Shiping Supplemental Requirements, 1998 71.15-5(b)

National Fire Protection Association
1 Batterymarch Park, Quincy, MA 02269-9101, Telephone: (800)
344-3555
56A—Inhalation Anesthetics (Replaces former “Code for Flammable 72.05-10
Anesthetics”), 1973.
306—Control of Gas Hazards on Vessels, 1980 .........ccccocvevvvierveenreennennne 71.60-1
NFPA 13-1996 Standard for the Installation of Sprinkler Systems 76.01-2; 76.25-1
Underwriters Laboratories, Inc.
Available from: Global Engineering Documents, 15 Inverness Way
East, Englewood, CO 80112, Telephone (800) 854-7179 or
Global Engineering Documents, 7730 Carondelet Ave., Suite 470,
Clayton, MO 63105, Telephone (800) 854-7179
UL 19-78 Woven-Jacketed, Rubber-Lined Fire Hose ..........ccccceevveennnnnn. 76.10-10
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VIl
IX
Xl
X1V

Table of CFR Titles and Chapters

(Revised as of October 1, 2004)
Title 1—General Provisions

Administrative Committee of the Federal Register (Parts 1—49)
Office of the Federal Register (Parts 50—299)
Miscellaneous Agencies (Parts 400—500)

Title 2—Grants and Agreements

SUBTITLE A—OFFICE OF MANAGEMENT AND BUDGET GUIDANCE FOR
GRANTS AND AGREEMENTS

[Reserved]

Office of Management and Budget Circulars and Guidance [Re-
served]

SUBTITLE B—FEDERAL AGENCY REGULATIONS FOR GRANTS AND
AGREEMENTS [RESERVED]

Title 3—The President
Executive Office of the President (Parts 100—199)
Title 4—Accounts
General Accounting Office (Parts 1—99)
Title 5—Administrative Personnel

Office of Personnel Management (Parts 1—1199)
Merit Systems Protection Board (Parts 1200—1299)
Office of Management and Budget (Parts 1300—1399)

The International Organizations Employees Loyalty Board
(Parts 1500—1599)

Federal Retirement Thrift Investment Board (Parts 1600—1699)
Office of Special Counsel (Parts 1800—1899)

Appalachian Regional Commission (Parts 1900—1999)

Armed Forces Retirement Home (Part 2100)

Federal Labor Relations Authority, General Counsel of the Fed-
eral Labor Relations Authority and Federal Service Impasses
Panel (Parts 2400—2499)
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o Title 5—Administrative Personnel—Continued
ap.

XV  Office of Administration, Executive Office of the President
(Parts 2500—2599)
XVI1 Office of Government Ethics (Parts 2600—2699)
XXI1  Department of the Treasury (Parts 3100—3199)
XXIl  Federal Deposit Insurance Corporation (Part 3201)
XXIll  Department of Energy (Part 3301)
XXIV  Federal Energy Regulatory Commission (Part 3401)
XXV  Department of the Interior (Part 3501)
XXVI Department of Defense (Part 3601)
XXVIIlI  Department of Justice (Part 3801)
XXIX  Federal Communications Commission (Parts 3900—3999)
XXX  Farm Credit System Insurance Corporation (Parts 4000—4099)
XXXl  Farm Credit Administration (Parts 4100—4199)
XXXIIl  Overseas Private Investment Corporation (Part 4301)
XXXV  Office of Personnel Management (Part 4501)
XL  Interstate Commerce Commission (Part 5001)
XLl Commodity Futures Trading Commission (Part 5101)
XLII  Department of Labor (Part 5201)
XLIIl  National Science Foundation (Part 5301)
XLV Department of Health and Human Services (Part 5501)
XLVI Postal Rate Commission (Part 5601)
XLVIlI Federal Trade Commission (Part 5701)
XLVIII  Nuclear Regulatory Commission (Part 5801)
L Department of Transportation (Part 6001)
LIl  Export-lmport Bank of the United States (Part 6201)
LIl  Department of Education (Parts 6300—6399)
LIV  Environmental Protection Agency (Part 6401)
LV National Endowment for the Arts (Part 6501)
LVI National Endowment for the Humanities (Part 6601)
LVII  General Services Administration (Part 6701)
LVIIlI  Board of Governors of the Federal Reserve System (Part 6801)
LIX National Aeronautics and Space Administration (Part 6901)
LX United States Postal Service (Part 7001)
LXI National Labor Relations Board (Part 7101)
LXIl Equal Employment Opportunity Commission (Part 7201)
LXIIl  Inter-American Foundation (Part 7301)
LXV Department of Housing and Urban Development (Part 7501)
LXVI National Archives and Records Administration (Part 7601)
LXVIlI Institute of Museum and Library Services (Part 7701)
LXIX Tennessee Valley Authority (Part 7901)
LXXIl Consumer Product Safety Commission (Part 8101)
LXXIIl  Department of Agriculture (Part 8301)
LXXIV Federal Mine Safety and Health Review Commission (Part 8401)
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Chap.

LXXVI
LXXVII

Vi

Vil

Vil

Xl

X1V

XV

XVI

XVII

XVIII

XX

Title 5—Administrative Personnel—Continued

Federal Retirement Thrift Investment Board (Part 8601)
Office of Management and Budget (Part 8701)

Title 6—Homeland Security

Department of Homeland Security, Office of the Secretary
(Parts 0—99)

Title 7—Agriculture

SUBTITLE A—OFFICE OF THE SECRETARY OF AGRICULTURE (PARTS
0—26)

SUBTITLE B—REGULATIONS OF THE DEPARTMENT OF AGRICULTURE

Agricultural Marketing Service (Standards, Inspections, Mar-
keting Practices), Department of Agriculture (Parts 27—209)

Food and Nutrition Service, Department of Agriculture (Parts
210—299)

Animal and Plant Health Inspection Service, Department of Ag-
riculture (Parts 300—399)

Federal Crop Insurance Corporation, Department of Agriculture
(Parts 400—499)

Agricultural Research Service, Department of Agriculture
(Parts 500—599)

Natural Resources Conservation Service, Department of Agri-
culture (Parts 600—699)

Farm Service Agency, Department of Agriculture (Parts 700—
799)

Grain Inspection, Packers and Stockyards Administration (Fed-
eral Grain Inspection Service), Department of Agriculture
(Parts 800—899)

Agricultural Marketing Service (Marketing Agreements and Or-

ders; Fruits, Vegetables, Nuts), Department of Agriculture
(Parts 900—999)

Agricultural Marketing Service (Marketing Agreements and Or-
ders; Milk), Department of Agriculture (Parts 1000—1199)

Agricultural Marketing Service (Marketing Agreements and Or-
ders; Miscellaneous Commodities), Department of Agriculture
(Parts 1200—1299)

Commodity Credit Corporation, Department of Agriculture
(Parts 1400—1499)

Foreign Agricultural Service, Department of Agriculture (Parts
1500—1599)

Rural Telephone Bank, Department of Agriculture (Parts 1600—
1699)

Rural Utilities Service, Department of Agriculture (Parts 1700—
1799)

Rural Housing Service, Rural Business-Cooperative Service,
Rural Utilities Service, and Farm Service Agency, Depart-
ment of Agriculture (Parts 1800—2099)

Local Television Loan Guarantee Board (Parts 2200—2299)
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Chap.

XXVI

XXVII

XXVII

XXIX
XXX

XXXI

XXXI1

XXX

XXXV

XXXV

XXXVI

XXXVII

XXXVIII

XLI
XLI1

Title 7—Agriculture—Continued

Office of Inspector General, Department of Agriculture (Parts
2600—2699)

Office of Information Resources Management, Department of
Agriculture (Parts 2700—2799)

Office of Operations, Department of Agriculture (Parts 2800—
2899)

Office of Energy, Department of Agriculture (Parts 2900—2999)

Office of the Chief Financial Officer, Department of Agriculture
(Parts 3000—3099)

Office of Environmental Quality, Department of Agriculture
(Parts 3100—3199)

Office of Procurement and Property Management, Department
of Agriculture (Parts 3200—3299)

Office of Transportation, Department of Agriculture (Parts
3300—3399)

Cooperative State Research, Education, and Extension Service,
Department of Agriculture (Parts 3400—3499)

Rural Housing Service, Department of Agriculture (Parts 3500—
3599)

National Agricultural Statistics Service, Department of Agri-
culture (Parts 3600—3699)

Economic Research Service, Department of Agriculture (Parts
3700—3799)

World Agricultural Outlook Board, Department of Agriculture
(Parts 3800—3899)

[Reserved]

Rural Business-Cooperative Service and Rural Utilities Service,
Department of Agriculture (Parts 4200—4299)

Title 8—Aliens and Nationality

Department of Homeland Security (Immigration and Naturaliza-
tion) (Parts 1—499)

Executive Office for Immigration Review, Department of Justice
(Parts 1000—1399)

Title 9—Animals and Animal Products

Animal and Plant Health Inspection Service, Department of Ag-
riculture (Parts 1—199)

Grain Inspection, Packers and Stockyards Administration
(Packers and Stockyards Programs), Department of Agri-
culture (Parts 200—299)

Food Safety and Inspection Service, Department of Agriculture
(Parts 300—599)
Title 10—Energy

Nuclear Regulatory Commission (Parts 0—199)
Department of Energy (Parts 200—699)
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Chap.

XVII
XVIII
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Vil
VIl
I1X
Xl

X1V
XV
XVII

XVIII

Title 10—Energy—Continued

Department of Energy (Parts 700—999)
Department of Energy (General Provisions) (Parts 1000—1099)
Defense Nuclear Facilities Safety Board (Parts 1700—1799)

Northeast Interstate Low-Level Radioactive Waste Commission
(Part 1800)

Title 11—Federal Elections
Federal Election Commission (Parts 1—9099)
Title 12—Banks and Banking

Comptroller of the Currency, Department of the Treasury (Parts
1—199)

Federal Reserve System (Parts 200—299)
Federal Deposit Insurance Corporation (Parts 300—399)
Export-lmport Bank of the United States (Parts 400—499)

Office of Thrift Supervision, Department of the Treasury (Parts
500—599)

Farm Credit Administration (Parts 600—699)

National Credit Union Administration (Parts 700—799)
Federal Financing Bank (Parts 800—899)

Federal Housing Finance Board (Parts 900—999)

Federal Financial Institutions Examination Council (Parts
1100—1199)

Farm Credit System Insurance Corporation (Parts 1400—1499)
Department of the Treasury (Parts 1500—1599)

Office of Federal Housing Enterprise Oversight, Department of
Housing and Urban Development (Parts 1700—1799)

Community Development Financial Institutions Fund, Depart-
ment of the Treasury (Parts 1800—1899)

Title 13—Business Credit and Assistance

Small Business Administration (Parts 1—199)

Economic Development Administration, Department of Com-
merce (Parts 300—399)

Emergency Steel Guarantee Loan Board, Department of Com-
merce (Parts 400—499)

Emergency Oil and Gas Guaranteed Loan Board, Department of
Commerce (Parts 500—599)

Title 14—Aeronautics and Space

Federal Aviation Administration, Department of Transportation
(Parts 1—199)

Office of the Secretary, Department of Transportation (Aviation
Proceedings) (Parts 200—399)
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XX

XX

Title 14—Aeronautics and Space—Continued

Commercial Space Transportation, Federal Aviation Adminis-
tration, Department of Transportation (Parts 400—499)

National Aeronautics and Space Administration (Parts 1200—
1299)

Air Transportation System Stabilization (Parts 1300—1399)
Title 15—Commerce and Foreign Trade

SUBTITLE A—OFFICE OF THE SECRETARY OF COMMERCE (PARTS 0—
29)

SUBTITLE B—REGULATIONS RELATING TO COMMERCE AND FOREIGN
TRADE

Bureau of the Census, Department of Commerce (Parts 30—199)

National Institute of Standards and Technology, Department of
Commerce (Parts 200—299)

International Trade Administration, Department of Commerce
(Parts 300—399)

Foreign-Trade Zones Board, Department of Commerce (Parts
400—499)

Bureau of Industry and Security, Department of Commerce
(Parts 700—799)

Bureau of Economic Analysis, Department of Commerce (Parts
800—899)

National Oceanic and Atmospheric Administration, Department
of Commerce (Parts 900—999)

Technology Administration, Department of Commerce (Parts
1100—1199)

East-West Foreign Trade Board (Parts 1300—1399)
Minority Business Development Agency (Parts 1400—1499)

SUBTITLE C—REGULATIONS RELATING TO FOREIGN TRADE AGREE-
MENTS

Office of the United States Trade Representative (Parts 2000—
2099)

SUBTITLE D—REGULATIONS RELATING TO TELECOMMUNICATIONS
AND INFORMATION

National Telecommunications and Information Administration,
Department of Commerce (Parts 2300—2399)
Title 16—Commercial Practices

Federal Trade Commission (Parts 0—999)
Consumer Product Safety Commission (Parts 1000—1799)

Title 17—Commodity and Securities Exchanges

|
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v

Commodity Futures Trading Commission (Parts 1—199)
Securities and Exchange Commission (Parts 200—399)
Department of the Treasury (Parts 400—499)
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Federal Energy Regulatory Commission, Department of Energy
(Parts 1—399)

Delaware River Basin Commission (Parts 400—499)
Water Resources Council (Parts 700—799)
Susquehanna River Basin Commission (Parts 800—899)
Tennessee Valley Authority (Parts 1300—1399)

Title 19—Customs Duties

Bureau of Customs and Border Protection, Department of Home-
land Security; Department of the Treasury (Parts 0—199)

United States International Trade Commission (Parts 200—299)

International Trade Administration, Department of Commerce
(Parts 300—399)

Bureau of Immigration and Customs Enforcement, Department
of Homeland Security (Parts 400—599)

Title 20—Employees’ Benefits

Office of Workers’ Compensation Programs, Department of
Labor (Parts 1—199)

Railroad Retirement Board (Parts 200—399)
Social Security Administration (Parts 400—499)

Employees Compensation Appeals Board, Department of Labor
(Parts 500—599)

Employment and Training Administration, Department of Labor
(Parts 600—699)

Employment Standards Administration, Department of Labor
(Parts 700—799)

Benefits Review Board, Department of Labor (Parts 800—899)
Joint Board for the Enrollment of Actuaries (Parts 900—999)

Office of the Assistant Secretary for Veterans’ Employment and
Training, Department of Labor (Parts 1000—1099)

Title 21—Food and Drugs

Food and Drug Administration, Department of Health and
Human Services (Parts 1—1299)

Drug Enforcement Administration, Department of Justice (Parts
1300—1399)

Office of National Drug Control Policy (Parts 1400—1499)
Title 22—Foreign Relations

Department of State (Parts 1—199)
Agency for International Development (Parts 200—299)
Peace Corps (Parts 300—399)
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Title 22—Foreign Relations—Continued

International Joint Commission, United States and Canada
(Parts 400—499)

Broadcasting Board of Governors (Parts 500—599)

Overseas Private Investment Corporation (Parts 700—799)
Foreign Service Grievance Board Regulations (Parts 900—999)
Inter-American Foundation (Parts 1000—1099)

International Boundary and Water Commission, United States
and Mexico, United States Section (Parts 1100—1199)

United States International Development Cooperation Agency
(Parts 1200—1299)

Foreign Service Labor Relations Board; Federal Labor Relations
Authority; General Counsel of the Federal Labor Relations
Authority; and the Foreign Service Impasse Disputes Panel
(Parts 1400—1499)

African Development Foundation (Parts 1500—1599)
Japan-United States Friendship Commission (Parts 1600—1699)
United States Institute of Peace (Parts 1700—1799)

Title 23—Highways

Federal Highway Administration, Department of Transportation
(Parts 1—999)

National Highway Traffic Safety Administration and Federal
Highway Administration, Department of Transportation
(Parts 1200—1299)

National Highway Traffic Safety Administration, Department of
Transportation (Parts 1300—1399)

Title 24—Housing and Urban Development

SUBTITLE A—OFFICE OF THE SECRETARY, DEPARTMENT OF HOUSING
AND URBAN DEVELOPMENT (PARTS 0—99)

SUBTITLE B—REGULATIONS RELATING TO HOUSING AND URBAN DE-
VELOPMENT

Office of Assistant Secretary for Equal Opportunity, Department
of Housing and Urban Development (Parts 100—199)

Office of Assistant Secretary for Housing-Federal Housing Com-
missioner, Department of Housing and Urban Development
(Parts 200—299)

Government National Mortgage Association, Department of
Housing and Urban Development (Parts 300—399)

Office of Housing and Office of Multifamily Housing Assistance
Restructuring, Department of Housing and Urban Develop-
ment (Parts 400—499)

Office of Assistant Secretary for Community Planning and De-
velopment, Department of Housing and Urban Development
(Parts 500—599)

Office of Assistant Secretary for Community Planning and De-
velopment, Department of Housing and Urban Development
(Parts 600—699) [Reserved]
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Office of the Secretary, Department of Housing and Urban Devel-
opment (Housing Assistance Programs and Public and Indian
Housing Programs) (Parts 700—799)

Office of the Assistant Secretary for Housing—Federal Housing
Commissioner, Department of Housing and Urban Develop-
ment (Section 8 Housing Assistance Programs, Section 202 Di-
rect Loan Program, Section 202 Supportive Housing for the EI-
derly Program and Section 811 Supportive Housing for Persons
With Disabilities Program) (Parts 800—899)

Office of Assistant Secretary for Public and Indian Housing, De-
partment of Housing and Urban Development (Parts 900—1699)

Office of Assistant Secretary for Housing—Federal Housing
Commissioner, Department of Housing and Urban Develop-
ment (Interstate Land Sales Registration Program) (Parts
1700—1799)

Office of Inspector General, Department of Housing and Urban
Development (Parts 2000—2099)

Office of Assistant Secretary for Housing—Federal Housing
Commissioner, Department of Housing and Urban Develop-
ment (Parts 3200—3899)

Neighborhood Reinvestment Corporation (Parts 4100—4199)
Title 25—Indians

Bureau of Indian Affairs, Department of the Interior (Parts 1—
299)

Indian Arts and Crafts Board, Department of the Interior (Parts
300—399)

National Indian Gaming Commission, Department of the Inte-
rior (Parts 500—599)

Office of Navajo and Hopi Indian Relocation (Parts 700—799)

Bureau of Indian Affairs, Department of the Interior, and Indian
Health Service, Department of Health and Human Services
(Part 900)

Office of the Assistant Secretary-Indian Affairs, Department of
the Interior (Parts 1000—1199)

Office of the Special Trustee for American Indians, Department
of the Interior (Part 1200)
Title 26—Internal Revenue

Internal Revenue Service, Department of the Treasury (Parts 1—
899)

Title 27—Alcohol, Tobacco Products and Firearms

Alcohol and Tobacco Tax and Trade Bureau, Department of the
Treasury (Parts 1—399)

Bureau of Alcohol, Tobacco, Firearms, and Explosives, Depart-
ment of Justice (Parts 400—699)
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Title 28—Judicial Administration

Department of Justice (Parts 0—299)

Federal Prison Industries, Inc., Department of Justice (Parts
300—399)

Bureau of Prisons, Department of Justice (Parts 500—599)

Offices of Independent Counsel, Department of Justice (Parts
600—699)

Office of Independent Counsel (Parts 700—799)

Court Services and Offender Supervision Agency for the District
of Columbia (Parts 800—899)

National Crime Prevention and Privacy Compact Council (Parts
900—999)

Department of Justice and Department of State (Parts 1100—
1199)

Title 29—Labor

SUBTITLE A—OFFICE OF THE SECRETARY OF LABOR (PARTS 0—99)
SUBTITLE B—REGULATIONS RELATING TO LABOR
National Labor Relations Board (Parts 100—199)

Office of Labor-Management Standards, Department of Labor
(Parts 200—299)

National Railroad Adjustment Board (Parts 300—399)

Office of Labor-Management Standards, Department of Labor
(Parts 400—499)

Wage and Hour Division, Department of Labor (Parts 500—899)

Construction Industry Collective Bargaining Commission (Parts
900—999)

National Mediation Board (Parts 1200—1299)
Federal Mediation and Conciliation Service (Parts 1400—1499)
Equal Employment Opportunity Commission (Parts 1600—1699)

Occupational Safety and Health Administration, Department of
Labor (Parts 1900—1999)

Occupational Safety and Health Review Commission (Parts
2200—2499)

Employee Benefits Security Administration, Department of
Labor (Parts 2500—2599)

Federal Mine Safety and Health Review Commission (Parts
2700—2799)

Pension Benefit Guaranty Corporation (Parts 4000—4999)
Title 30—Mineral Resources

Mine Safety and Health Administration, Department of Labor
(Parts 1—199)

Minerals Management Service, Department of the Interior
(Parts 200—299)

Board of Surface Mining and Reclamation Appeals, Department
of the Interior (Parts 300—399)
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Title 30—Mineral Resources—Continued

Geological Survey, Department of the Interior (Parts 400—499)

Office of Surface Mining Reclamation and Enforcement, Depart-
ment of the Interior (Parts 700—999)

Title 31—Money and Finance: Treasury

SUBTITLE A—OFFICE OF THE SECRETARY OF THE TREASURY (PARTS
0—50)

SUBTITLE B—REGULATIONS RELATING TO MONEY AND FINANCE

Monetary Offices, Department of the Treasury (Parts 51—199)

Fiscal Service, Department of the Treasury (Parts 200—399)

Secret Service, Department of the Treasury (Parts 400—499)

Office of Foreign Assets Control, Department of the Treasury
(Parts 500—599)

Bureau of Engraving and Printing, Department of the Treasury
(Parts 600—699)

Federal Law Enforcement Training Center, Department of the
Treasury (Parts 700—799)

Office of International Investment, Department of the Treasury
(Parts 800—899)

Federal Claims Collection Standards (Department of the Treas-
ury—Department of Justice) (Parts 900—999)

Title 32—National Defense

SUBTITLE A—DEPARTMENT OF DEFENSE

Office of the Secretary of Defense (Parts 1—399)
Department of the Army (Parts 400—699)
Department of the Navy (Parts 700—799)
Department of the Air Force (Parts 800—1099)

SUBTITLE B—OTHER REGULATIONS RELATING TO NATIONAL DE-
FENSE

Defense Logistics Agency (Parts 1200—1299)

Selective Service System (Parts 1600—1699)

National Counterintelligence Center (Parts 1800—1899)
Central Intelligence Agency (Parts 1900—1999)

Information Security Oversight Office, National Archives and
Records Administration (Parts 2000—2099)

National Security Council (Parts 2100—2199)

Office of Science and Technology Policy (Parts 2400—2499)

Office for Micronesian Status Negotiations (Parts 2700—2799)
Office of the Vice President of the United States (Parts 2800—

2899)
Title 33—Navigation and Navigable Waters

Coast Guard, Department of Homeland Security (Parts 1—199)
Corps of Engineers, Department of the Army (Parts 200—399)
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Saint Lawrence Seaway Development Corporation, Department
of Transportation (Parts 400—499)

Title 34—Education

SUBTITLE A—OFFICE OF THE SECRETARY, DEPARTMENT OF EDU-
CATION (PARTS 1—99)

SUBTITLE B—REGULATIONS OF THE OFFICES OF THE DEPARTMENT
OF EDUCATION

Office for Civil Rights, Department of Education (Parts 100—199)

Office of Elementary and Secondary Education, Department of
Education (Parts 200—299)

Office of Special Education and Rehabilitative Services, Depart-
ment of Education (Parts 300—399)

Office of Vocational and Adult Education, Department of Edu-
cation (Parts 400—499)

Office of Bilingual Education and Minority Languages Affairs,
Department of Education (Parts 500—599)

Office of Postsecondary Education, Department of Education
(Parts 600—699)

National Institute for Literacy (Parts 1100—1199)
SUBTITLE C—REGULATIONS RELATING TO EDUCATION
National Council on Disability (Parts 1200—1299)

Title 35—Panama Canal
Panama Canal Regulations (Parts 1—299)
Title 36—Parks, Forests, and Public Property

National Park Service, Department of the Interior (Parts 1—199)
Forest Service, Department of Agriculture (Parts 200—299)

Corps of Engineers, Department of the Army (Parts 300—399)
American Battle Monuments Commission (Parts 400—499)
Smithsonian Institution (Parts 500—599)

Library of Congress (Parts 700—799)

Advisory Council on Historic Preservation (Parts 800—899)
Pennsylvania Avenue Development Corporation (Parts 900—999)
Presidio Trust (Parts 1000—1099)

Architectural and Transportation Barriers Compliance Board
(Parts 1100—1199)

National Archives and Records Administration (Parts 1200—1299)
Oklahoma City National Memorial Trust (Part 1501)

Morris K. Udall Scholarship and Excellence in National Environ-
mental Policy Foundation (Parts 1600—1699)
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I United States Patent and Trademark Office, Department of
Commerce (Parts 1—199)
Il Copyright Office, Library of Congress (Parts 200—299)

IV  Assistant Secretary for Technology Policy, Department of Com-
merce (Parts 400—499)

V Under Secretary for Technology, Department of Commerce
(Parts 500—599)

Title 38—Pensions, Bonuses, and Veterans’ Relief
I Department of Veterans Affairs (Parts 0—99)
Title 39—Postal Service

I United States Postal Service (Parts 1—999)
111 Postal Rate Commission (Parts 3000—3099)

Title 40—Protection of Environment

I Environmental Protection Agency (Parts 1—1099)

IV Environmental Protection Agency and Department of Justice
(Parts 1400—1499)

V  Council on Environmental Quality (Parts 1500—1599)

VI Chemical Safety and Hazard Investigation Board (Parts 1600—
1699)

VIl  Environmental Protection Agency and Department of Defense;
Uniform National Discharge Standards for Vessels of the
Armed Forces (Parts 1700—1799)

Title 41—Public Contracts and Property Management

SUBTITLE B—OTHER PROVISIONS RELATING TO PuUBLIC CONTRACTS
50 Public Contracts, Department of Labor (Parts 50-1—50-999)

51 Committee for Purchase From People Who Are Blind or Severely
Disabled (Parts 51-1—51-99)

60 Office of Federal Contract Compliance Programs, Equal Employ-
ment Opportunity, Department of Labor (Parts 60-1—60-999)

61 Office of the Assistant Secretary for Veterans’ Employment and
Training Service, Department of Labor (Parts 61-1—61-999)

SUBTITLE C—FEDERAL PROPERTY MANAGEMENT REGULATIONS
SYSTEM

101 Federal Property Management Regulations (Parts 101-1—101-99)
102 Federal Management Regulation (Parts 102-1—102-299)
105 General Services Administration (Parts 105-1—105-999)

109 Department of Energy Property Management Regulations (Parts
109-1—109-99)

114 Department of the Interior (Parts 114-1—114-99)
115 Environmental Protection Agency (Parts 115-1—115-99)
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Department of Justice (Parts 128-1—128-99)

SUBTITLE D—OTHER PROVISIONS RELATING TO PROPERTY MANAGE-
MENT [RESERVED]

SUBTITLE E—FEDERAL INFORMATION RESOURCES MANAGEMENT
REGULATIONS SYSTEM

Federal Information Resources Management Regulation (Parts
201-1—201-99) [Reserved]

SUBTITLE F—FEDERAL TRAVEL REGULATION SYSTEM

General (Parts 300-1—300-99)

Temporary Duty (TDY) Travel Allowances (Parts 301-1—301-99)
Relocation Allowances (Parts 302-1—302-99)

Payment of Expenses Connected with the Death of Certain Em-
ployees (Part 303-70)

Payment of Travel Expenses from a Non-Federal Source (Parts
304-1—304-99)

Title 42—Public Health

Public Health Service, Department of Health and Human Serv-
ices (Parts 1—199)

Centers for Medicare & Medicaid Services, Department of Health
and Human Services (Parts 400—499)

Office of Inspector General-Health Care, Department of Health
and Human Services (Parts 1000—1999)

Title 43—Public Lands: Interior

SUBTITLE A—OFFICE OF THE SECRETARY OF THE INTERIOR (PARTS
1—199)

SUBTITLE B—REGULATIONS RELATING TO PUBLIC LANDS

Bureau of Reclamation, Department of the Interior (Parts 200—
499)

Bureau of Land Management, Department of the Interior (Parts
1000—9999)

Utah Reclamation Mitigation and Conservation Commission
(Parts 10000—10010)

Titte 44—Emergency Management and Assistance

v

Federal Emergency Management Agency, Department of Home-
land Security (Parts 0—399)

Department of Commerce and Department of Transportation
(Parts 400—499)

Title 45—Public Welfare

SUBTITLE A—DEPARTMENT OF HEALTH AND HUMAN SERVICES
(PARTS 1—199)

SUBTITLE B—REGULATIONS RELATING TO PUBLIC WELFARE
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Title 45—Public Welfare—Continued

Office of Family Assistance (Assistance Programs), Administra-
tion for Children and Families, Department of Health and
Human Services (Parts 200—299)

Office of Child Support Enforcement (Child Support Enforce-
ment Program), Administration for Children and Families,
Department of Health and Human Services (Parts 300—399)

Office of Refugee Resettlement, Administration for Children and
Families, Department of Health and Human Services (Parts
400—499)

Foreign Claims Settlement Commission of the United States,
Department of Justice (Parts 500—599)

National Science Foundation (Parts 600—699)
Commission on Civil Rights (Parts 700—799)
Office of Personnel Management (Parts 800—899)

Office of Community Services, Administration for Children and
Families, Department of Health and Human Services (Parts
1000—1099)

National Foundation on the Arts and the Humanities (Parts
1100—1199)

Corporation for National and Community Service (Parts 1200—
1299)

Office of Human Development Services, Department of Health
and Human Services (Parts 1300—1399)

Legal Services Corporation (Parts 1600—1699)

National Commission on Libraries and Information Science
(Parts 1700—1799)

Harry S. Truman Scholarship Foundation (Parts 1800—1899)
Commission on Fine Arts (Parts 2100—2199)
Arctic Research Commission (Part 2301)

James Madison Memorial Fellowship Foundation (Parts 2400—
2499)

Corporation for National and Community Service (Parts 2500—
2599)

Title 46—Shipping

Coast Guard, Department of Homeland Security (Parts 1—199)

Maritime Administration, Department of Transportation (Parts
200—399)

Coast Guard (Great Lakes Pilotage), Department of Homeland
Security (Parts 400—499)

Federal Maritime Commission (Parts 500—599)
Title 47—Telecommunication

Federal Communications Commission (Parts 0—199)

Office of Science and Technology Policy and National Security
Council (Parts 200—299)
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Title 47—Telecommunication—Continued

National Telecommunications and Information Administration,
Department of Commerce (Parts 300—399)

Title 48—Federal Acquisition Regulations System
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10
12
13
14
15
16

17
18

19
20
21

23
24

25
28
29
30

34

35
44
51

52

53

Federal Acquisition Regulation (Parts 1—99)

Department of Defense (Parts 200—299)

Department of Health and Human Services (Parts 300—399)
Department of Agriculture (Parts 400—499)

General Services Administration (Parts 500—599)
Department of State (Parts 600—699)

United States Agency for International Development (Parts
700—799)

Department of Veterans Affairs (Parts 800—899)
Department of Energy (Parts 900—999)

Department of the Treasury (Parts 1000—1099)
Department of Transportation (Parts 1200—1299)
Department of Commerce (Parts 1300—1399)
Department of the Interior (Parts 1400—1499)
Environmental Protection Agency (Parts 1500—1599)

Office of Personnel Management, Federal Employees Health
Benefits Acquisition Regulation (Parts 1600—1699)

Office of Personnel Management (Parts 1700—1799)

National Aeronautics and Space Administration (Parts 1800—
1899)

Broadcasting Board of Governors (Parts 1900—1999)
Nuclear Regulatory Commission (Parts 2000—2099)

Office of Personnel Management, Federal Employees Group Life
Insurance Federal Acquisition Regulation (Parts 2100—2199)

Social Security Administration (Parts 2300—2399)

Department of Housing and Urban Development (Parts 2400—
2499)

National Science Foundation (Parts 2500—2599)
Department of Justice (Parts 2800—2899)
Department of Labor (Parts 2900—2999)

Department of Homeland Security, Homeland Security Acquisi-
tion Regulation (HSAR) (Parts 3000—3099)

Department of Education Acquisition Regulation (Parts 3400—
3499)

Panama Canal Commission (Parts 3500—3599)
Federal Emergency Management Agency (Parts 4400—4499)

Department of the Army Acquisition Regulations (Parts 5100—
5199)

Department of the Navy Acquisition Regulations (Parts 5200—
5299)

Department of the Air Force Federal Acquisition Regulation
Supplement (Parts 5300—5399)
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Defense Logistics Agency, Department of Defense (Parts 5400—
5499)

African Development Foundation (Parts 5700—5799)

General Services Administration Board of Contract Appeals
(Parts 6100—6199)

Department of Transportation Board of Contract Appeals (Parts
6300—6399)

Cost Accounting Standards Board, Office of Federal Procure-
ment Policy, Office of Management and Budget (Parts 9900—
9999)

Title 49—Transportation

SUBTITLE A—OFFICE OF THE SECRETARY OF TRANSPORTATION
(PARTS 1—99)

SUBTITLE B—OTHER REGULATIONS RELATING TO TRANSPORTATION

Research and Special Programs Administration, Department of
Transportation (Parts 100—199)

Federal Railroad Administration, Department of Transportation
(Parts 200—299)

Federal Motor Carrier Safety Administration, Department of
Transportation (Parts 300—399)

Coast Guard, Department of Homeland Security (Parts 400—499)

National Highway Traffic Safety Administration, Department of
Transportation (Parts 500—599)

Federal Transit Administration, Department of Transportation
(Parts 600—699)

National Railroad Passenger Corporation (AMTRAK) (Parts
700—799)

National Transportation Safety Board (Parts 800—999)

Surface Transportation Board, Department of Transportation
(Parts 1000—1399)

Bureau of Transportation Statistics, Department of Transpor-
tation (Parts 1400—1499)

Transportation Security Administration, Department of Home-
land Security (Parts 1500—1699)

Title 50—Wildlife and Fisheries

United States Fish and Wildlife Service, Department of the Inte-
rior (Parts 1—199)

National Marine Fisheries Service, National Oceanic and Atmos-
pheric Administration, Department of Commerce (Parts 200—
299)

International Fishing and Related Activities (Parts 300—399)

Joint Regulations (United States Fish and Wildlife Service, De-
partment of the Interior and National Marine Fisheries Serv-
ice, National Oceanic and Atmospheric Administration, De-

partment of Commerce); Endangered Species Committee Reg-
ulations (Parts 400—499)
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Chap.

V  Marine Mammal Commission (Parts 500—599)

VI Fishery Conservation and Management, National Oceanic and
Atmospheric Administration, Department of Commerce (Parts
600—699)

CFR Index and Finding Aids

Subject/Agency Index

List of Agency Prepared Indexes

Parallel Tables of Statutory Authorities and Rules
List of CFR Titles, Chapters, Subchapters, and Parts
Alphabetical List of Agencies Appearing in the CFR
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Alphabetical List of Agencies Appearing in the CFR

(Revised as of October 1, 2004)

Agency

Administrative Committee of the Federal Register
Advanced Research Projects Agency
Advisory Council on Historic Preservation
African Development Foundation
Federal Acquisition Regulation
Agency for International Development, United States
Federal Acquisition Regulation
Agricultural Marketing Service
Agricultural Research Service
Agriculture Department
Agricultural Marketing Service
Agricultural Research Service
Animal and Plant Health Inspection Service
Chief Financial Officer, Office of
Commodity Credit Corporation
Cooperative State Research, Education, and Extension
Service
Economic Research Service
Energy, Office of
Environmental Quality, Office of
Farm Service Agency
Federal Acquisition Regulation
Federal Crop Insurance Corporation
Food and Nutrition Service
Food Safety and Inspection Service
Foreign Agricultural Service
Forest Service
Grain Inspection, Packers and Stockyards Administration
Information Resources Management, Office of
Inspector General, Office of
National Agricultural Library
National Agricultural Statistics Service
Natural Resources Conservation Service
Operations, Office of
Procurement and Property Management, Office of
Rural Business-Cooperative Service
Rural Development Administration
Rural Housing Service
Rural Telephone Bank
Rural Utilities Service
Secretary of Agriculture, Office of
Transportation, Office of
World Agricultural Outlook Board
Air Force Department
Federal Acquisition Regulation Supplement
Air Transportation Stabilization Board
Alcohol and Tobacco Tax and Trade Bureau
Alcohol, Tobacco, Firearms, and Explosives, Bureau of
AMTRAK
American Battle Monuments Commission
American Indians, Office of the Special Trustee
Animal and Plant Health Inspection Service
Appalachian Regional Commission

159

CFR Title, Subtitle or
Chapter

7, XXXVII
7, XXIX

7, XXXI

7, VIL, XVIII
48, 4

7,1V

7,1

9, 11

7, XV

36, 11

7, VI 9, 11
7, XXVII

7, XXVI

7, XLI

7, XXXVI

7, VI

7, XXVIII

7, XXXII

7, XVIII, XLII
7, XLII

7, XV, XXXV
7, XVI

7, XV, XVII1, XLII
7, Subtitle A
7, XXX

7, XXXVIII
32, VII

48, 53

14, VI

27, 1

27, 11

49, VI

36, IV

25, VII
7,119, 1

5, 1X



Agency

Architectural and Transportation Barriers Compliance Board

Arctic Research Commission
Armed Forces Retirement Home
Army Department

Engineers, Corps of

Federal Acquisition Regulation
Benefits Review Board

Bilingual Education and Minority Languages Affairs, Office of

Blind or Severely Disabled, Committee for Purchase From
People Who Are
Broadcasting Board of Governors
Federal Acquisition Regulation
Census Bureau
Centers for Medicare & Medicaid Services
Central Intelligence Agency
Chief Financial Officer, Office of
Child Support Enforcement, Office of
Children and Families, Administration for
Civil Rights, Commission on
Civil Rights, Office for
Coast Guard
Coast Guard (Great Lakes Pilotage)
Commerce Department
Census Bureau
Economic Affairs, Under Secretary
Economic Analysis, Bureau of
Economic Development Administration
Emergency Management and Assistance
Federal Acquisition Regulation
Fishery Conservation and Management
Foreign-Trade Zones Board
Industry and Security, Bureau of
International Trade Administration
National Institute of Standards and Technology
National Marine Fisheries Service
National Oceanic and Atmospheric Administration
National Telecommunications and Information
Administration
National Weather Service
Patent and Trademark Office, United States
Productivity, Technology and Innovation, Assistant
Secretary for
Secretary of Commerce, Office of
Technology, Under Secretary for
Technology Administration
Technology Policy, Assistant Secretary for
Commercial Space Transportation
Commodity Credit Corporation
Commodity Futures Trading Commission
Community Planning and Development, Office of Assistant
Secretary for
Community Services, Office of
Comptroller of the Currency
Construction Industry Collective Bargaining Commission
Consumer Product Safety Commission
Cooperative State Research, Education, and Extension
Service
Copyright Office
Corporation for National and Community Service
Cost Accounting Standards Board
Council on Environmental Quality
Court Services and Offender Supervision Agency for the
District of Columbia
Customs and Border Protection Bureau
Defense Contract Audit Agency
Defense Department

160

CFR Title, Subtitle or
Chapter
36, XI
45, XXI111
5, XI
32,V
33, 11; 36, 111
48, 51
20, V11
34,V
41, 51

22,V
48, 19
15, 1
42, IV
32, XIX

33, 1; 46, 1; 49, IV
46, 111

44, IV

15,1

37,V

15, VIl

13, 11

44, IV

48, 13

50, VI

15, IV

15, VII

15, 1115 19, 111

15, 11

50, I, 1V, VI

15, IX; 50, I, 111, 1V, VI
15, XXI11; 47, 111

15, IX
37, 1
37, IV

24, V, VI

7, XXXIV

37, 11

45, XI1, XXV
48, 99

40, V

28, V111

19, 1

32,1

5, XXVI; 32, Subtitle A;
40, VIl



CFR Title, Subtitle or

Agency Chapter
Advanced Research Projects Agency 32,1
Air Force Department 32, VIl
Army Department 32, V; 33, 11; 36, 111, 48,
51
Defense Intelligence Agency 32,1
Defense Logistics Agency 32, 1, XII; 48, 54
Engineers, Corps of 33, 11; 36, 111
Federal Acquisition Regulation 48, 2
National Imagery and Mapping Agency 32, 1
Navy Department 32, VI, 48, 52
Secretary of Defense, Office of 32, 1
Defense Contract Audit Agency 32,1
Defense Intelligence Agency 32,1
Defense Logistics Agency 32, XII; 48, 54
Defense Nuclear Facilities Safety Board 10, XVII
Delaware River Basin Commission 18, 111
District of Columbia, Court Services and Offender Supervision 28, V111
Agency for the
Drug Enforcement Administration 21, 11
East-West Foreign Trade Board 15, X111
Economic Affairs, Under Secretary 37,V
Economic Analysis, Bureau of 15, VI
Economic Development Administration 13, 11
Economic Research Service 7, XXXVII
Education, Department of 5, LI
Bilingual Education and Minority Languages Affairs, Office 34,V
of
Civil Rights, Office for 34,1
Educational Research and Improvement, Office of 34, VI
Elementary and Secondary Education, Office of 34, 11
Federal Acquisition Regulation 48, 34
Postsecondary Education, Office of 34, VI
Secretary of Education, Office of 34, Subtitle A
Special Education and Rehabilitative Services, Office of 34, 111
Vocational and Adult Education, Office of 34, IV
Educational Research and Improvement, Office of 34, VIl
Elementary and Secondary Education, Office of 34, 11
Emergency Oil and Gas Guaranteed Loan Board 13,V
Emergency Steel Guarantee Loan Board 13, IV
Employee Benefits Security Administration 29, XXV
Employees’ Compensation Appeals Board 20, IV
Employees Loyalty Board 5V
Employment and Training Administration 20, V
Employment Standards Administration 20, VI
Endangered Species Committee 50, IV
Energy, Department of 5, XXII1I; 10, 11, 111, X
Federal Acquisition Regulation 48, 9
Federal Energy Regulatory Commission 5, XXI1V; 18, |
Property Management Regulations 41, 109
Energy, Office of 7, XXIX
Engineers, Corps of 33, 11; 36, 111
Engraving and Printing, Bureau of 31, VI
Environmental Protection Agency 5, LIV; 40, 1, 1V, VII
Federal Acquisition Regulation 48, 15
Property Management Regulations 41, 115
Environmental Quality, Office of 7, XXXI
Equal Employment Opportunity Commission 5, LXII; 29, X1V
Equal Opportunity, Office of Assistant Secretary for 24,1
Executive Office of the President 3,1
Administration, Office of 5, XV
Environmental Quality, Council on 40, V
Management and Budget, Office of 5, 1, LXXVII; 14, VI,
48, 99
National Drug Control Policy, Office of 21, 111
National Security Council 32, XXI; 47, 2
Presidential Documents 3
Science and Technology Policy, Office of 32, XXI1V; 47, 11
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Agency
Trade Representative, Office of the United States
Export-Import Bank of the United States
Family Assistance, Office of
Farm Credit Administration
Farm Credit System Insurance Corporation
Farm Service Agency
Federal Acquisition Regulation
Federal Aviation Administration
Commercial Space Transportation
Federal Claims Collection Standards
Federal Communications Commission
Federal Contract Compliance Programs, Office of
Federal Crop Insurance Corporation
Federal Deposit Insurance Corporation
Federal Election Commission
Federal Emergency Management Agency
Federal Acquisition Regulation
Federal Employees Group Life Insurance Federal Acquisition
Regulation
Federal Employees Health Benefits Acquisition Regulation
Federal Energy Regulatory Commission
Federal Financial Institutions Examination Council
Federal Financing Bank
Federal Highway Administration
Federal Home Loan Mortgage Corporation
Federal Housing Enterprise Oversight Office
Federal Housing Finance Board
Federal Labor Relations Authority, and General Counsel of
the Federal Labor Relations Authority
Federal Law Enforcement Training Center
Federal Management Regulation
Federal Maritime Commission
Federal Mediation and Conciliation Service
Federal Mine Safety and Health Review Commission
Federal Motor Carrier Safety Administration
Federal Prison Industries, Inc.
Federal Procurement Policy Office
Federal Property Management Regulations
Federal Railroad Administration
Federal Register, Administrative Committee of
Federal Register, Office of
Federal Reserve System
Board of Governors
Federal Retirement Thrift Investment Board
Federal Service Impasses Panel
Federal Trade Commission
Federal Transit Administration
Federal Travel Regulation System
Fine Arts, Commission on
Fiscal Service
Fish and Wildlife Service, United States
Fishery Conservation and Management
Food and Drug Administration
Food and Nutrition Service
Food Safety and Inspection Service
Foreign Agricultural Service
Foreign Assets Control, Office of
Foreign Claims Settlement Commission of the United States
Foreign Service Grievance Board
Foreign Service Impasse Disputes Panel
Foreign Service Labor Relations Board
Foreign-Trade Zones Board
Forest Service
General Accounting Office
General Services Administration
Contract Appeals, Board of
Federal Acquisition Regulation
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CFR Title, Subtitle or
Chapter

15, XX

5, LI 12, IV

45, 11

5, XXXI; 12, VI

5, XXX; 12, XIV

7, VI, XVII

48, 1

14,1

14, 111

31, IX

5, XXIX; 47, 1

41, 60

7, IV

5, XXI1I; 12, 111

11, 1

44, 1

48, 44

48, 21

48, 16

5, XXI1V; 18, 1
12, X1

12, VIl

23, 1, 1

1, IV

12, XVII

12, IX

5, X1V; 22, X1V

31, Vil

41, 102

46, IV

29, XI1

5, LXXIV; 29, XXVII
49, 111

28, 111

48, 99

41, 101

49, 11

1,1

1, 1

12, 11

5, LVIII

5, VI, LXXVI
5, XIV

5, XLVII; 16, |
49, VI

41, Subtitle F
45, XXI

31, 11

50, I, IV

4,1

5, LVII; 41, 105
48, 61

48, 5



Agency
Federal Management Regulation
Federal Property Management Regulations
Federal Travel Regulation System
General
Payment From a Non-Federal Source for Travel Expenses
Payment of Expenses Connected With the Death of Certain
Employees
Relocation Allowances
Temporary Duty (TDY) Travel Allowances
Geological Survey
Government Ethics, Office of
Government National Mortgage Association
Grain Inspection, Packers and Stockyards Administration
Harry S. Truman Scholarship Foundation
Health and Human Services, Department of
Centers for Medicare & Medicaid Services
Child Support Enforcement, Office of
Children and Families, Administration for
Community Services, Office of
Family Assistance, Office of
Federal Acquisition Regulation
Food and Drug Administration
Human Development Services, Office of
Indian Health Service
Inspector General (Health Care), Office of
Public Health Service
Refugee Resettlement, Office of
Homeland Security, Department of
Coast Guard
Coast Guard (Great Lakes Pilotage)
Customs and Border Protection Bureau
Federal Emergency Management Agency
Immigration and Customs Enforcement Bureau
Immigration and Naturalization
Transportation Security Administration
Housing and Urban Development, Department of
Community Planning and Development, Office of Assistant
Secretary for
Equal Opportunity, Office of Assistant Secretary for
Federal Acquisition Regulation
Federal Housing Enterprise Oversight, Office of
Government National Mortgage Association
Housing—Federal Housing Commissioner, Office of
Assistant Secretary for
Housing, Office of, and Multifamily Housing Assistance
Restructuring, Office of
Inspector General, Office of
Public and Indian Housing, Office of Assistant Secretary for
Secretary, Office of
Housing—Federal Housing Commissioner, Office of Assistant
Secretary for
Housing, Office of, and Multifamily Housing Assistance
Restructuring, Office of
Human Development Services, Office of
Immigration and Customs Enforcement Bureau
Immigration and Naturalization
Immigration Review, Executive Office for
Independent Counsel, Office of
Indian Affairs, Bureau of
Indian Affairs, Office of the Assistant Secretary
Indian Arts and Crafts Board
Indian Health Service
Industry and Security, Bureau of
Information Resources Management, Office of
Information Security Oversight Office, National Archives and
Records Administration
Inspector General
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CFR Title, Subtitle or
Chapter

41, 101
41, Subtitle F
41, 300
41, 304
41, 303

41, 302

41, 301

30, IV

5, XVI

24, 111

7, VI 9, 11

45, XVI111

5, XLV; 45, Subtitle A
42, IV

45, 111

45, 11, 11, 1V, X
45, X

45, 11

48, 3

21, 1

45, X111

25,V; 42, 1

42,V

42,1

45, 1V

6, 1

33, 1; 46, 1; 49, IV
46, 111

19,1

44, 1

19, IV

8, 1

49, XI11

5, LXV; 24, Subtitle B
24, V, VI

24,1

48, 24

12, XVI1

24, 111

24, 11, VI, X, XX

24, IV

24, XI1
24, IX
24, Subtitle A, VII
24, 11, VI, X, XX



Agency
Agriculture Department
Health and Human Services Department
Housing and Urban Development Department
Institute of Peace, United States
Inter-American Foundation
Interior Department
American Indians, Office of the Special Trustee
Endangered Species Committee
Federal Acquisition Regulation
Federal Property Management Regulations System
Fish and Wildlife Service, United States
Geological Survey
Indian Affairs, Bureau of
Indian Affairs, Office of the Assistant Secretary
Indian Arts and Crafts Board
Land Management, Bureau of
Minerals Management Service
National Indian Gaming Commission
National Park Service
Reclamation, Bureau of
Secretary of the Interior, Office of
Surface Mining and Reclamation Appeals, Board of
Surface Mining Reclamation and Enforcement, Office of
Internal Revenue Service
International Boundary and Water Commission, United States
and Mexico, United States Section
International Development, United States Agency for
Federal Acquisition Regulation
International Development Cooperation Agency, United
States
International Fishing and Related Activities
International Investment, Office of
International Joint Commission, United States and Canada
International Organizations Employees Loyalty Board
International Trade Administration
International Trade Commission, United States
Interstate Commerce Commission
James Madison Memorial Fellowship Foundation
Japan-United States Friendship Commission
Joint Board for the Enrollment of Actuaries
Justice Department

Alcohol, Tobacco, Firearms, and Explosives, Bureau of
Drug Enforcement Administration
Federal Acquisition Regulation
Federal Claims Collection Standards
Federal Prison Industries, Inc.
Foreign Claims Settlement Commission of the United
States

Immigration Review, Executive Office for
Offices of Independent Counsel
Prisons, Bureau of
Property Management Regulations

Labor Department
Benefits Review Board
Employee Benefits Security Administration
Employees’ Compensation Appeals Board
Employment and Training Administration
Employment Standards Administration
Federal Acquisition Regulation
Federal Contract Compliance Programs, Office of
Federal Procurement Regulations System
Labor-Management Standards, Office of
Mine Safety and Health Administration
Occupational Safety and Health Administration
Public Contracts
Secretary of Labor, Office of
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CFR Title, Subtitle or
Chapter

7, XXVI

24, X1
22, XVII
5, LXIII; 22, X

25, VII
50, IV
48, 14
41, 114
50, I, IV
30, IV
25,1,V
25, VI
25, 11
43, 11
30, 11
25, 111
36, 1
43,1

43, Subtitle A
30, 111
30, VII
26, 1

22, X1

22, 11
48,7
22, X1l

50, 111

31, VI

22, IV

5V

15, 115 19, 111
19, 11

5, XL

45, XXIV

22, XVI

20, VIl

5, XXVIII; 28, 1, XI; 40,

29, 11, IV

30, 1

29, XVI1

41, 50

29, Subtitle A



Agency
Veterans’ Employment and Training Service, Office of the
Assistant Secretary for

Wage and Hour Division

Workers’ Compensation Programs, Office of
Labor-Management Standards, Office of
Land Management, Bureau of
Legal Services Corporation
Library of Congress

Copyright Office
Local Television Loan Guarantee Board
Management and Budget, Office of

Marine Mammal Commission

Maritime Administration

Merit Systems Protection Board

Micronesian Status Negotiations, Office for

Mine Safety and Health Administration

Minerals Management Service

Minority Business Development Agency

Miscellaneous Agencies

Monetary Offices

Morris K. Udall Scholarship and Excellence in National
Environmental Policy Foundation

National Aeronautics and Space Administration
Federal Acquisition Regulation

National Agricultural Library

National Agricultural Statistics Service

National and Community Service, Corporation for

National Archives and Records Administration
Information Security Oversight Office

National Bureau of Standards

National Capital Planning Commission

National Commission for Employment Policy

National Commission on Libraries and Information Science

National Council on Disability

National Counterintelligence Center

National Credit Union Administration

National Crime Prevention and Privacy Compact Council

National Drug Control Policy, Office of

National Foundation on the Arts and the Humanities

National Highway Traffic Safety Administration

National Imagery and Mapping Agency

National Indian Gaming Commission

National Institute for Literacy

National Institute of Standards and Technology

National Labor Relations Board

National Marine Fisheries Service

National Mediation Board

National Oceanic and Atmospheric Administration

National Park Service

National Railroad Adjustment Board

National Railroad Passenger Corporation (AMTRAK)

National Science Foundation
Federal Acquisition Regulation

National Security Council

National Security Council and Office of Science and
Technology Policy

National Telecommunications and Information
Administration

National Transportation Safety Board

National Weather Service

Natural Resources Conservation Service

Navajo and Hopi Indian Relocation, Office of

Navy Department
Federal Acquisition Regulation

Neighborhood Reinvestment Corporation

Northeast Interstate Low-Level Radioactive Waste
Commission
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CFR Title, Subtitle or
Chapter

41, 61; 20, IX

29, V

20, 1

29, I, IV
43, 11

45, XVI
36, VII
37, 11

7, XX

5, 111, LXXVII; 14, VI,
48, 99

50, V

46, 11

5 1

32, XXVII
30, 1

30, 1l

15, X1V
1, 1V
31,1

36, XVI

5, LIX; 14, V
48, 18

7, XLI

7, XXXVI

45, XI1, XXV
5, LXVI; 36, XII
32, XX

15, 11

1, 1v

1, 1v

45, XVII

34, X1l

32, XVII

12, VII

28, IX

21,11

45, X1

23, 11, 111; 49, V
32,1

25, 11

34, XI

15, 11

5, LXI; 29, 1
50, 11, IV, VI
29, X

15, IX; 50, I1, 111, 1V, VI
36, 1

29, 1N

49, V11

5, XLII1; 45, VI
48, 25

32, XXI

47, 11

15, XXI11; 47, 111

49, VIII
15, IX

7, V1

25, IV
32, VI
48, 52

24, XXV
10, XVIII



Agency
Nuclear Regulatory Commission
Federal Acquisition Regulation
Occupational Safety and Health Administration
Occupational Safety and Health Review Commission
Offices of Independent Counsel
Oklahoma City National Memorial Trust
Operations Office
Overseas Private Investment Corporation
Panama Canal Commission
Panama Canal Regulations
Patent and Trademark Office, United States
Payment From a Non-Federal Source for Travel Expenses
Payment of Expenses Connected With the Death of Certain
Employees
Peace Corps
Pennsylvania Avenue Development Corporation
Pension Benefit Guaranty Corporation
Personnel Management, Office of
Federal Acquisition Regulation
Federal Employees Group Life Insurance Federal
Acquisition Regulation
Federal Employees Health Benefits Acquisition Regulation
Postal Rate Commission
Postal Service, United States
Postsecondary Education, Office of
President’s Commission on White House Fellowships
Presidential Documents
Presidio Trust
Prisons, Bureau of
Procurement and Property Management, Office of
Productivity, Technology and Innovation, Assistant
Secretary
Public Contracts, Department of Labor
Public and Indian Housing, Office of Assistant Secretary for
Public Health Service
Railroad Retirement Board
Reclamation, Bureau of
Refugee Resettlement, Office of
Regional Action Planning Commissions
Relocation Allowances
Research and Special Programs Administration
Rural Business-Cooperative Service
Rural Development Administration
Rural Housing Service
Rural Telephone Bank
Rural Utilities Service
Saint Lawrence Seaway Development Corporation
Science and Technology Policy, Office of
Science and Technology Policy, Office of, and National
Security Council
Secret Service
Securities and Exchange Commission
Selective Service System
Small Business Administration
Smithsonian Institution
Social Security Administration
Soldiers’ and Airmen’s Home, United States
Special Counsel, Office of
Special Education and Rehabilitative Services, Office of
State Department
Federal Acquisition Regulation
Surface Mining and Reclamation Appeals, Board of
Surface Mining Reclamation and Enforcement, Office of
Surface Transportation Board
Susquehanna River Basin Commission
Technology Administration
Technology Policy, Assistant Secretary for
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CFR Title, Subtitle or

Chapter

5, XLVIII; 10, 1

48, 20

29, XVII

29, XX

28, VI

36, XV

7, XXVIII

5, XXXIII; 22, VI

48, 35

35, 1

37,1

41, 304

41, 303

22, 11

36, IX

29, XL

5, I, XXXV; 45, VIII
48, 17

48, 21

48, 16

5, XLVI; 39, 1
5, LX; 39,1

34, VI

1, 1v

3

36, X

28,V

7, XXX

37, IV

7, XVII, XLI1

7, XL

7, XVII, XXXV

7, XVI

7, XVI, XVII, XLII
33, IV

32, XXIV

47, 11

31, IV

17, 1

32, XVI
13,1

36, V

20, 11; 48, 23
5, XI

5, VI

34, 111

22, 1; 28, X1
48, 6

30, 111

30, VIl

49, X

18, V111

15, X1

37, IV



Agency

Technology, Under Secretary for
Tennessee Valley Authority
Thrift Supervision Office, Department of the Treasury
Trade Representative, United States, Office of
Transportation, Department of

Commercial Space Transportation

Contract Appeals, Board of

Emergency Management and Assistance

Federal Acquisition Regulation

Federal Aviation Administration

Federal Highway Administration

Federal Motor Carrier Safety Administration

Federal Railroad Administration

Federal Transit Administration

Maritime Administration

National Highway Traffic Safety Administration

Research and Special Programs Administration

Saint Lawrence Seaway Development Corporation

Secretary of Transportation, Office of

Surface Transportation Board

Transportation Statistics Bureau
Transportation, Office of
Transportation Security Administration
Transportation Statistics Bureau
Travel Allowances, Temporary Duty (TDY)
Treasury Department

Alcohol and Tobacco Tax and Trade Bureau
Community Development Financial Institutions Fund
Comptroller of the Currency
Customs and Border Protection Bureau
Engraving and Printing, Bureau of
Federal Acquisition Regulation
Federal Law Enforcement Training Center
Fiscal Service
Foreign Assets Control, Office of
Internal Revenue Service
International Investment, Office of
Monetary Offices
Secret Service
Secretary of the Treasury, Office of
Thrift Supervision, Office of
Truman, Harry S. Scholarship Foundation
United States and Canada, International Joint Commission
United States and Mexico, International Boundary and Water
Commission, United States Section
Utah Reclamation Mitigation and Conservation Commission
Veterans Affairs Department
Federal Acquisition Regulation
Veterans’ Employment and Training Service, Office of the
Assistant Secretary for
Vice President of the United States, Office of
Vocational and Adult Education, Office of
Wage and Hour Division
Water Resources Council
Workers’ Compensation Programs, Office of
World Agricultural Outlook Board
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CFR Title, Subtitle or
Chapter
37,V
5, LXIX; 18, X1

23, 11, 111; 49, V
49, 1

33, IV

14, 11; 49, Subtitle A
49, X

49, XI

7, XXXI11

49, X1

49, XI

41, 301

5, XXI; 12, XV; 17, 1V;
31, IX

27,1

12, XVIII

12,1

19,1

31, VI

48, 10

31, vl

31, 1

31,V

26, 1

31, VI

31,1

31, 1V

31, Subtitle A
12,V

45, XVI111

22, IV

22, X1

43, 11

38, 1

48, 8

41, 61; 20, IX

32, XXVIII
34, IV
29,V

18, VI

20, 1

7, XXXV






List of CFR Sections Affected

All changes in this volume of the Code of Federal Regulations that
were made by documents published in the FEDERAL REGISTER since Jan-
uary 1, 2001, are enumerated in the following list. Entries indicate the
nature of the changes effected. Page numbers refer to FEDERAL REGISTER
pages. The user should consult the entries for chapters and parts as well

as sections for revisions.

For the period before January 1, 2001, see the “List of CFR Sections Af-
fected, 1949-1963, 1964-1972, 1973-1985, and 1986-2000” published in 11 sepa-

rate volumes.

2001
46 CFR 66 FR
Page
Chapter |
78.05-1 (a)and(c)amended ............ 48620
78.10-1 Amended...........ccoeviiniinnnnn. 48620
2002
46 CFR 67 FR
Page
Chapter |
70 Authoritycitationrevised........ 34784

70.05-1 (a) introductory text and
table revised
70.05-18 Added .......coveiiiiiiiiiiiinnnnn.
70.10-1 (Subpart70.10) Revised ...... 34791
71 Reporting and recordkeeping
requirements...............
71.50-1 Revised;interim
71.50-3 Heading, (a) and (b) intro-
ductory text revised; (f) redes-
ignated as (g); new (f) added; in-

terim. . 21076
71.50-5 Redesignated as 71.50-35;
interim.............cooiiiii 21076
Added; interim...........cooevienennen... 21077
71.50-15 Added;interim................. 21077
71.50-17 Added;interim................. 21077
71.50-19 Added;interim................. 21077
71.50-21 Added;interim................. 21078
71.50-23 Added;interim................. 21078
71.50-25 Added;interim................. 21078
71.50-27 Added;interim................. 21078
71.50-29 Added;interim................. 21078
71.50-31 Added;interim................. 21078
71.50-35 Redesignated from 71.50-

5; (b) and (c) amended; in-
terim. ..o 21076

2003

(Regulations published from January 1,
2003 through October 1, 2003)

46 CFR 68 FR
Page

Chapter |

Chapter |Headingcorrected......... 16953

71 Authority citationrevised..... 39314
Authority citation correctly re-
VISEd ..ot 41915
71.25-47 Added; eff. to 11-25-03........ 39314
71.25-47 Regulation at 68 FR 39314
confirmed.........ccooeiiiiiiiiinenn. 60512

2004

(Regulations published from January 1,
2004, through October 1, 2004)

46 CFR

69 FR
Page
Title46 Nomenclaturechange. ...... 18803
70 Authoritycitationrevised........ 58347
70.01-15 (b)amended ..................... 58347
71 Authoritycitationrevised....... 47382,
58347
71.15-5 (b)amended....................... 58347
71.50-1 Regulation at 67 FR 21076
confirmed;amended ................. 47382
71.50-3 Regulation at 67 FR 21076
confirmed.........ccooiieiiiniiennenn. 47382
71.50-5 Regulations at 67 FR 21076
and 21077 confirmed .................. 47382
71.50-15 Regulation at 67 FR 21077
confirmed;revised.................... 47382
71.50-17 Regulation at 67 FR 21077
confirmed.........ccooiieiiiniiinnnnn. 47382
71.50-19 Regulation at 67 FR 21077
confirmed; (d) amended............. 47382



46 CFR (10-1-04 Edition)

46 CFR—Continued

71.50-21 Regulation at 67 FR 21078
confirmed.........c..cooiiiininnn, 47382
71.50-23 Regulation at 67 FR 21078
confirmed; (c) added.................. 47382
71.50-25 Regulation at 67 FR 21078
confirmed; (a)(3) amended......... 47382
71.50-27 Regulation at 67 FR 21078
confirmed; (a)(2) revised ........... 47382
71.50-29 Regulation at 67 FR 21078
confirmed; (a) revised; (d)

69 FR
Page

46 CFR—Continued

69 FR
Page
71.50-31 Regulation at 67 FR 21078
confirmed; (a) and (d)(1) re-
VISE. .. 47382
71.50-35 Regulation at 67 FR 21076
confirmed...........coooeiiiiiinians 47382
72 Authoritycitationrevised........ 58347
76 Authoritycitationrevised........ 58347
76.23-15 (a)amended...................... 58347
77 Authoritycitationrevised........ 58347
78 Authoritycitationrevised........ 58347
80 Authoritycitationrevised........ 58347
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